
































































Ju Q 





■i 



If you haven’t already heard, we are : 
talking abofit Collins’ newest arrival, 
the 30J 250 watt Transmitter. With a 
power increase of 40% over the 30FXC, 
the 30J remains in the 30FXC price 
class. New styling and new mechanical 
features are a pleasure to the eye and 
an aid to better operating. Simplified * 
tuning has been the key note of the 
design. Like all proud parents, we 
could go on and on, but a glance at the 
specifications will show you that we 
are not unjustly proud. 

SPECIFICATIONS 

POWER OUTPUT: 250 watts Phone and CW. 
FREQUENCY RANGE: 1.5 to .30 megacycles 
(.5 me. to 60 me. on special order). 
FREQUENCY CHANGE: Plug-in coils. 

POWER SOURCE: 110 volt, 50-60 cycle, 
single phase A.C., 1200 V.A. 

TUBE CONIPLEiMENT: 1 — CIOOD Oscillator. 

1 — 807 First Doubler-Amplifier. 

1 — 807 Second Doubler-Amplifier. 

3 — 807 Third Doubler-Amplifiers. 

2 — ClOl Final Amplifiers. 

2 — 6J5G Audio Amplifiers. 

2 — 6F6G Audio Drivers. 

2 — C120 IModulators. 

2 — C249B IMercury Vapor Rectifiers. 

2 — C866A Mercury Vapor Rectifiers. 

1 — .5Z3 Low Voltage Rectifier. 

MODULATION: High level. Class “B”. 

CRYSTAL: “A” cut in 20-t or lA holder. 

AUDIO FREQUENCY INPUT: From micro¬ 
phone — 40 db at 50,000 ohms. 

AUDIO FREQUENCY RESPONSE: Plus or 
minus 1.5 db from 100 to 5000 cycles. 

CARRIER NOISE: More tban 40 db below 
100% modulation. 

OUTPUT CIRCUIT: Pi tank circuit for opera¬ 
tion with balanced transmission line or 
feeder. 

CABINET DIMENSIONS: 60" x 20" x 13" 
WEIGHT: 300 pounds. 

NEW MECHANICAL FEATURES: “Stream¬ 
lined” cabinet. Hinged rear door. Tube 
access window. Rectangular instruments 
behind glass window. Pretuned excita¬ 
tion tank circuits adjustable through 
access window. Further refinements in 
workmanship. 

NEW ELECTRICAL FEATURES: Simplified 
output circuit. Link coupling to pushpull 
final amplifier. Fixed grid bias. Stage by 
stage metering and switching. Three 
power supplies. Negative resistance oscil¬ 
lator. Beam excitation tubes. Convenient 
control circuits. 
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T he HalHcrafters occupy a unique 
place in the comnaunications 
receiver field. Alone among the ex¬ 
clusive manufacturers of this type 
of equipment, they hold both RCA 
and Hazeltine licenses. 

What does this mean to the purchaser 
of a HalHcrafters receiver? 

First, it is an Indication of the sta- 
biUty and integrity of the manu¬ 
facturer. In the entire radio industry 
there are but a few of the more sub¬ 
stantial organizations who are privi¬ 
leged to hold such licenses. 

Second, it means that the manu¬ 
facturer of this equipment has at his 
disposal the fruits of a life time of 
intensive radio research, by the finest 
engineering brains in the radio in¬ 
dustry. A thousand is a ridiculously 
modest estimate of the years upon 
years of brilliant experiment by hun¬ 
dreds of engineers and scientists, 
through which radio science has 
been brought to its present state of 
perfection, and which is all available 
to the HalHcrafters through their 
patent licenses. 

No wonder the HalHcrafters can produce 
so advanced a receiver as the New 1938 
Super Skyrider — no wonder the Sky 
Challenger is so outstanding among re- 
ceivers in the $80.00 price bracket, a chal¬ 
lenge in itself. There’s more in a HalU- 
crafters receiver than meets the eye — a 
background of brilliant, revolutionary 
engineering. See these receivers at your 
dealers. Try them out. Compare them. 
And remember, look for the license label 
on any receiver. 

Write tor illuetrated booklet deecribing the 
complete Balllcrattera Line 
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T he new “Super-Pro” with its distinctive desisn 
and rugged construction, provides trouble-free 
“dependable service" so essential to the critical 
amateur and professional for his important and exact¬ 
ing air activities. Among the “Super-Pro" features 
that contribute to this superior efficiency is the husky, 
self-contained tuning unit, with its unique noiseless 
band-change cam knife switch. Silver plated.knives 
and contacts insure low resistance contact for each 
circuit. No moving part carries current to cause noise 
or provide stray coupling. In addition, the tuning unit 


Speaker-Phone switches; relay strip,- 8 metal and 8 
glass tubes. Crystal or standard types available in 
table model, rack panel, or console for 7% to 240 
or 15 to 560 meters. Console model has a bass reflex 
sealed sound chamber and a 15" high fidelity 
speaker. 

See and hear this outstanding receiver today! If 
you haven't the name of your local authorized 
Hammarlund dealer, mail coupon below for these 
data and complete details on the new “Super-Pro.” 


has 20 separate coil assemblies, with coils wound on 
highest grade bakelite and mounted on Isoiantite 
bases. All coils have copper disc inductance adjusters 
and variable trimming capacitors permitting precision 
alignment at low and high frequency ends of the 
bands. The tuning unit also has a shielded 4-gang 
tuning condenser and 12-gang band spread condenser 
with soldered brass Midline plates, stainless steel 
rotor shaft, and steel ball bearings affording smooth 
and accurate tuning. 

Other features of the “Super-Pro" are — two R.F. 
stages on all bands; calibrated band width (3 to 16 
kc.), beat oscillator, audio, and sensitivity controls; 

direct tuning; high fidelity; va- 
riable crystal filter; C.W.-Mod. 
Standby, A.V.C.-Man., 


H 


MAIL THIS COUPONl 


HAMMARLUND MFG. CO., INC 
424-438 W. 33rd St., N. Y. City 

O Please send me "Super-Pro" 
bulletin 

□ Please send me "Super-Pro" j 

Console bulletin * 

□ Please send me dealer listing 
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teur in the nation and has a history of glorious achieve¬ 
ment as the standard-bearer in amateur affairs. 
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Secretary. 
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Address ail general correspondence to the adminis¬ 
trative headquarters at West Hartford, Connecticut 
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W E’VE sat here a half an hour with a sheet of 
blank paper in the editorial miU, ruminating 
on a hne of thought that has possessed us the past 
several days, wondering whether it’s worth talk¬ 
ing about and how to get started doing so. We’ve 
decided to sound off. We hope no one will take us 
too seriously. We’ll probably say a number of 
things that we don’t quite mean, just for the pur¬ 
pose of exciting a line of thought and illustrating 
what’s been on our mind. 

We wonder if this old game isn’t getting a great 
deal too complicated. We also wonder if we don’t 
make much of this complication for ourselves by 
hanging onto dead things and dead practices long 
after they should have received decent burial. Do 
we amateurs sometimes develop mild cases of 
muscle-binding of the brain? It seems to us that 
we don’t forget easily enough, nor discard and 
throw away painlessly enough. And we’re think¬ 
ing both of apparatus and of ideas themselves. 

Just as an example, consider the average ama¬ 
teur’s attic, gener^y containing what was once 
many dollars worth of radio apparatus, now out¬ 
grown and stowed away. Stowed away why? 
Well, in the hope that there will be use for it later. 
Yet, ten to one, every one of us in his heart 
knows that we’ll never drag that old gear into use 
again. It just sits there, collecting dust. And dis¬ 
tracting us with memories of the days when it 
was prime. That’s it—distracting us. We hang too 
much onto our dead past. We’re not nim ble 
enough to take the mental plunge and get it over 
with, once and for all. Isn’t it possible that we’d 
be better off if we threw that old junk away and, 
with it, the very memories of it and everything it 
stood for, so as to leave mental houseroom for new 
ideas, new developments, progress? Isn’t it prob¬ 
ably symbolic of something, this way we hang on 
to decrepit gear in the attic? Most of mental 
hygiene is about on a par with this, we often think. 
Our operating ideas, our social ideas within the 
amateur picture, are largely those of years that 
are gone. We do things and think things a certain 
way because we used to, because we remember so 
well the successive steps that led to our present 
practices—and in the process aU these separate 
components of om thoughts and actions take on a 
certain sanctity and we are prone not to disturb 
them. So, ask we, what of our vaunted flexibility 
and mental agility and wideawakeness, this 
terrific resourcefulness of the amateiu? 


Here we are, just for another example, engaging 
in terrible mental gymnastics whenever a group 
of hams meet, on the simple question of antennas 
and ways of feeding them. We wind ourselves into 
the darndest knots over matched impedances and 
various other aspects of what ought to be a simple 
problem. Simple because, when it’s all said and 
done.and the job is working, it can be seen to be 
simple. Yet the way we torture ourselves in the 
interim proves that the old bean is still loaded 
down with ancient concepts, the old and clumsy 
way of looking at things, to an extent that has 
precluded simphfication and easy-does-it. We’re 
the same way about transmitters. So a crystal 
will give stability at a low power level, will it, and 
other stages can double frequency and multiply 
power, and a final can give the power a big boost? 
Hmmm. And rather difficult neutralization will 
make the many stages behave, provided they are 
accompanied by a maze of by-passes and r.f. 
grounds and resistors serving many purposes, you 
say? Well, sonny boy, we have to point out that 
the net result is a monster of many stages, of 
dozens of dials and meters, and of a positively 
fiendish complexity. It puts out a grand signal, 
the sweUest we know about, but at what a price in 
complication, hard work and headaches—and 
dollars! We suppose we put up with it only be¬ 
cause we haven’t yet thought out a more rational 
way of doing the job. But it seems to us that we 
ought to positively surge with impatience over 
still compounding the old ideas of a little crystal 
stage here in the southwest corner, followed by 
another stage to do this and another to do that, 
all requiring separate adjustment, until the result 
is an electrician’s nightmare. It’s too much of a 
good thing. We ought to be restlessly seeking 
some means of kicking the whole kaboodle over¬ 
board and doing these things in a new and re¬ 
freshingly simpler manner. Probably we ought to 
feel the same way about receivers but most of us 
buy oms ready-made from a factory and our 
sense of outrage is somewhat lulled by the fact 
that somebody else has done the dirty work. Per¬ 
haps some day some manufacturer will bring out 
a factory-built dingbat for transmitters, contain¬ 
ing all the generating and doubling and exciting 
stages and 95% of the soldered connections and 
headaches, and if that happens we’ll probably 
take it and like it. 

But ought we to? Shouldn’t we still be sick of 
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such hellish complications, of getting present-day 
results by compounding little bits of ancient in¬ 
formation on top of one' another? That genius is 
an infinite capacity for taking pains is, in this 
case, sheer rubbish, we think. Outspoken im¬ 
patience with outworn claptrap is also a virtue. 
We’d be better off if we were all just seething with 
a fine indignation at the h umili ation of not know¬ 
ing how to do these jobs in any more effective 
fashion, and if there burned in us an almost reck¬ 
less determination to find means to junk these 
moth-eaten procedures, both in technique and in 
operating, and to develop modem short-cuts to 
better results. The whole structure of our techni¬ 
cal practices could stand reexamination, searching 
reexamination in a bitter mood. We need some 
forthright intensive thinking on how to cut away 
the debris of the past twenty years; realistic, ob¬ 
jective thinking-out of how to accomplish our 
results in direct fashion. And to this end we need 
first to denude our minds of their burden of out¬ 
worn physical concepts and moss-covered theory, 
of complacent acceptance of rust-encrusted prac¬ 


tices, of unwillingness to be impatient! And, of 
all these, the mental housecleaning is the most 
important. 

Do we hear a call for a psychiatrist? Is it sug¬ 
gested that we are flying in the face of all scientific 
history, in that improvements are to be had only 
at the expense of complications, with occasional 
consolidations of new ground gained? And that we 
forget that man never loams anything except 
painfully, little bit by little? WeU, buddy, our 
answer is that it’s just too long between consolida¬ 
tions, and as for the rest, by heavens we’re 
amateurs and we don’t have to content omselvcs 
W'ith orthodox modes of thinking. More power, we 
say, to the spirit of impatience in this field! 

And so we suggest that it is in that direction 
tliat will be found the next great increment of 
amateur progress. We call now for serious 
thought-taking on this subject. Is there a chance 
or are we nuts? We’d be glad to have letters from 
members for our corre.spondence column. If 
you’re stiU with us, hop on your megacycle and 
let’s go places! k. b. w. 


The Cover 

HE dizzy pattern up front this month is the 
result of popping a camera near the managing 
editor’s desk as this issue was imder constmetion. 
The gadgets wfil be recognized as “cuts”—the 
engravings with which the illustrations in the 
magazine are printed. Some of the engravers’ 
proofs can be seen imder the cuts themselves. 


New Cathode-Ray Tubes for Television 
Reception 

W HEN tubes labeled “television” are made 
avaOable for amateur and experimental 
use, it does seem as though that long-awaited 
type of transmission is coming close to the well- 
known corner around which it has been these 
many years. HCA has brought out two new cath¬ 
ode-ray tubes designed for experimental television 



reception, one having a 5-inch screen and the 
other a 9-inch; they are shown in the accom¬ 
panying photograph. They will be known as Types 

1800 (9-inch) and 1801 (5-inch), and have been 
named “Kinescopes.” 

Both tubes are of the electromagnetic-deflec¬ 
tion type. A medium-persistence fluorescent 
material with which pictures have a yellowish 
hue is used for the screens. Heater voltage in 
both cases is 2.5 volts. The 1800 operates with 
Anode No. 2 voltages up to 7000, Anode No. 1 
up to 2000; similar maximum ratings for the 

1801 are 3000 and 1000 volts, respectively. 
Kinescopes are being released on a purely 

experimental basis, with no present intention of 
marketing complete equipment with which they 
can be used. 


The Maritime Division Convention 

' I 'HE annual Maritime Convention sponsored 
by the Halifax Amateur Radio Club was a 
great success. It was well attended and everyone 
had a good time. The ball started rolling on Satur¬ 
day afternoon, September 4th, with registration 
at the Nova Scotia Hotel. The person attending 
from the greatest distance was W. H. Lord of 
Chattanooga, Tenn. Another welcome guest was 
WIVE, a rather appropriate call for the occasion. 
The total number in attendance was one hundred 
and sixteen. 

The first meeting was addressed by Professor 
G. H. BurcheU, of the Department of Electrical 
Engineering of the Nova Scotia Technical Col- 
{Continued on page 90) 
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1937 A*R*R«L Field Day Results 


T HEFifth Annual A.R.R.L. Field Day (June, 
1937) was by far the most successful outdoor 
operating activity ever held. 642 individuals 
participated! Practically aU of these were licensed 
radio amateurs, a comparative few S.W.L.’s and 
hams-to-be assisting in station installations, in 
rustling grub, etc. 60 club-groups totalling 406 
individuals took advantage of the opportunity for 
a real radio outing. The remaining 177 partici¬ 
pants went out alone, or in most cases in small 
groups. An activity such as the “F.D.” lends it¬ 
self best to group-participation, although it was 
fun for all, “lone wolves” and “large gangs” alike. 

Interest in portable work and the emergency¬ 
preparedness that it encourages is increasing by 
leaps and bounds. The fact that some 550 differ¬ 
ent “portable stations” were worked or 
logged on the Field Day week-end indicates 
the widespread activity along these lines. 

Once bitten by the “portable” bug and once 
experiencing the simprising work that can 
be done with low power, rigs “in the field” 
there is nothing to do but come back for 
more—and how the gang comes back each 
time a Field Day is announced! In some in¬ 
stances “portable-to-portable” contacts on 
the F.D. ran 30% or higher of all contacts 
made. 

1937 F.D. rules were practically the same 
as in previous years. However, this year con¬ 
tacts between two stations in the field 
(portable-to-portable) counted “2 points” 
rather than the usual 1 point for general QSO’s. 
An extra credit of 10 points was also given for 



VV9SHW BEARS DOWN ON THE HAND-DRJVEN 
GENERATOR USED TO POWER ONE OF THE RIGS 
AT W9AWC-9, SEDALIA RADIO CLUB 


originating not more than one message addressed 
to A.R.R.L. Headquarters reporting the numbers 
of operators, the location, conditions and power, 
all of which data would normally be needed in 
actual emergency. A good number of these mes¬ 
sages reached West Hartford and proved of con¬ 
siderable interest to all parties handling them, 
ilside from these two features the scoring was un¬ 
changed. Multipliers of 2 or 3 depending on 
whether either or both transmitter and receiver 
were independent of commercial power sources 
and “power multipliers” were again used. 

We have said it was the most successful F.D. 
ever. The scores confirm this statement! The 
Egyptian Radio Club, with twelve operators 
manning the club station W9AIU-9 at Alton, 


Illinois, on a 200 foot bluff overlooking the Mis¬ 
sissippi River, made a new Field Day record, 
leading all other contestants—204 QSO’s (168 
C.W., 36 ’phone) . . . 2268 points! Operation was 
on 3.5, 7 and 14 Me. C.W. and 1.75 Me. ’phone, 
the niajority of contacts being made on 7 Me. 
Five separate transmitters and four receivers were 
used. Two transmitters consisted only of an 802 
o.scUlator. Other rigs were 2A5 crystal, 802 final, 
suppressor grid modulated by 56-2A6; 42 crystal, 
802 final, supp. grid modulated by 76-42; 53 
crystal, RK23 final, supp. grid modulated by 
Breting speech amplifier. A single button carbon 
mike was used on all ’phone rigs. Antennas were 
a 132'foot end fed Hertz for 3.5, 7 and 14 Me., 
260 fdot end fed Hertz for 1.76 Me., and a doublet 
for 14 Mo. ’phone. Power supplies were a 110 
volt h.c. 300 watt gas driven generator and two 
3.50 volt dynamotors. Input on all teansnaitters 
was kept at 20 watts. The results tell a story of 
good jplanning and excellent operating on the 
part of the Egyptian gang. The whole F.C. con¬ 
tingent will join us in extending to them hearty 
congratulations! 

X tVo-man crew placed second with 1923 points 
—16,5 contacts! W6MVK-6, operated on C.W. 
by T. S. Chow, W6MVK, and on ’phone 
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by George Chow, W60FD, made this very credit- 
aisle showing “on location” 8 miles south, of .Mo¬ 
desto, California. The C.W. rig was 6L6-6L6 
with not over 20 watts input, making 102 QSO’s 
on 3.6, 7 and 14 Mo. The ’phone set was 6L6- 
6L6-100TH running 55 watts input on the 1.76- 



COLD? NO? MOSQUITOES? 

Member* of the Jacksonville Radio Club group 
CW4EOS-4) shield themselves against the luell'known 
pests. 

and 3.9-Mc. bands. Power was generated with a 
3-horse gas engine driving a 1-kw. 110-volt a.c. 
generator. Antennas were a doublet for 3.9 Me., 
wave single wire for 1.75 Me. and M wave 7 
Me. for C.W. work. Although these chaps are 
members of the 100 What Club of Modesto, they 
worked independently, the club not going 
out “en-body.” However, “statistics prove” 
that very few club groups anywhere near 
equalled the accomplishments of these two 
operators. Well done! 

The York Road Radio Club, leader in the 
'36 Field Day, was again in the doings, 
fighting hard and considerably bettered its 
previous performance, but this year we 
find them in third place—1917 points, 166 
QSO’s. At that, the gang at W3QV-3 gave 
W6MVK-6 a mighty close race! Ringing 
Rocks, near Pottstown, Pa., was again 
chosen by Y.R.R.C. for its F.D. headquar¬ 
ters. The set-up included five transmitters 
working on the 3.5-, 7-, 14- and 56-Mc. 
bands. Most contacts were on 3.5 Me. with 
7 Mo. second. Power suppUes consisted of 
■several dynamotors and two 100-volt a.c. 
generators. Top input used was 18 watts. 

The W3QV-3 stafl! was comprised of 21 operators. 

Third high among club groups (fourth high 
among aU participating stations) is W2DUA-2, 
the Northern Nassau Wireless Association. This 
club was represented by sixteen amateurs, twelve 
doing the operating, the others acting as “aides- 
de-camp.” 7-,^3.6-, 14- and 66-Mc. bands were 
used, producing points in[^the order named for a 


total of 1791 . . . 154 QSO’s. Separate trans¬ 
mitters were used on each band, power input 
never'exceeding 20 watts. Power for the several 
receivers was suppMed by a 300 watt gas driven 
a.c. 110 volt generator. For the transmitting 
equipment, camp lighting, etc., a amilar imit of 
1800 watts capacity was employed. These two 
supphes ran continuously for 27 hours on approxi¬ 
mately 15 gallons of gas and three quarts of oil. 
Veterans of Field Days, the N.N.W. A. gang set up 
again at Pound Ridge Reservation, Cross River, 
N. Y. 

The South Cleveland Radio Club, operating 
W8ICS-8 at Hudson, Ohio, placed fourth among 
the clubs with a score of 1638 from 130 QSO’s on 
3.5-, 7- and 14-Mc. c.w. and 1.75-Mc. ’phone. 
Separate transmitters were used on e.ach band 
and were manned by fifteen operators. Power 
was from genemotors and gas driven generators. 
This club has bettered its position over previous 
years so watch out. Future! 

There are so many excellent scores it is not 
possible to detail the layout at each station. 
The complete list of scores gives the essential 
facts for each participant. However, particularly 
worthy of note are the results of the Charleston 
Amateur Radio Club, W8NCD-8, and the Ithaca 
Mike and Key Club, W8QLU-8, tied at 1584; the 
Glendale Amateur Radio Club, W6NOI-6 . . . 
1548; The Northwest Amateur Radio Club, 
W9CA-9 . . . 1515. Scores of over 1000 were 
submitted by twenty stations! 

66 Me. was again used to quite an extent. 
W2DKJ’s work was exclusively 56 Me. and his 


score represents an all-time high for “five meter” 
Field Day Work. He made 74 contacts for a total 
of 909 points! It should be remembered that this 
was a one-man expedition, including lugging the 
gear to the tower at 40 Wall Street, New York 
City, setting it up and operating! Transmitter 
was a ’45 oscillator modulated by a 2A5. Receiver 
was a three-tube super regenerative. The Tri- 



1937 FIELD DAY WINNERS—EGYPTIAN RADIO CLUB 
GANG, W9AIU.9, 2268 POINTS, 204 QSO’S? 

Front row (left to right): W9ZYP, W9EBX, W9RCQ, W90WD, 
WgrCYJ. Standing-. W9DZU, W9THB, W9^W W9BLL, 
W9PXN, W9KEH, W9VMV, W9DJG. 
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State Eadio Club operated W3GKI-2 on 56 Me. 
exclusively at High Point Park, N. J., about 
1850 feet above sea level. Four operators made 
62 contacts, 846 points, a score that is well up the 
list. Power was 15 to 18 watts. WIEFN operated 
56 Me. portable atop Mt. Greylock, 
Adams, Mass., making 513 points, 33 
QSO’s. Power was obtained from 130 volts 
of B battery. W6AM’s contacts also were 
ah on 56 Me.—46 QSO’s, a score of 468. 
WlHDQ-1, champion of 56-Mc. in previous 
Field Days, was handicapped by social 
engagements, being able to operate only 
part of the week-end, but even so he made 
38 contacts, 432 points. The work at 
WlBKG-1, WlCLI-1 and W9WJW-9 was 
exclusively 56 Me. 

Highest Canadian station was again 
VE3KM, operated by the Hamilton Ama^- 
tear Radio Club . . . 1341 points, 113 
QSO’s. Second high VE was VE3GT, 59 
QSO’s, 936 points. 

Field Days are in a class by themselves 
among amateur operating activities. The 
source of unexcelled good operating fun, 
at the same time providing the joy of out¬ 
door companionship with'brother amateurs, they 
provide the stimulus to perfect our portable/ 
emergency gear against the time we may be called 
upon to put it to serious use. Like other activities, 
there is always the planning ahead for the “next 
time,” but this is even more prevalent among 
F.D.. groups since so many combinations of gear 
are possible and since one experience in the affairs 
teaches us so much about the requirements of 
reliable apparatus. It was great sport—the 1937 
Field Day . . . and the ones to come will be the 
same! See you there!! E. L. B. 

Some of th.e locations chosen for oper¬ 
ation have a decided Field Day ‘.‘flavor." 

For example: Signal Hill (W6AM-6); 

Picnic HiU (W3BHE-3); Cow Pasture 
Hill (W9KWP-9); High Point Park 
(W3GKI-2); Sunset Peak (WeHIT-e); 

.HiUtown {W9CFB); Crystal Lake 
(W9AWC-9)I 

Here are some of the things we (The 
Northwest A.R.C,) learned from our 
field day experience: (1) . . . have at 
least three transmitter operating prac¬ 
tically continuously. (2) . . , operate 
on different bands to take advantage of 
the best operating conditions. (3) . . . 
it Is difficult to operate more than one 
transmitter in a group because of QHM; 
if transmitters can be separated by a 
distance of 600 or 700 feet and operated 
from separate power supplies QRM will 
not be bad. (4) ... if several trans¬ 
mitters are to be operated from one 
power supply^ the smart thing to do 
would be to provide a receiving station 
some distance away and use 56 Me. 
transceivers to relay the signals to the 
transmitters. (5) ... in order to get 
away from commutator "hash” on the 
generator it was necessary to park the 


gMierator at a distance of 150 to 200 feet from the scene of 
operations. We tried filters with no results. (6) ... it is 
always necessary to prepare for rain! This is the third field 
day for the club and we have had a rain storm each time. 
. . . Field days are lots of work but are lota of fun and 
valuable experience is gained.—(?. Harty WQLBPy Secy. 


We were fortunate in getting the use of a cabin on Gon- 
necticut Hill , elevation 2096 feet; it is about 16 miles from 
liiiaca. With the experience gained in all departments— 
including culinary—and the interest created, we expect to go 
to town in the next contest.—IfAaca Mike and Key Club, 
WBQLU’S, 

We operated on Mt. San Rafael. This location was secured 
by the Los Angeles County Fire Department, who gave the 
society permission to use the territory for the duration of 
the contest. The boys were about bowled over when they 
found that the Fire Ranger, Mr. Knoph, was number 73, 
and he wore a badge with that number on it. At 2:30 
when everyone was feeling high (altitude 188.8 ft. above 
sea level), the ranger was made an honorary member of the 
society .—Glendale Amateur Radio Sodety, W6N0I-6. 

The masts for the antennas were put 
up the Saturday preceding the Field 
Day, the transmitters installed on Jime 
18th, the "kinks" being ironed out on the 
next day. Everything worked to perfec¬ 
tion with no interference experienced 
between transmitters. Most contacts 
were on 7 Me. Prizes were offered.for the 
operator making the most contacts dur¬ 
ing his "watch." These were won by 
W8ATT (first) and W8NLT. The club 
furnished the eats and the members, 
when off duty, participated in baseball 
games, pitched horseshoes and played 
checkers. A swimming hole was used 
extensively .—Charleston Amateur Radio 
Club, W8NCD-8, 

Our location was 3 miles northeast of 
Waterdown, the same old spot. Xt over¬ 
looks Lake Ontario and the Niagara 
Peninsula. The rig was 42 crystal osc. 
and 802 or RK35 amp. with 16 watts 
input. A good time was had by all. 
—HamiUon Amateur Radio Club, VESKM^ 
The equipment was erected just south 
of the St. Paul City limits on State High¬ 
way 13 at a cabin camp located on a high 
bluff. Two of the portable transmitters 
and receivers were operated in ■W’9FUZ*s 
trailer coach and two other portable in¬ 
stallations were operated from one of the 



PORTABLE VE3GT WAS A BUSY STATION 
Five transmitters and three receivers did duty for this crew. 
Left to right: seated—VE3ADO, VE3GT, VE3JI, VE3SG; stands 
ing—VE3WK, VE3ZB, VE3IX. 



329 POUNDS OF COOK! 
W9TLQ did a bctng-aip fob for 
the NortTiwcst Amateur Radio 
Club (W9CA'9), and no one went 
hungry. 
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cabins. The source of power used on three of the trans¬ 
mitters was a gas driven a.c. generator while the fourth 
operated off the power lines. In spite of the low power used 
all districts in the U.S.A. and two in Canada were worked. 
(3>ur greatest handicap was QRN due to a violent wind, rain 
and electrical storm.— St. Paul Radio Club, W9FUZ. 

The Manteca Radio Club operated atop Pilot Peak, 6100 
ft, elevation. Mt. Diablo, 130 miles distant, was worked with 
a 56 Me. transceiver! Mosquitoes were bigger and hungrier 
than ever!— 



THE ST. PAUL RADIO CLUB OPERATED W9FUZ-9, 
INSTALLED IN FUZ’S TRAILER COACH 
These fellows ran up 1256 points. Left to rizhf W9JIK. 
W9ZOV, W9RYL W91BD. W 9 GIB, W9^Z, W90^. 


Operators w^ere paired by drawing lots and worked in two 
hour shifts, one man at the key, one logging. Target shooting, 
fishing, arrow head hunting, tree climbing and other sports 
were indulged in .—Starved Rock Radio Club, W9NGG-9. 

While our score is nothing to get excited about it is higher 
than in previous years, and the gang certainly broke camp 
with a more satisfied feeling than ever ►before. Two depar¬ 
tures from previous practice seem to account for the im¬ 
provement—the use of the 7 Me. band instead of 3.5; and 
the use of nearly 60 watts instead of 20.'Those long, depress¬ 
ing stretches with no QSO’s were eliminated and that was 
worth the difference in multiplier. Good weather, good 
radio conditions, a congenial gang, and—well, “eatable*’ 
grub, made the 1937 F.D. a pleasure throughout .—Bluefield 
Amateur Radio Club, W8MCL~S. 

The site for our set-up was on a very high bluff on the 
Ouachita River. rowboat was hired to carry everyone, 
and equipment, across the river. Then the ftin began. \^th 
a motor generator weighing about 140 pounds to take up a 
steep bluff, at an angle of about 80 degrees—well, just imag¬ 
ine! Everything that one could imagine went wrong with 
the rig, but we finally got on the air. it was decided to work 
in one hour shifts through the night. It would have been 
w'orth your while to have seen the fun in trying to awaken 
some of the lads to take their tricks at the key. It was neces¬ 
sary to use calling, shaking, pulling of hair, pouring on of 
ice water and sundry other things calculated to drag one 
from the arms of Morpheus. We departed for home, no 
sadder and no richer, but much the.wiser—especially as to 
how to set up a portable for a Field Day contest and how to 
pick a place for it .—Monroe Amateur Radio Club, W5BGK-6. 

The Northern Wisconsin Radio (^Tlub participated in the 
F.D. on Moimt Tom in the city of Eau Claire. The peak 
elevation is 1934 feet. The cleverly arranged transmitter 
of W9JNU, capable of working all bands, 66 to 3.5 Mo., 


We were located in an ideal receiving spot, at least a mile 
from even a dirt road for automobile.^. Two kerosene lamps 
and lots of flashlights kept up the illumination during the 
night. We were going to use a.c. lines but the electric com¬ 
pany said they would charge us $750.00 to install it! No a.c. 
for miles .—Beacon Radio Amateurs, WSBGD- 8 . 

The transmitter and receiver were located in an 8 x 10 
wall tent. Battery and genemotor for the receiver were also 
in the tent, as was the battery used for lighting the filamente 
in the transmitting unit. The 

gas driven generator was r. . 

located 40 feet from the tent, 
the engine muffled, and well 
insulated wire run to the 
tent.— 80 . Hills Brasspound- 
ers and Modulators, W 8 PX- 8 . 

An old 135 foot oil derrick 

United Radio Amateurs Club ^' 

including 66 Me. portable- 
mobile w'ere worked with the 

scoring on each band tabu- “^|[ | | p i lW 

latcd for reference during .. ■' 

future FD’s. The club owes .-• • 

everything to the splendid __ 

cofiperation and earnest help JUICE PRODUCE! 

of every member.—IfAMATEUR I 

38.5% of all stations 600>tvatt, llO^volt, 60*cyc 
worked were operating port- gasoli 

able.—ir5A7E-^. 

The club decided at its last regular meeting before the 
Field Day to give the operator having the highest number 
of contacts a year’s free membership. VE3MY and VE3AHK 
tied for honors with 15 each.—Frontier Radio Club, VE3AJV. 

We obtained our power from a 3 kw. 60 cycle 110 volt 
generator driven by an Austin gasoline engine. Since we 
W'ere about three miles from the nearest pow’er line and kept 
about 1000 watts of lights burning all night, the farmers 
from the countryside came up to see what wa.s going on in 
“them thar hills.” In fact we had visitors all day Sundav. 
rhose not operating pitched horseshoes, played croquet, 
bridge, and as usual there were many “candid camera” 
enthusiasts.— Winston-Salem Amateur Radio Club. W4NC~4.. 


THE JUICE PRODUCER AT \V 6 MGJ> 6 , HELIX 
AMATEUR RADIO CLUB 
POOnvatt, llO'Voltf PO'Cycle a.c. generator run hy a 
V 4 n.p, Briggs^Stratton gasoline engine. 


was used. The complete set-up was housed in two tents. 
~-W9JNU-9. 

Cows, cows and some more cows. It was awful. They 
persisted in being curious, almcet to the point of stopping our 
field day activities. For all the chasing w'e did, we'll bet that 
farmer got buttermilk when he milked his cows that morn¬ 
ing !—Peoria Amateur Radio Association, W9LWB-9, 

The big feature was stringing up the Zepp aerial at 1 a.m. 
with the aid of two small flashlights. Trv it some time!— 

W9yTB-9, 

Minneapolis Radio Club 
was ^located on ski tower in 

^ ai'e sockets built on the truck 
_ v--. to put in antenna masts. 

. ' ■ ••iiiimii"" I xhe masts are removable and 

AT W6MGJ.6, HELIX “'® 

ADIO CLUB truck is moving. This truck 

* ^ „ * 7 i» used to carry the famous 

\c cnklZ: “AUigator," which 

is a 20 foot caterpillar am¬ 
phibian capable of carrying 
40 people either on land, water or through the worst kind of 
swamp. It is built entirely of duraluminum .—Clear Water 
Radio Club, W 4 EQK- 4 . 

The station of the Newark Amateur Radio Club was set 
up on top of a high hill overlooking the town. The equipment 
was in the back end of a truck, while the antenna was 
hooked to the top of an oU well derrick.— \V8LTI-8. 

^ W4CUE-4 was operated at Avondale Park Villa. This 
Villa i.s a huge stone affair on a very high hill overlooking 
Birmingham. The location was as good as one can imagine 
with no buildings or wire near and nothing as high as the 
antenna.—BiVwin(7/iam Amateur Radio Club. 

{Continued on page 68) 
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A 10-Watt Speech Amplifier With Voltage- 
Regulated Plate Supply 

Hi'gh-Cain Unit for Use with Crystal or Carbon Microphones 
By George Crammer* 




THE SPEECH AMPEIPIBE 


THE 10-WATT SPEECH AMPLIFIER WITH COVER 
REMOVED 

This four-stage amplifier can be used with either crystal or 
double-button carbon microphones. The output stage uses 
Class-AB 2A3*s, 

I N the article on voltage-regulated plate supplies 
in our August issue it was pointed out that 
because of the regulating action the effective 
output impedance of such a supply is extremely 
low, being comparable to that of “B” bat¬ 
teries. Wlien applied to audio amplifier 
systems, the effect of low output impedance 
or low internal resistance in the plate supply 
is to reduce the possibility of oscUlation 
arising as the result of a common impedance 
in the plate circtiits of several stages. 

In other words, motorboating is less likely to 
occur when a low-resistance supply is used. 

This factor, together with low ripple con¬ 
tent in the output, make the voltage- 
regulated supply an especially desu'able 
unit for use in conjunction with high-gain 
speech amplifiers. It is the purpose of this 
article to describe the practical application 
of such a supply to a universal speech ampli¬ 
fier or driver capable of developing an audio 
output of ten watts, suitable for working 
into a Class-B modulator or as a public- 
address amplifier. 


The speech amplifier, the circuit of which 
is given in Fig. 1, is designed to have ample 
gain for diaphragm-type crystal micro¬ 
phones. The input circuit also is arranged 
so that a double-button carbon microphone 
can be used, working into a resistance 
load.^ The switcliing arrangement permits 
using either type of microphone without 
cutting a stage in or out to handle the 
widely different output levels of the two 
types. 

Aside from the microphone input, the 
tube and circuit line-up is quite conven¬ 
tional. The first tube is a 6J7 pentode, 
resistance-coupled to a 6C6, with the gain 
control in the grid circuit of the latter tube. 
The 6C5 is resistance-coupled into a single- 
ended to push-pull audio transformer which 
feeds the grids of a pair of 6C5's. These in 
turn are transformer-coupled to the power 
output tubes, a pair of 2A3’s which operate 
Class-AB with self-bias. With this type of 
operation the tubes are rated at 10 watts output; 
substitution of fixed bias will raise this figure to 
15 watts if the increase in output is desirable. 
Straight transformer coupling out of the second 


* Assistant Technical Editor, 

* “Battery Performance from the R.A.C. Power 
Supply,” QST, August, 1937. 

* Lund and Howe, “(^considerations in Speech 
Amplifier Design,” QST, January, 1936. 


THE POWER SUPPLY, EQUIPPED WITH A VOLTAGE 
REGULATOR FOR THE LOW-LEVEL STAGES 
With the cover on, this unit matches the amplifier, it would also 
make an excellent power supply for receivers, especially those 
having Class-AB output. 
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stage will raise the overall voltage gain somewhat, 
but simultaneously reduces the low-frequenoy re¬ 
sponse. In view of the fact that there is plenty 
of gain with the resistance coupling as shown in 
the diagram, we preferred to keep the d.c. out of 
the transformer primary. In the plate circuits of 
the first two tubes are RC circuits 
(jBbC? and RioOg) which serve both 
as decoupling circuits and as addi¬ 
tional power-supply filter for the low- 
level stages. The cathode bias re¬ 
sistor for the 2A3’s is contained in 
the power-supply unit. 

Top and bottom views of the 
speech-amplifier unit are given in 
two of the photographs. The chassis 
is 5 by 1314 by 2}'4 inches, made of 
black-crackled steel and provided 
with a perforated metal cover which 
fits over all the' equipment. The 
6J7, with a shield cap fitting over the 
top, is at the left front. Directly 
behind it are condensers Cv and C's- 
Next along the front is the first 6CS 
with Ti behind it; then the push-pull 6C5’s, T 2 , 
the 2A3’e, and the output transformer, Tj. The 
latter is a plate-to-line transformer designed for 
coupling out of Class-AB 2A3’s, with taps for lines 
of various standard impedances. On the primary, 
the SOOO-ohm (plate-to-plate) terminals should 
bo used with self-bias operation. The input trans¬ 
former, Ti, preferably should be of the type de¬ 
signed to carry grid current with 2A3’s, although 
grid current does not actually flow except at 
nearly full output. 

The gain control, R 7 , is mounted on the front 
edge of the chassis between the 6J7 and first 6C5. 
On the left edge in the front view are the jack for 
a crystal microphone and the switch, S. Carbon 
microphone and battery connections are made to 
a five-terminal connection strip moimted on the 


rear chassis edge, at the bottom left in the below- 
chassis view. No particular precautions need be 
observed in placing parts and wiring below the 
chassis except to make sure that aU ground con¬ 
nections actually break through the paint to the 
metal of the chassis. 


A 7-prong socket at the lower right in the 
bottom-view photograph brings in all supply 
voltages. These are marked in Pig. 1. The shielded 
three-way cable outlet and plug at the right are 
for the audio-frequency line. A shielded two-wire 
cable is used, the shield being connected through 
one pin in the plug to the chassis. 

PO'WEB-SUPPLT UNIT 

Construction of the power supply is similar to 
that of the amplifier; the same type and size of 
chassis is used. The circuit diagram is fpven in 
Fig. 2. An ordinary condenser-input filter is used, 
with the tap for the 2A3’s taken off ahead of the 
regulator section to reduce the load on the latter. 
The first four tubes in the speech amplifier, how¬ 
ever, are fed regulated voltage. The circuit will be 


a—V 


<D>-' W 


fa# , 




BOTTOM VIEW OF THE POWER SUPPLY UNIT 
No special arrangement of parts it necessary. The filter condenser is 
mounted on one edge of the chassis. 



FIG. I—CIRCUIT DIAGRAM OF THE SPEECH AMPLIFIER 
Cl, C 2 , Cz — 0,1-iifd, pdperp Rz — 1000-ohm, ^^-watt, Rio— 10,000-ohm, T 2 —Audio transformer, 

4(^volU jR 4 — 1-megohm, 1-watt, Rii— 500-ohm, 1-watt, pxish-pull plates to 

C 4 , 2S-volt el^ — 0,25-megohm, }^-watt, Ria— 5-megohm, y^-watt, Olass-AB grids (Ken- 

Cq 0,l-lf£^paper 400-volt, — 50,000-ohm, H-watt, S~^D,p,d,U midget switch, yon T-25^, 

C 7 , Cz—S-iifd,^' electrolytic, — 0,25‘megohm volume Ti —Audio transformer, sin- T 3 —Output transformer, 

4S0-volt {miniature controL gle plate to push-pull 2A3 plate* (5000 

round can type), Rz~-2000-ohm, > 4 ^^^ grids, total ratio 1:4 ohms) to line (Ken- 

Rit Rz — 200-ohm, y^^-watt, Rq— 50,000-ohm, 1-watt, {KenyonT-S2) yonT-SOl), 
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recognized as being the same as that in August actual voltage at the sockets to be sure it is 

JBs is the output voltage control; this should within 5% of 2.6 volts; low filament voltage is 

be set by means of a voltmeter to give about 275 sure to residt in a drastic reduction in the power 

volts output. Bb is the cathode resistor for the output that can be obtained without distortion. 

2A3’s. The neon bulb (1-watt size) should have its 

base resistor removed. The gas-flame 
method of softening the cement is 
about the simplest. 

OPERATING DATA 

Provided the constructor follows 
the circuit faithfully and makes good 
connections, no troubles need be 
anticipated in getting the two units to 
working properly. The one difficulty 
we encountered in trying them out 
was that of low filament voltage on 
the 2A3’s, mentioned above, which 
was corrected by installing leads of 
BELOW-CHASSIS VIEW OF THE SPEECH AMPLIFIER ample cross-section. If an audio os- 
Grid^ircuit leads to the 6J7 should be shielded. In operation, the ciilator of good waveform ^ and an 
chassis of the amplifier should be connected to a good ground. OSCUloSCOpe are available, the ampli¬ 

fier may readily be checked for dis- 
With the components specified, the output tortion, and the power output likewise can be 
voltages are as given on the diagram. The termi- checked by connecting a resistor of the same 
nals marked “360” on the transformer should be value as the output impedance chosen across the 
connected to the 83-V plates. The cathode cur- output terminals. Measurement of the a.c. voltage 
rent flowing through Re develops 



about 60 volts of bias, leaving 300 
for the plates. 

The physical layout is shown in 
the two views of the power supply 
unit. In the front view, the power 
transformer is at the left, with the 
choke next to it. The knob on the 
top of the chassis operates the 
voltage control, Bi; this need not 
be touched after having been set 
for the proper output voltage. 
The neon lamp is mounted in a 
110-volt socket in the near right- 
hand corner. The 6J7, 2A3 and 
83-V are along the rear edge. The 
on-off switch in the 110-volt 
line is mounted on the front edge 
of the chassis. 



All output connections are 
brought to a 7-prong socket shown 
on the left edge in the bottom 
view. This is wired identically 
with the socket in the amplifier. 
A 5-wire cable, plus two heavy 
wires for the 2A3 filament leads, 
are wired into 7-prong plugs, one 
at each end, using corresponding 
pins for each wire. This permits 


FIG. 2—POWER 
L — iS-’henry, I6S^ao filter choke 
(K^yon T-154). 

C— S^ttfdsp 450-volt electrolytic 
(.cardboard box type)- 
Rt-^lOtOdO-ohm, i-watu 
Rj—'20|000«ohm» l-watt- 
Ra^^lO,000-ohm volume control- 
Ri'—SOOO'ohm, 1-watt- 
Re — OS-megohm, l-watt- 
Re—800-ohm, 10-watt. 

SS-ps-t- toggle switch- 
T—Power transformer; h-v- wind- 


DIAGRAM 

ing, 360 volts each side c-t-, 
ISO ma- 

5 voltSt 3 amp- (rectifier fila¬ 
ment) 

2-5 volts* 3 amp- (2A3 regula¬ 
tor tube) 

2-5 volts, 5 amp- (2A3 output 
tubes) 

6-3 volts, 3 amp- (6J7 control 
tube and s-a- tubes) (Ken¬ 
yon T-214) 


removing the cord from either or both of the units. developed (a rectifier-type meter should be used) 


The reason for using separate wires for the 2A3 
filament power is simply that the wire in the ordi¬ 
nary cable is too small to carry the current with¬ 
out excessive drop, when a length of six feet or so 
is used. It is higUy important to measure the 


wOl give the power output 



using the 


(Con iintied on page 11 0) _ 

•Waller, “Amateur Applications of the ‘Magic Eye,'” 
QST, October, 1936. 
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• What the League Is Doing • 

League Activities, Washington Notes, Board Actions—For Your Information 


Conferences 


This is a winter of interna¬ 
tional conferences on radio, 
and a considerable part of the energy of A.R.R.L. 
headquarters for many months to come is going 
into the representation of amateur radio at these 
affairs. 

November sees a meeting at Habana to which 
are invited all the countries of the Americas, and 
it may be desirable to review again here the func¬ 
tions of tliis conference as they may affect us. 
While broadcastingjholds the center of the stage, 
the intention is to negotiate an agreement for the 
American region concerning all of the spectrum. 
Of course above about 4000 kc. this agreement 
must and will follow the Madrid table faithfully, 
but in the lower frequencies there is room for 
some departure,from Madrid if there is agreement 
throughout the American region. We are chiefly 
interested in seeing.the reaffirmation of all the 
amateur bands as exclusively amateur in the 
Americas, and we expect it, while at the same 
time it is probable that this conference will change 
our 1715-2000 band to 1760-2050, a proposal to 
which we have given our consent. There is the 
question of 7-Mc. 'phone in Latin America, and it 
will be a real difficult one. It is also at this confer¬ 
ence that we have proposed the concluding of a 
uniform agreement between the American nations 
permitting the free interchange of amateur third- 
party messages of a type that would not normally 
go by a paid service. The conference is expected to 
last .all of November. Warner and Segal are repre¬ 
senting us. 

Meanwhile preparatory meetings are going on 
all over the world for the Cairo Conference, which 
opens in'February. The United States govern¬ 
ment has had four committees at work at a series 
of meetings, examining the proposals of foreign 
governments. All of the American interests are 
participating in these conferences, including our¬ 
selves. One by one the proposals are examined and 
classified. At this writing the work has not been 
finished but we think it safe to say' that the 
U. S. A. will oppose all the hostile proposals 
towards our bands. What will happen on the 
other side is a different story, for it is apparent 
that a large number of nations are e-spousing pro¬ 
posals to increase the allocations of shortwave 
broadcasting and of the aeronautical services, and 
the old squeeze is going to be felt somewhere. 
That is the reason A.R.R.L. has been working so 
liard on this subject the past several years, and 
we think we’re now well prepared to take care of 
ourselves. 


Nothing doing yet on new 
regulations for emergency com¬ 
munication or concerning port¬ 
able operation. . . . The new allocation of ultra- 
liigh frequencies up to 300 Me. is expected soon 
and awaited with groat interest everywhere. 
. . . A.R.R.L. has asked F.C.C. for special 
iden'litying prefixes for U. S. A. possessions in K6 
and K4, and favorable consideration is expected. 
. . . The number of amateur stations at the end 
of the fiscal year on June 30, 1937, was 47,444, 
compai'ing with 40,850 one year previous, a 
growth dining the .year of only 694. Raising the 
code speed has made serious inroads on the num¬ 
ber of new amateurs. During the fiscal year 1935, 
only 22% of applicants failed the code test (and 
22% additional failed the written examination). 
During .the year ended June 30th, 34% of aJl 
applicants failed the code test (and 28% failed 
the written examination). F'ailures of the written 
examination, by classes, were: Class A, 28%; 
Class B, 28%; Class C, 26%. 

Visitins coming of cool weather, the 

® League got going promptly on its 
fall travel program, and many sections of the 
country are being visited by representatives from 
headquarters. The three assistant secretaries 
make most of the long trips, visiting hundreds of 
clubs and conventions each year, but many of the 
shorter trips have been made by other members 
of the gang here. Assistant Secretary A. L. (Bud) 
Budlong was all the way across the country on a 
month’s tour in September. Assistant Secretary 
Byron H. (By) Goodman is ditto at this writing. 
Assistant Secretary C. B. (Clmt) DeSoto will 
follow a little later in the winter. Meanwhile both 
President Woodruff and .Vice-President Bailey 
are certainly getting around, and are frequent 
visitors at conventions. 

Speaking of visitors, we have ’em here too, par¬ 
ticularly since we’re in our new quarters, and 
whenever you’re around this way you’re invited 
to call and see what your headquarters outfit 
looks like. The address is still 38 LaSalle. 

o. . 1 We have pleasure in announcing 
M AU h completion of arrangements 
tlanaoooK ^yhereunder Selior Domingo Arbo, 
publisher of the well-known Argentine radio 
journal “Revista Telegrafica,’’ in Buenos Aires, 
will pubhsh an authorized Spanish translation of 
the A.R.R.L. manual, “The Radio Amateur’s 

(Confinucfi on page 70) 
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A New LF» Amplifier System with Infinite 
Off-Frequency Rejection 

By Karl W. Miles* and J. L. A. McLaughlin* 


B eyond a doubt the trend of basic develop- 
I ments in amateur receiving equipment is 
towards the reduction of extraneous noises 
(Improved signal-to-noise ratio) as well as the 
e limin ation of off-frequenoy interference. At the 
present time our receivers are certainly sensitive 


intelligibility. However, the skirts at 1000 times 
down may be so wide as to permit a signal five 
kilocycles off resonance to produce serious inter¬ 
ference with the desired'signal. It is obvious that 
there'is something lacking the shape of our selec¬ 
tivity characteristics. 




Our present 
method of obtaining 
extreme high i.f. se.. 
lectivity with trans- 
foxmer coupling 
consists fundamen¬ 
tally of cascading 
resonant circuits us¬ 
ing high-Q coils in 
sufficient number to 
achieve reduction of 
unwanted signals at 
some predetermined 
number of kilocy¬ 
cles either side of the 
resonance frequen¬ 
cy. The resultant 
selectivity curve is 
roughly triangular 
in shape, the apex 
occurring at reso¬ 
nance frequency. 

However, signals 
within 10 kc. or so 
of the resonance fre- 
quency undergo 
proportionately less 
attenuation than 
those farther from 
resonance, and the 
otdy way which we 


*The Hallicrafters, 
Inc., 2511 Indiana Ave¬ 
nue. ChicaKO, lU. 


THE SHIELDED TWO-PLATE CONDENSER C., (WITH EXTENSION SHAFT) IS 
MOUNTED UNDERNEATH THE CHASSIS 


TOP VIEW OF THE INFINITE REJECTION I.F. AMPLIFIER MOUNTED IN THE 
CHASSIS OF AN EXPERIMENTAL SUPERHET RECEIVER 


enough and in the 
Single-Signal type, 
selectivi ty has "*■ 
reached a higher or¬ 
der for c.w. reception. 
However, for ’phone 
reception the selectiv¬ 
ity characteristics of our 
receivers still leave much 
room for improvement. 
With a crystal filter ad¬ 
justed to the “sharp” 
position, the selectivity 
characteristic is much 
too peaked at the 
nose to be useful for 
good, intelligible 
’phone reception. In 
the broad crystal 
position the nose of 
the curve may be 
about 1500 cycles 
wide at 2 times 
down, which is suit¬ 
able for obtaining 
the minimum of in¬ 
terference with fair 


FIG. 1—THE ESSENTIAL ELEMENTS OF THE IN. 
FINITE REJECTION I.F. COUPLING SYSTEM 
Practical circuit values arc given in Fig, 2, 
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can achieve sufficient attenuation of signals in the 
region closer to resonance is by making the slope of 
our selectivity curve so steep at the nose that in¬ 
telligible ’phone reception is impracticable. It is 
obvious, then, that if we are going to achieve 
noteworthy improvement in the elimination of 
unwanted interference by means of extreme selec¬ 
tivity and yet retain a band width at the nose ade¬ 
quate for intelligible ’phone reception, we must 
attack the problem of providing a selectivity 
characteristic radically different from the ones we 
are now using. The ideal shape, of course, would be 
rectangular rather than triangular. To achieve 
this desired rectangular shape, we will have to go 
to some other method than the one of cascading 
resonant circuits using high-Q coils with present 
conventional couplers. 

• We have recently been working on an i.f. am¬ 
plifier using a system which we believe is a step 
in the right direction; one which is a radical de¬ 
parture from the conventional coupling circuit. 
This system was originally developed by Garrard 
Mountjoy, License Division Laboratory, R.C.A., 
New York City. In this system couplings are used 
which are individually infinitely selective in re¬ 
jecting off-frequency interference. 

THE INFINITB ATTENUATION CIBCOIT 

Fig. 1 shows the essential circuit diagram of one 
form of this infinite adjacent-channel attenuation 



FRBQOENCV IN He. 


FIG. 3-^ELECTIVITY CHARACTERISTIC WITH 
A SINGLE REJECTOR CIRCUIT SET FOR INFINITE 
ATTENUATION AT 4.S KC. ABOVE RESONANCE 
FREQUENCY 


FIG. 2 —CIRCUIT OF THE EXPERIMENTAL I.F. 
AMPLIFIER UNIT 

Xvi-—1.05 mh. 

La—0.9 mh. 

Q of Li and La » ISO. 

Ls—0.2lmh. (200 iih.). 

Mutual couplingf My between Li and Lt—0.14 mh. (140 
uh.). 

Cl—70-IOS ftfifd. primary tuning air condenser. 

Ca — 70-~10^ttfd. secondary tuning air condenser. 

(The above components are contained in Ti and 
Tif which are special Aladdin Polyiron 465'kc. 
transformers.) 

Ca — ZS-imfd. shielded midgets (Hammarlund). 

C'^ 3 —shielded midget variable. (See text.) 

Ri— SOidoO-ohm variable resistor. 

Ta— 465’kc. inter-stage i.f, transformer (Aladdin). 

T 4 — 465^kc. fulLwave diode transformer (Aladdin). 
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FREQUENCY IN Kc. 

FIG. 4—SELECTIVrry OF THE EXPERIMENTAL 
46S.KC.LF. UNIT WITH REIECTOR CIRCUITS 9.5 
KC. ABOVE AND BELOW RESONANCE 

coupling system. It will be observed that coupling 
is provid^ by the mutual inductance, M, be¬ 
tween Li and Lg and the capacitive coupling, Cs. 
The circuit in itself does not look very startling 
but the operation of it is. 

Mutual inductance M and the capacity cou¬ 
pling C’j are so chosen that at some determined fre¬ 
quency off resonance, the voltage induced through 
M is opposite in sign to the voltage induced in 
Cs and will therefore cancel out. In other words, 
no coupling exists at this particular frequency. 
In order to achieve infinite rejection at this un¬ 
desired frequency, correction for power factor in 
the circuit must be made. Resistor in the dia¬ 
gram is the power factor corrector. The rejector 
control C 3 can be made variable and tuned over a 
fairly wide frequency range of rejection without 
noticeable interlocting effect on the i.f. fre¬ 
quency. For proper operation, resistor Jit should 
be variable; but once the infinite rejection point 
has been found, it need not be touched again. 

In the experimental i.f. amplifier diagrammed 
in Fig. 2 we make use of two of these infinite 
attenuator couplers (Ti and T*) so that the re¬ 
jector “slots” can be placed either side of the car¬ 
rier frequency. The graphs and the oscilloscope 
tracings filustrate graphically just what happens 
when the two rejectors are set at different fre¬ 
quencies off resonance. 

Fig. 3 shows a single rejector circuit set to re¬ 
ject a frequency 4.5 kc. off resonance. The rejector 


slot, as is apparent, goes to Infinity at this fre¬ 
quency and its action is very similar to the rejec¬ 
tion in a crystal filter. Fig. 4 shows two rejectors 
in use, placed 9.5 kc. plus and minus the resonant 
frequency, while Fig. 5 is for rejection at plus and 
minus 6 kc. Some especially interesting effects 
obtainable with this rejection system are illus¬ 
trated by Figs. 6 and 7. In Fig. 6 , one rejector is 
set at 5.5 kc. above resonance and the other is 
set at 10 kc. above resonance. As will be noted, in 
all of these graphs the slope of the resonance 
curve is entirely different from that obtained in a 
single crystal fflter circuit. The nose of the reso¬ 
nance curve is well rounded and the slope of the 
curve on the rejection side varies only approxi¬ 
mately 2 kc. from ten times down to infinity. In 
Fig. 7 we have brought one of the rejectors to 
plus 3 kc. off resonance, leaving the other one 
still at plus 10 kc. This gives us an even steeper 
slope on the rejector side although it also brings 
the skirt “bump” on this side to 140 times down. 

In a three-stage i.f. amplifier it is entirely pos¬ 
sible to use four infinite attenuator couplers. 
Placing two on either side of the resonance fre¬ 
quency (each as in Fig. 6 ) would give us a curve 
10 kc. wide at approximately 5000 times down, 
and 6 kc. wide at ten times down—plus the virtue 
of a well-rounded nose. If three of these rejectors 
are left fixed, two at plus and minus ten kilocycles 
off resonance and the other one at say plus 5 kc. 
with the fourth rejector variable, we should have 



FREQUENCY m Kc. 

FIG. S—REIECTION AT 5 KC. ABOVE AND BE 
LOW RESONANCE 
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(c) REJECTION AT -- 0.5 KC. AND - 1.5 KC. 

an i.f. system practically ideal for present-day 
amateur ’phone operation. With two stages of pre¬ 
selection ahead of such an i.f. system, it can be 
.safely stated that tlie over-all selectivity ciuwe 
wiU be less than 10 kc. wide at ten thousand times 
down, and still retain a band-width near the nose 


of approximately three kilocycles—and, still 
further, provide the benefits of a variable rejector 
of infinite attenuation for removing heterodyne 
carriers witliin this band width. 

ADJUSTMENT 

Getting tlie circuit to work, is fahly simple. 
Cl and Cz are adjusted to 465 kc. as is done in 
conventional superheterodyne practice. Next, 
Cj is adjusted to the frequency of desired rejection 
and then resistor is adjusted, together with 
slight readjustments of C<i, until infinite rejection 
takes place at this frequency. It is best to make 
these adjustments with a sensitive microammeter 
in the diode load circuit and no modulation on the 
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FnEQUENCY IN He 

FIG. 6—ONE REJECTION AT 5.5 KC. AND THE 
OTHER AT 10 KC. ABOVE RESONANCE 

signal generator carrier. For infinite rejection, 
Bi, is quite critical. Inasmuch as the rejection 
notch is oniy a few hundred cycles wide, it takes 
very precise adjustments of Cz and Ri to achieve 
this. To find this infinite rejection point satis¬ 
factorily, a mieroammeter with a range of zero to 
fifty microamperes is found necessary. Once the 
best rejection setting for Ri is found, it stays 
constant for fairly wide changes of Cs. 

The fixed rejectors (Cs) are small Hammarlund 
25-jtyifd. variable condensers. For the variable 
rejector control, Cg, a condenser of the same type 
was stripped of all its plates with the exception 
of one rotor and one stator to give a. measured 
capacitance of 1 /tfild. This was connected across 
Cs of the second coupler and was fouad to have 
sufficient range to vary the rejector notch from 
plus 10 kc. to minus 10 kc. 

The two fixed rejector controls are sliown in the 
top view of the i.f. amplifier. They are in the two 
small round cans alongside the two i.f. trans¬ 
formers. The two variable resistors Bi are on the 
other side of the same two i.f. transformers, one 
resistor having an extended shaft witli a knob on 
it. In the bottom view, the condenser mounted on 
the bracket with the insulated coupling to the 


control shaft is the small two-plate variable C'g 
which is across Cg in the second i.f. coupler. 

It should be noted that the skirts of the reso¬ 
nance frequency ctuve of this three-stage i.f. 
amplifier mihout rejection are somewhat broader 
than we normally use in amateur communications 
receivers. By reducing the inductive coupling be¬ 
tween stages, these skirts can be appreciably cut 
down with noticeable improvement over the 
curves shown. However, as stated in the opening 
of this article, this is simply an experimental set¬ 
up of a new and certainly interesting attack on 
the problem of achieving more nearly rectangular 
selectivity characteristics in our amateur com¬ 
munications receiving equipment. We believe 



RESONANCE 

we are not too optimistic in stating that with 
more work on this system and further refinement, 
it will be quite possible to arrive at a curve shape 
which is rectangular to all practical purposes and 
of but a few kilocycles width from the nose of the 
resonance curve to better than ten thousand 
times down. The result may well be a receiving 
system of improved signal-to-noise ratio and free¬ 
dom from off-frequency interference. 

^ Strays ^ 

Picked up somewhere by WIIKC: 

“You’re so dumb I wouldn’t call you a ham.” 

“Why not?” 

“A ham can be cured.” 

We doubt it! 
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Match and Mis-Match 

Some Pertinent Pointers on Transmitter Loading and Antenna 
Feed Systems in General 

By Stuart W. Seeley,* W2JOA 


O H, boy I Have I got my line matched up 
swell? I’ve got my pick-up coil a good six 
inches from the tank and does she 'draw’? 
Just about aU the ‘soup’ is gone from the tank 
coU. And boy! does the plate meter walk up scale. 
Have I got a match or have I got a match?” 

Such was the gist of a gleeful burst of exuber¬ 
ance that bubbled forth from the depths of the 
20-meter ’phone band a short time ago. Who it 
was we have no idea for he was soon drowned in 
the QKM. But it had touched a sore spot with us 
—thi idea of wanting to get all the “soup” out of 
the final. It also indicated very plainly that a 
“match” had not been effected in any sense of the 
word. This article was conceived at that moment. 

“efficient” tank nOADINQ 
The final tank circuit of a transmitter must be 
considered as a source of power, in many respects 
equivalent to a generator or even a battery. If a 
six-volt storage battery were ‘loaded” with a 
1-inoh copper bar across its terminals all the 
“soup” would be gone from the battery; the volt¬ 
age across those terminals would be practically 
zero; but—the power output and the efficiency 
would also be practically zero. If we wanted to 
get the last possible watt ovi of that battery we 
would load it with a resistor of such a size that 
it took just half the “soup” away—^in other 
words dropped its terminal voltage to just 3 
volts. Under these conditions the power output 
(in the form of heat) would be at an absolute 
maximum—and the efficiency would be just 50 
per cent. How long the poor battery would last 
under these conditions is, however, problematical. 
Undoubtedly it would soon have buckled plates 
and be completely worn out. 

If a final tank is loaded until the voltage across 
it has dropped to half its imloaded value (usually 
determined roughly by the lemgth of arc which 
can be drawn), the final stage efficiency will be 
less than 50 per cent and the tubes may groan and 
give up the ghost. The output load of a transmit¬ 
ter should not be “matched” to the final tank, in 
the sense that the load resistance is made equal to 
the driver resistance, any more than the six-volt 
storage battery should be loaded with a resistance 
equal to its internal resistance, which results in 
the half-voltage condition mentioned above. 

How then can we determine when a “match,” 
• 40-01 231at St., BuysidB, Flushing, L. I., N. Y. 


as we commonly understand it, has been effected 
at the transmitter end of the antenna system? If 
the grid, or grids, of the final stage are being prop¬ 
erly driven and if the plate current, with the an¬ 
tenna load removed and tank condenser tuned 
for minimum, dips to one-quarter or less of the 
loaded value, the plate mUliammeter can be made 
to teU the story. 

First, however, it is necessary to deter m ine 
what the loaded value should be. The plate volt¬ 
age times the plate current is equal to the input 
power to the final In a well-designed transmitter 
65 per cent to 65 per cent of this power will be 
delivered to the antenna, 10 per cent to 20 per 
cent will be lost in the combined tank circuit and 
feed system, and 25 per cent to 30 per cent will be 
dissipated as plate loss in the tube. Manufactur¬ 
ers usually specify the allowable plate dissipation, 
so if the above division of power holds good we 
may safely operate with an input of from to 
4 times the rated plate loss for the tube. 

In a ’phone transmitter the lost power must be 
modulated as well as that which is delivered to 
the load, so the available modulating power may 
limit the total input to something less than would 
otherwise be the case. The simple rule still holds— 
the input plate power which can be 100 per cent 
modulated in a Class-C amplifier is equal to twice 
the available undistorted audio power, arguments 
to the contrary notwithstanding. Furthermore it 
is a mistaken notion to believe that an excess of 
Class-C input power, over and above a value 
which can be modulated 100 per cent, will pre¬ 
vent side-band spreading. Whether the distortion, 
which results in the high-frequency (wide side¬ 
band) components, comes from an over-loaded 
modulating stage, or an over-modulated stage, 
the result is the same. 

Having determined what the final input power 
should be, it should be divided by the plate volt¬ 
age and the result will be the plate current, in am¬ 
peres, at which the final should operate. Then it 
becomes a simple matter to adjust the anteima 
load coupling until this value of plate current 
results, bearing in mind that the tank tuning con¬ 
denser may have to be readjusted slightly for each 
value of coupling to dip the plate current to its 
minimum value. Having done this we may rest 
assured that the maximum permissible amount of 
power is leaving the final tank and entering the 
load circuit and that an output “match,” in the 
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only applicable sense of the word, has been ob¬ 
tained. 

It is probably well to mention here that a 
slight change in setting of the plate tank condens¬ 
er may be necessary to maintain “dip" current 
when the load is applied. This change is perfectly 
normal and is not necessarily a sign that the feed 
system or the antenna are out of tune or “mis¬ 
matched.” If a pure resistance was connected 
across the pick-up coil or across a portion of the 
tank, to act as a load, it would be found that the 
total tank capacity would have to be increased 
from its no-load dip position in order to minimize 
the plate current. It is only when the required 
change amounts to 25 per cent or more of the 
total capacity that it can be considered as a prob¬ 
able indication of an “out-of-tune” antenna sys¬ 
tem. Even this will not be serious if an open-wire 
feed system is used, since with these it matters 
little where reactances in the combined tank and 
anteima system are “tuned out” as long as the 
tubes work into a pure resistance (as indicated by 
minimum plate current) and the final tank capac¬ 
ity is of about the right value to satisfy tank 
circuit L/C requirements. 

FBBDBK BEHAVIOS AND UNH LOSS 

But suppose the coupling has been tightened 
up as much as possible and still the plate current 
has not reached the predetermined operating 
value. What is the next move? If neither lack of 
grid excitation nor exceedingly poor plate supply 
regulation are contributing factors, it is a pretty 
safe bet that the load circuit either presents an ex¬ 
tremely high resistance at the point where it con¬ 
nects across the pick-up coil, or tank, or that it 
has a lot of “left over” reactance in series with its 
resistive Ooad) component. Furthermore, it is also 
a pretty safe bet that either a single- or double¬ 
wire (open) feed system is being used, for the 
characteristics of twisted pairs and other types of 
rubber dielectric lines are such that it is almost 
impossible to run into such a situation with them. 
More about that later. 

To correct this difficulty either the length of 
the antenna or of the line, or the connection of 
the fine to the antenna, may be altered. Or if it 
happens to be a pet aU-band antenna, or one that 
cannot be changed for some other reason, one of 
the well known “impedance-matching networks” 
may be used. Whether or not such networks are 
operating efficiently may be determined very 
easily (if they are handling one himdred watts or 
more) by whether they become warm during long 
periods of operation. 

Having remedied this difficulty it is a safe as¬ 
sumption that, if open wire lines are used, at 
least 90% of all the power entering the feed sys¬ 
tem is being radiated regardless of whether or not 
standing waves are present on the feeders or trans¬ 
mission line. The only possible exception to this 
is in the case of a two-wire spaced line of extreme 


length when operated at 28 Me. or above. 

With single-wire feeders a large amount of the 
energy may be radiated directly from the feed 
system, in which case it may be desirable to 
eliminate standing waves on that part of the load. 
This may require altering the point of connection 
between line and antenna, and may also necessi¬ 
tate some change in the antenna length. The 
question then is how to tell when the standing 
waves have been eliminated. Of course an r.f. 
current meter may be inserted successively at 
three points along the line, one-eighth wave apart; 
but unless three like meters are available the job 
becomes laborious and necessitates cutting and 
splicing the line a great many times. A better way 
is to take a piece of wire of the same diameter as 
• the feeder, cut a piece about one-quarter wave 
long and add it in series with the line. This will 
necessitate running the feeder by a more circui¬ 
tous route to the transmitter (for the test) and care 
must be exercised to see that its exposure to 
grounded objects is approximately the same with 
the piece in or out. When the length of the antenna 
and the point of connection between line and sm- 
tenna have been properly adjusted, insertion or 
removal of the additional quarter-wave of line 
will make little or no difference in the final plate 
current or tank tuning. Under these conditions 
there will be no standing waves on the feeder and 
radiation from it will be at a minim um. 

It is well to point out here a fact which a good 
many amateurs overlook. The power input to a 
transmission line or feeder system which is totally 
devoid of standing waves is equal to the square of 
the current flowing into that line times its singe 
impedance. If that current happens to be, say, 2 
amperes and it is flowing into a 500-ohm line, the 
apparent power would be 2 X 2 X 500, or 2000 
watts. If the input power to the final is only 160 
watts, obviously there must be standing waves on 
the Hne. However, if the current were only 0.45 
ampere the apparent power would be 0.45 X 0.45 
X 500 or 101 watts, which is more in line with the 
actual value. This latter condition must not, how¬ 
ever, be taken as a sure indication that there are 
no standing waves on the feeders for there may 
still be a point a quarter-wave or so further out 
toward the antenna where the current is many 
times higher than that measured at the trans¬ 
mitter. If this is the case, it was just happenstance 
that the average value of that stancUng wave 
showed up at the transmitter. 

HOW mPOBTANT ABE STANDING WAVES? 

But radiation and losses in open double-wire 
lines are usually negligible in any event, regardless 
of whether standing waves are present or whether 
the lines are transposed or not, unless the currents 
in the two wires are not equal—which will allow 
the line to radiate appreciably. If the center of 
the pick-up coil is grounded, or the two wires are 

{Continued on page 76) 
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Rewinding an Auto Generator for Portable- 
Emergency IlO-volt A.C. Supply 

By H. J. Burchfield,* W6JTV 


Following the article Practical Organization and Equipment for Emergency Operation, by the S.A.R.O., 
February 1937 QST» tve are noiv to present practieal details on rnodification of automobile generators 

to obtain 110 v,a,c. There is nothing better than a full-fledged selppowered supply to keep your whole station on 
the air ‘*as is^^ in emergency. Read the previous information; then Section Manager Burchfield’s excellent ac- 
count of how to build an inexpensive first class portable-emergency supply; then make one so you are property 
emergency equipped (and ready for the next Field Day)/ 

,\s this appears in print Section Managers arc extending the A-R-R-L. Emergency Corps, appointing Enter, 
gency Coordinators in the larger centers. Throughout the Emergency Corps registrations of all amateur facilities 
will be conducted. Station schedules for emergency will be planned. Important places will be held by all those 
self-powered and really prepared. Read on, and build or secure self-powered power supply to-day. Prepare now. 
Register promptly in the League's Emergency Corps.—sEOITOR 


W ITH a separately-excited automobile 
generator rebuilt tor a.c., it is entirely 
possible, by pushing a little, to get a full 
lOpO watts. On the self-excited jobs, it is entirely 
possible to get 350 watts of good 110 volts at 60 
cycles. This article will dei entirely with the 
separately-excited rewinding job, as we have 
found need for more than this output for other 
uses than emergency transmitters and receivers. 

I should like to give my sincere thanks to S. W. 
Duncan, who has so graciously let me use extracts 


from his book. Auto Pou'cr, To fellow hams who 
contemplate building one of these generators, it 
represents a dollar weH invested. Also my appreci¬ 
ation to^MnJT ki. Day, W60BJ, andMr. J. W. 

' * 2240 lOOth Ave-rOakiandTCaUf. . . . 


Babcock, W6ZA, for their wholehearted co¬ 
operation. 

The photograph of the completed unit shows 
the six-volt d.c. generator used to provide the 
field excitation. The whole unit is immediately 
transportable by two men, weighing somewhere 
in the vicinity of eighty pounds including the 
1-h.p. gasoline engine, the rebuilt generator and 
the six-volt field-exciter. This set-up will provide 
dependable, economical, a.c. power for emergen¬ 
cies, field-days—or even to heat up an electric 
iron to press yom' trou¬ 
sers while camping. Its 
uses are manifold. 

But to get down to 
business. The first thing 
is to beg, borrow, steal, 
or otherwise obtain one 
old Dodge 12-volt gen¬ 
erator. These generators 
were made by the North¬ 
east Manufacturing 
Company and are 
known as Type “Ga.” 
They operated as a 
combination starter and 
generator. Whether 
found opcn-circuitod, 
binncd-out or in good 
shape, they are equally 
useful for our purpose, 
since all the original 
windings, both field and 
armature, must be 
“stripped.” First re¬ 
move the ai’mature, 
being careful to keep all 
parts such as bearings, 
nuts, bolts, etc. We foimd that the easiest way to 
strip the armature was to use a hacksaw on the 
windings, sawing carefully up close to the lamina¬ 
tions, and in towards the shaft. A pair of pliers 
is used to pull the old wire from the slots. The 



THE SLIP-RINGS, A STRIPPED ARMATURE. AND A REWOUND ONE, SHOW, 
ING HOWTHE H-INCH DOWELING IS USED TO HOLD WINDINGS IN PLACE, 
its WELL AS THE INSULATING PAPER BEFORE BEING TUCKED DOWN AND 
THE SECURING FIBER STRIPS DRIVEN OVER THEM 
Also a finished flywheel, and the four retvound fieldvcoils. 'The instrument in hack is a 
remote control unit. The two sivitch blades arc used for receiver and transmitter. Voltage 
is set by means of the tapped field rheostat. Receiver and transmitter plugs are on the 
base of this unit. 
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first two or three top wires are the toughest. 
Once these are removed, the rest of the windings 
literally fall out. 

If it is intended to use the old commutator for 
one side of the a.c. output, be careful not to mar 
or damage the bars. If slip-rings are to be in¬ 
stalled, it is not necessary to be so careful. 
Merely use a small chisel to work the old bars 
away from the shaft, and strip them clean. We 
used the slip-rings, finding they gave us a better 
output wave-shape, without a troublesome ripple 
that develops when using the 
commutator and the shaft for 
the terminals. Mr.‘ Duncan 
explains in his book how the 
commutator is ussed. If it is 
intended to use slip-rings, 
make a transverse cut with a 
hacksaw along the shaft. This 
win cut through the retaining 
rings holding the commutator 
bars in place, and they then 
clean up easily. 

A small quantity of 0.010- 
iuoh insulating paper is re¬ 
quired for re-insulating the 
stots. Strips are cut the width 
of the slot and long enough to 
give a slight overlap when 
pushed into the slots. This 
overlap will, to a large extent, protect the wind¬ 
ings on the armature from being out through by 
the abrupt turns into the succeeding slots. 
Twenty-four of these pieces are needed. 

The field coils require 4 pounds of No. 17 s.c.c. 
enameled wire. The armature for the separately- 
excited job needs 3 pounds of No. 16 s.c.e. wire. 
Tills ordinarily can be bought from a local 
s,»rmature or motor rewinding eompanj', as can 
also the insulating paper. Also required are a 
couple of pieces of horn fiber, or g-inch thick 
and as long as the slots. These pieces are to be 
used for tamping the windings into a compact 
mass in the slots. (At the same time, if it is ex¬ 
plained to the Company from which you obtain 
the wire and insulating paper, they can give 
invaluable aid in construction hints.) About the 
last of the supplies needed will be insulating 
varnish (approximately a gallon will be more than 
sufficient), and a piece of }4-inch wooden dowel 
rod. This can be obtained from a local carpenter 
or cabinet-making shop. The insulating varnish 
is on the completed fields and armature windings. 
Also needed is about twenty feet of or j4-inch 
cotton tape. The tape is used to wind around the 
completed field coils, to bind each into one whole 
and to keep the windings from separating. 

WINDING THE AHMATITRE 

The armature winding is started from the side 
from which the commutator was stripped. (If the 
roll of wire can be placed above your head and 


to the right, it will unroll easily and still be out 
of the way.) You may start with a piece of twine, 
so iis to get the winding sequence straight in your 
head. The string can lie removed when you get 
the general idea of the winding sequence. Bfirst, 
insert the 21 pieces of insulating paper, one in each 
slot. This will leave one extra slot to be taken care 
of later. Leave a piece of whe about eight inches 
long for one end of the a.c. output. Coil it up so 
the end will not be in the way while the turns 
are being laid. Start in any slot, figuring it as 


No. 1. In the next slot put a piece of the J4-iDoh 
dowel. This is shown‘in the photo of the com¬ 
pleted winding of the armature. It serves to hold 
each section of the winding inv,place. The slot 
occupied by the dowel is No. 2. From No. I slot 
go around No. 2, under the dowel, and come back 
out No. 3 slot. In this winding put 21 turns, 
using.the‘prece of fiber to tamp the turns down 
about every six or seven turns. These slots fill up 
surprisingly fast, so the tamping must be faith¬ 
fully carried out, or the last two or three*tui’ns 
won't lie in place. 

The sequence of these windings is shown in Fig. 
1. After the first pair of slots is filled, bring the wire 
around in the sains direction as though to continue. 
This winding is started up through what is No. 26 
slot, the last of the slots ii’ you count around the 
armature. Continue the same winding direction, 
through No. 25 slot, around under the first wind¬ 
ing and the dowel, and back towards yourself 
through No. 4 slot. Continue winding and tamp¬ 
ing this winding for twenty-four turns. After 
completing this section, bring the lead around in 
the same direction as in the two preceding coils, 
in No. 24 slot, through it, around under the dowel, 
then through the first two windings, and back 
towards yourself through No. 5. Twelve turns 
go in here—and be careful to tamp these 12 
turns down as carefully as the preceding windings, 
because there are twelve more turns to go in the 
same slot. When this winding is completed, one 
pole of the armature is done. Since these three 



THE STRIPPED GENERATOR READY FOR WINDING .AND EQUIP- 
MENT WITH SUP-RINGS 

The frame is crackle-lacquered and baked. The four pieces in front are the 
field poles as removed from the frame. 
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windings are all in tb,e same direction, remember 
to start the windings away from you; that is, with 
the long part of the armature shaft pointed to¬ 
ward you. 

Now the next pole must be reversed, and this 
is simplicity itself. The end of the last coil is 
toward you. From No. S slot go to slot No. 9, 
through this slot, away from you, around No. 8 
.and back towards yourself through slot No. 7. 
Then, back around slot No. 8 and up through 
slot No. 9 again. There are 21 turns in this pair of 
slots. Don’t forget to use your piece of dowel in 
slot No. 8, winding your turns under it. After 21 
turns are completed here, run the next winding 
(still away from you) up through slot No. 10, 
aroimd and under the first coil and the dowel, 
and back through slot No. 6. There are 24 turns 
in this winding. After this is wound, proceed in 
the same winding direction up through slot No. 
11, and back through slot No. 5. 

You already have 12 tiuns in this slot, and 12 
more go in on top, the only difference being that 
you have now reversed the winding direction. This 
leaves 12 turns in slot No. 11, which is right and 
proper. Make the last turn of the preceding wind¬ 
ings away from you, back through slot No. 11. 
Then bring this winding back toward yourself 
through slot No. 15, around under the piece of 
dowel in slot No. 14, and away from yourself 
through slot No. 13. There are 21 turns in this 
group. The end of the turns here starts back 
toward you through slot No. 16. There are 24 
turns here, the windings continuing up through 
slot No. 12 for 24 tmns. Then there are 12 turns 
in the same direction through slot No. 17 and 
back up over the 12 turns already laid in slot 
No. 11. Next bring the winding back towards you 
through slot No. 17 and over to slot No. 21, 
through slot No. 21 away from you, around slot 


No. 20, and back towards you through slot No. 
19. Lay 21 turns in this section. Continue in the 
same winding direction through slot No. 22 and 
back through slot No. 18, for 24 turns. 

Now, we have one odd slot. This is No. 24. 
Disregard it entirely. Put the last 12 turns 
through slot No. 25 and back through and over 
the turns in slot No. 17. Cut off the remaining 
wire so that the ending lead is about 12 inches 
long. This should complete your armatme 
winding. 

It is a good plan now to test the winding for 
ground to the core of the armature, using an 
ohmmeter. if you have cut through the windings, 
find the spot and a piece of tape will do for insula¬ 
tion. If you have been moderately careful, though, 
the continuous winding should be ground-free. 

If it is intended to use the old commutator for 
one side of the a.c. output, solder one piece of the 
winding to a commutator .segment. It is a good 
idea to go aU around all the bars with a soldered 
Jumper so as to short the bars together. The other 
lead will go direct to the shaft of the armature. 
DrUlmg through the shaft and tapping for a 10-32 
screw to hold a soldering lug wiU do the trick for 
the a.c. return. This means that the frame of the 
completed job is “hot” on one side—remember 
that when playing around. 

If slip-rings are to be used, this trouble wiH 
not be encountered, of course, because both 
rings may be insulated. This is up to your own 
inclination. The slip-rings will take some machine 
work, requiring equipment that may not be avail¬ 
able to some of the boys. To complete the arma¬ 
ture it is best to cut enough narrow strips of 
fiber to slip Just imder the edge of each slot and 
over the windings, tamping the coils down and 
the strips of fiber through carefully to keep the 
cotton insulation from being damaged. These 
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START FINISH 

FIG. 1—.SHOWING START AND WINDING SEQUENCE OF EACH POLE OF THE ARMATURE 
Th* }i-inch dowel me* in tints Z,8,14 and ZO. No windinft in these slott on the separately-excited job. Reproduced 
by permission of Mr. Duncan from his **Astto Power*’ booklet. 
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strips will serve a two-fold, purpose, to keep the 
windings from falling out when the machine is 
“revving,” and for extra tightness in the wind¬ 
ings themselves. Although not absolutely neces¬ 
sary they are a definite refinement. If a lathe or 
some other means of 
balancing the armature 
in a free-turning jig is 
available, a free run¬ 
ning job with but little 
vibration will result. 

These things are sup¬ 
posed to turn over at 
1800 r.p.m., and while 
this is not excessively 
fast, stUl things are 
liable to happen. In¬ 
serting pieces of brass 
J'i-inch round stock in 
the odd slot will bring 
the armature to a fairly 
good balance, so that 
no part of the whole 
thing will be heavier on 
one side than the other. 

That’s just another re¬ 
finement. Use your own 
judgment. Possibly 
other ways of balancing 
wUl suggest themselves; 
if so, aU well and good. 

THE FIELD COILS 

Four field coils are 
necessary, and while 
the winding isn't so 
critical as that of the 
armature, still some care must be exercised to get 
a finished coil that is flat and compact. First it is 
necessary to make a form that wfil have the same 
dimension as the core of the old field coils. The 
field poles removed from the old field coUs must 
fit snugly into the new field cods. This form is 
very simple to make, as described fully by Mr. 
Duncan on page 19 of his booklet, “Auto Power.’’ 
First the wooden block that will serve as a center 
is cut to fit loosely in the old field form. This 
center is long enough so that it can be used as a 
spacer for the exact thickness of the old cofi. Drill 
through this in the exact center with a }<i-inch 
drill. Then two blocks of wood are cut to about 
6 inches by 4 inches, and these in turn are drilled 
through the exact center with a hi-inch drill. A 
1 ' 4 -inch stove bolt is run through one block, 
through the center form spacer, and through the 
other block. A plain washer is put on next, then a 
lock washer, and the whole thing drawn tightly 
together with a nut. The projecting end of the 
M-inch bolt can be gripped in the chuck of a 
breast-drill held in a vise, or in a lathe, to make 
the turns. 

The field coils are wound with No. 17 s.c.e. 


wire. In starting the winding, leave a good length 
of wire over the edge of the form to serve as a 
lead. It would be a good idea to put a piece of 
sleeving over this lead. Start the turns slowly, for 
a few turns, keeping the turns as uniform as possi¬ 


ble. 200 turns go on each cod. After each of the 
four coUs is completed, put a piece of sleeving 
over the No. 17 s.c.e. finish lead, and out off to a 
length of about 12 inches. Here is where the tape 
comes in. In taping each coU, be sure that the in¬ 
side “start” and outside “finish” leads are readUy 
distinguishable. Tape the coils tightly with or 
J' 2 -inch tape, making each winding overlap the 
preceding one by about half of the width. The 
finishin g end of the tape is tucked under the iast 
two or three turns and pulled taut. Cut the end of 
the tape off clean. This completes the field coUs. 

BAKING 

Some ingenuity is called for in baking the coils 
and armature. Complete instructions for heats, 
etc., are on each can of insulating varnish, and 
should be followed as closely as possible for best 
results. There are also several good air-drying 
varnishes on the market. (We have been lucky in 
having a regular baking oven, thermostaticaUy 
controlled, for our own use.) Be sure to cover up 
with friction tape any parts of the armature that, 
are to be bearing surfaces, or if the old commuta- 
(Continued on ^4) 



ILLUSTRATING THE GENERAL. CONSTRUCTION OF THE CARRY-ALL 
FRAME AND MOUNTING OF THE PARTS 
Tfic 6-volt d,c» generator is in centert driven from a pulley that does not show. The bat¬ 
tery makes for a little better £Uc»regulation, but is not necessary. The cable shown in back 
is made up of 4 lengths of rubber covered No. 14 wire, one pair for a.c. output, the other 
pair for remote voltage adjustment. 
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• NAVAL COMMUNICATION RESERVE NOTES • 


N aval Communication Reserve radio 
drill activities are now underway for the 
current season. These drill activities are 
divided into fom' networks classified as A, B, C 
and D. The first network is the national net which 
consists of Naval Radio Arlington in chai-ge, and 
includes the master and alternate control stations 
in every Naval District in the United States, 
Canal Zone and the Hawaiian Islands. The next 
classification is known as the District or B net¬ 
work, which includes the training stations in tlie 
Districts plus the various section control stations 
of which there are several in every Naval Dis¬ 
trict. The next step is within the section, these C 
drills being conducted by the section headquarters 
radio stations for the benefit of their unit stations 
located in armories, jjost office buildings and 
other government quarters. The last group, 
known as the D net, is made up of the unit sta¬ 
tions located in armories and includes the in¬ 
dividual amateur station owned by each Re¬ 
servist. 

Heretofore there has been considerable inter¬ 
ference in congested localities between amateur 
stations engaged in purely amateur communica¬ 
tion and the various radio drill nets of the Naval 
Communication Reserve. In spite of the very best 
of cooperation between individuals and the Com¬ 
munication Reserve there has always been a 
certain amount of unavoidable interference, par¬ 
ticularly on the 3600-kc. band. Some years ago 
the master and alternate control stations were 
assigned government frequencies for their training 
circuits and for the past eight years liave op¬ 
erated on 4045 and 3475 kcs. About a year ago the 
section control stations and the B network were 
placed on government frequencies between 2000 
and 3000 kcs., but the unit stations and individ¬ 
ually owned amateur stations remained on ama¬ 
teur frequencies. As there are several thousands 
of these stations belonging to the Communication 
Reserve, there stiU continued to be some unavoid¬ 
able interference. 

This year, for the first time. Navy frequencies 
have been assigned to the C and D networks. 
This means that every Naval Reserve-amateur 
radio station will be assigned a government fre¬ 
quency for official use on di'Ul circuits. A number 
of years ago the Navy also worked out a system 
of special Naval Reserve call signs which has been 
in effect, and these calls will also be used on these 
government frequencies. Of course this plan will 
liave to be operated for nearly a full season before 
its benefits will be felt. It will require some time 
for Reserve-amateurs to convert their equipment 
to operate on the new channels between 2000 and 
3000 kcs. Some wiU wish to buy crystals and some 


will wish to use electron-coupled or master-oscilla¬ 
tor power-amplifier circuits. Because of the fact 
that United States ships use some of these fre¬ 
quencies, it is Important that tlie transmitters be 
carefully calibrated and that their frequency 
stability be very good. 

The Naval Communication Reserve has never 
made any attempt to handle a great amount of 
traffic over the training circuits. It has always 
taken the position that its mission was to train 
operators for service with the Navy in case of na¬ 
tional emergency and that its primary object was 
to give radio operators the opportunity to learn 
naval procedure and methods. In order to do this 
its radio training circuits are operated in accord¬ 
ance with the requirements of the Naval Com¬ 
munication Service. Many interesting problems 
are carried out on these circuits and instruction is 
given in practical navigation, handling charts and 
other similar exercises. It is interesting to learn 
that some of the personnel who received instruc¬ 
tion of this kind during the past year were able, 
when assigned to a Navy ship for training duty, 
to assist in the navigation of the ship and were 
able to plot positions from radio bearings. 

The national competition last year was won by 
the Communication Reserve of the District of 
Columbia which is under the command of Lieu¬ 
tenant James H. Nicholson, O-V(S), U.S.N.R. 
This officer is well known to amateurs in New 
England and many parts of the United States, as 
he is connected witb the Bureau of Air Commerce 
in the Department of Commerce and in his ca¬ 
pacity as radio engineer for the Airways System, 
he travels all over the United States. 

During the summer Lieutenant Commander 
W. J. Lee, U.S.N.R., who is on duty in Washing¬ 
ton in connection with the administration of the 
Communication Reserve, traveled through the 
North Atlantic States and visited many com¬ 
munication organizations in Maine, Massachu¬ 
setts, New York, New .lersey, Pennsylvania and 
Delaware. 

Commandants of all Naval Districts have re¬ 
cently been authorized to form a Merchant Marine 
Unit in each Naval District to be composed ex¬ 
clusively of Communication Reserve officers and 
radiomen who are actually employed at sea in the 
capacity of commercial operators. Any members 
of tbo Communication Reserve who are so em¬ 
ployed will eventually be attached to such a unit 
in their home District. 

Recruiting has started up again after the sum¬ 
mer lull, and anyone who is interested in joining 
the Communication Reserve can easily make ar¬ 
rangements to apply by communicating with a 

{Continued on page 94 ) 
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• ARMY-AMATEUR RADIO SYSTEM ACTIVITIES • 


ylT 7 p.M. and 10 p.m. on Thursday, November 
/-% 11th, a message from the Chief Signal 
Officer to all Army Amateurs will be 
broadcast. As has been customary in the past, 
the broadcast will be made the subject of a com¬ 
petition among Corps Area Army Amateurs. The 
Corps Area having the largest number of mem¬ 
bers copying will be announced as the winner. 
Handicap factors based on quota membership 
will be applied. 

ALL AMATEURS are invited to copy this 
message which will be broadcast by WLM on 
3497.5 and 6990 kc. and by W3CXL on 14,030 kc. 


Since the announcement by N.G.R. that drills 
would be held outside the amateur bands, the 
question has been raised as to why the A.A.R.S. 
does not do the same. A few words of explanation 
may answer this question. 

Members of the A.A.R.S. are not part of the 
Army. They are affiliated voluntarily with the Sig¬ 
nal Corps, U. S. Army, for training in handling 
traffic using Army procedure and for disaster relief 
communications. 

Two speciai frequencies, 3497.5 and 6990 kc., 
are assigned to the A.A.R.S. These are obviously 
not sufficient for 1600 stations. Under present 
regulations the A.A.R.S., not being a part of the 
Army, cannot be assigned the use of War Depart¬ 
ment frequencies for drills. 


Last season the office of the Chief Signal Officer 
sent out a memorandum outlining the change in 
net organization of the A.A.R.S. 

The old organization provided for the Army 
net. Corps Area nets, state nets, district nets and 
local nets. The new plan calls for the aboUtion of 
the district and local nets whenever practicable 
and having all stations within a state operate on 
the state-net frequency. States with large mem¬ 
berships such as New York, Massachusetts, 
Pennsylvania and California are divided iuto two 
or three sub-state nets. The memorandum states 
in part as follows: 

“For some time the organization of local and 
district nets and the assignment of frequencies in 
the amateur band has been a problem. The idea 
that all stations driU on a certain night has con¬ 
tributed largely to the demand for numerous nets 
and frequencies. The necessity for driil on a cer¬ 
tain night also has kept many amateurs from 
joining the A.A.R.S., due to the fact that certain 
individuals are not able to drill on the night de¬ 
cided upon. The following plan will eliminate 
some of these difficulties and provide a more flexi¬ 
ble organization in time of emergency. The effi¬ 


ciency of state net organizations has been proved 
by the operation of nets of the V Corps Area in 
handling flood traffic. 

“Most states do nothave a membership so large 
that it is impossible to work on a spot frequency. 
In these few large states, district nets can be used. 

1. All stations in a state will work on the 
state net frequency. 

2. Hours of operation of the net will be de¬ 
cided upon by the Corps Area. 

3. Nets will operate each night in the week. 

4. Sufficient alternate state NCS will be ap¬ 
pointed to handle’ the net, during the week, 
these alternates to work under the SNCS who 
will designate the station to take his place 
when he is unable to be present. 

5. Local stations in the net wilj be divided 
up to operate on certain nights in the week so 
that all stations will not be on the air together. 
A definite schedule of locals or net periods can 
be maintained. This would not prevent locals 
from coming into the net on nights, other than 
when he is scheduled, to get rid of traffic.” 

Local stations of a state should be divided so as 
to schedule a group of stations to operate a cer¬ 
tain hour each night instead of certain nights of 
the week. This will allow a station to come on the 
air any night on schedule and will do away with 
the former necessity of reporting Monday nights 
for drill to obtain credit for attendance. 

The advantages of having stations within a 
state on a spot frequency are obvious. In an emer¬ 
gency the local station has a much greater chance 
of contacting his net control station or at least 
another station within the net, and the net can be 
quickly put on the alert. Cutting down the num¬ 
ber of nets also releases numerous frequencies in 
the amateur bands. This will also tend to keep the 
state-net frequencies clear, due to the number of 
stations using that frequency. 

Although the change has not been completed in 
all Corps Areas, considerable progress is being 
made. The advantages of this system have al¬ 
ready been proven. The Fifth Corps Area which 
comprises the states of Ohio, West Virginia, In¬ 
diana and Kentucky was already set up for state- 
net spot-frequency operation and used it with 
excellent re.sults in the flood of January, 1937. 


Several references have been made to the nine 
Corps Areas into which the United States is 
divided. For the information of all concerned the 
following shows the states comprising each Corps 
Area and the headquarters of each: 

I. G.A,—Wise, Army Base, Boston, Mass.—Maine, 
{Continued on page OS) 
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How Long Is a Quarter Wavelength? 

Some Practical Figures for the Velocity of Wave Propagation in 
Antennas and Transmission Lines 

By J. N. A. Hawkins,* W6AAR 


T he growth in the use of quarter-wave and 
half-wave matching sections in modem 
transmission-line fed matched-impedance 
antenna systems requires an answer to that 
perennial problem, “How long is a quarter wave?” 

Experience with “end effects” in radiating 
antennas indicates that electrical length and 
physical length of a conductor are not necessarily 
the same thing. Although resonant matching lines 
are ordinarily free from “end effects” they still 
are subject lo a shortening effect which reduces 
their mechanical or physical length below the 
electrical fraction of a wavelengiJi which they 
simulate. 

The cause of this shortening is the reduced 
velocity of propagation of radio frequency energy 
through a conductor. Eadio-frequency energy 
ordinarily travels through free space with the 
speed of light, cbse to 300,000 kilometers or 
186,000 miles per second. If the velocity of the 
energy were the same in copper wire that it is in 
free space, a half-wave resonant line cut for 
exactly 7000 kc. would be slightly over 70 feet 
long. But the actual velocity of propagation 
through a typical half-wave section consisting of 
No. 12 wires spaced six inches (600 ohms charac¬ 
teristic surge impedance) is only about 97.5 per 


TABLE I 


Line A (Parallel Open Wire).... 

.V =« 0.975 

Line B (Parallel Tubing). 

.V = 0,95 

Line C (Concentric Tube)...... 

.V = 0.86 

Line D (Twisted Pair).. 

.V - 0,58-0.65 


cent of the velocity m free space, so that 7000-kc. 
energy will only travel 97.5 per cent of 70 feet 
during one-half cycle of oscillation. Thus the 
7000-kc. half-wave section would only be about 
68.5 feet long. 

In a half-wave radiating antenna operating at 
7000 ko. the “end effect” takes about 2.5 per cent 
off each end of the antenna so that it becomes 
about 95 per cent of 70 feet long, or about 66.5 
feet in length. 

It must particularly be noted that the “end 
effect,” which shortens a radiating antenna, only 
affects the “outer” quarter-waves on the ends of 
the anteima: the shortening effect is not evenly 
distribute d throughout the length of the antenna . 

• 2807 Eightli Ave., Los Angeles, Calif. 


Thus for antennas greater than one-half wave 
long, the standard antenna length formula be¬ 
comes 

492(E'-0.05) 

r Me. 

Where L is the length in feet; K is the number of 
half wavelengths in the antenna and F is the 
frequency of operation in megacycles. Some experi¬ 
ments have shown a constant of 0.04 instead of 
0.05; but 0.05 appears to fit most practical cases.^ 

RESONANT TRANSMISSION LINES 

Now the "effect which causes a somewhat 
similar shortening effect in transmission lines and 
resonant matching sections differs from the above 
effect in that the effect is evenly distributed 
throughout the length of the line or matching 
section. Thus a half-wave resonant matching 
section is always exactly half as long as a fuU- 
wave section of the same construction. This differs 
from a radiating antenna since a half-wave an¬ 
tenna may be something less than half as long as a 
full-wave antenna resonant at the same frequency. 

The only point about which care must be 
taken, in determining the physical length of a 
matching section, is to make the proper correc¬ 
tion for reduced velocity of propagation. This 
varies with the nature of the conductor and the 
dielectric surrounding it. 

Another point about the velocity of propaga¬ 
tion is that it varies somewhat with frequency, 
and increases slightly as the frequency increases. 
However, for typical amateur use this variation 
with frequency can be neglected between 3 and 15 
megacycles. Table I shows the average velocity 
of propagation of r.f. energy through lines of 
typical construction. The velocities are shown as 
percentages of free space propagation and are 
termed the factor V in the length formula shown 
below. 

Line A is a conventional two-wire open line 
using wire sizes between No. 10 and No. 16 with 
spacings between two and six inches. It is also 

iContinwd on page 96) 


* The correction factor 0.05 gives the same length in feet 
for a half-wave antenna as the 1.56 X wavelength-in-meters 
and the 468,000/Fk« formulas for average length given in the 
A.R.K.L. Handbook for a number of years. See J. J. Lamb, 
*'What Length Antenna?” QST. Oct., 1928— Editob. 
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Notes on Steatite-Type High-Frequency 

Insulation 


By Hans Thurnauer* 


Contrary to a more or less general impression, **stcatite** U not a registered trade name for the products of 
any particular manufacturer, hut is simply a good dictionary word meaning (aCfCording to Webster) ‘"A massive 
variety of talc , . . —called also sozpstone,” In the United States, a number of organizations, including Amer» 
icon Lavot General Ceramic* and Isoiantite, manufacture what are called **true steatite bodies*^ containing at 
least 80 per cent, and usually 85 per cent to 9l) per cent, steatite. There is considerable difference of opinion in 
trade circles as to the relative high-frequency efficiency of products sold under the different brands of the varU 
ous manufacturers, resulting in confusion to the amatertr consumer and a general headache all around. Part 
of this confusion seems to be traceable to the fact that quantitative figures on loss factor vary widely, even for 
the same material, apparently because the methods and conditions of measurement are not uniformly the same. 
Moreoi'cr, the fact that loss factor alone is not the sole criterion of insulator loss is generally overlooked. The 
total power lost in the dielectric is also dependent on the total volume of insulation in the high-frequency field — 
which brings the mechanical properties of the insulation into the picture, A small piece of higher loss-factor 
insulation which has adequate mechanical strength for a given job may he preferable to a lotver loss /actor 
material ivhich must be of greater volume because it has less mechanical strength. In an effort to cast some light 
on the situation, we have sought information as free /r«m bias as possible and have obtained the following 
article on the general subject of steatite-type insulation. Further information and comments of practical interest 
to amateurs will be welcomed .—EDITOR 


W ELL-CONSTRUCTED high-frequency 
apparatus, transmitting as well as receiv¬ 
ing, must fulfill at least two require¬ 
ments. The dielectric losses of the apparatus have 
to be as low as possible, to assure high efficiency, 
and the construction has to be absolutely rigid 
to maintain constancy under any operating 
conditions. 

To have a high-Q tuned circuit, the low-loss 
coU and condenser are of first importance; but aU 
other components must be considered also to get 
satisfactory results. As a matter of fact, the better 
the cofl and condenser, the more noticeable arc 
losses introduced through additional components, 
such as terminal strips, msulating supports, tube 
bases, sockets, etc. 

The other day we read an editorial in one of 
the radio magazines and fmmd the following 
thoughts, which illustrate the point: “Engineers 
give plenty of thought to the Q’s of the component 
parts of circuits, but how many times have you 
ever seen anything on the resultant of hanging a 
good coil across a fairly good condenser, then 
hooking the whole works to a ‘moldod-mud’ 
socket. Obviously something happens to the 
otherwise excellent Q exhibited by the coil—by 
itself.” 

Wo know what happens to our circuit if we use 
unsuitable insulators; dielectric losses are intro¬ 
duced which cut dovm selectivity of receivers and 
cause heating in transmitters. 

Let us consider briefly what is understood by 
dielectric loss. Take a condenser consisting of two 
metal plates and a dielectric medium between the 
plates. If this condenser is subjected to the po¬ 
tential of a r.f. field, a current will flow through it; 
and if the dielectric is idea l, the phase difference 
* American Lava Corp., Chattanooga, Tenn. 


between current and potential will be exactly 90°. 
There is, therefore, no energy loss. A perfect in¬ 
sulating material is vacuum; and also perfect for 
all practical purposes is air. 

If a liquid, or solid, dielectric is used, however, 
the case is different. Some of the energy is con¬ 
sumed by the insulating material. The phase 
difference between current and potential is not 
00° but 90°-cr, whore cr is called the loss angle. 
The tangent of <r itan a) is called the power factor, 
usually represented in per cent. 

The power factor is not the only material con¬ 
stant that has to do with the dielectric absorption 
of power. The power loss per imit volume of a 
material is proportional to the frequency, the 
square of the voltage gradient, and the product of 
the power factor and the dielectric constant of 
the material. This shows that not only the power 
factor, but also the product of power factor and 
dielectric constant should bo used as a measure of 
the dielectric loss of a material. This product is 
called the loss factor. 

If a condenser with a high capacity is needed, 
a material with a high dielectric constant will give 
the desired capacity with a small condenser vol¬ 
ume; but the power loss per unit of volume is in¬ 
creased in proportion to the dielectric constant. 
For insulation of high-frequency circtiits, espe¬ 
cially where voltage and frequency conditions are 
severe, a material with low dielectric constant and 
low power factor should be selected to provide 
low energy absorption per unit volume. 

In high-powor short-wave transmitters it is 
absolutely necessary to use low-loss insulators, 
because otherwise heating from the high fre¬ 
quency cui’rents due to dielectric losses may re¬ 
sult in actual explosion of the insulator. 

Air with a dielectric constant of 1 and a power 
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factor of 0 is the ideal iosulator from the electrical 
point of view. Air, however, is not so easy to use 
as an insulator. Insulators not only serve as dielec¬ 
trics; they also have to support or space metaUic 
conductors and therefore have to be of a sohd 
nature. 

What the radio engineer needs, therefore, is an 
insulating material with these properties: 

High mechanical strength and rigidity. 

High electrical resistance (ohmic resistance). 

Low dielectric loss over the whole frequency 
range of its application. 

Among the natural minerals we only know of 
one possessing all these properties. That is quartz. 
Quartz has been regarded as the ideal material for 
radio insulation and insulators made of clear 
quartz glass (which is obtained by melting quartz 
crystals in the electric arc) have unsurpassed 
electrical properties. But quartz glass insulators 
are very limited as to sizes and shapes and their 
cost of manufacture eliminates quartz or quartz 
glass as a practical high-frequency insulator. 

There are some low-loss materials among or¬ 
ganic resins, especially in the polystyrol group. 
They lack, however, one important property— 
rigidity. 

To find an “all-around” high-frequency in¬ 
sulating material we have to look among the 
ceramic materials and here we find the steatite 
bodies. They combine the desired mechanical and 
electrical properties and can be manufactured in 
quantities at economical prices. 

What is understood by the term “steatite 
bodies”? So much confusion exists about these 
materials that it may be well worth while to give 
a brief description. 

A steatite body is a high quality ceramic mate¬ 


rial made chiefly of the minerals, steatite, talc or 
soapstone. These minerals, identical in chemical 
composition, but different in crystalline structure, 
are hydrous magnesium sihcates of the formula 



VARIOUS INSULATING PARTS MADE OF "LOW. 
LOSS” STEATITE AND USED FOR HIGH-FRE¬ 
QUENCY APPLICATIONS 


3 MgO. 4 SiOj. 1 HjO. Talc, as used in face pow¬ 
ders, is practically the same substance, with the 
only difference that face-powder talc is usually 
not pure enough to go into steatite insulation 
manufactoe. 

A true steatite body has to be made of at least SO 
per cent talc or soapstone. 

For making steatite insulators, the raw materi¬ 
als are finely powdered and carefully mixed with 
certain fluxes. Despite the fact that these fluxes 

(Continued on page 98) 


COMPARATIVE PROPERTIES OF SOME MATERIALS USED FOR HIGH FREQUENCY INSULATION 
(These data represent average values and vary according to composition, aize, shape, method of manufacturing and firing) 


Type 

Porosity 
(Percentage 
of water 
absorption) 

i 

Tensile Strength | 

lbs. per SQ. in. 1 

e 

•o 

^ d 
> . 

*i S' 

h 

a . 

oS 

2 

ft 

d . 
p4.d 

1" 

II 

Softening Temperature 
(Degrees F) 

Dielectric Strength 
volts/mil 

Volume Resistivity 
ohms /cm.—cube 
(AC 200 volts) at 75° F. 

Dielectric Constant I 

between 1 and 10 Me. j 

■*» . 
is 

IS 

^ d 

Pd XI 

Iiosa Factor per cent 
between 1 and 10 Me. j 

“Commeiciar' 

Steatite 

.07-nil 

6500- 

10,000 


18,000- 

22,000 

2600 

200 

Over 10 

6.5- 

6.2 

0.20- 

0.18 

1.24- 

1.08 

“Low-Loss” 

Steatite 

.07-nil 

sooo- 

10,000 

80.000- 

100,000 

19,000- 

22,000 


200 

Over 10 16 

6.5- 

6.0 

0.06- 

0.04 

0.36- 

0.23 

Dry Process 

Porcelain 

Up to .25 

1000- 

2000 

30,000- 

50,000 

8000 


40-100 

Over 10 “ 

7 

0.7-15 

5.2- 

105 

Quartz Glass 

Nil 

Above 

10,000 

282,000 

10,200 

2700 

100 

10 « 

4.2 

0.026- 

0.028 


Glass-Bound Mica 

.035 

mill 

26,000 

20,000 


60 


8.5 

0.19 

1.62 
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Making the Most of Directive Antennas 

Practical Pointers on Operating a Number of Antennas in Limited Space 
By Don C. Wallace,* W6AM 


D irective antennas have been used con¬ 
sistently at W6AM for a number of years. 
The present lay-out has been up for ap¬ 
proximately three, and although other antennas 
are planned for the near future we shall confine 
the present description to those now in use. As to 
what can be done with them: 

Often five continents wiU be worked on ’phone 
during the course of a single evening, sometimes 
in as short a period as two hours; all six conti¬ 
nents were worked on three different nights dur¬ 
ing the ’phone portion of the last DX contest. 
Schedules have been maintained with CEIBC at 
ChafiaraJ, Chile, for over a year without a miss, 
except for three times when he had to be absent 
for business reasons. Over a period of five months, 
weekly schedules were maintained with Manila 
on 20-meter ’phone without a break. Europe was 
worked on 'phone every night the station was m 
operation for a period of three weeks, and over a 
period of four months there were only three 
misses on any night Europe was called on ’phone. 
For two and one-half years schedules have been 
maintained with W2NB in New Jersey with never 
a complete miss during that time. These things 
are mentioned to show that with effective an¬ 
tennas 20-meter ’phone becomes more than a hit- 
or-miss skip proposition but takes on the charac¬ 
teristics of a consistent communication circuit— 
and we are all interested in two-way communi¬ 
cation. 

The beam antennas are universally used for 
reception as well as for transmission; to do this a 
changeover relay transfers the antenna in use 
(the various antennas are selected by manual 
switches) from the transmitter to the receiver. 
This gives an equivalent power gain on the other 
fellow in receiving and eliminates the necessity 
for requesting checks on various antennas when 
the direction of the station contacted is doubtful. 
It is surprising how accurate the operator can 
become in determining just where a station is long 
before it signs off. A quick trial of the various an¬ 
tennas soon indicates the direction, and the char¬ 
acteristics and frequency of the station usually 
wiU furnish the balance of the data necessary. On 
an average, the direction from which the station 
comes and its approximate location can be 
guessed nine out of ten times and often as high as 
nineteen out of twenty times. This is always in¬ 
teresting to visitors at the station. 


* 4214 Country Club Drive, Long Beach, Calif, 


14-mc. antennas 

The 20-meter ’phone antennas number five. 
Pour of these come off one pole like the spokes of 
a wheel and the fifth originates at another pole. 
Two poles only are used for the entire seven an¬ 
tennas (two are on 7 Me.). Trees, swings and any 
other convenient points of attachment are used 
for the far ends of the arrays. 

The first honest-to-goodness 20-meter beam 
was designed by W2NB when he was visiting here 
and it was put up so that W2NB and W6AM 
could have a weekly schedule at some time con¬ 
venient to both of us. The anteima is an adapta¬ 
tion of the Sterba cmtain, mounted horizontally 
to get the benefit of horizontal polarization in 
reducing local-noise pickup. It consists basically 
of eight half-waves in two tiers of four each. The 
radiating elements are all 95% of a half wave in 
space * and the feed-line portions are all an actual 
Imlf-wave long. The total impedance at the feed 
point appears to be something like the total of all 
of the half-wave sections; that is, considering each 
half-wave section as having a resistance of sev¬ 
enty-two ohms, the termination at the end is 
something like 8 times 72, or 576 ohms. It hap¬ 
pens that No. 14 wire spaced four inches (a 
standard spreader length) has a computed im¬ 
pedance of 576 ohms, which to all intents and 
purposes is a natural match and makes matching 
transformers unnecessary. 

If the feed fines are properly terminated it will 
be found that there is little if any inter-action be¬ 
tween the various antennas. Once in a while a 
little inter-action creeps in, which is not surpris¬ 
ing since foiur are attached to one pole and at the 
other end of the lot there are three more. This 
means a lot of antennas in a small space, some of 
them crossing over others. In addition, the feed 
lines converge to one spot and for the most part 
go through the same window. 

In order to check the results obtained by using 
different types of feed fines, a line of approxi¬ 
mately 800 ohms was used on the same antenna 
with noticeably poorer results. 

THE COMPLETE ANTENNA SYSTEM 

Using this antenna as a basis, the construction 
of other antennas followed whenever an oppor¬ 
tunity offered. They are all bi-directional, and we 
have gradually come to entitle them: 

14 Me.: 

1. New Yor k, Australia _ 

* I.e., feet ** 468/fr8q. (Mo.). 
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2. London, Now Zealand 

3. South Africa, Cuba, Hawaii, South Africa 

4. Alaska, Seattle 

5. Buenos Aires, Chile—Japan, China, Manila 
7 Me.: 

1. Manila, Orient—Mexico, South America 

2. New York, Chicago—Australia 

In addition, the forty-meter Manila antenna 
(two half-waves in phase) is used as a half¬ 
wave antenna on eighty meters. For ten-meter 
operation, a vertical antenna consisting of 
two half-waves in phase is used. And on top 
of one of the 90-foot telephone poles (there arc 
two on the lot) is a Johnson Q antenna used 
for five-ineter work. This makes nine antennas 
in use, all of which have their lead-ins brought 
directly into the station. Sometimes two or three 
antennas are used at once, although this pro¬ 
cedure usually pulls energy out of the direction 


desired so it is not done except on rare occasions. 

Each 14-Mc. antenna covers at its best point 
a region varying from 314 to .5 degrees either 
side of the direction toward which it is pointed. 
This gives a strong ten-degree beam in two direc¬ 
tions. Each antenna is approximately thirty de¬ 
grees from the next adjacent one, so in between 
is an ai’ea of reduced utility, although these 
areas are given a signal about equivalent to that 
from an ordinary half-wave antenna. Having 
ten dlroctions at one’s disposal, however, is pro¬ 
ductive of some interesting operation, as can weU 
be imagined. Since putting up the complete 
layout there has only been a single 114-hour 
period when the twenty-meter band was not 
good for DX—by widoh we mean something 
three thousand miles or over. 

..All of the antennas are not of the type de- 
.scribod above; the drawings show seven in use. 



- 32 ' 8 ''->■ - 32 ' 8 "—-- 32 ' 8 "-.*- 



FIG. 1—THREE DIRECTIVE ANTENNA ARRANGEMENTS USED FOR 14-MC. 

WORK AT W6AM 

AU consist of phased elements, the line of maximum propagation being broadside to the 
line of the antenna. 


^ HEDtTCING 

INTERFERENCE 

Directive anten- 
na.s have several 
interesting features 
not ordinarily con¬ 
sidered by the aver¬ 
age amateur. For 
instance, QRM is 
minimized. With 
ten separate direc- 
tions available, 
strong QRM be¬ 
comes considerably 
less than what it 
would be on one an¬ 
tenna. Although 
the antennas re¬ 
spond in two direc¬ 
tions, usually, be- 
cause of the 
characteristics of 
the twenty-meter 
band, one dh-ection 
is skipping out while 
the opposite ilirec- 
tion is at its best. 
This is not always 
true, but it is true 
enough of the time 
for us to take ad¬ 
vantage of it. 

It is far quicker 
to switch from an¬ 
tenna to antenna 
by means of switches 
over the receiver 
than it would be to 
rotate an antenna, 
consequently more 
stations can be 
spotted and called. 
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All stations naturally cannot bo in the strongest 
part of the beam, but even at an angle of about 
fifteen degrees from the optimum direction the 
signal strength is comparable to that obtained 
with a half-wave anteima—and beyond that 
there is another antenna to switch in. Somotunes 
two antennas are used simultaneously when the 
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population of the United States—and likewise 
probably 70% of the amateur stations. This is a 
busy region, and QRM conditions are tdmost as 
bad on that antenna as on a half wave. 

GETTIUa DIKBCTrONS EIGHT 
Many amateurs who have put up directive an¬ 
tennas try them out 
-32 11" ^ -►—32 11 disgust¬ 

edly, “Oh, it doesn't 
work as well as my 
old antenna.” In 
every case that i 
have personally run 
down 1 have foimd 
that the particular 
amateur liid not 
know the real direc¬ 
tion in which the an¬ 
tenna was pointed. 
Ho laid it out by 
guess and by 


■14 Me. 
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FIG. 2-14- AND 7-MC. ANTENN.AS 
The antenna in the lower drawing is also used for J.5-Mc, work as a center-fed 
half wave. 


desired station lies midway between the two, or 
one of the two will be chosen because of excessive 
QRM on the other. For instance, in working sta¬ 
tions in fcjouth Carolina or Florida (one of the 
directions not optimum at W6AM), it is much 
more satisfactory to use the Cuban antenna for, 
although this antenna does not deliver a stronger 
signal to this area than does the New York an¬ 
tenna, it has relatively smaller QRM in reception. 
The New York line from Long Beach goes 
through such cities as Denver, Kansas City and 
Chicago, taking in about seventy percent of the 


■ aaao- gosh, and sim¬ 
ply had not 

gone to the 

trouble to determine his di¬ 
rections exactly. This was 

very strongly brought home 
at the time the first European 
antenna was put up here. It 
happens that the two poles on 
the lot are so placed that if .a 
broadside antenna is strung 
up between them it appears to 
be directed toward Europe. 1 
fiut up four half-waves in 

phase between the two poles, 
thinking I would get Europe. 
Sweden, Denmark and Fin¬ 
land were very easy to work 
on this particular antenna— 
countries that ordinarily were 
not heard on any other an¬ 
tenna on the place—but after 
a week’s listening it was found 
that no London signals had 
been heard, nor any French 
nor German. A correction was 
made by running a long guy 
wire from the pole over to a 
tree so that one cud of the antenna could be 
swung around approximately seven degrees, upon 
which it was found that London amateurs were 
plentiful, as well as French, German, and even 
some Italians and Swiss. However, since the an¬ 
tenna has been moved out no more Swedish or 
Danish stations have boon heard. A seven-degree 
correction changed the European situation en¬ 
tirely. The present sot-up is used because there 
are many more twenty-meter 'phones in the Lon¬ 
don area than in any other part of Europe. 

{Continued on page 106) 
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A Deluxe 100-Watt C*W*-'Phone Transmitter 
With Band-Switching Exciter 

By George F. Wunderlich,* W6DLIW 


W 6GLT came to us recently with an order 
for a transmitter involving some features 
which he believed would make for con¬ 
venience of operation. The requirements were as 
follows: 

1. Band switching from 1.75 to 30 Me., in¬ 
cluding all stages up to the final plate tank coil. 

2. Fixed neutralization. 

3. Simplicity of operation. 

4. Completely self-contained and semi-port¬ 
able. 

Believing that the resulting transmitter has 
features which may be of general interest to the 
•Kaar Engineering Company, Palo Alto, California. 


amateur fraternity, the constructional features 
are described in this article. 

R. P. SECTION 

A. glance at the tube line-up of the radio¬ 
frequency portion of transmitter (Fig. 1) will 
disclose a quite conventional choice of tubes. 
Starting with the crystal oscillator, we have the 
6A6 serving as oscillator and doubler. Provision is 
made for selecting any one of five crystals by 
means of a Centrailab bakelite five-point switch. 
Plate coils in the oscillator circuit are switched 
at the “hot” ends, using the new Centralab 
isolantite wafer switches. Li covers the 1.75- and 



Lu I» 2 » Lst L4» Lfi, Le— See text* Ci7»Ci8* Ci9» C 20 — OMOZ-tifd* 1000-volt Re—20,000'ofim lOnvatt. 

Ci^^O-nnfd. midget variable, mica* Rr— ZOOO-ohm lO-watt, 

Ca— SO'nnfa, midget variable, Cai— 0,001'fifd, 1000-volt mica, Rs—^SOO-ohm lO-watt, 

Ca, Ce— WO-fififd, midget variable, Caa— 0,002'iifd, 5000-volt mica, R 9 —75,000-ohm 100-watt, 

C*— 100-titifd, per sectioiit 3000-volt, Caa, Ca 4 — 2-nfd, 1500-volt oil conden- Rio—25,000-ohm ZS-watt, 

Cfi— 2-plate midget variable^ triple- ser, Ti —2400 v,c.t,, 150 ma, 1000 v,c,t., 

spaced, C 35 , Cae— Z-ixfd, 700-volt oil condenser, 150 ma, 

C 7 , Cs, Cio, Cia, C 14 , C 16 , C 16 —O.OI- Ri, Ri—'450-ohm 10-watt, Ta—2^ 12-amp, 

ftfd. 600-volt tubular, Ra—50,000-ohm 1-watt, Chi—^zO-h. 250-ma. cT^fcc. 

Cfl— lOO-nfifd. 500-volt mica, Ra—15,000-ohm 10-watt, Cha— tS-h, 150-ma, choke, 

Cii, Cig-^),006'jifd, 600-volt mica, R 5 —SO.OOO-ohm 10-watt. 


38 


QST for 





Because of stray capacities 
attendant to band switching, 
it was found inadvisable to 
operate the 807 as a “straight- 
through” amphfier on 14 and 
28 Me., since excessive regen¬ 
eration was encountered. This 
arrangement does not result 
in a lack of excitation, how¬ 
ever, because the 807 operates 
so well as a harmonic genera¬ 
tor, plate efficiencies of 60% 
being obtained from the tube 
in doubling. Actually, it was 
foimd that the 36T amplifier 
could be over-driven with ex¬ 
citation on aU bands; hence 
the excitation control conden¬ 
ser C’e was included in the 
set-up. 

The band-switch arrange¬ 
ment in the plate circuit of 
the 807 is quite conventional, 
and Bwitcliing here is again 
accomplished with a Centralab 
isolantite wafer-type switch. 
Positions 1, 2, 3, 4 and 5 cover 

THE COMPLETE TRANSMIT¬ 
TER READY FOR OPERATION 

Controls, reading from left to 
rightt arc as follows: Top Roto— 
Crystal plate, doubler plate, buffer 
plate, amplifier plate. Second Row 
—Crystal selcctorstoiteh,oscillator 
plate coil switch (SWi), doubler 
.switch (SWs), Buffer plate coil 
sivitch (SWa), excitation control 
(Cs), tunc'Opcrate .switch (SWr), 
Bottom Row—Audio gain, CW- 
Phone (SWs), filament supply 
(SWs), plate supply (SWs), moau- 
lator (SWs), 110,120 volt line 
sivitch iSWs), 6E5 overmodulation 
indicator. 


3.6-Mc. bands, and L 2 7 Me. (SfPi 
is a single-section 2-pole 5-position 
switch. With ;SWx in Position 1, 2 
or 3, 1.75-Mc., 3.6-Mc. or 7-Mc. 
excitation, respectively, is furnished 
to the grid of the 807 stage. For 
operation on 1.75,3.5,7.0 and 14-Mc., 
iSW 2 is left on Position 1. It will be 
noted that for 14-Mc. operation the 
807 functions as a doubler, working 
from the 7-Mc. crystal. For 28-Mc. 
operation, <STFi is turned to Position 5 
and /SW 2 to Position 2. This puts 
excitation on the second triode por¬ 
tion of the 6A6, applies plate voltage 
to that circuit, and switches the grid 
of the 807 from the oscillator plate 
circuit to the 6A6 doubler plate cir¬ 
cuit. Thus on 28 Me. we have a 7-Mc. 
crystal oscillator, 14-Mc. 6A6 doub¬ 
ler, and the 807 doubling 28 Me. 




THE R.F. UNIT REMOVED FROM THE FRAME 
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the L75-, 3.S-, 7-, 14- and 2S-Mc. bands, respec¬ 
tively. 

No ootl data are specified in this article, since 
different layouts will affect stray capacitance and 
inductance a quite appreciable amount. To the 
constructor who contemplates duplicating an 
exciter of this typo, let me point out that the 
strays are quite high, resulting in what may look 
like too high a ratio of C to L. Actually, despite 
this necessary compromise, 15 to 25 watts of 
excitation are available; so let us not allow purist 
arguments to overrule expediency or convenience, 
since we accomplish our pm'pose finally. 

A word as to coil forms. Ordinary moulded or 
ceramic forms of the l-inch of 1 J^-inch diameter 
variety ai'e quite satisfactory anywhere in the 
exciter, excepting in the 2,S-Mc. coil position. .At 
this frequency we cannot recommend too highly 
the use of an “air-supported” coil. Even coils 
wound on good-grade ceramic forms were found 
to be inferior to “air-supported” coils. 

The final amplifier, using plug-in coils in the 


interest of highest efficiency and space-saving, 
contains nothing unorthodox. Requirements 
called for 100 watts of carrier power on aU bands, 
and this was met easily by the 35T used here. Its 
low intereleotrode capacity aids materiafiy in 
matataining “fixed neutralization,” besides in¬ 
suring an efficient L-C ratio at 28 Me. Power in¬ 
put to this tube runs around 150 watts. 

AT3DIO SYSTEM 

Referring to Fig. 2, it wiU be seen that the 
audio system consists of a 6F5 speech amplifier, 
6N7 phase inverter, push-pull 6C5 drivers, and a 
pair of 6L6G Class-AB modulators. By raising 
the plate voltage slightly and increasing the bias 
and load impedance on the OLO stage, it is possi¬ 
ble to realize 70 watts of good clean audio with 
sine-wave input. 

R.f. feedback evidenced itself in the audio 
portion, particularly on 14 and 28 Me. .4 small 
cast dural box housing the microphone jack and 
its associated r.f. choke removed this difficulty. 



Cl, C 2 , C 3 —().05 nfd* 600H’olt. 

C4, OT—S'fifd, 25*volU 

Cs, Oi(>— 450'Volu 

Ce, Cs, Cg, CiQ-^'ixfdu 450'volt. 

Cl ], C 12 , Ci4» Ci5— 25'nid. Z5-volt, 

Ci7— 0.5'iifd, 600-^'olt, 

Ki—5-meg. 

R 2 — 250,000'ohm 

K 3 — WOO-ohm potentiometer, 

R 4 , Rs, Rig—.fOO,000-ohm I-tvatt, 

R 5 , R?*—500,000-ohm */^-tvatt. 

Re—000-ohm 
Rg— 2000'Ohm t-watt. 


Rip, Ri 2—50,000-ohm 1-watt, 

Ru—^000-ohm V^-toatt. 

Rj 3—.500-ohm I'xvatt, 

Ri 4 —2500-ohm 10-watt, 

Ri 5 —.t 5,000-ohm iO-wtitt. 

Ri6— 25-watt ^’ariable. 
Ri 7 —500,000-ohm l-xvatt, 

Ris—5000-ohm 2-^vatt. 

Rsn—300-ohm 10-xvatt, 

R 21 — 500,000-ohm potentiometer. 

R 22 —J-meg. i/^-wutt, 

'^ri —700 V, c.t., 50-ma. — 5 v. 2 amp .—■ 
6,3 V. 2 amp. 


Tg— .1200-v. c.t., 250 ma. 

Ts, T4—5 o. 3 amp .—6.3 V., c.t., 
amp. 

Tfl— V., c.t., 4 amp. 

Tfi—5 c.t., 12 amp. 

Chi—‘20-h. 85-ma. choke. 

Cha—.JO to 5 h., 23 to 250 ma. 

S’iv4— Pit. supply stvitch. 

.Sui5 —Plate supply switch. 

StoB —Modulator '^on-off.*' 

SuiH—l 10-120 i'. line sivitch. 
Sw<)—‘Phone-O.W. sivitch. 
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BOTTOM VIEW OF THE R.F. UNIT 
'The symbols refer to Fig. 1. 


The negative-peak overmodulation indicator, 
comprising the 879 and 6E5 tubes, is the one 
described by Mr. L. C. Waller in Nov., 1936, 
QST. It is a remarkably sensitive device and a 
little juggling of Cn wiU produce quite a variety 
of time constants in the action of the 6E6 indi¬ 
cator. It has proved to be far superior to an 
oscilloscope for overmodulation monitoring, since 
a transient peak shows up for about a second, 
where it would be of too short duration on the 
oscilloscope to be perceptible to the eye. 

MBCHAHICAL CONSIDERATIONS 
Weight being a consideration in the design of 
this transmitter, dural has been used throughout 
in all the metal work. At this point allow me to 
digress to one of my pet subjects. The majority 
of amateurs use either a cadmium-plated steel or 
half-hard aluminum chassis. Both have their 
objectionable features. Those who do not have 
access to drill presses find it a tough job to ma¬ 
chine a steel chassis, jiarticularly where a num¬ 
ber of socket holes are needed. Then, too, after 
machining the chassis a number of unplated areas 
are left exposed, with rust spots sure to set in. 

%■ ' Aluminum, while easy to machine, doe.s not work 
“cleanly”; that is, it has a tendency to be gummy 
and to raise burs. In my opinion tlie use of dural 
overcomes all these difficulties. The so-called 
“B2S-}4 hard” sheet dural machines cleanly and 
easily, is stilier than aluminum, and is readily 
bent at angles without cracking. For panels, 
gusset plates and angle stock for racks, the 17ST 
(heat-treated) grade is the metal to use, since it 
is one of the hardest of the aluminum alloys. In 


addition, 17ST dural is avail¬ 
able m square, round, hexag¬ 
onal and rectangular bar stock 
and can be used in place of 
brass for those shaft couplings, 
neutralizing condensers and 
similar gadgets which we usual¬ 
ly “home-brew.” Any of the 
above materials take on a very 
nice appearance when bright- 
dipped and coated with clear 
lacquer. This operation can be 
performed quite cheaply by 
your local plating works. 

So, to get back to our story, 
all chassis were made from 52S 
dural. As may be seen from the 
photographs, only the two ends 
of the chassis are bent down. 
Half-inch dural angle has been 
riveted all around the front, 
and back, inside of the chassis, 
and a sheet of dural riveted on 
the front face of the chassis. 
On the back side, a piece of 
.h-l-inch natural sheet bakehte 
has been screwed, to form the 
back side and terminal strip in one. The frame¬ 
work was made from 1 by 1 by Ag-inch 17ST diual 

(Continued nn page 110) 

R.F.UNIT i AUDIO UNIT 
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/i —Key jack* 

Ji—Oscillator plate current meter. 
Js—807 buffer grid current. 

Ji—Suffer plate current. 

Jb —35*T final grid current. 
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How Would You Do It? 

What to Do About Filing Spare Parts: Announcing Problem Number il 


'^HE various solutions submitted in response 
A to Problem Number 9 differed only slightly in 
theme. As you may remember, the problem was to 
find a simple, yet effective system for arranging 
spare parts and workshop materials so each could 
be located quickly without the necessity for turn¬ 
ing the workshop upside down. 

The general idea submitted by most of the 
contestants is a system of boxes or compartments, 
suitably labeled, into which spare parts and 
materials are consigned according to their classifi¬ 
cations. The arrangements vary from a collection 



ing to the name of the article. Every piece of 
spare material and the quantity of each is listed 
in the file. The file card indicates in which box the 
desired part will be found. Whenever a part is 
taken out for use or sale, it is taken off the list 
and the date of the removal and the purpose for 
which it was removed are recorded. Similarly, 
when parts are added, they are added to the file. 
Thus, a continuous record of parts on hand is 
available, so that, when a new piece of construc¬ 
tion is contemplated, it takes but a few moments 
to determine what new parts must be purchased. 

Second prize is awarded to E. N. Puertes, 
K4EDS for his sketch of a novel portable hinged 
box arrangement, shown in the drawing of Fig. 1. 
The box may be placed on the work bench where 
it will not occupy much space and where every¬ 
thing for the job will be at hand. When not 
in use, it can be folded closed and kept in any 
out-of-the-way comer of the shack, attic, 
basement or closet. 

As will be noted, the completed job is 
formed by two boxes approximately 6" by 18" by 
30", hinged together to form one unit. The sides, 
top and bottom of each individual box are cutfrom 
Yi' by 6" stock of any light wood. The backs, 
shelves, stops and partitions are cut from Jfs" 
or Y!' plywood. The sides, top and bottom pieces 

(Continue on page 118) 
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FIG. 2—A COLLAPSIBLE. PORTABLE RACK FOR 
SMALL AND MEDIUM-SIZE PARTS 

of lowly shoe boxes and orange crates to a manu¬ 
factured steel cabinet, which may be pimchased, 
built to desired specifications, at prices up to 
sixty or seventy dollars. 

Five-pound package-cheese boxes, measuring 
4" by 4" by 12", and cigar boxes seem to be the 
most often suggested as containers of small parts. 
Coffee cans, mayoimaise jars, fruit jars and cake 
tins are also suggested. These are lined up on a 
•series of shelves, varying widely in degree of 
elaborateness, located near the work bench. 

Owen Dowd, W2JHB, wins first prize, prin¬ 
cipally because he was the only one to suggest a 
card-indexing system for keeping a continual 
record of parts available for use. His arrangement 
consists of a series of shelves containing six rows 
of cigar boxes for small and medium-size parts, a 
row of home-made boxes about four times the 
size of the ordinary cigar box for larger parts and 
two or three widely spaced shelves for the bulkiest 
items. Instead of labeling each box with its con¬ 
tents, each is given a number. 

The card file is arranged alphabetically accord- 


Problem No. 11 

H, is now looking for an honest-to- 
• goodness signal and keying monitor. 
He has seen many descriptions of systems 
for continually monitoring the transmitted 
code signal, but unfortunately most of them 
have been more or less involved. Specifi¬ 
cally, what he wants is an arrangement 
with which he can listen to his own trans¬ 
mitted signal without the necessity for 
switching over the headset. Means must be 
provided for varying the volume and pitch 
of the beat note to suit his taste. The moni¬ 
toring system must be completely stable so 
as to give him a true indication of his signal 
characteristics and must be capable of 
monitoring overall frequencies between 
1700 and 30,000 Me. with a minimum of 
circuit change between bands. If possible, 
he would lito to do away with relays. He 
wonders if some simple system hasn’t been 
worked out by someone. 
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Announcing—Eighth A»R*R*L Sweepstakes 

Contest for W, VE^ K, KA, CM and VO Hams—Nov. I3th—14th, 20th—21st— 
'Phone or C.W. Any Ham Band(s)—Test Stations—Proves Operating Suprem¬ 
acy-Medallion Awards to the C.W. and 'Phone Leaders in Each Section^—Cer¬ 
tificates in Each Club—Gavel Trophy to Winning Club 

F. E. Handy* WiBDI 


T elegraphing operators win work and 
compete with other telegraphing operators. 
’Phone hams will compete with other 
'phone hams. The event is the annual “SS”I 
Don’t miss it. 

New medallion awards wiU be made by the 
League to the winners in each group in each 
A.R.R.L. Section. The illustration hardly does 
this bronze medallion (likeness of 
T.O.M., Maxim) full justice. Win¬ 
ner’s call will be engraved on each 
award. They’re beauties. 

Many will also complete their 
QSL-oard record and achieve 
“WAS” honors through this year’s 
SS. Whether you wish to “work 
all states” or all A.R.R.L. Sections 
(even tougher) this is the prime 
chance of the year to progress 
toward that objective. The basic 
idea of the contest is to see how 
many stations can be worked in 
such a brief time. The points de¬ 
rived from this will be multiplied 
fay the number of different A.R.R.L. 

Sections * worked with at least a 
complete one-way exchange in the 
contest. Message swaps are not required in 
proof of QSO this year. AH essential contest 
information is sent in the form of a standard 
preamble. Exchanges are for the record sent 
to Hq. New hams may also add to their knowl¬ 
edge of the way preambles to A.R.R.L. messages 
are sent and acknowledged, and fills requested, 
accuracy of ’phone commimication assured, etc., 
if they take part and follow the standard prac¬ 
tices set forth for these things in the new edition 
of The Radio Amateur’s Handbook. Some emer¬ 
gencies of late years have found amateurs un¬ 
familiar with good operating practices resulting 
in delays, garbles, and inabUity to write or take a 


* Communications Manager^ A.H.K.L. 

^ Including Cuba, Porto Rico, Hawaii, Alaska, P. 1., etc. 
Amateurs in Newfoimdland are included in the Maritime 
Section of the A.R.R.L. field organization. 

^ See the complete list of the 70 Sections in the A.R.R.L. 
organization page 7 of this issue of QST. 


message in standard form. We hope that the 
“SS” will help both new and old timers to im¬ 
prove and perfect operating technique at the 
same time all make new station records. 

All contest exchanges can be logged directly 
on the sheet that you send Hq. for a report. 
Paper work will be completed as you go along 
with nothing to do bht total and summarize 
points andsenditin. Mimeographed 
contest forms uiill be sent gratis to 
anyone who sends a radiogram or 
drops a card for the same. Use of 
our sheets is not required nor is 
advance entry necessary. The pur¬ 
pose is to help participants keep 
a uniform log. It is necessary that 
the arrangement or form shown 
with this announcement be fol¬ 
lowed. Draw your own columns on 
your own paper if you like ... or 
ask us for the prepared sheet. 

The “S” schedules operating in 
two week-ends with a time limit; 
33 hours of two week-ends have 
been specified. You can work 
more than 20 hours on one of the 
two week-ends, but in no case will 
any entry of more than 40 hours’ total operating in 
the two contest periods be accepted. Use any 
amateur frequency bands you choose. This timing 
plan permits the average ham to plan for his time 
for meals, for 8 hours’ daily sleep, etc. Cross ex¬ 
amination of logs makes it possible to check 
operating time. 

Effective choice of and use of the available 
operating hours, the different amateur bands, 
and operating proficiency will take one a long 
way toward success. Sin^e-signal selectivity and 
high sensitivity will win and bring in the stations 
at distant points calling you. However, results 
mainly depend on the man behind the station! 

THE GENERAL CALL 

“CQ SS CQ SS CQ SS de W . . . W . . . W 
...” is used by stations looking for contacts in 
the Sweepstakes. A single, snappy CQ SS wiU 
bring good results! You wiU test station perform- 
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THE CONTEST PERIOD 

Time 

Starte 

Ends 

A.S.T. 

Nov. 13 A 20, 7:00 p.m. 

Nov. 15 & 22, 4:01 a.m. 

E.S.T. 

Nov. 13 & 20. 6:00 p.m. 

Nov. 15 & 22, 3:01 A.M. 

C.S.T. 

Nov. 13 <fe 20, 5:00 p.m. 

Nov. 15 & 22. 2:01 a.m. 

M.S.T. 

Nov. 13 A 20. 4:00 p.m. 

Nov. 15 & 22, 1:01 a.m. 

P.S.T. 

Nov. 13 & 20, 3:00 p.m. 

Nov. 15 & 22, 12:01 a.m. 


ance, work new states and Sections, improve 
operating efficiency and ability, and meet old 
and new friends, in the ’37 SS. 

PEOOF OF QSO 

At least a one way complete six part exchange 
must be completed and acknowledged between 
two stations as “proof of QSO”* before points 
or Sections can be claimed. 

it is not essential that each station worked be 
taking part in the contest to make your points 
count. Any operator who needs information can 
be referred to this announcement. First, ask the 
operator to take your preamble and come 
through with like information in preamble form. 

POWER FACTOR AND SCORES ^ 

If the power input to the final stage (plate 
current times plate voltage —E X I) is: 

® Send the letters CK and just the three number RST 
report. In ’phone exchanges only two numerals need be 
used in the report, the first always “ readability,” the second 
“strength.” 

Instead of just the state (which is the same as the Section 
in many cases), identify your A.R.K.L. Section as, for ex¬ 
ample, Salem, Eastern Mass.; Frov., R. I.; Buffalo, W. 
N. Y.; Omaha, Neb.; Oakland, E. Bay, etc. 

^ There is no point in working the same station more than 
once in the contest period if two points have been earned 
by an exchange. If but one point is made the first time, 
you can add a point by working this station again for ex¬ 
change in the opposite direction. Underline all such ex¬ 
change entries in your "list,” identify them by showing 
parenthetically the call of the correspondent station. Leave 
right or left report columns blank so that other pairs of ex¬ 
changes completed in one contact are side by side. 


(a) Up to and including 100 watts—•multiply 
score by 1.5. 

(b) Over 100 watts—multiply score by 1. 

Operating in both low- and high-power classes 
at different times is still permitted, but scoring 
rules do not permit Sections worked on high 
power to be used in the low-power classification. 
Points of some kind are credited for every QSO 
with a hona fide exchange, whether the station 
worked is a leading “SS” man or a ham outside 
i,he contest. If one breaks liis power class, how¬ 
ever, the Total Score is the sum of scores sepa¬ 
rately computed for each power class and added. 
Scoring system in brief: 

iUl contacts: 

One point for each QSO when “receipt” is 
completed for an exchange one way. 

Two points for each QSO when the required 
information is exchanged both ways. 

For final score: 

Multiply totaled points by the number of 
different A.E.R.L. Sections ® worked, that is, the 


®Tlie Kighest mdi-vHidually-attamed suure of any one of 
the operators of amateur stfitions having more than one 
operator ia the otEcial score for such a station. The su mm ary 
of score must show aU stations worked by alt operators how¬ 
ever, circling the entries of stations and/or Sections that 
cannot count in the official total. .Awards will be based on 
the official total and will be made to the individual operator 
accredited with this total. To show the pnssii*ie scores that 
can be built up by several operators at one station, such 
scores (all Sections listed by all points listed) may be shown 
parenthetically after the “official" score that counts toward 
& possible award. 


EXPLAINING CONTEST EXCHANGES 


Send Like Std. Alsg. 
Preamble 

NR 

Call 

CK 

Place 

Time 

Date 

la the “SS” .Exchanges 

Number contest 
info, sent consec¬ 
utively, 1, 2, S 
etc., a new ar. 
for each station 
worked 

Send your 
own call 

CK is RST 
report« of 
.station 
worked 

Your city 
and see- 
tion *, 2 

Send time of 
transmitting 
this “NR” 

Send date 
of QSO 

Purpose.... 

The QSO-nr tells 
how you are do¬ 
ing; aids Hq. 
checking 

Identifica¬ 

tion 

,411 stations 
exchange 
complete 
reports 

The 

A.R.R.L. 
Section is 
vital con¬ 
test data 

Time and Date must check 
i n both logs and fall within 
the contest period to prove 
each point claimed 
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number in which at least one hona fide S.S. point 
or exchange has been made. 

Multiply this ® by 1.5 if you used 100 watts or 
less for transmitter input. 

ADDITIONAL SOLES 

1. Information in contest exchanges (six parts) 
must be sent in the order indicated, that of the 
A.R.R.L. message preamble. Incomplete ex¬ 
changes or wrong order of sending justifies 
disqualification. 

2. Entries should be (a) in the low-power class, 
or (b) high-power class, or submitted as the sum 
of separately computed work at one station fall¬ 
ing in each class. Sections worked on high power 
do not count in the multiplier for low-power- 
score and vice versa. Logs must show the power 
used for each QSO or for groups of ( jSOs. 

^ If the power was changed betw'een (a.) or (b) during the 
contest, separate scores must be kept for each power class, 
and the two added together for the total. 


3. Reports must show operating time for each 
period spent on the air in the “SS,” and the total 
of such operating time. 

4. Logs must be marked for “Phone” or “C.W.” 
entry, grouping all work by either method to¬ 
gether as one score. 

5. All work must fall in the contest period. 

0. Decisions of the award committee of C.D. 
staff members shall be accepted as final. 

7. Reports must be received at A.R.R.L. Hdq. 
from all stations except those in Alaska, Hawaii, 
and P. I. on or before noon, Doc. 24, 1937, to be 
considered for certificate awards. From outlying 
points, reports must similarly bo received on or 
before Jan. 20, 1938. 

CLUB PAHTICIPATION 

Certificate awards (besides the ’phone and tele¬ 
graph Section awards) wiU be made through each 
club w'here three, or more individual club members, 

{Continued on paffe llM) 


STATION W/VEi . . . SUMMARY OF EXCHANGES 8TH A.R.R.L. ALL-SECTION SWEEPSTAKES 


Freq. 

Band 

Time 
On or 

NR 

SENT U point) 

Time 

Date 

(Nov.) 

RECEIVED (i point) 

Time 

Date 

(Nov.) 

Number 
of each 
Different 


{me.) 

03 

Air 











New iS'ec- 




Stn. 

CK~RST 

Place 



m 

iSfn. 

CK-RST 

Place 



tion as 













- 



Wh'd 


:i.5 

On 6:10 

1 

WlAW 

579 

W. Hartford, 

6:15 

13 

3 

WlGME 

589 

Middleburv, 

6:18 

13 

1 

2 


P.M. 




Conn. 

P.M. 





Conn. 

P.M. 




•* 


2 

“ 

4.39 

W. Hartford, 

6:25 

13 

7 

WIBHM 

479 

New Haven, 

6:30 

13 


2 






Conn. 

P.M. 





Conn. 

P.M. 






3 


587 

W. Hartford, 
Conn. 

0:40 

P.M. 

13 


W3BKZ 

389 

Chevy Chase, 

M.D., D.C. 

6:45 

P.M. 

13 

2 

2 

7 

“ 

4 



W. Hartford, 

10:18 

13 

3 

W8BEN 

569 

Rochester, 

10:24 

13 

3 

2 






(.ronn. 

P.M. 





W. N. Y. 

P.M. 




“ 

“ 

5 

“ 

57S 

W. Hartford, 

1:25 

IS 

7 

W9TSV 

.589 

Chicago, Ill. 

1:15 

13 

4 

2 






(,lonn* 

A.M. 






A.M. 





Off 3:00 

6 

‘‘ 

.549 

W. Hartford, 

2:50 

13 

15 

W9VKF 

479 

Minneapolis, 
So. Minn. 

2:55 

14 

5 

2 


A.M. 




Conn. 

AM. 





A.M. 





8 hours 
50 min. 















14 

On 1:00 







14 

W5WG 

339 

Ruston, La. 

1:05 

2U 

6 

1 


P.M. 











P.M. 




“ 

“ 

7 

WlAW 

479 

W. Hartford, 

2:15 

20 

17 

W5BDI 

459 

Houston, 

So. Tex. 

2:20 

20 

7 







(.5ona. 

P.M. 





P.M. 




7 

“ 

8 

“ 

588 

W. Hartford, 

3:00 

20 

11 

WIEWD 

589 

New Britain, 

2:55 

20 








Conn. 

P.M. 





Conn. 

P.M. 




“ 

“ 

0 


m 

W. Hartford, 

4:06 

20 












(W5WG)‘ 


('oim. 

P.M. 











“ 

10 

WlAW 

;j47 

W. Hartford, 

4:30 

2U 

16 

W6MVK 

439 

Modesto, 

4:31 

20 

8 

2 






Conn. 

P.M. 





S. J. V. 

P.M. 





Off 5:20 

11 

“ 

479 

W. Hartford, 

5:10 

20 

9 

W9IPT 

,579 

Wheaton, 

.5:15 

20 


2 


£.U. 




Conn. 

P.M. 





fU. 

P.M. 





4 h. 20 m. a See. 22 pts. 

13 h. 10 m, 

3.5, 

7 and 
14 me. 

used. 85 watts Input Power 


Number and name of operators haying a share in above work........ 

Claimed score: 22 points X ^ Sections* 176 X 1.5 (85 watts input) *» 264 
I hereby state that in this contest I have not operated my transmitter outside any of the frequency bands specifiedon my station license, and 
also that the score and points set forth in the above summary are correct and true. 

Signature 


My Tube Line up... Address 

Number Different Stations Worked... 
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HINTS and KINKS 

for the Experimenter 



Regulated Plate Supplies 

A GREAT deal of interest has been shovm in the 
subject of voltage-regulated plate supplies 
of the type described in our August issue.^ Since 
amateurs are indefatigable experimenters, it is 
only natural that several suggestions for changes 
and improvements have been forthcoming. 
Here are some from B. P. Hansen, W9KNZ, who 
has contributed a good many items to these 
columns: 

“The regulated power supply described on page 
17 of the August issue has proved thoroughly 
satisfactory here. Built up exactly to specifica¬ 
tions, its performance is nothing short of remark¬ 
able. I’m using it on my receiver and the improve¬ 
ment in stability and reduction of hum over the 


old elaborately-filtered supply is something to 
crow about. However, there are a few small im¬ 
provements which could well be used to advan¬ 
tage in it. 

“First, in this location there is a sharp 120-cycle 
buzz that comes from any sort of power supply. 
It can be eliminated by connecting one side of the 
incoming 116-volt supply to ground (chassis) 
through a 0.1-;<fd. tubular condenser, Cj in Fig. 1. 
The condenser also will reduce many line noises. 

“Second, will keep the neon tube ignited 

‘ “ Battery Performance from the B.A.C. Power Supply,” 
August, 1937, QSr. 


through excessive line surges that would other¬ 
wise extinguish it. With the resistor installed, the 
only effect of such a surge is a momentary hum 
that fades right out. By using this resistor it is 
possible to maintain regulation and still draw a 
little more current from the unit before regulation 
is lost. Loss of regulation manifests itself by the 
appearance of the hum mentioned in the article. 

“Third, if the last audio stage is tapped into 
the supply at the point shown—that is, ahead of 
the regulator tube—the current drain on the 
regulator will be greatly reduced. Picking up the 
supply for the power audio this way does several 
things: it allows the application of higher voltage 
to the plate of the power stage; it reduces hmn, 
contrary to expectations, because it reduces the 
load on the regulator unit; regulation is improved, 
perhaps due to the bleeder action 
of the power audio stage ahead of 
the regulator. 

“Fourth, I frequentl.v use head¬ 
phones, and the first time I used 
headphones with this supply, I 
noticed a hiss that wasn’t present 
on the old supply. An S-^fd. con¬ 
denser across the output reduced it 
but it could be completely elim¬ 
inated by connecting a O.l-yafd. 
tubular, Ci, across the neon tube. 
Investigation with the oscilloscope 
bore out the guess that the neon 
tube with its associated resistors 
was oscillating at some high fre¬ 
quency. The by-pass condenser 
stopped this and the audio quality 
cleared up. 

“Fifth, while working on the 
liiss, I decided that the hum level 
was too high for comfortable head¬ 
phone operation, quiet though it was on the 
speaker. Installation of Ci (6.25-/ifd. tubular), 
across the junction of Bi and Ri to the grid of the 
wmtrol tube took the hum down several db. A 
further shght but worth-while improvement was 
effected when Cg was connected from one side of 
the 2A3 filament to ground. It is essential that 
this condenser be connected to the proper side of 
the filament—on one side the hum is increased, 
on the other it is reduced. 

“The above suggestions are simply gadget im¬ 
provements, but taken aU together, they do ac^’' 
complish a substantial improvement in the opera- 



FIG. 1—REGULATED PLATE SUPPLY WITH 
CHANGES SUGGESTED BY W9KNZ 
C 2 , Cs— O.l^nfd, tubular papers 
Ca, C 4 — 0»25'iifd, tubular paper. 

Rb—3 megohms, l^watt. 

Other constants are the same as in Fig* 5, page 17» August QST. 
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tion of the supply. I also installed another double 
S-^fd. filter condenser, just doubling up on the 
filter already installed, and I feel that this im¬ 
provement was worth the extra expense and 
trouble.” 

In connection with WfiKNZ’s fourth point. 



FIG. 2—KEY-CLICK FILTER FOR CENTER-TAP 
KEYING 

oscillation of the neon tube may either be stopped 
or made worse by the installation of the con¬ 
denser Ca, depending upon the conditions exist¬ 
ing. In one case where a supply of this type was 
used for a speech amplifier, the condenser was 
responsible for motor-boating. The oscfilation 
frequency no doubt varies with different sup¬ 
plies; we encountered one case where the neon 
tube was responsible for a “hash” which located 
itself in the broadcast band and could be picked 
up in nearby receivers, although it could not be 
heard in the s.w. receiver with which the supply 
was used. Radiated interference of this t3rpe 
usually can be cured by installing CV 

Another experimenter recommends the use of a 
l-/:fd. condenser connected between the filament 
of the 2A3 and the grid of the control tube (as 
shown in Fig. 1 of the August article) as a further 
means of reducing hum. A good paper condenser 
should be used. 

Neon bulbs without resistors in the bases can 
be obtained from G.E., although few dealers carry 



FIG. 3—AUDIO OSCILLATOR WITH RESISTANCE 
STABILIZATION 


Ri—-50,OOO'OKm potentiometer (volume control)* 
Rl—SGOjOGO-ohm variable (feedback control), 
Ri—‘20,000 ohms, 

R4—1500-ohm cathode resistor. 

Cl, C 2 —0*1-m/^« 

T —Audio transformer (Thordarson R-IOO). 


them in stock. They are provided 
type bases suqh as are u^ed with au 
to distinguish them from the reguli 


ith bayonet- 
headlights, 
type. The 


fb 


14-watt neon tube, without the resistor and with 
a head-light-bulb base, is also included in RCA’s 
special types and is known as the 991. It should be 
large enough, since the actual current through 
the neon tube is quite small. 

Key-Click Filter 

F ig. 2 is a variation of the usual resistance-capac¬ 
ity key-thump filter as applied to center-tap 
keying. In ordinary practice the grid leak or bias 
supply return is to ground; in this case it is made 
to the junction of the resistor and condense, 
nected in series across the key. The proba le 
effect of the change is to slow down the cutting 
off and building up of grid bias, thus helping to 
smooth off the sharp break which results in 
clicks. 

This suggestion, which comes from W8EWM, 
no doubt also can be applied to circuits having 
parallel grid feed as well as the series arrangement 
shown. 


Stabilized Audio Oscillator 

'"r'HE circuit of Fig. 8 is a resistance-stabilized 
audio-frequency oscillator, which is simple to 
construct and so far as can be judged by ear, has a 
good waveform. It is used here for code practice, 
but since quite respectable volume can be ob¬ 
tained, it probably could also be used for i.e.w. 
on the ultra-high frequencies. 

The circuit is one that has been used exten¬ 
sively by the telephone companies to test their 
circuits, and has been analyzed by F. E. Terman 
in Electronics, July, 1933. The distinguishing 
feature is that it has a feedback resistor con¬ 
nected between the plate of the oscillator tube 
and the primary of the audio-frequency trans¬ 
former (through a coupling condenser), which 
increases the effective resistance of the tuned cir¬ 
cuit and thereby stabilizes the circuit. Since the 
feedback can be adjusted for any tube or voltage, 
the excitation can be regulated so as to produce a 
good waveform in the output of the oscillator. 

Because the S00,000-ohm stabilizing resistor 
did not limit the oscillation amplitude sufficiently, 
a 20,000-ohm resistor was shunted across the 
primary of the transformer. Also, the note was 
liigher in pitch and the resistor stabilizing the 
circuit could be adjusted until the note was pure. 
At too low a value of stabilizing resistor the os¬ 
cillator motorboats, and at too high a value the 
tube refused to oscillate. Condensers were left out 
of the circuit because with them in the pitch was 
not high enough. 

The volume control limits the output of the 
oscillator, although some “interlocking” is ex¬ 
perienced when either of the controls is varied. 
When constructing the oscillator some experi¬ 
menting might be necessary so as to obtain the 
desired pitch and intensity of sound. If the note 
(Coniinued on pags 114) 


November, 1937 


47 




1. A. R. U. NEWS. 


Devoted to the Interests and activities ol the 

INTERNATIONAL AMATEUR RADIO UNION 

Headquarters BocAety: The American Radio Relay Leagtje, W eat Hartford, Conn. 


American Radio Relay r^eague 
Aii3:ici.wio.ae Radloteomca llaUana 
Canadian Section A.R.RX. 

Ceskosloveiiati Amateri Vyallaci 
Jjeutscher Amateur Sende-und-Empfanscs 
Dienst 

Experimenterende Danske Kadloamatorer 
Irish Radio Transmitters Society 
B *T Japan 

Llsfa Colombiana de Radio Aficionados 
LigaMexioanade Radio Expertmentadores 


MEMBER SOCIETIES 
Magyar Rdvtdhuliamu Amatordk Orsi^agos 
Esyeshlete 

Nederlaodsche Vereenlelnff voor Intema- 
tionaal RadioamateuT^me 
Nederlandsch-Indlsche Vereentging Voor 
Internatlonaal Radloatnateurisme 
Newfoundland Amateur Radio Association 
New Zealand Association of Radio Trans¬ 
mitters 

Norsk Radio Rel» I-Iga 
Oesterrelchlscher Versucbssenderverband 
Polski Zwiasek Krotkofalowcow 


Radio Club Venezclano 
Radio Society of Great Britain 
Rede dos Emlssores Portugueses 
Reseau Beige 

Roseau des Eroettours Erancais 
South African Radio Relay League 
Suomen Radioamatddrililtto r.y. 
Sveriees Sandareamatorer 
l.rnidn de Radioemlsores Espafioles 
Union Schwela K.ur*weUen Amateure 
Wireless Institute of Australia 


Conducted by Byron Goodman 


WAC Rules: 

You would think that everyone in the world 
knew about WAC by uow—close to 5000 certifi¬ 
cates having been issued. Maybe they do know 
about WAC, but nevertheless every once in a 
while we receive a letter demanding to know' why 
the rules for the issuance of WAC certificates 
aren’t given in QST. 

It might be a good idea, therefore, to reproduce 
the detailed set of rides recently adopted by the 
I-A-R-U. and incorporated in the Miscellaneous 
Rules appended to the Constitution, at the same 
time that we list tlie names of those to whom 
certificates have been issued in the half-year 
ended June 30th. This list will appear at the end 
of the depai'tment next month. The rules follow: 

‘‘4. (a) In recognition of outstanding achieve¬ 
ment in international tw'o-way amateur radio 
communication there shall be issued by the 
Union, under the auspices and at the expense of 
the Headquarters society, certificates to be known 
as ‘WAC’ (‘Worked-AU-Continents’) certificates, 
commemorating the establishing of tw'o-way com- 
muruoation between an amateur station and 
other amateur stations in each of the six recog¬ 
nized continental areas of the world. 

“(b) Applications for the issuance of such 
certificates sliall be transmitted by the applicant, 
accompanied by adequate proof, to the head¬ 
quarters of the member-society for the country in 
which he resides. The headquarters of the mem¬ 
ber-society shall then examine the proofs and, if 
they are found satisfactory, shall so attest to the 
Headquarters society, which shall thereupon 
issue the certificate and deliver it directly to the 
applicant. If applicant resides in a country not 
represented in the Union by a member-society 


thereof, the application shall be transmitted 
direct to tlie Headquarters society of the Union. 

‘ ‘ (c) Whore the applicant resides in a country 
which is represented in the Union by a member- 
society thereof, it shall be necessary for him to 
liold membership in such member-society in order 
to be eligible for the award. Where applicant 
resides in a coimtry not represented in the Union 
by a mombor-sooiety thereof, it shall be necessary 
for him to pay to the Headquarters society the 
sum of fil'ty cents (10.50, U. S. fimds) in order to 
receive the award. 

“(1) Member-societies shall acquaint the 
Headquarters with the precise geographical 
boimdaiios of the areas in respect of which they 
are organized, so that the Headquarters may be 
reliably guided as to the right of non-resident 
applicants to obtain certificates upon payment 
of the stipulated fee. 

“(d) Proof of the essential qualification for the 
issuance of WAC certificates, i.e., tw'o-way ama¬ 
teur radio communication w'ith the six recognized 
continental areas, shall be in the form of QSL 
cards or equivalent written evidence clearly indi¬ 
cating the fact of two-w.ay communication, or by 
an examination by competent authority of the log 
of the station claimed to liave been worked. 
Such an authority can ordinarily be regarded as 
.an official of another member-society of the 
Union. 

“(e) By international agreement, the following 
boundaries have been adopted as officially indi¬ 
cating the six reengnized continental sub-divisions 
of the w'orid: 

North Pole along 180" West—Wrangel Island— 

{Continued on page 114) 
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OPERATING 

NEWS 

Conducted by the Communications Department 



F. E. Handy, Communications Mana0er 


E. L. Battey, Asst. Communications Manaser 


Intelligent handling of a station, not. only in 
emergencies, but all the time, is a vital essential 
that ought to be required of all amateurs on the 
air in our crowded bands today. The year ’round 
we receive communications abovit improper 
operating. Sometimes the complaints relate to 
.simple lack of common comtesy to a brother ham. 
One story is about the W1 ham who holds the 
record “for sending 148 CQs without signing, for 
transmitting VP6, then 14 more CQ’s, his call 
mce, and back to CQ’s to a total of 412 before the 
sign!’’ There are complaints about the pest who 
always gives his QTH and expects to swap and 
give complete addresses each time regardless of 
whether you are way ahead with use of a well 
thumbed caU book or not! Another relates to the 
chaps so superior they take a message only if a 
matter of life and death—-the spirit of selfishness 
and irresponsibility replacing normal amateur 
display of friendship, fraternalism, and coopera'- 
tion. But why add to this fist. We know them 
well enough. 

Listening on 56 Me. recently we heard one 
operator apologize for a newcomer—explain how 
lie would be able to talk at length after a while. 
The “newcomer” made a better impression on us 
than the speaker. It seemed to us that far better 
communicating abUity might he developed by 
learning to state thoughts dearly and concisely, 
and in a manner to avoid phonetic misimder- 
.standings. We should be proud of what we have 
to say, and the impre,ssions that can be gi-ven 
others, rather than striving to create monologues 
or talk at undue length. Certainly wordiness is 
not the objective. Our stations are proliibited 
from “broadcasting” or “entertaining” as an 
objective. Efficient two-way communicating abil¬ 
ity is the thing to develop. 

It is not intelligent handling of a station or 
cooperation with an operator advertising that he 
has “bk in” with his calls, to sit idly by for 
minute after minute of a properly sent caU after 
the first invitation to “break” has been given. It 
is not nece.ssary that you have complete break-in 
facUities in your station, to take advantage of the 
time saving of yom’ correspondent-station’s su¬ 
perior facilities. When the operator is looking for 
you, his receiver parked on your frequency, and 
he has true break-in (as advertised) just a tap of 
your key, and he will hear you in the intervals 


when his key is up. A “break” from you (which 
may- be less than a complete caU) and the chap 
calling can start his conversation or business. If 
you miss something in QRM it should be safe 
to assume that your transmitter has more than 
a fan- chance of halting the signals that have 
become uncopiable until you direct your station 
to proceed. Break-in is synonomous with time 
saving when properly and intelligently used. If 
you are a good operator you will improve the 
efficiency of your operation by taking advan¬ 
tage of the other fellows break-in, whether your 
arrangement permits two-way break-in or not. 

Another common fault for which operators of 
telegraph and voice-equipped stations have been 
indicted in equal munbers is the “OK but please 
repeat” foolishness. The “OK” under these cir¬ 
cumstances is 90 per cent deception, and the 
skilled operator instantly labels it as such, so the 
first words are a dead loss. With the danger that 
interference gums up the transmi.s,sion so that the 
acknowledgment may be taken for a complete 
receipt of perfect transmission, such expres.sions 
are worse than wasted. There is perhaps too great 
a tendency for the average amateur to spend all 
his time on his equipment and adjustments and 
to utterly neglect the matter of how to operate. 
Good examples of snappy ’phone procedure may 
be found on the Airways and police circuits and 
for the telegraph operator the clean cut examples 
on government and commercial channels are 
recommended. In addition, standard operating 
practices are set forth in theA.R.R.L. Handbook, 
the only complete manual for amateur reference. 

Let us make the 1938 season one noted for in¬ 
telligent handling of stations, and new highs in 
cooperative station endeavor. Make w'ortfiwlule 
progress in the operating effectiveness of our 
hobby-station an aim! 

1937 PA DX Contest 

T he N.V.I.R., Dutch I.A.R.U. Society, announces a 
DX contest to be held on the week-ends November 
20th~21st and November 27th-28th, from 1500 G.T., Sat- 
.urday to 2400 G.T., Sunday. Code-system: First QSO, RST 
report followed by.OOl; second QSO, RST followed by 0U2; 
and 80 on. Only PA stations will transmit a code. Stations 
in other countries a.re reque.sted. to please confirm these 
codes by cards or by logs. Only one contact per w’cek-end is 
permitted with the same PA station, unless additional con¬ 
tacts are established on different bands. The highest scorer 
in each country will receive an award. 
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PRIZES FOR BEST ARTICLES 

The article by Mr. Sam K. Brown, Jr., W8NWZ 
wins the C.D. article contest prize this month. Each 
month we print the most interesting and valuable 
article received marked “for the C.D. contest." Con¬ 
tributions may be on any phase of amateur operat¬ 
ing or communication activity (DX, *phone, traffic, 
rag-chewing, clubs, fraternalism, etc.) which adds 
constructively to amateur organization work. Prize 
winners may select a 1937 bound Handbook, QST 
Binder and League Emblem, six logs, eight pads 
radiogram blanks, DX Map and three pads, or any 
other combination of A.R.R.L. supplies of equiv¬ 
alent value. Try your luck. Send your contribution 
to-day I 


The Amateur Is Balanced 
By Sam K. Brown, Jr„ WsNWZ* 

'T'HE time has come, I believe, when we as radio amateurs 
^ should try to present ourselves before the public with a 
little more dignity and self-respect than has been done in the 
past. The old saying, “Oh, so you’re one of those radio 
maniacs," should be done away with. Inonesense, wecannot 
blame John Public for saying this. After all, to many, radio 
is still a scientific mystery only vaguely understood. How¬ 
ever, on the other hand, we as amateurs are partly to blame 
for the opinion. With the hope that we might better our 
prestige, let’s read the following paragraphs! 

“Our Hero," after receiving his ticket, naturally starts in 
radio with a tremendous bang, and, of course, much mid¬ 
night oil U wasted away. For three consecutive nights the 
ether is warm with the incessant brass pounding of our hero's 
rig. Mother, somewhat worried, decides to permit this indul¬ 
gence, in hopes that the lure would gradually die down. 

Months pass, our hero now both experimenter and opera¬ 
tor is still spending his entire leisure time with radio. His 
mind is crammed full of everything from soup to nuts per¬ 
taining to radio. You meet him on the street and ask him 
some question concerning the present strike situation and be 
looks at you entirely blank. The conversation turns, and you 
find he can tell you to the kilocycle where OSB can be found 
or what frequency Trunk Line X operates on. You ask him 
about the sunspot situation and his knowledge seems in¬ 
finite, but it remains to be said that other than radio he is as 
intelligent as—well, you know. Now, of course, you know sa 
well as I that this type of individual is found only once in a 
while, but you will agree with me that all too many of us are 
quite similar. Can you wonder at the public opinion that is 
predominate in many localities? After all, we all have a social 
duty to perform. It is a part of life itself and without it we 
are not far from useless to mankind. 

While we are on this topic of over-indulgence, let us look 
at it from another standpoint. Fortunately our hero is some¬ 
what balanced within the realm of radio and doesn’t come 
imder this category. It is my firm opinion that one can spend 
too much time on some one thing, even though it be his 
major work. For example, when working algebraic equations 
(or any math, problem), one finds that there comes a time 
when the mind is slow to function and solutions seem as far 
off as the moon. However, if one takes a rest by diverting his 
mental energy to some other thing, he finds that upon re¬ 
turning to his math., he is fresher and a solution seems at 
band.Therelaxationhasbeen worthwhile,Why, then, would 
not this practice benefit the experimenter who is confronted 
with some large problem? Should one become steeped in 
experimentation or should one use good common sense in bis 
indulgence? 

Psychologists say that one should drop his favorite line of 
work, mental or otherwise, for a while and try something 


* 30 South Street, McGraw, N. Y. 


else. Cases show that one returns to his favorite line with 
new visions, and some have returned with ideas of great im¬ 
portance to their own interest. In other words, let’s allow our 
mental processes to take a vacation from radio more often, 
use them for some new purpose. Then, after a time, return to 
our old work. We may find something in our "vacation’s" 
work of real value to our regular line. Let’s all try hard to 
balance, intelligently, the twenty-four hours of the day and 
use discretion in regard to radio as a hobby. Thus, I believe, 
public opinion as well as ourselves will be better off. The 
fifth, law in our code is “The Amateur Is Balanced." 


BRASS POUNDERS' LEAGUE 


(August 16th-September 15tb) 


CaU 

Orio. 

240 

Del. 

ReU 

Extra Del. 
Credit 

Total 

W6ITH 

419 

80 

380 

1119 

W6LLW 

60 

66 

786 

49 

951 

W6cn 

25 

60 

610 

50 

735 

W6NSN 

17 

73 

604 

29 

723 

W6IOX 

26 

45 

552 

40 

663 

W6JTV 

104 

291 

no 

U2 

617 

W4PL 

11 

30 

504 

23 

.568 

W9WWB 

561 

3 

14 

...... 

568 

VE51L** 

1.53 

179 

4 

175 

511 


MORE-THAN-ONE-OPERATOR STATIONS 


caa OHo. Del. Rel. 

K60UD 189 204 2002 

W50W 81 134 634 

K6NXD 316 68 74 

These stations “nriake’' the B.P.L. 
or over. One hundred deIlverl«s+E'r. 
rate B.P.L. standing. The following 
tlons make the B.P.L. on deliveries. 

W3BWA, 292 W6IMI, 181 

W3CIZ. i66 WSqp. 133 

W4TR. 212 W5DKR. 131 

W60BJ, 208 WIKU. 122 

W6BQO, 188 W5FOJ, 110 

A.A.R.S. 

Extra Del, 

Can OHo. Del. Ttel. Credit Total 

WLMO (W3DQN) 68 72 778 63 971 

WLMI (Wea^^) 107 136 430 — 672 

WLML (W3NP) 8 21 483 21 633 

WLTK (W9KJY) made the B.P.L. on 9J» metsaoe 
deliveHes. 


Extra Del. 

Credit Total 
no 2505 
117 966 

43 601 

With total of 600 
Vet. Credits also 
one-operator sta- 
DcUverles count! 
VV7EBQ. no 
VE5rL*. 108 
W2PF, 107 
W6LBB, 107 
W6PBA, 100 


MORE-THAN-ONE-OPERATOR STATIONS 


Call 

WLM (W3CXL) 


OHo. Del. Eel. Credit Total 
130 76 904 — inO 


A total of 500 or more, or 100 deliveries Ex, D. Cr. 
win put you in line for a pl ace in the B.P.L. 


* June-July. 

*♦ July-August. 


Navy Day Receiving Competition 

The annual Navy Day message to Radio Ama¬ 
teurs from the Secretary of the Navy will be trans¬ 
mitted October 27th on the following schedules: 

From NAA, Washington: 9:00 P.M., E.S.T., simul- 
tanecrusly on 4045 and 8090 kcs. 

From NPG, San Francisco: 7:30 p.m,, P.S.T., simul¬ 
taneously on 4045 and 9090 kcs. 

It is expected that letteis of commendation signed 
by the Secretary of the Navy will be sent to all 
amateurs submitting perfect copy of the text of the 
message, as sent from NAA or NPG. It is not neces¬ 
sary to submit copies of both stations. A list of all 
operators submitting copies will appear in QST. 
Copy what you hear and send w^t you get to 
A.R.R.L. Communications Dept., West Hartford, 
Conn., for grading. Don't guess or recopyl Simply 
send what you’re able to copy as you copied it! 
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Briefs 


DX Century Club 


TAKE pleasure this month in announcing the first 
• * members the A.K.R.L. DX Century Club* Member¬ 
ship in this club represents the highest honor in DX circles 
to-day. Complete details may be found on pages 69 and 60, 
September QST» The award is made to amateur operators 
who submit satisfactory proof that their amateur stations 


petitions only. Confirmations of this type will be checked 
under the following conditions: 

(1) SuflScient confirmations of other types must be sub¬ 
mitted so that these, plus the DX Contest confirmations, will 
total 75 or more. Those who have already qualified for 
monthly listing in QST need only request check of the addi¬ 
tional confirmations. 

(2) Look up the contest results as published in QiST to 
see if your man is listed in the foreign scores. If he isn't, he 

did not send in a log and no confirmation is 
possible. Logs for the 1935, 1936 and 1937 
contests only are available. Results of these 
contests appear in the September, 1935, Sep¬ 
tember, 1936, and October, 1937, issues of 
QST, 

(3) Give year of contest, date and time of 
QSO. 

(4) In future DX Contests, do not request 
con&mations until after the final results 
have been published, usually in one of the 
early Fall issues. Requests before this time 
must be ignored. 

If the contact is checked, your total of 
countries worked will be increased accord¬ 
ingly in the next available issue of QST. 
Please don't ask us about stations not listed 
in the contest results, and don't expect re¬ 
plies to letters requesting DX competition 
confirmations. The QST listing will give the 
answer. 


ONLY FIVE OF THESE HANDSOME THREE-COLOR CERTIFI¬ 
CATES HAVE BEEN AWARDED 


have been in communication with at least 100 different 
coimtries. To date but five amateurs have qualified. Several 
others are well on the way to the “Century" mark with 
76-or-more “confirmed countries." In presenting tlie first 
list we extend hearty congratulations to all who have made 
the grade. One fact is outstanding—of the scores of operators 
who claim contacts with 80, 90, 100 countries, etc., only a 
comparative few have proven their accomplishments! We 
again invite all amateurs to read the rules and submit 75-or- 
more confirmations for • QST listing, or 100-or-more for 
Century Club membership. The list will bo brought up to 
date from month to month as new countries are worked by 
those already in the line-up and as new stations are added 
to the roster. 


MEMBERS, DX CENTURY CLUB 
Frank Lucas, W8CRA—112 different countries 
Douglas H. Borden. WIBUX—105 
Jefferson Borden IV, WITW/WICMX—104 
Henry Y. Sasaki, W6CXW—101 
H. A. Maxwell Whyte, GOWY—100 
The following are on the road to membership, 
having submitted proof of contacts with 75-or-niore 


different countries: 
WISZ. 

92 

W8KKG... . 

... 78 

WITS. 

89 

G2DZ. 

... 78 

W2GTZ. 

88 

W3BES. 

... 77 

W2GW. 

88 

W9ADN. 

... 76 

W9KA. 

84 

'SrE2EE. 

... 75 

WIDUK. 

79 




IMPORTANT! PLEASE NOTE WELL! 

In view of the difficulty of getting other forms of con¬ 
firmation from certain countries, No. 5 in the list of rules for 
the DX Century Club (pages 59 and 00, September, 1937, 
QST) is amended to permit acceptance of confirmations 
from foreign logs for the A.R.R.L. International DX Corn- 


After eight hours of brasspounding on 
commercial marine waves, nine of the twen¬ 
ty-three operator at WCC-WIM go home 
to the following ham caUs (the sines of the oprs 
are also given): LZ W2DIE-1; SF WIPJS; SU WIRZ; SM 
W1GBD;CBW1IXT;XDW1FZT;DLW1JNI;MIW1VL; 
TG WIGCQ. After pumping several 40-kw. transmitters for 
eight hours they still like it. Speaks well for ham radio! 


Code classes for beginners and advanced amateurs and 
those interested in commercial operating are conducted from 
7:30 to 9:30 p.u., Monday to Thursday, at Harlem Evening 
Trade School, 138th St. and 6th Ave., N. Y. C., under the 
Board of Education. . 

W7AOL, Salem, Oregon, was tenth high W participant in 
the 1937 Canada-U. S. A. Contest. In September QST 
W6HJT was erronerously listed in tenth place. W7AOL’s 
score was 9828. — 

Inadvertently omitted from the DX Contest Results 
(Oct. QST), W4CPZ, Gaffney, S. C., made a score of 5775. 


Suggestions for “an amateur radio course of study" suit¬ 
able for club work, a “sample constitution" containing many 
useful suggestions and helps for newly formed groups, and 
“how to organise and maintain interest in the radio club” are 
all available to any amateur group on request. Also already 
organised clubs that may be interested in establishing an 
affiliation with the American Radio Relay League are in¬ 
vited to write for the suggested “resolution" to be considered 
by their organisations as a first step in bringing the subject 
before the A.R.R.L.’s Executive Committee for action. 

Hamfest: The Finger Lakes 'Transmitting Society will 
hold its 10th Aimual Banquet and Hamfest at the Osborne 
Hotel, Auburn, N. Y., on Saturday, November 6th. Regis¬ 
tration, 5 P.U.; Banquet, 6:30 p.u. sharp. The committee is 
working on what it hopes will be something new and original 
in the hamfest line. Program will include speakers, an auc¬ 
tion of ham gear, contests and some real entertainment. 
Entire cost including feed and all—$1.60. In keeping with 
the custom of the Society the affair will be strictly stag. 
Make reservations with the chairman, W8BDV, 39 Mattie 
St., Auburn, N. Y. 
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How's DX? 


Hoiv: 

With the whole world organizing and reorganizing, it*s not 
surprising that the DX boys have eventually come around to 
a little combine of their own. At least that’s what it will 
amount to, if the plan evolved at the Hudson Division Con¬ 
vention works out. You have, of course, been dummied- 
up-on from time to time by the local lads who get hold of a 
choice station and then pass him around until everyone but 
3 'ou has added him to the list. Legitimate stuff, of course, 
and nice cooperation, but not exactly open competition, 
which is what DX should be. Well, the boys down at the 
Hudson affair had a real swell DX rag-chew, led by W2IOP, 
and one of the suggestions that came out of it was that some 
"station act as a general clearing house for DX information. 

The plan would work like this; As a member of the group, 
you hav'e on file with the central office a number of self-ad¬ 
dressed penny post cards. When you, or another member of 
the group, hear a rare piece of DX you whip a card into the 
central office with all the pertinent dope—call, frequency, 
time, and tone—and the central office immediately mails out 
this dope on the cards that are filed with him. You then have 
a crack at the DX the next night or so, depending on how 
long it takes you to get the card and warm up the rig. No 
guarantee that you'll work him of course, but a nice way to 
^ow what’s going on. Like moat things in ham radio 
though, its success will depend upon the full cooperation of 
the whole group. 

Far from being in the nebulous stage, it has been ar¬ 
ranged for 'W2JXH, Harry Whiting, 125 East 74 Street, 
New York City, to act as the central office. There’s the ar- 
irangement. It vrill work with your codperation. (And drop 
*us a line at HQ, too. We like to have the latest dope we can 
«et,) 

Where: 

Because but few* stations have been active in Greenland, 
it has long been on the hard-to-get list. However, the Mac¬ 
Gregor Expedition, now stationed near Etah, is responsible 
■for <i)X2QY (14,376 kc., T9) being on the air, and a mad 
•scramble has been apparent on the band with ever>*one lin¬ 
ing up to work him. Gerry Sayre, W2QY, is the operator, 
and the signal gets down here beautifully via a rhombic and 
a 400-watt push. The evening around 8 p.m. is the time to 
look for him. W2WC. W8ISK, WIEH, W2PP, WISZ, 
WlAQT and W2CYS were some of the first to raise him. 
However, he’ll be up there for a year or so. so everyone 
should get a crack at him .. .. .. Here’s a nice one. reported 
by W6GPB who, incidentally, is up to the 81-countries 
mark: FI8AC (14,255 kc., T9x). Send your card to R. R. 

I-ebon, P. O. Box 13, Hanoi, French Indo-China.If 

you need Mozambique, look around for CR7AW (14,295 kc.. 
T9x), worked by W3DMQ, W3AGV, and W3BES. Another 

k CR7AP (14,425 kc.. T9x).HSIBJ (14.070 kc., 

T9x) is back on, and has been using ’phone to good ad¬ 
vantage. WfiTT wras the first to work him on 'phone, fol¬ 
lowed by W6PB, W60CH, and W6ITH. Reg reports him 
the loudest Asian 'phone ever heard there, Hia c.w. k good 

on the east coast, but try and rake him from Wll. 

W3EVT scared up a good one during the DJDC: LXIAO 

(T7, self-excited on the 14-Mc. band).W3GHB,who 

seems to specialize in working the screwkoo caUs, says that 

K2BR is a fishing vessel off the coast of Venezuela. 

Don’t spend too much time calling VIT2GV. By thk time the 
<..‘Hnadian authorities should have him well in hand. He was 
up around Toronto .. .. .. According to W80SL who 
worked him, W6QL k now operating KAIYL (14,350 kc., 

T9x) ..And just in case we haven't yet sold you on 

taking a crack at 7 Me., you’re mksing a bet if you don’t 
keep an ear peeled for UT3AC (7028 kc., T9) at Barkol, 
Outer Mongolia, reported by W7ENW, who also adds 
J8CH (7065 kc., T9).The QRA of ZS3F, via 


W2HMJ is G. W. Dehaas, Box 358, Windhoek, Southwest 
Africa.■W2GTZ reports XZIS (14,260 kc., T8). sup¬ 

posed to be at Tsiengtao, China, but it’s the wrong prefe so 
we’re a little suspicious. W2HGO worked EA7PZ, and 
W4EPV worked EA3GA (14,400 kc.), so the boys are still 
on over in Spain. The PA0AA working on 14 Me. k a 
phoney, so ignore the blighter. If you hear him on 3.5 Me. 
he'll be the real one—maybe! 

When: 

The 2S-Mc. band k back, and although signals haven’t 
yet reached their peak, the band has some choice bits 
worthy of your consideration. The nicest one we've heard of 
is FQ8A (28,050 kc.. T5). worked by W2DTB and the rest 

of the gang around noon, E.S.T.W2IXY, on 'phone 

and W6GPB on c.w., both report good DX coming through, 
including LU, OA, HK, VK, ZL, and many Europeans 
.... .. W6NLiZ thinks that the time k ripe for some of the 
Asians to get back on ten, if the way JNJ's harmonic raps 
through k any indication of conditions. It k usually S7-8 
.and occasionally up to S9 .. .. .. WIEWD reports 
IT9ML (28,150 kc.), SVIRX (28,175 kc.), and \TJ2CQ 
(28.260 kc.). 

If we can’t sell you on ten, how about 40? W6NSK, who 
(toasts along with 25 watts to a 6L6 oscillator, has been 
working such tidbits as VRIAM ^150 kc.), MX2J (7150 
kc.), K60VN (7100 kc. T9) in Guam, and numerous VK, 
ZL, XU and stuff. Not bad for a California deciwatt! 

.Ml right, all rightl If you must be on 20, look for ZC6AQ 
(14,275 kc., T7) during the evenings. W2BHW, W2CMY, 
and W2GVZ worked him. It brought GVZ’s total up to 93 

countries.Or TG2F (14.318 kc.) in Guatemala is 

good if you can get the rig on ’phone. W.3JGF reports him, 
H« well as HA8N (14,125 kc.). CN8AJ (14,104 kc.), and 

YL2BC (14.070 kc.), all on 'phone.W2DTB, who 

should be a member of the “How-Does-He-Do-It?” C ub, 
.sends in a swell list of the latest DX worked there. It includes 
XU8RL (14.305 kc.,T9x), FQ8AB (14,280 kc.,T9x). VS7JW 
(14,345 kc., T9x). VfiTRF (14,340 kc., TQx). UXSAE 
(14,415 kc., T6), YSIB (14,416 kc., T9x), PKIRI (14,375 
kc., T9x), VU2FH (14.080 kc., T9x) and VS6AG (14,075 
kc., T8x>. Heard were 8T2LR and ST2CM (14,346 kc., 
T8x), PKIMF (14,310 kc.. T9x), and XU3MA and VS6AZ 

(14,070 kc.).In case you’re a W7 and think it poor 

country for DX, look at WTENW’s stuff. It includes a num¬ 
ber of Europeans and Asians, and ZElJI, ZT5Y, CE4AD, 
LU6AF. and OX2BK. Heard were CR9AC, VS4CS, 
FA8RY, FA8BG, FT4AG, HR2AM, and a flock of South 

Africans and Asians.VE3.4.U, who skeds YI2BA 

(14,280 kc.) among other things, tuned up the rig and has 
been working FY8E (14,415 kc., T9c), J5CC (14,350 kc., 
T7), CN8MS (14,415 kc., T6), OH3NQP (14,005 kc„ T9), 
a ship in the Gulf of Bothria (?) and HK3AL (14,410 kc., 
T8). A good one heard (that W8CRA got) was UK8IA 

.W6KIP goes right after 'em, and comes up with 

VK4KC (14,380 kc., T9) in Papua, VS8JS (anywhere in 
the band), J9PA (14,450 kc., T9) in the Marsh^ Islands, 
and PK6XH and PK6HR, T6 at various frequencies. Inci¬ 
dentally, KIP and VK2NO are going to take a try at 58 Me. 
shortly, in an effort to get across the drink. The 500 watts on 

C.W, might do the trick . GE7AA (14,260 kc., T9), at 

the very tip of South America, is back on, around 6 p.m. 
E.S.T., and was worked by W30P .. .. .. For a new 
country on ’phone, try HCIJB (14,120 or 14,435 kc.). 
W6ITH reports him. 

Who: 

.Anytime we can give one of the QRP gang a plug we like 
^ do it. G8SD for example, goes merrily along with 1 watt 
input (100 volts at 10 mils), but he works across the pond 
pretty well, according to WIESN.Of course 48 
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watts isn’t low power, but WSLED’s story is interesting be¬ 
cause after 3^ years of going after Oceania, Ms first contact 
there is with VK6SA, just about the toughest VK district. 
The 48 watts have accounted for 45 countries, but unless 
OSIBB, kicks through he still needs Asia for WAG .. .. ., 
Of course ^5 watts starts to put yo\i up in the power class, 
but that's just what WOALY has been using for the past 18 



THE 28-MC. RIG OF VT.J2CQ, BOMBAY, INDIA 

Wcll'known on 14 Me., VTJ2CQ is now on Z8 Me., and 
may give many their first chance at a ten-meter WAC. 
The rig uses p.p. 800*s in the final, 

months, during wMch time he has worked 101 countries. 
Borne of us here at HQ have been thinking of passing a law 
against him —he took HSIBJ away the other morning. But 
on a countries per watt basis, we think that’s a pretty sw^eet 
piece of work ,. .. .. W6IES says that VOlY (14.040 kc.) 
would like to work a few more VVG’s and that PK4MK 
(14,110 kc., T9) 18 now the only PK4 on the band, 4KO hav¬ 
ing gone to Europe for a time.W2IXY has the 

toughest luck. The electric light company put in a new pole 
and rather than bother to cart aw'ay the old pole they Mt it 
in her back yard. So now she’s the owner of a 40-foot cedar 
pole wMch will no doubt be cut up for firewood. Oh, yeah? 
.. .. .. The first returns from this years DJDC indicate 
that W9TB will be winner for the tj. S., with W3GVX 
second. W9TB was high W last year, you know. And 
JJ3BXK had about 500 QSO’s to make Mm Mgh German 
station .. .. .. From several sources we hear rumors of a 
“YTJ” DX contest now going on. Having received no official 
word, we can only suggest that you send in your scores, via 

the QSL Bureau for Jugoslavia.WIZB has been 

doing nicely on Ms sked with WCFT, now over near Singa¬ 
pore. but also finds time to work XU8AZ (14,240 kc.), 
HZ5NI (14,420 kc.), and YS2B (14,420 kc.) .. .. .. 
W2IOP says he got a QSL from AC4yN, but gives no dope 
as to whether it was the 'Pibet station’s first W QSO, or his 
frequency. 

WAC: 

Latest 'phone WAG's are to WlAAK (28 Me.), YV5AK, 
W7DNP. G5GV. VS2AG, G5VM, PAOIDS, W3PAM, 
VE2HG, WICOJ, W4DRD, W3CHE and G6CL, secretary 
of the R.S.G.B. 

—WIJPE 


Father Hubbard Arctic Expedition 

Amateur station K7GIJ started operation the first of 
October on King Island, Alaska, for the Father Hubbard 
Arctic Expedition. K7GIJ operates daily between 2;30 and 
10:00 P.M. P.S.T. Schedules with west coast amateur sta¬ 
tions are desired, also cooperation in handling traffic and 
jiress. Special expedition QSL cards will be sent to stations 
worked. Frequencies used: 1885, 1905 and 28,700 kcs., c.w. 
and voice; 3650, 7205, 7175 and 14,350 kcs., c.w. Please 
watch for K7Gij and report work with this and other 
expeditions to A,K.R..L. 


Tho Schooner General A. W. Greely, WAWG, of the Mac¬ 
Gregor Arctic Expedition, may be heal'd daily on schedule 
with Wee giving position reports, traffic, etc., WAWG on 
16,580 kc., Wee on 16,900 kc.. at 11:00 a.m, E.S.T. 


Members of the Amateur Transmitters’ Association of 
Western Pa. and the Mon-Yough Amateur's Transmitting 
Association maintained communications at the Sun-Tele¬ 
graph’s outboard motorboat regatta in North Park, Pitts¬ 
burgh, on August 28th-29th, keeping officials informed on 
developments in the judges' stand, at the pits, in the police 
boat and at the far end of the course. W80FO, WSONW, 
W8FTY, W80C and W8NDP. alternating at the controls of 
the 56-Mc. ’phone installation at the judges’ stand, flashed 
the official results of each heat to W8CUG and W8UK 
located at the clubhouse. The information was then relayed 
by telephone (also installed by the amateurs) to the two pits 
for the guidance of the pit masters and inspectors and the 
edification of the drivers. An installation on the police patrol 
boat manned by W8BSO enabled the officials at the judges’ 
stand to direct the movements of the boat in piclang up 
overturned or stalled boats and transporting officials and 
notables from the clubhouse or pits to the stand. At the far 
end of the course a portable 56-Mc. outfit operated by 
WRAMP did service in notifjdng the judges' stand of spills 
and stalls. W80LW supervised and directed installation and 
operation of the system. 


The papers said that Fislers Comet could be seen with a 
good pair of glasses. So armed with a good glass a ham gazed 
skyward and beheld the Comet in all its glory. It seemed 
large enough to see with the naked eye. He tried it and 
found that he had gazed rapturously at the long wMte in¬ 
sulator in his antenna reflecting street lights! 


A movie outfit moved on location in Northern California 
with its stars and sound equipment. A curious axnateur 
scenting the possibility of meeting another amateur among 
the sound equipment went up to the sound truck and asked, 
“Are there any hams up here with you?” “Wise guy,” shot 
back the sound technician. 

(P.S.—Both of these actually happened.) 

—wesG 


General Traffic Period 

For moving traffic without schedules we recom¬ 
mend the period 6:30 to 8:00 p.m. (your local time). 
Use tMs period to move your traffic through reliable 
stations. Operators who sign “ORS," “TLS” or 
“RM” after their call are keenly interested in traffic 
and are sure to be reliables. The use of directional 
CQ’s will help in routing traffic during the “traffic 
hour.” Also watch for stations calling “CQ Tfc,” 
wMch indicates that they are looking for radio¬ 
grams to handle. USE THE TRAFFIC HOUR— 
6:30-8:00 p.m. 


The Sacramento Valley Amateur Radio Club was for¬ 
tunate in securing space for an exMbit at the California State 
Fair, September 3rd-12th. W6QT-6 was operated on 3.5 and 
7-Mc. c.w. and 1.75-Mc. ’phone. Equipment of various local 
amateurs and old-time spark equipment loaned by the 
Western College of Radio of San Francisco went into the 
making of a vei'y attractive exMbit, wMch drew hundreds to 
the booth daily. Message blanks w’ere furnished through the 
courtesy of the Sacramento Chamber of Commerce; 391 
messages were handled. Amateurs on duty at W6QT-6 were 
W6AYZ, BVK, ESZ, EWB, GZY, IBH, IMJ, KME, KQQ, 
NRZ, NSL, MGC, OBX, W7FEN-6 and W6KKL. The 
State F'air presented the club with an exMbitor’s plaque in 
recognition of the exMbit. The S.V.A.R.C. extends thanks 
to all who cooperated in handling traffic. 
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20-Year Club 

T he foUowng are new members of the A.R Jl.L. 20-Year 
Club: WlAHY WIBB W2EMV W2HTU W2IP 
W3GLH WaWS/SAAJ W6CVQ W6EA W6IX K60NM 
W9AB WQDHM W9ESA W9ZN. Membership in this club 
is open to any amateur who held a license 20-or-more years 
ago and bolds a call to-day. If you can qualify as one ^ the 
real “old timers,” send in a brief chronology of your ham 
career, particularly the date you started in amatetir radio, 
date of your first amateur license, calls you have held during 
the years and the call you hold to-day. The write-ups sub¬ 
mitted will be used from month to month as space permits. 

Rudolph W. Ackerman, W3EMV: “Learned Morse 
Code in 1904. Set up auto coherer outfit in 1909 with no 
results except microphonic QRM. Heard first real signals 
from ships with electrolytic detector antenna and phones in 
1911. Copied press from the New York Herald Wireless sta¬ 
tion at the Battery, New York, in 1911 sent in Morse and 
repeated in Continental. Used Electro Importing Company 
catalog as a bible and registered my first call RWA with 
E. I. Co. in 1911. Set up my first transmitter in 1912 using 
E. I. Co. lOO-mile spark coils and electrolytic interrupter 
with best DX out of the back yard. First Government 
license 2AMA issued in 1916. Dismantled during the be¬ 
ginning of the World War. Second license issued in 1920 was 
2BJO, which expired in 1928. Third license W2EMV—1932 
to date operating 'phone and G.W. on the 28 and 14-Mc. 
bands,” , . . Ivan H. Anderson, W9DGM: "First call lA 
in 1912 at Minneapolis, Minn., then 9HZ until the War. 
After War was assigned 9DGM and then W9DGM, which I 
still hold. 1918 to 1930 in Minneapolis and from 1930 to date 
at Anoka, Minn. Have held Commercial ticket since 1923.” 

. . , W. A. Beasley, W9PRC: “9DJ issued in 1914—spark 
coil, DX 30 miles on batteries collected from garages. Then 
Packard M Rotary gap, Murdock condensers, E. I. Co. 
080 . trana., 6-wire flat-top ant. Station closed during War 
wbfie opr. was radioing in A.E.F. Opened up as soon as 
possible with 9RQ, then NU9ECU and W9FRC since the 
War, Operation has been on 200, 40, 80, 20 and 10 meters. 
Final amplifier of present sender contained in rack originally 
containing whole transmitter in 1928.” . . . Bernard J* 
Blsciottl, W3FLH: “Held calls 3FT in 1915—3APE in 
1920. Would like to know how many, if any, of my former 
buddies of the 321st and 102nd Field Signal Btns. of the late 
War hold ham tickets,” . . . Howard Blower, W8AX; 
“First on the air about 1913 with the call HB. Later got 
license and caU 2AX—original license number 24, which I 
have held since it was issued. After the War was assigned 
same call. Have been active more or less ever since. Present 
transmitter Collins 50 watts input and ACR-136 receiver. 
Mostly on 14-Mc, band, C.W. Have been member of 
A.R.R.L. since early 1920’8.” . . . Thos. W. Braidwood, 
W3GLH: “Started with a spark coil and single slide tuner, 
plus a carborundum detector in 1912 at Anglesea, N. J. 

. . . used the call letters'ZZ' . , , later used a larger spark 
coil on 110 volts with electrolytic interrupter (this caused all 
the lights in town to blinkl) . . . 1913 obtained license and 
call 3UZ . . . operated on second class license and in 1914 
received first class . . . graduated to loose coupler and 
t^-kw. Thordarson with rotary gap and got out 900 miles 
. . operated station until closed down with entrance of 
U. S. in World War , . . resumed operating after War 
under call 3BA, in meantime had obtained Commercial 
License in 1918 and became ship operator . . . operat^ 
3 BA between trips and then finally got away from ham radio 
. , . kept in touch through QST and in 1936 returned to 
hamdom with call W3GLH, which I now operate when I get 
home between trips. Was pre-war member of A.R.R.L.” 
. . . A. L. Budlong, WIJFN: “First receiver in the winter 
of 1911“12; first transmitter, a Ford spark coil, in 1914, call 
AB in Warfiington, D. C.; took amateur exam in 1917 aud 
got the operator ticket, but missed a station call to go with it 
by a few days, account of the War; after the War, receiver 
experimentation, and a joint station with ‘Stu’ Seaton in 
Washington, call now forgotten; then lASN in 1924; IBUD 
about 1930; WIJFN in 1936.” . . . O. Harold Campbell, 
W*IP: “Started 1916 at Bridgeport, Conn. Received an 


Amateur License, Peb. 16, 1917, and the call lABW for my 
spark coil transmitter. Had to close down several weeks 
later when the United States entered the World War, and 
was QRT until the ban lifted. In November 1919, the call 
IIV was issued to me and the transmitter grew to H hw. 
Built my first C.W.-’phone in 1921 using a VT-1 tube and 
Loop Modulation. Appointed O.R.S. on Jan. 21, 1922. IIV 
(later WIIV) remained an active C.W, DX and traffic sta¬ 
tion until November 1931, when 1 moved to the Second Dis¬ 
trict and became W2IP. At present most operating is done 
on 14 and 28-Mc, 'phone and C.W., and 56-Mo. ’phone.” 

. . . Otis R* Dickinson, W2HTXJ: “During 1914 I built a 
spark transmitter using a Ford spark coil, and operated the 
transmitter with self-assigned caU OD. This transmitter and 
also several subsequent spark transmitters were used at 
Hyde Park, N, Y. During 1915 received my first license 
with call 2SD. My last spark transmitter consisted of an 
Acme transformer, Murdock condensers, Amrad quenched 
gap, rotary gap, r.f. hot wire ammeter, edgewound oscilla¬ 
tion transformer, aerial change-over switch with third blade 
on transmitting side arranged to start rotary gap and close 
110 a.c. circuit to key and primiry. The aerial used was an 
eight-wire fiat top of the T type. Aluminum aerial wire was 
used, and spreaders were made of bamboo. This transmitter 
was used until 1926 when license expired and was not re¬ 
newed, mostly due to the unsatisfactory experiences which I 
had when I tried C.W. The first vacuum tube I used for 
receiving was a DeForest Audion which was arranged with 
two filaments. 1 still have this tube with one filament in 
operating condition. During 1934 I built a short-wave re¬ 
ceiver. aud the bug got me again after listening to ham sta- 
tioim a few evenings. Without much delay I took the Class 
B exam and was assigned my present call W2HTU, The ^ 
present rig operates with an input of 450 watts C.W, and 250 
watts phone.” . . . R. N. Eubank, WSWS (W8AAJ): 
“Remember when Navy man came around to put seal on rig, 
which was under call 3CEB using ^-Inch 'Bull Dog’ spark 
coil purchased from Wm. B. Duck C|italog. Family would let 
no lead come to house so had rig in wood shed, using 
crystal©; detector made by Tierney, with Murdock (hair 
puDer) 'phones. Six blocks was DX.” , . , Geo. W. Ewing, 
W6GM: "My first QSO was with pre-War 6AOC in the fall 
of 1916 at which time my call was 6ACD. That was in High¬ 
land, Calif. 6GM was assigned to me right after the War and 
I have had it ever since.” . . . Leon A. Faber, W8DAX: 
“Interested in receiving in 1910, ’ll and ’12. On the air 1913 
—call QW, then 9EH. After the War, 9AMK. Later 
W9DAX — ^held at present.” . . , W. T. Gravely, W8BZ: 
“I started in the amateur game prior to 1914—with no other 
amateur anywhere around—so—the work and study was 
alone for a long time. The old pre-War call was 3RO. 8BZ 
was, and is, the post-War call. The first license, 1 think, 
issued in Virginia when the ban was lifted. Station and oper¬ 
ator active all during the entire period, except when closed 
down during the War, Experiences plenty—to-day, as active 
as at any time during existence—always something new 
coming up in the ‘dog house’ (shack). Have held some vari¬ 
ous jobs with the A.R.R.L. during the years—have received 
every copy of QST from No, 1—^Hi. (Everybody can’t say 
that.)” . . . Stephen A. Grififin, WlAHYx “Started in 
1910 with single slide tuner wound on a Christmas tree butt, 
silicon detector, 75-ohm telephone receiver, 1-inch spark 
coil, photo-plate condenser and helix. The first call used was 
SG. Started in Portland, Me. Continued with crystal re¬ 
ceivers and spark rigs; first license and call of IFX received 
in 1916. Closed up in 1917 on account of the War. After the 
• War was over college took care of four years. In 1926 back in 
the game with call lAHY, which is the one held at the pres¬ 
ent time. Also held IFVY when portable calls were needed.” 
. . . W. J. Halligan, W9WZE: “I became interested in 
’wireless’ around 1915, getting my ham ticket around Janu¬ 
ary or February of 1916. The first call »ven to me was 
lAEK. I continued until the War, serving in the Naval Re¬ 
serve, and after the War 1 had the call 11^. After the War, 
around 1923 or 1924, I served as New England Division 
Publici^ Manager for the League, and kept about 10 watte 
of C.W., working in my kitchen for a couple of years until I 
moved out of the first District.” * • . Joseph E. Hamil¬ 
ton, W2IZ: “Started in 1911 at Fort Chester, N. Y. Spark 


54 


QST for 


coil transmitter, ttsing call letters JH. Took exam at Brook* 
lyn Navy Yard when licenses were first required. Receive 
call 2EW in Jan. 1913. Graduated to ^-kw. rotary. Closed 
down for War period and served in Army as radio opr. over¬ 
seas and at Fort Hancock, N. J., radio station WTJB. Away 
from amateur radio after War for 5 yrs. Held Commercial 
ticket 1923. Back in the game again 1925 with call 2IZ. 
Have been active since on 7 and 14-Mc. bands, maintaining 
the same .call which is now W2IZ. Have always been a C.W. 
man, 1 have complete file of QjST for past 15 yrs. and many 
previous copies dating back to the second issue of QST, 
which is my prised possession.’* . . . David Harxellt 
W6CVQ: “My first ticket, 1916, SDD. Have held the follow¬ 
ing Hcenses: SDD 1916, 6ABK 1920, ICTZ 1921-22, SEN 
1923, W5BHN 1931-32. Present caU—W5CVQ.” . . . 
E. H« Hartnell, W9WTE: “First became interested in 
radio in 1918; erected first station in spring of 1914, consist¬ 
ing of flinch spark coil and double slide tuner with silicon 
detector, operating under call of EH. Secured license in fall 
of 1914 and operated under call of 9KY. Installed 4-incb 
spark coil, glass plate condenser and helix in 1915 which 
operated until about time of War. After the War operated a 
1 -kw. spark transmitter with rotary gap, etc., for several 
years under the call 9DP. After that gave up radio until 
April 1936, when the old bug bit again. Secured license and 
have been operating a 60-watt ’phone on 1875 kc. since, 
under call of W9WTE. Started taking the first issue. 
Wrote an article which was published in I think some 
timeini915. Onceaham, alwaysaham. Hi!” . . . Gordon 
Kressel, W3BO: “First began winding two slide tuners 
with a buddy of mine in fall of 1913. BuUt Spark coil trans¬ 
mitter and tuners during 1914. First license in Sept. 1914. 
Old WSL and WCC great aid in code practice. First call 
3WU good until 1917. Then NIL. QRX for War, Spring of 
1919 assigned call 3BO, and it’s been 3BO ever since. That’s 
now over 18 years ago and still on the air. Commercial 
license 1919 to 1923 and again 1934. Two years total com¬ 
mercial service. 4*^^*^*L* member about 10 years. The 
first ^-inch spark coll of 1914 isstillhereand could be put in 
service on short notice. ^-KW Blitzen and the Chambers 
Sprocket wheel rotaiy gap also still around the shack.” • . • 
Wallace H. Leland, W7GCO: ‘T started in the summ» of 
1912, in Berkeley, Calif,, under the call 6WL. The outfit was 
one of those awesome things consisting of spark coil, glass 
plate condenser, straight gap, etc., and under good DX con¬ 
ditions I could work all of three miles. I naturally gradu¬ 
ated, as time went on, to transformer, rotary gap, and all the 
trimmings, until ft was necessary to go ofi the air in 1917. In 
the meantime I had put in some time as marine operator 
with the old Marconi Co., running on one of the old stand¬ 
bys, a steam schooner, between Portland, Ore., and San 
Pedro, Calif. When it was necessary to shut down, I decided 
that 1 couldn’t get along without my operating, so shipped 
out in the Navy, putting in my time in transport service in 
the Atlantic, and in shore stations in France. After the War 
1 stayed ofi the air until 1923, when I went back again, still 
in Berkeley, under the call of 6CEG, This lasted until 1927, 
when the XYL decided that I had better put in less time on 
the air, and more time at bringing in the sheckels. My n^t 
vemture started in November 1936, at Cheyenne, Wyo., 
under the call of W7GCO, and I am still going strong. I am 
now using a 6L6 tri-tet, driving a pair of 6Ld’8 in parallel, 
with about 95 watts input, and seem to be getting out very 
nicely on 7136 kc.” . . . R. H. G. Mathews, W9ZN, 
Gezxtral Div« A,R.R.L. Director: “My first transmitter 
consisted of a H-iQch spark coil rig with a coherer for re¬ 
ceiving, and was set up in Springfield in the latter part of 
1909. In 1912 1 was licensed as 91K, and in about 1915 or 
1916 had the 9ZN call issued, which I have had ever since.” 
. . . Howard F. McIntosh, K60NM: “Started some¬ 
where between 1911 and 1918 with the usual spark coil rig 
for transmitting and coherer, etc., for receiving. Amateur 
license with call 3SJ in 1916 and 1917. Naval service 1917 to 
1919. Marine operating 1919 to 1929. Been ashore with 
Mackay Radio since 1929; at present connected with their 
transmitting station at Kailua, Oahu, T. H. Just recently 
reSntered the amateur game—present call letters. K60NM, 
station located at Lanikai, about 15 miles from Honolulu.” 
• . . H. B.Miller,WSABandVernS.GoukeryWVDHM: 


“We started in together, and still chew the fat together when 
we can get away from the XYL’s and second ops. for a few 
ininufces. Our first tickets graced the walls at 9ACM, 1 kw. (?) 
spark at Goshen (Ind.) High School in 1915. After the War, 
Goukcr became 9DHM, and has held that call ever since, 
while I have gone thru 9BYG, 9DUZ, 9CVZ, W9HOL, 
W9AB. Nothing spectacular anywhere along the line—^but 
lots of pleasant memories—such as that snowy night I ac¬ 
tually heard 2AGJI And SBV. And 8AEZ. A *KA' right this 
evening wouldn’t hold the same thrill. And I see Fred Hanes 
is still W9FBH. Wonder if he’ll check in for the 20-Year 
Club? And Glen Decker is W9IGB now. There must be 
many of the old gang still in the game. I'll be checking the 
list.” . . . A. R. Montgomery, WdMMB: “Started in 
1913, licensed in ’15, Alameda, Calif. 6MA until War came 
along, then to sea until ’20. Various Commercial land jobs, 
then down to L. A. with call 6QG. Away again until ’27; 
came up with 6DFU until ’31. This was the year of the 
flood, or rather my marriage, etc. Finally overcame all objec¬ 
tions to the contrary, got W6MMB in May *35 but didn’t 
get on air until May this year. How's that for optimism? 
Can look back at the GQOD OLD DAYS of the spark sets, 
rotary with juice to burn. We kicked then just like we kick 
now, but the game has gone ahead so much from the old 
days it isn’t even close. I’ll take ’em as they are now, or as 
they are going to be. 1 hope to have 6MMB in operation for 
a long time to come. What’s a little QRM when there’re con¬ 
tinents to span.” . . . E. B. Hedington, WSGFA: “Built 
first ham rig about 1911 after plans published in a most 
peculiar magazine for amateur radio—T?ie Delineator or one 
of those ladies’ periodicals having a page for boys called 
‘The Knights of King Arthur’s Round Table.* Anyway, 
there was the dope for a spark coil transmitter, helix and all, 
and a receiver with two-slide tuner, et cetera. Followed by 
subscription to Modern Electrics, Electrical Experimenter, 
and QST —remember the six months for 60 cents offer in the 
William B. Duck catalogue, I think. Licensed in 1915 (or 
1916) as 8AQM. In 1917 I sailed away in the U.8.N. 
Licensed in October 1919 as 8AJ and have held that call 
until about a year ago, whmiMr. Beadletookitforsaf e-keeping 
until I move to 8th call area again and issued 3rd call area 
call as W3GPA (watacaE). Holding but three calls may be 
some kind of a record, for all 1 know.” , . . Lester Reiss, 
W2BR: “Obtained my first Ecense Jan. 26, 1914 with the 
call 2RH. Started with ^-inch spark coE, then 1 inch, using 
an Electrolytic Interrupter. Ruined one good bedroom rug, 
then graduated to a 1 kw. Acme transformer with Murdoch 
Rotary Gap, Clapp Eastman motor, DX 75 mfies. Several 
different receivers from a S-sEde tuner loose coupler Mar¬ 
coni with two crystal detectors, and finally De Forest 
Audion with 1 filament shot that cost me 6 bucks. In the 
Signal Corps short time during War. Received license in 
1919, but dropped out, and bit by the bug again in 1928 to 
find quite a change. Received license and call 2BR and atUl 
hamming on 56 Me.” . . . Howard Seefred, W6EA: 
“Started amateur wireless in fall of 1908 with iron pyrites 
detector and telephone receiver. First caE used was KM with 
3^-inch auto spark coil from 1909 to 1911. Worked ten miles. 
Wavelength from 300 to 800 meters. Made first home-made 
quarter kw. spark transformer in 1912. Licensed as 6EA in 
February of 1913. Worked first DX—100 miles—in Febru¬ 
ary 1914. Talked 25 nules on arc wireless telephone in 1915. 
Worked 400 miles on haE kw. spark in 1916. Became mem¬ 
ber of A.R.R.L. in June 1916. Got second grade commercial 
Ecense in faE of 1916. Audiotron was first receiving tube in 
1917. Sent first relay message to Atlantic Coast and return 
in one night of February 1917. Worked nightly message 
traffic 850 mEes on f^-kw. spark. Was Pacific Coast 
A.R.R.L. Division Manager before and after the World 
War, 6EA reissued by R. I, after the War. Worked 1300 
nules and was heard 3000 nules on 1-kw. spark. First C.W. 
transmitter in 1922. U6EA on 80 meters in 1925. NUOEA on 
40 meters in 1927. Worked England and New Zealand on 20 
meters and worked Chicago on 10 meters of same year. 
W. A.O. in 1928 on 40 and 20 meters put together. At present 
on 14 Me., crystal lOO-watt input transmitter with W6EA 
on 66-foot vertical antenna from top of lOl-foot pole,” 
• . . JolmH.Stenger, Jr., W8ZS: “Wound the first coE in 
1910. Used a spark coil and SG as caU letters. The first 
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license that I can locate In my files is dated 1914 and call is 
8 NR. In 1915 I was granted 8ZS with 2500 watts spark out¬ 
fit. In 19171 enlisted in the U. S. Navy and went aboard the 
U. S. Mail Ship SuLouU to England. Attached to the Royal 
Naval Academy for considerable time and then to the 
Destroyer U.S.S. Aylwin. When the Destroyer Shaw was 
rammed by ih^Quitania with a loss of 36 lives, I was sent to 
Portsmouth, England, to rebuild the radio outfit. Brought 
the Shaw back and joined the U.S.S. Shawmvi (replaced by 
ihsi Langley) in the Aviation Unit and spent a year in Cuba 
aviation experimental. Then to*NSS fAnnapolis), then to 
NAH (New York Harbor). Then to Sandy Hook, N. J., 
where 1 rebuilt the radio station there. Game home in 1921 
for a rest. On April 29,1922,1 was granted broadcast station 
license WBAX and renewed the W8ZS. While I rarely oper¬ 
ate W8ZS. you will find one of the staff on 20 meters with 
about 350-watt ’phone. Forty-one years old, wife and three 
children. I know quite a few old Navy men and would be de¬ 
lighted to see what happened to them.” . . . E. C. Stock- 
man, W9ESA., Rocky Mtn. DIt. A.R.R.L. Director: 
“The bug first bit in July 1909 w’hen I was twelve years old, 
after viaiting a friend who had a ‘wireless station’ occupying 
part of the hay loft of an old barn. A month or two later 
when I was able to distinguish ‘A’ from ‘Z,’ I gathered up an 
old one-inch spark coil, some batteries and a key for the 
transmitter; made up a crystal detector using silicon, a sin¬ 
gle slide tuning coil and a single telephone receiver, and 
went on the air using the call ES. When the ('dorado Wire¬ 
less Association was organized in 1912 the members decided 
to add the letter C to their caUa to indicate they were mem¬ 
bers, so my call for the next few years was OES. Improve- 
raenta were made to my station from time to time and power 
increased. In 1914 I was using a 1-kw. rotary spark trans¬ 
mitter and a single Audiotron detector in the receiver, 
nearly every piece of equipment being home-made. In 
August 1916 received my first license, call 9ZD which was 
used until the amateurs were clo.sed on account of the War. 
This rail was reissued to me for two years after the War and 
then 1 dropped out of the game for a few years. In Septem¬ 
ber 1926 I was assigned 9ESA, later W9ESA which I hold at 
the present time. Was enlisted in the Signal Corps of the 
Army during the War as radio operator and have virtually 
grown up with amateur radio right here in Denver.” . . . 
Jack Tait, W6IT: “In 1909 at Woodburn, Oregon, 1 built a 
crystal detector from an article In a dime ‘How to build it,’ 
by Paul M. Janke (?). This consisted of two sharpened car¬ 
bon blocks nailed to a piece of wood, across which a darning 
needle w-as placed. The phone was connected to the carbon 
blocks, the aerial being connected to one aide and the ground 
to the other. I listened patiently for hours without end, but 
could hear nothing in the way of wireless signals even after 
(.‘onnecting 25 or 30 worn-out auto ignitor cells in series, so 
promptly started experimenting with arc lights. Wireless 
was dropped for a few months until I moved to Salem, Ore¬ 
gon, where I became acquainted with Adair Lockwood sign¬ 
ing CD and Charles Holdiman signing ES. I graduated to 
silicon detectors and Etheric ’phones and a Ford spark coiL 
In 1912 1 obtained a V^-kilowatt Packard transformer and 
really went to town. My greatest distance with the Packard 
was to work Charley Austin, C2, at Portland, Oregon, a dis¬ 
tance of about 40 i^es air line. In 1914 the radio inspector 
caught up with the Salem gang and my first license W'as 
issued to me under call 7JD. In 1915 I moved to Los Angeles 
and operated for a year and a half under 6JU. In 1917 at 
Corvallis, Oregon, I operated for a few montha under 7JT. 
The War closed us down and in the meantime I moved to 
Portland, Oregon, and opened up there under 7JW and also 
did some experimental work under the call of 7XBD. In 
1924 I moved to ('alifornia and operated spasmodically 
under the call of 6IT, which I am still using.” , . , Ferd.C. 
W. Tliiede, W2EO: “1911: Started building coherers and 
reading E. I. Co. catalogues. Installed 1-inch ‘bull dog’ spark 
coil, call letters NX. 1913: Cali letters 2EC issued tome and 
held continuously since then. 1914: Joined A.R.R.L.—^have 
copy of original application still in my files, U.S.N. 1917— 
1919 radio opr.” . . . James D. Wiley, WiDMF; 
“Started 1913, Quaker Oats tuning coil and silicon receiver. 
1914, call IGW at Waban, Mass.; Ford coil and dry battery 
terminal spark gap. Heard England’s Declaration of War 


from WeX) press. Joined Navy in May 1917 as radio opera¬ 
tor and served until end of War, then dropped radio until 
1931 when received present call. Where are ail the Harvard 
Radio School graduates and especially the 80 May and June 
boys of 1917?” . . . J. F. Wohlford, W3CA: “Started in 
ham radio April 14, 1912, or rather got the bug that date and 
assembled a lot of junk, including a spark coil and a mineral 
detector. Secured license under call 3WE on or about June of 
that year. The call today is 3CA and has been that since 
reopening just after World War. No other calls have been 
assigned this station.” , . . R. W. Woodward, WIEAO: 
“Started in ham radio in 1908. First call was RW followed 
by SNS (all members of the original Hartford Radio Club 
used calls beginning with SN-). After licenses were necessary 
call was lY W. ('barter member of A.R.R.L. Off air from 
1915 to 1921 while in Washington at Bureau of Standards. 
Winner 1923 Trans-Atlantic receiving contest. Certificate in 
1931 Freq.-Measuring Contest. At present O.O., O.P.S.. 
P.A.M. and active on all bands, 'phone and G.W.” 

1937-38 1.75-Mc. DX Tests 
By S. S. Perry, WiBB 

X^OR all amateurs interested in w’orking DX on 160 me- 
ters, the 1.75-Mc. tests which have been conducted for 
the past five years will be repeated again this year under a 
slightly different schedule. Two tests will be held each 
week-end during December 1937 and .January 1938. 

First Test —each Saturday morning, 0-130-0730 G.T. 
(J 1:30 P.M., Friday to 2:30 a.m., Saturday, E.S.T.); divided 
into ten-minute transmitting and receiving periods, as 
follows: 

(a) All WA’^E stations «:all “C'Q DX” (signing call fre¬ 
quently), starting at 0430 G.T.. stopping at 0440, Listen for 
DX stations 0440-0450. Transmit 0150-0600. Listen 0500- 
0510, etc., repeating this same schedule sequence each hour 
until 0730 G.T. 

(b) All “DX” stations (other than W/VE) will listen 
during W/VE transmitting periods, and transmit “Test 
DX” (signing eall frequently) during W/VE listening 
periods; i.e.. Listen 0430-0440 G.T.; Transmit 0440-0460, 
etc., repeating the schedule sequence each hour until 0730 
G.T. 

DX and W (or VE) stations may work each other, instead 
of calling “CQ DX” or "Test DX” during their proper 
transmitting periods, provided no local sendhig occurs in a 
local listening period. Be sure to set your clock accurately 
Friday evening before the tests and adhere carefully to the 
schedules above! 

Second Test —each Sunday morning, 0430-0730 G.T. 
(11:30 P.M.. Saturday to 2:30 a.m., Sunday, E.S.T.). 

Thi.s will be a “free for all” three-hour period to call and 
work DX as one chooses without the fixed ten-minute 
schedules of the previous night. Stations that “contacted” 
on Saturday can, of course, make schedules to “work” each 
other on Sunday. 

W/VE stations should remember the suggestion issued 
each year with the “International DX Contest" to the ef¬ 
fect that the way to work more DX is to listen for DX and 
then call the speeific DX Btation. heard. Don't ('Q DX in the 
Second Period. In tliis way local QRM will be kept at a 
minimum and on the whole much better results will be 
obtained. 

DX C.W. stations are advised tRat the best portion of the 
baud to be heard and worked by W/VE stations is between 
1725 and 1775 ko. However, 1715-1800 kc. will be scanned 
carefully by W/VE C.W. listeners. Previously, participants 
in these testa have been 100% C.W. ’Phone amateurs are 
also welcome and should work on exactly the same schedule 
as announced above. 

At the conclusion of the test, please make a summary of 
T)X heard and DX worked and forward to WIBB, who will 
prepare a ccanposite report of the results for QST. Any un- 
iLsual condition observed or results obtained should espe¬ 
cially be noted and reported. Ooraments, suggestions, criti¬ 
cism of the. tests and advice as to whether or not they are 
desired again for the next year are also requested. 
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In the past, “G” stations using powers in the neighbor¬ 
hood of 15-25 watts have been successfully worked in these 
tests. With an ever-increasing interest and use of the 
1.75-Mc. band this year additional noteworthy accomplish¬ 
ments are expected. 

O.B.S. 

The following is a supplement to the list of A.R.R.L.^Offi- 
cial Broadcasting Stations in October QST (page 50): 
WIEAW, WIJSK, W2BJP. W2IXY, W3BIG. W3BIW, 
W4QI. W5DWW, W5FLU, W5FUM. W6EQM, W7CJR. 
W8DBD, W8FZE. W9AUH, W9AXH, W9FB, W9SDQ. 
W9TBF. W9TE, VE4EO, 


The Marion Amateur Radio Association furnished com¬ 
munications for the Mississinnewa Valley Regatta outboard 
motor-boat races, held on the river at Marion, ind., on Oc¬ 
tober 3d. Three 56-Mc. units were used, two mobile, one 
fixed. The race course was 3000 feet, extending upstream 
from the new W.P.A. dam, and around one bend. W9HBD 
was set up out on the dam, power being obtained from the 
control box for the flood gates. This location was also used 
for a P.A. system, W9HBD supplying the information for 
announcements. W9MTZ, operating mobile, was stationed 
at the starting/finish line. Most of the traffic originated at 
this point via a 200-odd foot messenger service to the 
judges’ stand. W9MTZ picked up general announcements 
via the P.A. system at the “line,” and results and messages 
via the messengers, and relayed to W9HBD. W9ZDH was 
stationed at the other end of the course. The purpose of this 
station was to watch for spills, dead motors, etc., and to rer 
port them to WQMTZ, who was in touch with the tow boat. 
In general the affair was a success, with the exception of a 
few minor difficulties over w'hich the club had no control. 
With the experience gained this year the M.A.R.A. will be 
ready to do an even better job ‘‘next time.” 

While Mrs. Dan MacKaskill of Glace Bay, Nova Scotia, 
was toiaring in the New England states, her husband met 
with a serious accident. Relatives unable to communicate 
with her immediately thought of amateur radio. VEl JA got 
on the air and made contact with VEIGR, Halifax, who 
lined up several amateurs in Boston and vicinity. Through 
their efforts and the State Police, Mrs. MacKaskill was 
located and by 'plane and rail arrived at Glace Bay within 
fortv-eight hours. The Glace Bav and Halifax amateurs 
thank WHIM, WlAXE, WlAUJ and WIFBJ for their kind 
assistance in this emergency. 


For the Ham with the Systematic Mind 

When I started in Amateur Radio I realized that it would 
not be long before I was going to need some kind of running 
record be.sides a log to keep track of stations worked. Bo 1 
started a system wliich has worked out excellently. I make 
out a 3 X 6 card for each station worked, and keep the.se filed 
alphabetically by calls and countries so that I can refer to 
them instantly. Each card has the QTH, the date of each 
QSO, record of QSL, rig, reports, QSO number and a short 
line on the conversation of each QSO. It is very simple to 
make these entries during the QSO, it takes very little time 
and gives a permanent record, quickly available, which 
would be impracticable to obtain by hunting back through 
the log. Each additional time a station is worked, I merely 
slip the card out of the file, note the contents of our previous 
encounter, and add the data to cover the new contact. It 
helps in rag-chewing to be able to find what we talked about 
before, etc. I supplement this indexing system by other lists 
such as a card for each country worked showing the stations 
in that country in the order worked. I keep various other 
records on “countries worked,” “states worked on different 
bands,” “countries worked on 28 Me. and on ’phone,” etc., 
just to keep track of things. One “big” .sheet Itsts all the 
“G’s” worked in alphabetical order. 

—IVJWV 


Hamfesters Hold Huge Picnic 

Sixteen hundred hams and their friends gathered together 
August 8. 1937, at Justice Park Gardens, just southwest of 
Chicago, for one of the biggest hamfests ever staged in those 
parts. The Hamfesters Radio Club, Inc., was the host and 
lived up to its name (Hamfesters!) in grand style. Activity 
started with a soft ball game in the morning, and at one 
o’clock the program got under wa,y in earnest. Among the 
various events w'as an amateur show divided into two parts, 
one for the youngsters and one for the oldsters. Numerous 
races designed to bring out the athletic pow'ers of the partici¬ 
pants were staged. The pie-eating contest was a classic. 
W90TY displayed unsurpassed technique in this, and was 
his face “blue”! The grand prize, an RME-69, was won by A. 
Ballik. stooge at the shack of W9SLB. (W9SLB won the 
RME-fi9 at the Central Div. Cony.!) Second prize, a Sky 
Buddy receiver, was won by W’9ROQ. Other grand prizes 
were an Electro-Voice mike and a 15-inch self-starting elec¬ 
tric clock, won by W9MHQ and W9WQI respectively. 
Among those present were W9TSN, Asst. Director, Central 
Division, A.R.K.L.: W9KJY, S.C.M. Illinois; and that 
genial pair of Al’s, Cox and Knodell, W9UAQ and W9TLQ, 
business manager and editor of Harmonica, After dancing to 
a nine-piece orchestra until late evening, the last of the tired 
but happy throng left for home. Tt was a great day and 
everyone is looking forward to the Hamfesters’ Fifth Annual 
Picnic, August 7, 1938. 

Amateur radio assisted the English Public Schools Ex¬ 
ploration Society (G8XY) during its visit to Newfoimdland 
when a member of the party met with an accident. V03X 
heard G8XY calling “CQ VO Urgent.” Making contact he 
was advised that a student had fallen over a cliff, that they 
could not rejich him and help was needed. There was no 
means of communication other than amateur radio. V03X 
took a message for the Game Warden at Trout River asking 
him to come at once and put it on the G.P.O. lines. The 
Warden arrived at the scene of the accident and, although 
the student met his death in the fall, amateur radio did its 
part in summomng aid. V04Y also participated in the work, 
keeping in daily touch with G8XY and finally making 
fimeral arrangements. 

Chess by Radio 

A series of cheSvS games by radio was inaugurated on July 
14th between Washington, D. O.. and Arlington, Va. The 
purpose of the series is to develop a procedure and methods 
which will insure the successful and satisfactory playing of 
games by radio this fall when players in and near Washing¬ 
ton will engage in games with players located in Boston. 
New York, Philadelphia and elsewhere. 

Four players met at W3CAB (3591 kc.), Washington^ 
D. G., and four players at W3EEN (3790 kc.), Arlington, 
Va. Two games were played, which allowed two players in 
consultation playing each side in each game. The results 
were highly satisfactory. In the past, chess matches have 
been played by radio but in many cases they dragged, diflS- 
culties arose and interest did not continue. The present 
tryouts, in which a careful study will be made of the environ¬ 
ment of the games, it is believed will lead to methods and 
handling which will result in continued success of chess via 
radio and the sustained interest of all participants. By early 
October it is expected that regular matches between clubs 
and players in distant cities can be reliably scheduled and 
carried out on a fully tested basis. 

The Monterey Peninsula Radio Club participated in the 
open house festivities at Pacific Grove, Calif. A lighted boat 
parade was staged from Monterey to Pacific Grove. The 
boats were all beautifully decorated and lighted. There 
were also fireworks from some of the boats. On board the 
Albacore, which is the Fish and Game Commission boat, 
WCCOO operated a 56-Mc. transmitter through which 
various officials of the affair described what was going on. 
W6NTU operated a receiver at the Pacific Grove pier. The 
received signals were amplified by a P.A. system so that 
the immense audience could hear everything from the boat. 
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Alberta Hamfest 

The Northern Alberta Radio Club Hamfest held at Ed¬ 
monton, July 10th and 11th was favored with one of the larg¬ 
est registrations ever recorded in Alberta. A good number of 
Saskatchewan fellows put in an appearance as well as a quite 
general representation from aU of Alberta—although there 
was an almost complete absence of 
(yalgary hams, with only one who 
was holidaying in the district put¬ 
ting in an appearance. The pro¬ 
gram got under way with the tech¬ 
nical session held at the University 
of Alberta. Lectures by Dr. Cornish 
of the University faculty and Roy 
Usher, VE4EA, were well received, 
as well as a humorous lecture by 
VE-4HT. A demonstration of radio 
and electrical equipment and a 
visit to the Electric^ Engineering 
irJept. of the University concluded 
the session. 

The banquet was attended by 
85. The evening program included 
a talk by (3^yril Waites, Vice- 
President of the Astronomical 
Society of Canada; reminiscences 
of early days as a ship operator 
by W. G. D. Allen, local R. I.; a 
playlet, “Amateur Radio Marches 
On," by local hams; Prevaricators’ 

Club yarns; and the highlight of 
the evening, an enlightening dem¬ 
onstration and lecture on “Split¬ 
ting of the Atom” by Professor 
Buzzoff. The program wound up 
with presentation of a film loaned 
by the National Carbon Co., Ltd. 

Visits to the Edmonton Steam 
Power Plant, hamshacks, CJCA, 

Canada’s largest inland seaplane 
base, etc., started off the Sunday 
program. Picnic headquarters w’ere 
later established and the assembly 
indulged in games, races, etc. An 
excellent picnic lunch marked the 
official cl<^e of the hamfest. It is 
generally conceded that the 1937 
Alberta Hamfest will go down in 
Ham History as one of the finest 
ever staged. 

—yB4LQ 



“Five-Meter Expedition" between August 16th-2lBt; re¬ 
sults are not given in detail, “Ultra High Frequency News" 
is a biOletin published by W3AUY, W3FOD and W3DJ, all 
of Philadelphia. It is chock-full of data of interest to 56-Mc. 
enthusiasts, particularly those in and around Philadelphia. 
All “five meter" men within normal range of Philadelphia 
will find it worth investigating. On the evetitful night of 
Sept, loth, W3AUY worked 
W2HF. W2HVK, WlAVV and 
W2GHV; he heard a score of W2’s 
and several Wl's. 


When Case Company dealers of 
the San Joaquin Valley went to a 
meeting in Racine, Wis., they were 
kept in constant <5ontact with 
home through W6NJF, installed 
on the special train which trans¬ 
ported the party. 


The “service message" is a useful 
implement in improving amateur 
message handling. The service mes¬ 
sage may be used to test various 
routes, it may refer to non-de- 
Uveries, to delayed transmission, 
errors, or to any phase of traffic 
work. Should a message you origi¬ 
nate receive poor service and you 
are interested to know what hap¬ 
pened to it, start a service message 
along the original route making 
inquiry. Rather than condemn 
everybody concerned, make an 
actual c-heck-up and find out what 
really happened and where to place 
the blame. 


_ Amateur radio plays queer tricks 

PHE ADVANCE PARTY OP THE AMERI- -like sending a message 6000 miles 

CAN MUSEUM OF NATURAL HISTORY 


56'Mc* Notes 


Scattering reports of good DX 
work on .50 Me. during August 
and September, when conditions 
were excellent on that band, con¬ 
tinue to come in. WIDUJ, Warren, 

Maine, iieard W9CLH, Elgin, III. 
several times on the evening of 
August Uth, strength 7-8. W8KAY, 

Akron, reports receiving W9CLH 
between 7 and 9 p.m., Sept. 6. 

W3DZR, Philadelphia, reports the 

band open the ni^t of September lOtfa, with first and 
second district stations coming through S5 to S8. W3AC, 
portable at High Point Park, N. J., came through S7 
while using 18 watts input to 112’8. WIBCR, Providence, 
R. I., was heard S7-8. On Sept. 6 at 2:05 p.m., while on the 
Skyline Blvd., about 25 miles south of San Francisco, at an 
elevation of 2300 feet, W0JOF worked W6IDF (Los An¬ 
geles), an airline distance of about 350 miles., W6JOF was 
using two 42*8 in transceiver, portable-mobile rig, about 3 
watts into an ordinary fish-pole antenna. Not at all bad! 
W8IPD sends a photo of his installation at W8IPD-1, Mt. 
Washington, N. H., where he and VE3AP conducted a 


EXPEDITION TO NEW GUINEA LEFT 
OCTOBER 15TH BY .STEAMER? THE 
REST OF THE PARTY WILL FOLLOW 
BY PLANE IN JANUARY 
In accordance with the Museum’s planst 
made in cooperation with Mr. Richard Arclu 
boldy Research Associate* the scientists expect 
to be there for a full year from January 1st* 
Harold G. Ramm, W2BVB, is pictured here 
with the gear he will use as radio iterator at 
the expedition*s base station at Hollandria. 
Raymond Booth* W3 —* will man the aircraft 
station, ICHAHX* ^vhich operates on aircraft 
frequencies 500, 3105, 6210 and 12,420 kes* 
The base station consists of a SOO^watt trans¬ 
mitter (837 crystal, RK46 buffer-doubler, 805*s 
output^05*s mod,). ’Phone will be wed as 
much as possible with a shift to c.w, as neces¬ 
sary to get through tropical QRN{ 26 amateur 
band crystals are being taken along* More 
news on the expedition is expected from time 
to time from Vv2BVB. Amateur contacts for 
the expedition personnel fromthis country will 
he valued, although there will be but a modest 
traffic load* Report all work with this expedi¬ 
tion to A.R.R.L. 


to cover a distance of 80 miles (and 
the case we’re referring to isn’t one 
of “rotten rdaving” either!). 
K4EJG was QSO LU9BV on 28- 
Mc. ’phone. After a little rag-chew, 
the K4 remarked that he’d like to 
contact another LU. So LU9BV 
called LU9AX, who came back to 
say that he was in contact with 
K4EPO. Hearing what was going 
on. K4EPO advised LU9AX that 
he had a message for K4EJG. 
LU9AX relayed it via LU9BV, and 
K4EPO sent an answer back via 
the same route. Although K4EPO 
and K4EJG didn't hear each other, 
they were able to exchange mes¬ 
sages “via 5000 miles," which 
proves there is more than one way 
to kill a cat, or something! 


On a recent schedule K5AA and 
W4PL each had one message to 
transmit. After receiving W4PL’8 
and transmitting his own, it was suddenly apparent to 
K5AA that both messages were of the same Check, and 
that while one originated in Rochester, N. Y., the other 
was destined for the same city! 


Station Activities 

See Pages 100,101,104,105 
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CORRESPONDENCE 



The Publishert o£ QST asaume no reaponsibilicy for atatementa made herein by correapondenta 


Little White (?) Lies 

161 Tiffany Place, Irvington, N. J. 

Editor, QST; 

. . . I have always been strict in giving reports 
—indeed, I have sometimes been accused of being 
a crank because of the strictness with which I 
gave my tone reports. On the other hand, there 
were probably many times when I was careless in 
giving reports. But when I read this letter (QST, 
March, 1937, “I Cannot tell A Lie,” by W9RSE) 
I resolved to paste a copy of the RST system on 
the front of my call book and use it before giving 
a single report. . . . Now let me tell you what 
happened as a result of my resolution. 

One evening Wl:— came back to my CQ. and 
after carefully consulting the RST scale I gave 
him a tone report of T4. Wl— came back, in¬ 
dignantly demanding the meaning of the T4 
report. “Why,” he said, “I’ve been working boys 
right along who gave T8 and T9. There must be 
something wrong with your receiver.” 

Just to make sure my receiver was O.K., I 
tuned around the band and heard some T9x 
notes—you know the kind, clear, pure ringing 
tones—then I tuned back to Wl—’s frequency 
and heard his sig with a pronoimced ripple. Let 
me say that my receiver pack is well filtered and 
by-passed for tunable hums, etc., so that the 
chances for a.c. at my end were very slim indeed. 
And not only that, there were plenty of other 
sigs which were T9 in my opinion. But to con¬ 
tinue, I went back to Wl— and smoothed things 
over as much as possible, saying the trouble 
might well be with me, but that for his benefit I 
suggested that he check his rig over. Finally Wl— 
proposed that I stand by and listen to the 
report he got in answer to his CQ. And here is 
the pay-off—some other Wl came back and 
reported him 699x1 Well, Wl— told his contact 
that he was talking to W2FXW who reported a 
T4 but, since the report was really T9, every¬ 
thing was FB. How do you like that? 

I suppose this is just another case of human 
nature and hams being human will listen to what 
they really want to hear, not what is actually 
the truth 11 don’t know what can be done about 
this situation and I can’t suggest a cure, because 
heaven only knows you have pleaded enough. If I 
am hardboiled and read ’em off the sheet I am sure 
to arouse resentment. On the other hand, I want 
my reports to mean something. Maybe what 
1 should do is be strict and then apologize for it. 


The only thing I can hope to accomplish by 
this letter besides letting off steam is to wake up 
some of the boys and hope they will get wise to 
themselves. So, gang, why not pull out March 
QST and read what W9RSE has to sajr—once, 
twice, three times if necessary. Make every report 
mean something and be honest when giving ’em 
out. 

~~Wm. Nastuk, WSFXV 


Canadian QSL's 

Box 705, Yarmouth, N. S. 

Editor, QST; 

I wonder if you would drop a word of advice 
through your magazine to those hams sending 
(ISL cards. 

Cards to Canada call for a two-cent stamp. If 
sent with a one-cent stamp we have to pay two 
cents before we even get a look at them. This 
doesn’t make us any too keen about spending 
two more cents to send a retinn card. 

—ayde L. Bobbins, VEIDW 


Lightning Doesn't Need to 
Strike Twice 

147 Canton Ave., Milton, Mass. 

Editor, QST; 

Direct lightning strokes on amateur aerials are 
perhaps siifficiently unusual so that you would 
be interested in an experience I have just had 
along that line. 

I have a Johnson “Q” ten-meter long-wire an¬ 
tenna which I use for receiving purposes. One end 
of the antenna is made fast to a chimney of the 
house; the other end is supported by a rope rove 
through a pulley made fast to a branch of a big 
elm with a counterweight on the other end of the 
rope. 

Last Thursday, lightning struck the elm. The 
bolt struck in the uppermost branches, came 
down the tree to the limb (which is about forty 
feet off the ground) to which the antenna is made 
fast, and then jumped horizontally about ten 
feet to the antenna. The antenna, which is of 
No. 12 hard-drawn wire, was burned off at the 
strain insulator. As a matter of fact, there are two 
insulators in series, a cheap porcelain one and 
one of National’s Isolantite 4" insulators. The 
former was pretty well shattered; the latter 
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showed no signs of grief except that there is a Hberai deposit 
of copper burned into the glaze at each end where the holes 
go through. 

The bolt travelled the length of the antenna wire to the 
aluminum-tube matching transformer. At that point, it 
flashed over from one side to the other and came in on both 
feeder wires. These are of No. 14 wire spaced with porcelain 
insulators. The feeders wore protected by two glass broad¬ 
cast receiver-type lightning arrestors. Both of these flashed 
over, one of them sufficiently violently to crack the glass 
and burn off the clips inside for about a quarter of an inch. 
This discharge took moat of the “sock" out of the bolt, but 
some of it came on into the house. I have four receiving 
autennas arranged with jacks into any one of which I can 
plug a receiver. The bottom jack connects to a long wire re¬ 
ceiver on one leg and to ground on the other. This jack is 
two inches removed from the Johnson jack. These jacks 
flashed over heavily, indicating a voltage of at least 20.000 
at this point. The flash reached some curtains, which were 
heavily charred but not actually set on fire. The ground 
wire from the aerial goes through the floor into the ba.se- 
ment where it is tied to a 2/0 house lighting ground. The 
point of connection of the house fuse box was sufficiently 
“above ground" to burn out most of the fuses. 

There were several interesting collaterals. 

For example, the connection between the Johnson trans¬ 
former and the antenna was made with tinned copper braid. 
These 4" links provided such a high r.f. resistance that the 
lightning jumped from wire to wire rather than follow the 
tortuous path involved in the braiding. 1 have always heard 
that braid has a high r.f. resistance and this experience cer¬ 
tainly proved it. The second point that impressed me was 
the fierce heat involved at any point where an arc occurred. 
Witness the burning off of lightning arrestor prongs and the 
burning in two of No. 12 wire. 

The third significant point is that a ground wire may be 
at zero potential for ordinary uses, but when a bolt of 
lightning is trying to find its way home the voltage is far. 
far removed from ground, even a few feet from the low end. 

Fmally, I can now ponder on what would have happened 
if any instruments, such as receiving sets, had been con- 
neetted to the antenna, or if there hadn’t been lightning ar¬ 
restors in good working order in the system. An it was, I 
missed a fire by the narrowest of margins. 

You can get some idea of the currents that flowed on the 
house side of the arrestors when 1 tell you that two small me¬ 
ters hooked into various pieces of apparatus on my desk 
W'pre wrecked although neither had any direct connection to 
the aerial. Further, the steel case of an oscilloscope, which 
was located about a foot from the ground wire, was suffi¬ 
ciently magnetized to give a permanent deflection to the 
beam of nearly an inch. 

All in all, I have come out of the experience with a pretty 
wholesome respect for a bolt of lightning and a determina¬ 
tion to be sure that things are “cut clear" when a thunder 
storm is in progress. . . . 

—Theodore CJarh 


Plea for I.7-Mc, DX 

2 Highland Ct., Far Rockaway, L. I. 

Editor, QST: 

... It seems to me, if I can recall F.C.C. regulations 
correctly, there is from 1715 kc, to ISOO kc. a band with 
great possibilities but no^ctivity. DX tests in past years 
have proved the possibilities of this band, but the lure of 
the higher frequencies has diverted the interests of many who 
may have operated here to the other bands. This leaves a 
nice empty space occupied only by a few Canadian ’phones. 
True, we cannot expect what wx* get on ten, twenty, or 
forty as far as consistency in DX goes, but we can, by in¬ 
creasing the activity in the right suction, have some real 
enjoyable and novel contacts for this band. 

Let me explain what I mean by “increasing activity in 
the right places.” Due to the fact that it is possible to work, 
from the east coast, consistently out to the middle west and 
as far as Morida, just after- sunset, with a few good signals 
operating night after, night scattered around the'country 


anyone would obtain some pleasure out of operating this 
band. As it is now. you have to wait hours and sometimes 
days before there is much activity simply because everybody 
thinks nothing is coming through w'hen actually there is no 
one operating. In other words, we need someone to make a 
start and this can be done by renewing interest in the baud. 
Just let some of those fellow’s up in Newfoundland, Mexico, 
Cuba, the VV^est indies or Bermuda (if their local regulations 
permit) put some good equipment on the 1.7,5-Mc. band 
with suitable antennas and I’ll wager that they will put 
swell signals in here. Don’t forget that with the band in its 
present condition w'e do not have to contend with QRM. 
Also, why not continue the DX tests that used to prove so 
interestii^ in years gone by? l^et some of those .European 
countries cook up interest and watch the way transatlantic 
reports will be exchanged as in days of old. . . . 

—Marvin Kronenberg 


W9 Calls 

W & J College, Washington, Pa. 

Editor, QKT: 

I’d like to see this query answ’ered in QST, 

After W9ZZ2 is reached will the F.C.C. start licenses 
with W9AAAA? 

—Raymond M, Bcll,"W8RFG 

Editoe’s Note. —No. 


Fighting Galoots 

Scottville, Mich. 

Editor, QST: 

I am a new ham. In fact I have only had my ticket about 
two months. I have worked several years to gain enough 
“wisdom" so I wouldn’t be too much of a lid when I w’cnt 
on the air. 

Before I got my ticket, the Handbook, the License Manual, 
and all the rest kept telling me what an unselfish and sw’ell 
himch of fellows were in amateur radio. So, I got my license. 

Yes. I got my license—and what do X find? 1 find a mess 
of fighting galoots, some who do not appreciate the advan¬ 
tage of a kilowatt, some who think the low-powered fellow 
the .scum of the crop, others who like nothing better than to 
yell about QRM, and so-called “rotten" sigs. 

Are we going to have 40,000 hams peacefully ragehewing 
or are we going to have this same number QRhIing our 
bands with fighting over who's who and what’s \vhat? I 
agree with W8.)RG—“It was here before a lot of you were 
in it and it is going to be here when you're making a feast 
for the worms." 

—Forest J. Pinkerton, W8QVL 


A Professional Comment 

P. O. Box 503, Drummondville, Que. 

Editor, QST: 

With reference to your editorial in the August number of 
QST, your second item regarding the transmission of the 
international code and the strai^tforward criticism you 
make regarding its awful mutilation by a large number of 
amateurs Is very opportune and, if I may say so, much 
delayed. 

Now why is it such, conditions exist? How on earth do 
these men ever pass their code examination? The reguia- 
tions must be very, very elastic and the examiners very lax 
and indifferent. 

Admitted there are stations being handled in a very 
exemplary manner, but these aie iu the minority. 

1 have considered going “on the air" for some time, but 
when I listen to the awful telegraphy on the amateur bands 
I wonder if it is worth the time and expense. 

Perhaps a little advice to those of you amateurs who 
{Continued on page (>^) 
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(Number Forty-five of a series) 


There are two commonly used methods of matching the 
impedance of a transmission line to that of an antenna 
system: the concentrated transformer network and the 
quarter-wav'e section. The latter is most popular in amateur 
installadons and is usually either a quarter-wave matching 
stub (in which the transmission line is tapped off some 
distance from one end) or a linear transformer, alias 
“Q-bar.” Of the two, the Q-bar type seems to be the most 
favored by wide usage. It is an extremely efl’ective and 
practical method, and kits of parts have long been avail¬ 
able from practically all dealers. 

Our own objection to the Q-bar system has been a mechanical one. Namely, 
that the coils of soft tubing and adjustable insulators supplied in the usual kit 
have been somewhat haywire. It is almost impossible to get the coiled tubing 
straight, and the feat is scarcely worth the trouble in any case since the tubing 
is not stiff enough to support its own weight and immediately kinks again. The 
adjustable insulators are likewise subject to involuntary adjustments. 

For our use at WIHRX, we decided to design a rigid, non-adjustable assem¬ 
bly. This has proved so entirely satisfactory that arrangements have been made 
to sell the parts commercially. Thus does history repeat itself, for the original 
disk-type neutralizing condensers too were first built as a private folly at 
WIHRX, using disks left as scrap when socket holes were punched in aluminum 
chassis. These have been widely copied, even to the use of a socket-sized disk. 

However, to get back to the Q-bar. The particular dimensions which we 
chose were designed to match 72 Ohms to 600 Ohms, or in other words titey 
matched a center-fed half-wave antenna to a feeder using No. 12 B&S wire and 
6-inch spreaders (such as National AA-3 spreaders). It obviously wiU not match 
other sizes of wire, etc., but in our experience it is a lot easier to buy No. 12 wire 
than it is to adjust an adjustable Q-bar. 

Once a system of fixed dimensions is decided on, it becomes very easy to build 
a rugged assembly. Stifi’, thin-walled, seamless duralumin tubing is made in 
exactly straight lengths up to fifty feet long, though for ease in shipping it usually 
is not handled in lengths more than fourteen feet long. Most radio dealers will 
carry some of this tubing in stock in the near future, together with fittings for 
splicing lengths of tubing end to end. 

The spacers become the simple Isolantite blocks pictured above. They are 
simply slipped over the duralumin tube to the position desired. To hold 
them in place, a small hole is drilled through the tubing opposite the 
small hole in the Isolantite block and a screw is driven home, holding both to¬ 
gether. Preferably this screw should be a 6 x 32 machine screw, which wiU 
require tapping the duralumin tube. A wood screw can be used however. 
Connections to the system can be conveniently made with ground clamps. 

James Millen 
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Approved radio 

PRECISION PRODUCTS 



YAXLEY 


Push-Button Switches 

We haven’t said much about 
them but you will find Yaxley 
Push-Button Switches in almost 
every station. They are ideal for 
meter shunt service, as well as 
for set analyzers, tube checkers 
and other test equipment. 

Mallory Push-Button Switehes 
have numerous outstanding 
features, such as: 

1. Accurate workmanship. 

2. Niekel-plated phosphor 
bronze springs. 

.S. Coin silver contacts. 

4. Heavy cadmium-plated 
frame. 

5. Self-wiping contact action. 

6. Hot tinned soldering lugs. 

Available in both locking and 
non-locking types with a large 
variety of spring contact arrange¬ 
ments. See Yaxley Push-Button 
Switches at your distributor’s. 

P. R. MALLORY & CO., Inc. 

INDIANAPOLIS INDIANA 

Cable Address—PELAAALLO 



Use 

MallorY 


APPROVED RADIO 
PRECISION PRODUCTS 


(Continued from page 60) 

“know" thecodebutcarmot*‘handle” it will not come amiss. 

In the many years that I have been reading very 
polite “digs" have often been made at the oommercials from 
the pens of your members, but if you chaps want to hear 
the code as it ought to be sent, listen to some of the com¬ 
mercials who take a pride in their sending. There are many 
“styles," but the delivery is good, sensible and readable. 
Readability is the first thing and speed the last. 

A few minutes ago I heard two “bugs" going at it hammer 
and tongs, and I marvel at the ability of these two to under¬ 
stand each other. Of course there is a *'bk*’ about every 
4th word, but what do they care—look at the speed! 

Now my suggestions are these. Forget the “bug" type of 
key for about five years; by that time you will have mas¬ 
tered the “straight" key. When I say "mastered" I mean 
mastered, not a mere burst at 20 w.p.m. for a couple of min¬ 
utes but, say, for an hour and with no erasures. Listen to a 
good commercial station. I don’t mean auto stations, but 
honest to goodness key punchers such as PCH, GKT, EAL, 
OLD and to your own two splendid stations WCC and WSC. 
Time is d imm ing my memory as to others but these will 
suffice. listen to their style and copy them. You will then 
be in a position to call yourselves Operators. You will say, 
“But they are commercials, we are amateurs." Don’t let 
that wony you, for imitation is the highest form of flattery 
and the commercials don't mind you copsdng them. , . . 

I think amateur operating is the ideal hobby. It can be 
done from one’s own fireside. It is instructive and enter- 
taiimg. The urge to get back on the air is very strong, but 
until I feel that I am not going to get a headache trying to 
decipher what someone sends to me when I tell him to 
“shoot" and he goes and “squirts" or another has to be 
told to “Please repeat all the dashes have received only the 
dote," I think I will get more satisfaction by continuing to 
be just another observer. 

—John K. Holland 


^'Our Hero's" Dilemma 

Bradner, Ohio 

Dere Eddy: 

I yam settin hr bitin mi fingernails and wishing I dared say 
sompin I dont dare say on acct of the mikes open an I dont 
Avant FCC hopin all over me fer braWn regulashuns. But 
I’m tellin ye sompins gotta be dun abt it. Hr wu* me a law 
abidin, peace lovin, brass pounder that wus havg a FB time 
chewin the rag on 80 4 40 and liken it. Then all of a sudden 
a weezel pops outa the board pile and landed rit on my op 
table. It scared me so bad I passd out a mmnut and wen I 
wok up 1 yad a new ham shak all dekd out and rite wber the 
majestik ole sides wiper used to set wus a bran new xtl 
mik, and tt wondr of wondrs the ole either chopper had ben 
all turned inside out an rit ther in front of mi eys wu» a 
full one tent kw on 160. I didden mine it 4 a while but its 
gitten undr mi hid. I never will forgive the guy wot tore 
up my cw rig and put this dude affair in its plase. I’m 
gettin homesik for tt beloved dah dit d^ dit an brothur U 
kin luk fer some mity lonesum CQs in cw. Ther is howevr 
anothur ant in the pant 4 sum gi haild me iothr da an ses 
Y don ya jin up wid t OPS. Ten i tole D guitt I wud an an 
now 1 dunno wot 2 do. So wil XJ pleze take it up wid the othr 
brainstormers and see wut can be dun. I woodden min but 
the QRm on 160 fone is so bad tonit tt I cannut even here a 
kw sig. Oh its turrible an £ got a hedake so wot will I dew? 
urs prespcctively 

—Poul R. Smith, WSFHB 

P.S.—I wan you shud no 2 tt thos fones call me Four 
Hungry Bachlors an now I cant get no YL. 


Ham Silencer 

2543 S. Avers Ave., Chicago, IlL 

Editor, QST: 

Well, here it is September, 1937, the second anniversary 
since you published my article, “Hormones vs. Restriction/' 
and the trend is still the same to the present day. 

The hams are still <arying about “High Power," “Flea 
(Continued on page 60 
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Inilialive - Resouicelulness —Coopeialion 
^ to advance the inleresis ^ 
oi the indusliy 


THEY'LL STAND 
THE OVERLOADS... 

Because of the Proven 
Superiority of the IRC 
Cement Coating 

A coating that withstands tem¬ 
peratures beyond 250° C. . . . 

... A coating that stands up 
under all kinds of moisture and 
humidity—even salt water 
immersion . . . 

... A coating applied to the re¬ 
sistor without the intense and 
ofttimes damaging heat which 
weakens the construction of old 
style wire wound resistors. 

That is the story behind the fa¬ 
mous IRC Transmitting Power 
Wire Wound Resistors with their 
exclusive IRC Cement Coating. 
That is why, throughout the 
world, you’ll find them specified 
for those exacting jobs where 
there MUST be no failure. 

Fixed and Adjustable ^ 
, it types for every 
' requirement 


INTERNATIONAL RESISTANCE COMPANY 

401 NORTH BROAD STREET. PHILADELPHIA. PA. 

Factories or Licensees in Canada. England, France, Germany, Italy, Denmark and Australia 

MAKERS OF RESISTANCE UNITS OF MORE TYPES, IN MORE SHAPES, FOR 
MORE APPLICATIONS THAN ANY OTHER MANUFACTURER IN THE WORLD 
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TIME PAYMENTS! BIGGER VALUES 


Everything You Need 
Always in Stock! 
No “Back-Orders!" 
Faster Service! 


ORDER NOW 

Easy terms on orders for parts, 
sets and tubes, $60.00 or mure. 
We have all the now amateur 
t>ets as soon as released by 
manufacturers, on our conven¬ 
ient 6% Credit Plan. No mat¬ 
ter what set you want, we can 
furnish it. All the standard 
makes In stock for Immediate 
delivery. Before you buy, 
WRITE Us. You'U SAVE 
MONEYl 


4-HOUR SERVICE! 

A!! Standard Sets 
and Parts Available 
on Time Payments. 
Buy Now.. Pay Later! 


ONLY A FEW OF THESE LEFT 

VERY SPECIAL and Oil Impregnated 

FILTER 

CONDENSERS 

T-iUcky purchase of 10,000 all well 
known makes enables us to offer aa- 
tomshing low prices. .All Guaranteed 
at rated voltages. Already sold down to 
limited supply and going fast. 

Order Now 

2 infd,, 2000 V. DC. x2H x IH. IH lbs.$1.50 

i mfd.. 1250 V. DC. 2H x 2H xLH. IH lbs. 1.25 

8 nifd., 2000 V. DC. S x 3 K x 3 ^. 2 *4 lbs. 2.75 

9 mid.. 3000 V. DC, 5 x 3 H x 11. 9 lbs. 7.25 

(Including 2W* Bakelite Standoffs) 

4.4 mfd.. 1500 V. DC, 3 x3H x \H. lbs. 1.75 


A COMPLETE STOCK OF ALL 
X'M’TING TUBES ALWAYS ON HAND 

^sewa^k SPECIALIZES in supplying. T ransmitting Tubes. A 
complete stock of ALL BRANITSi and ALL TYPES is always 
kept on hand. No matter what Tubes you want, you can get 
them from Newark, IMMECDIATELYI 

RCA i RAYTHEON I TAYLOR 


Type 

Net 

Price 

800 

$10.00 

801 

3.45 

802 

3.50 

805 

13.50 

806 

22 .00, 

807 

3.50 

808 

'I.IS 

838 

16.00 

954 

5.00 

955 

3.00 

956 

5.00 

806 

1.50 

906 

1.3.50 

91.3 

4.00 


Type 

Net 

Price 

RK20A 

$15.00 

RK23 

4.50 

RK35 

4.50 

RK37 

8.00 

RK38 

14.50 

RK39 

3.50 

RK47 

17.50 

RK48 

27.50 

RK49 

2,10 


EIMAC 


EIMAC 
CLOSE OUT 
New EIMAC 150T 
SPECIAL $18.50 


Gammatron 

! HK-354 24J0 

HK-254C 24.50 

UK-154 12.50 

AMPEREX 


I 


Other Lines Always Carried in Stock . . . 

A Complete Line of National Products 
New Aerovox Transmitting Condensers 
Complete Stock of Cardwell Condensers 
Full Stock of Barker-Williamson Coils 
The Complete New Johnson Line 


Six* 

Net 

Ihic* 


$3.88 

’x7"x74" 

7.64 

'x 7V4 X i" 

12.35 

'x6H"x8" 

11.17 

'x8"x8" 

13.67 



SENSATIONAL VALUES 
1938 “THORDARSONS” 

PLATE TRANSFORMERS 
for Amateurs 

Fully shielded — air cooled construction 
— tapped primaries -- porcelain 
terminals. 

DC. DC. Net 

Ne. Volts MA. Six* Ihice 

T-16POO. 500/600 200 3H''*4"x5'" $3.88 

T-16P01. 1000/1250 300 i 7" * 7 H" 7.64 
T-16P02. 1000/1250 sooek^'x 714 x i" 12.35 


FILAMENT TRANSFORMERS 

T-I 6 FO 8 — 2.5 volts C.T. 5.25 Amps. 

Insulation volt82,0U0.$.88 

T-16F09 —2.5 volts C.T. C# 10 Amps. 

Insulation volts 2,000.. .$1.03 

T-16FI0 — 2.5 volts C.T. 10 Amps. 

Instilation volts 7,500.$1.62 

T-16F11 — 5-25 volts C.T. (» 4 Amps. 

Insulation volts 2,000.$1.18 

T-16F12 — 5.25 volts C.T. ^ 13 Amps. 

Insulation volts 2,0UU.,. .$2.06 

T-16FI7 — 6.3 volts C.T. # 3 Amps. 

Insulation volts2,000,.... k-...- . . ..$1.03 
T-16FI3 — 7.5 volts C.T. m 4 Amps. 

insulation volts 2.000.$1.18 

T-161F14 — 7.5 volts C.T. 8 Amps. 

-AV •' I"/*-’* Open style suh or top 
r-l6H5 — 10 volts C.T. 4 Amps. nanel mountine-- 
insulation volts 2.000........... .$1.76 ?fs voU? 60 c/cle 

T-I6F16 — 10 volts C.r. ( 5 ^ 8 Amps. TirimariM 

Insulation volts 2,000. ...$2.35 Primaries. 



CHOKES—Input 


T-16C20 — 5-20h — 200 ma — 2000 v. 

Ins............$2.20 

T-I6C21 — .5-20h — 300 ma — 3000v. 

Ins.$2.94 

T-16G22 — S-20h — 500 ma — .3000 v. 
Ins...$5.29 

SMOOTHING 

T-16C25 — Uh — 200 ma — 2000 v. 

Ins.$2.20 

T-16G26 — i2h — 300 ma — 3000 v. 

1 ns. ....,.,.$2.94 

T-I6C27 — 12h — 500 ma — 3000 v. 
Ins..$5.39 



1938 Newark CataloR! Just off the 
Press. Hundreds of New Items! 
Blg.gcr Values! Lower Prices! Write 
for your copy NOW! 


NEWARK ELECTRIC COMPANY 

226 W. MADISON ST. D^pt.Q CHICAGO, ILL. 
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CROWN NEW CHAMPS! 

Championship won by latest NATIONAL NC SOX 
and NC SIX Communication Receivers! 


6 ay You Saw It in QST — It MentiSes Yon and Helps QST 


A FEW months ago these two NATIONAL receivers 
were unknown. Today they are considered to be the 
CHAMPIONS of the field by amateur owners everywhere. 
Their many amazing new features plus stability of signal 
and ease of operation are the sterling qualities which caused 
NEWARK to take pride in being the first NATIONAL 
FRANCHISED dealer to offer these CHAMPION SgQ.OO 
RECEIVERS at the sensational price of only (CsshPrice) 

“or — $18.00 down — $12.68 a month for six months or" 
$8.53 a month for nine months, or $6.44 a month for twelve 
months. (Complete with Tubes, Crystal Filter, 8" PM 
.Speaker Chassis.) 

Newark quick service and unexcelled time payment 
plan is known the world over. AVOID DELAY — Order 
these new receivers from NEWARK. Send for the free 
NEWARK PARTS CATALOG. 


Cash Down 6<Months 9-Months 12-Months 

Price Payment Payments Payments Payments 

NATIONAL NC'lOOXf Complete with tubes, crystal and 
speaker in cabinet. 

_ ^14 7.60 $27.60 ^I.IO_^4.21 ^.0.80 

NATIONAL NOIOO, Complete with tubes and speaker in 
cabinet 

|125.10_$2 0.10 $18.5 8 $12.50 $9.47 

national NC-loiX, Complete with tubes, crystal and 
speaker in cabinet 

$129.00 $24.00 $18.58 $12.50 $9.47 

national HROTwithtd^^raiid coils. 

_$ 179.70. $ 29.70_$ 26.14 $17 .67 $13.45 

national HRO, With tubes, coils and power supply. 

_ $195.60_$35. 60 $27.84 $18.83 $14.33 


Other National Champion Re¬ 
ceivers Available On Time 


NEWARK ELECTRIC COMPANY 

226 W. MADISON ST. Depi.Q CHICAGO, ILL. 


































NOW THAT CONVENTfONS 
ARE OVER 




AND WE ARE THROUGH WORRYING whether 
we're one of those unfortunates who go home empty 
handed — or one of the “lucky” bunch who gets some 
prize we don't need — let's .settle down and see whether 
we can get a little more out of our rig than the other 
fellow claimed he got. Of course this may require some 
new equipment and that hurts, but “Old Doc LEEDS” 
prices wili sure ease the pain. 

RAYTHEON BEAM Power Tubes 

Less than two watts will drive them 

RK-47. 100 watt output. Net.$17.50 

RK.-48. 230 vvatt output. Net. 27.50 

Raytheon improved Pentode RK-20A. No neutraliza¬ 
tion required. 0.9 watt excitation required; 80 watt 
class “C” power output. Net.$15.00 

CARDWELL CONDENSERS 

Now with (t.E. Mycalex as standard insulation on all 
type “T” — “X” and midway condensers 
XG-lld KD. 110-110 nifds. 6000 v. for p.p. tanks $10.58 
MT-150-GS midway 16-150 mids. 3000 v. peak 3,53 
NA-6 NS — H.F. neutralizer for low capacity tubes 

4-6 mfds.......$2.12 

We carry a complete stock of CARDWELL condensers 

“ LEEDS LD-5 CRYSTALS 

Mounted in metal holder to fit standard 5 prong socket, 
cut to your specified frequency, at no extra cost, in 
the 40-80 and 160 meter bands. Uncondition-A« 
ally guaranteed. Net..93.50 


The New TAYLOR 
T-125 low C —low 
impedance 400 watts. 

.$13.50 


The improved RCA 807; 
higher ratings, 600 v. 
class C telegraph $3.50 


LEEDS CONDENSERS 

Oil impregnated: Non Inductive: Hermetically 
sealed 

2 mfd. 1000 V. Net. .$1.50 4 mfd. 2000 v. Net. .$4.65 
4 mfd. 1000 V. Net.. 2.00 1 mfd. 3000 v. Net.. 2.50 

t mfd. 2000 V. Net.. 2.45 2 mfd. 3000 v. Net.. 4.95 

Unconditionally guaranteed. 

LEEDS TRANSFORMERS 

COMPLETELY SHIELDED — HIGH VOLTAGE 
l.SOO-1000-1250 each side C.T. at 300 ma. Net.. $6.75 
2500-2000-1500 each side C.T. at 300 ma. Net.. 10.95 
500-425 each side C.T. at 250 ma. 5 v. at 3 amp; 2-6.3 

V. at 3 amp...$2.95 

2.S V. C.T. at 10 amps; 5000 v. insulation for 2-866 
tubes.. .$1.65 

LEEDS SHIELDED CHOKES 

to match the above transformers. 

20 H. 200 MA 115 ohm $1.45 5/25 H. 200 MA US ohm 

20 11. 300 MA 95 ohm 2.85 5/25 H. 300 MA 95 ohm 

20 H. 400 MA 85 ohm 3.45 5 /25 H. 400 MA 85 ohm 

20H. 550MA 55 ohm 4.95 5/25 H. 550 MA 55 ohm 


lE^ 


45 Vesey Street 
New York City 


l—OK.Monwcf^eUMO-> 

LEADS THE FIELD 

World Wide Service to Amateurs 


T«I. COrtlandt7-S61S 
Cable Address: "RADLEEDS" 


(Continued from page &M) 

Power/* “More Bands,’* “Xjids,'* “160 Band For Class A 
Operators.” and ever on in this manner. 

After surveying the correspondence sections of QSr in 
regard to the above subject, 1 have drawn the following 
conclusion: 

The amateurs (those who are in the above-mentioned 
categories) are working on the principle of the noise silencer. 
In the noise silencer, the noise kills itself out. The more 
noise, the bigger the killing, with the end result that you 
have nothing. Thus: The ^ms are making so much noise 
(introspectively, in their own hobby) that they will some 
day kill themselves out with the end result that none of us 
will have the good old hobby of ham radio. . . . 

—■(Dr.) Emil S. Burger, WBCnri 


Adding Ideas to Ham Radio 

F. 0. Box 600, Madera, Calif. 

Editor. QST: 

. , . I’m another guy who has been silent a long time and 
am now ready to say my piece. I don’t know but what I 
agree nearly 100 % with WORQS’s letter in September QsST. 
In my business [ranchingl I have the opportunity to make 
non-ham acquaintances from all over the country. Cattle 
buyers travel considerably and come here from many differ¬ 
ent states. A number of them have seen my shack. They 
all have complaints about our amateur stations. “What 
good are they?” “What are they talking about?” “Howcome 
the govexiunent doesn’t do something about it?” Those 
are the kind of questions they ask me about it. 

Why should hams spend so much time in QSO’s where 
nothing is said but “Ur sig rst 570 hr om hi hi wl gess nm 
hr so 73’*? What good does that do for anybody? When 
this is carried on on ’phone, what is the public going to 
think about us? As for the technical side, anyone can ex¬ 
periment with circuits and construction with dummy an¬ 
tennas and accomplish just as much as if they try experi¬ 
ments on the air. Electrical engineers are constantly doing 
research far beyond the average ham. When something is 
developed off the air, it could be tested and proven on the 
air while doing something useful such as handling traffic. I 
see no reason why a ham should have college education to 
get his license. Such things as a T report on your signal can 
be found by listening on a simple monitor. Why clutter the 
air up asking a fellow “QRK" and when hesa.y8“ilST597x/’ 
sa>dng, “QRX while I see if I can improve my note," fol¬ 
lowed by holding the key down and making QRM all the 
time you are retuning or testing your outfit. If your note 
isn't T9, you should know it before you get on the air by 
listening to your monitor when using a dummy antenna. 
If it isn’t T9 you shouldn’t be on the air—it is against the 
law. 

W9RQS’b letter exposed the asinine, silly activities of 
hams so I won’t list any more here. They are like a bunch of 
little kids playing in the mud, making mud pies. Their 
“RST 559 hr wl qru” transmissions and their continual re¬ 
building, staying up all night, fussing with deep theory is 
c<»tmg them money, not helping anyone but manufac¬ 
turers, and giving the public a bad opinion. Let them build 
their big rigs, 8.S. Supers, etc. I’ve got a pair of 46'a in 
push-puil with 45 watts input and a S-tube receiver of the 
t.r.f. type. My antenna is just a straight wire 132 feet long, 
15 feet high, and runs through trees, power lines, telephone 
wire, and near buHdings. With my station I have got S9 
reports in Asia, Australia, Africa, and aU over the Ameri¬ 
cas, have worked WAC on 40 meters and twice on 20, have 
kept skeds wrth KA, K6, K7 and handled traffic with them 
successfully over a long period of time, and I have only 
changed my rig once in over 3 years. Let them have their 
k.w. inputs, and let them build their big masts and fuss 
with their transmitters. 

1 would like to see amateur radio work towards mtema- 
tional peace, emergency relief, traffic handling, and world 
wide friendsffip—and they could do it, too. A few are doing 
it now, but I never have been able to make friends with a DX 
station because they won’t talk about anything except QSL 
and QRU and theory. I haven’t been able to make many 
real friends in this country, because all they will talk about 
is RST, DX they worked, their xmtr or revr, and QRU. 
Usually they want to QRT as soon as they are contacted. 
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For the 40-METER BAND 
35% MORE POWER' 


Here is another outstanding develop¬ 
ment by Bliley-a mounted 40-meter 
crystal that is really superior. All 
time-worn ideas concerning crystal 
design were thrown aside in the de¬ 
sign of this new dependable 40- 
meter crystal. 

The B5 unit for 40 meters is a 
better crystal *safe- 
ly carrying 33 A 


more current than 
the popular Bliley 
LD2 40-meter unit 
which it now re¬ 
places at no in¬ 
crease in cost. 
Compare the per¬ 
formance of this 
new crystal unit— 
your distributor 
has them in stock 
for $4.80. 


TVPE BC3.*3.35 

40-80 METER BANDS 

TVPE LD2.*4.80 

80-160 METER BANDS 

TYPE B5.*4.80 

40 MHER BAND 

TYPE HF2 .... *5.75 

10-20 METER BANDS 

TYPE B5.*7.50 

20 METER BAND 

TYPE VF1 . . . . *7.50 


80 METERS VARIABLE FREQ. 


For the 20-METER BAND 
NEW LOW drift 


Bhiey. the pioneer in the development 
of high frequency quartz crystals, now 
brings new standards to 20-meter 
crystal control with the B5 20-meter 
crystal unit. This crystal has a drift 
of less than 4 cycles/MC.AC. and pos¬ 
sesses a high activity. It can be used 
in conventional crystal oscillator 
circuits and is directly interchange- 
able with the lower 
priced, medium 
IMHIiBHi drift Bliley HF2 

20-meter unit. 

IDS ' TheBSunitisavail- 

gQ the complete 

ids' range from 14.0 to 

. *4.80 ^S'OMC.ifor use in 

) the 20-meter band 

. *5.75 for multiplying 

fo 10 and S meters 
^ . *7.50 —your distributor 

„ fias them in stock 

rero for $7.50. 


BLILEY CRYSTAL UNITS 
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The club in general certainly enjoyed the Held Day and 
Traffic skeds are hard to get too, considering the number 
of hams on the air. ... 

Sure, some guy is going to have a letter in next month's 
QST saying I overlooked the great action of the amateurs in 
the flood relief, the great amount of traffic handled, and 
other accomplishments. You can't kid me. I listen on all 
the bands and, out of hundreds of signals on the air, a few 
are doing something useful or something sensible, while the 
others are all foolishness. Ragchews are OK if ideas are 
exchanged and friendships are made, and if they are sensi¬ 
ble ragchewB, not just “hi hi" and “73” and “QRU." Ex¬ 
perimenting has its place too, if it isn’t “QRX while I 
change a gadget in my set," followed by holding a key 
down for 6 minutes, or saying "123456789" in the mike or 
whistling on a ’phone station. 

I’d like to have a sked with some guy in a foreign country 
every day and talk about things other than radio part of the 
time. In that way intemation^ friendship would be boosted 
and likelihood of war redticed. Both me and the other fellow 
would learn something from each other about the other 
country. Ideas would be exchanged. Also, performance of 
apparatus could be checked over a long period of time, day 
after day, season after season. Ideas on radio would add to 
each other’s knowledge some and become a good thing too, 
if not made the sole topic of discussion. But no, they all 
just want to say “Ur sigs rst blah blah wl qru 73 CUL sk 
cq cq cq dx de—etc." Where does that get anybody? . . . 
Talk ing won’t do any good. I’d like to see somebody do 
something about it. No regulations, but conscientious effort 
on the part of all hams. Let’s hear some ideas to kill the old 
“wl QRU hr 73” boloney. 

—Keith C. DauUon, W6EPQ 


Field Day Results 

{CorUinutd from page 14) 

^though we did not score very high, that is of secondary 
importance compared to the kilowatts of fun we derived. 
—BttUe Amateur Radio Club, W7GDB-7. 

We used a 63, 802 rig running 8 watts input on 'phone and 
15 watts on c.w. Power was from an a.c. generator run from 
the car fan belt. And what a gas bill! We were located on 
Saddle Peak Road up in the Malibu Mts.— 

W6NSC, WeOKL. 

We set up at Hilltown, Iowa, on the highest hill we could 
find. In the wee hours of the morning had to move the rig 
Inside the truck due to a heavy dew. Transmitter; 12A 
crystal, 41 amp., 315 volts B batteries.— WOTWW. 

Transmitter was 6L6, e.c. or c.c. Receiver, t.r.f. firing 6 
volt tubes. 56 Me. rig: 6A6 and 6L6 mod. Of 72 QSO’s, 33 
were with other portables,— WSFRB, WSEHW, WSFQZ, 
WSGAC. 

W6HJT-6 was located on the side of a mountain neat 
Wildwood, Calif. The antennas were a vertical 66 foot Zepp 
and a 132 foot end fed wound around trees. Operation was 
on 7,14 and 3.5 Me,—W6HJT, W6TES, W6JPE. 

We learned a great deal on our field day test. Most impor¬ 
tant points are (1) keep equipment in convenient units, 
ej^ily carried and using plug-in connections; (2) necessity 
for rapid band changing; (3) proved to our sati^action that 
110 volt 60 cycle a.c. makes beat emergency power supply. 
—W8FBC, W8JNJ, W8LEV. 

The rig was set up on top of a mountwn about 4H niiles 
south of Ola, Ark. The transmitter was a 71A TNT osc. and 
a pair of 71 A’b in parallel as amp. Power supply consisted 
of four B batteries and car battery. Receiver used 32, 82 
md3Z.—W6FJB-6. 

This surely was a popular field day, at least in this section, 
and we’re looking forward to the next.— W6GEZ, W6JRZ, 
We operated W6UF-6 from Copernicus Peak. It goes up 
at an angle of 45 degrees and the distance from our cars 
to the “lookout" was about 400 feet by the traiL We hauled 
by the "sweat of our brow" nine storage batteries, twelve 
heavy duty B batteries, gas engine, HRO receiver, Sargent 
receiver, 'phone transmitter for 3,9 and 1.75 Me., 'phone 
transmitter for 28 Me., 66 Me. transmitter and receiver, 
tubes, speakers, tools, junk, blankets, food, gas stove, 
antennas. etc.I— W6CEO, W6CHE, W6LUS, W6UF. 

The second day of operation at the (IJonnecticut location 
revealed the 244th Field Artillery, New York Nat’l Guard, 
testing in the neighborhood of 66 Me. A call and QSO 
brought to ElC’s location one Army radio truck, one car 
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card’s “"“‘'I®'Sr M'""®' 

flid"*. 1937. BurgM* 

- - ^“i'i'.ries'we;. used. 

iS Up-to-Date 
As the Newest Idea 

Burgess Portable Power 

New ideas may come and go. But there remains an 
unfailing source of dependable portable power— 
Burgess Batteries. 

In this ease, it’s a radically new type of strato¬ 
sphere balloon. In another, it may be revolutionary 
communication systems, television, or exploration 
techniques. Whatever the requirements, they have 
usually been anticipated by Burgess. 

Burgess is an old name in this ever progressing 
scientific world—kept young and virile by constant 
development—unfaltering research. 

Burgess Battery Company 
Freeport, Illinois 



BURGESS 
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r for K.9 and 1.75 Me., nhone 


Say ... • 

RADIO AMATEUR# 

Remember the time you were ready 
to put up that new Radio Tower? 



You could not do it by yourself — 
Your iirst turn for help was to your 
Fellow Radio Amateiu’s — They 
were glad to give you a lift — To¬ 
gether you raised the tower, and had 
a good time doing it. 

YOUR MEMBERSBDDP 
IN 

YOUR A.R.R.L. helps raise the 
towers of AMATEUR RADIO 

THE BOARD OF DIRECTORS 
A.R.R.L. 


and one field set. They very kindly cooperated in construct¬ 
ing a 14 Me. antenna, using the Army portable antenna 
masts.— WiEXC-i. 

Our antenna mast was made from three clothes props and 
“C” clamps. It worked out very FB.— W80PX-8. 

The rig was set up in a tent on a small mountain about five 
miles from our home station in Nutley, N. J.— WIDENS. 

From 8:30 p.m. Saturday to about 3:00 a.m. Sunday a 
terrific electrical storm raged, causing the lean-to shack 
in which w'e were operating to leak like a worn-out sieve. 
Lightning struck a giant oak about a hundred feet from the 
shack and split it to pieces.— W9\V GF-P. 

The location was in a “little red school house” built back 
in the early ISOO's. It sure was swell, on the side of the 
Watchung mountains.— WSSGLH-^^ 

We were located in a house trailer on top of a hill 7^ 
miles northwest of Pmedale, Wyo., approximately 110 
miles from a railroad. The only sign of civilixstion was the 
highway to YeUowstone Park.— \V7EMQ-7, 

For antenna supports we used our portable transmitters 
towers, which ai'e composed of three sections of 2 s 2 bolted 
together, about twelve foot lengths so can carry on car. 
— W5SP‘5. 


Field Day Participation 


Clvb Sia lion __ QBOt Bcor t * 

W9AIU-9 Egyptian Radio Club 1. 2(H-A 2268 

W3QV-3 York Road Radio Club*.. 156-A 1917 

W2DUA-2 Northern Nassau Wireless Associa¬ 
tion*. 154-A 1791 

W8ICS^ South Cleveland Radio Club L ... 130-A .1638 

W8NCD-8 Charleston Amatetir Radio Club*. 125-AB 1584 

W8QLU-8 Ithaca Mike and Key Club*.114-A 1584 

W6NOI-6 Glendale Amateur i^dio Society * 121-AB 1548 

W9CA-9 The Northwest Amateur Radio 

Club*. 131-AB 1515 

YESEIM Hamilton Amateur Radio Club*.. 113-A 1341 

W9FUZ-9 St, Paul Radio Club w. 94-AB 1256 rt 

W4CDC-4 ChattanoogaAmateurRadioClub“ IIS-A 1125 
W3GAG-3 Philadelphia Wireless Association 

Radio Clubi*... 81-A 1071 

W9AWC-9 SedaHa Radio Chib M. 72-A 1054 

W3BGD-3 Beacon Radio Amateurs . 74-A 1044 

W8PX-8 The South Hills Brasspounders and 

Modulators .. 99-A 990 

W61VG-6 United Radio Amateur Club w... 8.3-A 951 

W4DJP-4 Chattahoochee Radio Club . 72-A 945 

W6KX-6 Los Angeles Amateur Radio Club 177-AC 907 rt 

W8AVH-8 The Westlake Amateur Radio 

Clubw.... 75-A 900 

W8NQW-8 Utica Amateur Radio Club». 64-A 882 

W3GKI-2 Tri-State Radio Club«.. 62-A 846 

W8MDU-8 The Cambridge Radio Club**.... 72-A 846 

mAJy FYontier Radio Club**........... 97-AB 840 

W6GJP-6 Burbank Radio Club**.. 62-A 819 

W3BKQ-3 Chester Radio Club**. 60-A 801 

W8MLV-8 Aerial Radio Club**. 58-A 801 

W4NC-4 Winston-Salem Amateur Radio 

Clublnc.*?.. 97-A 762 

W9SUJ-9 The Hot Stove Radio Club**. 78-A 747 

W8DSO-8 Amateur Transmitter’s Association 

of Western Pa.**. r>6-A 738 

W4EOS-4 Jax Radio Club«. 44-A 639 

W9NGG-9 Starved Rock Radio Club”...... 67-A 624 

W8MCL-8 Bluefield Amateur Radio Club**.. 74-B 818 

W6NBH-6 Palomar Amateur Radio Club**.. 50-A 600 

W9YKK-9 The Monument City Radio Club** 55-A 585 

W6EGK-5 Monroe Amateur Radio Club**... 69-A 567 

W6NXV-6 Orange County Amateur Radio 

Club**. 74-B 546 

W6MGJ-6 Helix Amateur Radio Club*’. 71-B 540 

W9ADJ-9 Black Hills Amateur Radio Club ** 46-A 613 

W8MQX-8 Kenmore Buffalo and Tonawanda 

RadioCIub».. 33-A 465 

W9JNU-9 Northern Wisconsin Radio Club 52-B 438 

W9LWB-9 FeoriaAmateurRadioAssociation^i 25-A 432 

W4CFD-4 Southside Amateur Radio Associa¬ 
tion**...... 2e-A 414 

W9VTB-9 Central Colorado Radio Associa¬ 
tion**. 27.A 378 

W9PAT-9 Minneapolis Radio Club**. 30-AC 351 

W90KY-9 Pike’s Pe^ Amateur Radio Asso- 

dation**... 39-A 351 
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AjCL6cA.^iecl CLiStcrnveA. 
and. CL c/iAdiati&jjied 


says 



The smooth Centralah Con¬ 
trol offers maximum resistor 
length for case diameter . . « 
close uniformity between 
resistors • . . accurate tapers 
. . . uniform current distri¬ 
bution ... better power dis¬ 
sipation and longer life. 


Mr. (xeorge Rohr of 67 Thorne St., Jersey 
City, N. J. hands us the above bouquet along 
with some other very flattering statements in a 
recent letter! Thanks Mr. Rohr . . . thousands 
of other servicemen feel the same way about 
Centralah. 

In fact, set manufacturers and experimenters 
as well as servicemen have for years shown 
their preference for Centralah . . . and they 
have said it with generous orders. We suggest, 
you too specify CENTRALAB. 

Cen^alab 

DIV. OF GLOBE-UNION INC., MILWAUKEE, WISC. 


Canterbury Rd., Kilboum 
London N.W. England 


118 Avenue^edru-Rollin 
Paris 
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TBMS O^-APJPBOVAL COUPON 
McGraw-Hill BooIk. Co., Inc. 

£130 W. 42nd St., New York, N. ¥. 

Send me Radio Engineering Library, 5 vola., for 10 
days’ examination on approv^ In 10 days I will send 
$2.50, plus few cents postage, and $3.00 monthly till 
$23.50 is paid, or return books postpaid. (We jpay 
postage on orders acxrompanied by remittance of mst 
mstallment.) 


City and State. 


I Company..... QST~iUS7 J 

J (Books sent on approval in U. S. and Canada only.) | 

7? Bay You i3aw It in 4?jSr — It 


NOW 

this high-powered radio 
engineering tibrarg 

sent to you for 10 days’ trial — 
at a special price and terms 

These books cover circuit phenomena, tube theory, 
networks, metisurements, and other subjects — give 
specialized treatment of all fields of practical design 
and application. They are books of recognized position 
in the literature — books you will refer to and be re¬ 
ferred to often. If you are a researcher or experimenter 

— if your interest in radio is deep-set and based on a 
real desire to go further in this field — you want these 
books for the help they give in hundreds of problems 
throughout the whole field of radio engineering. 

RADIO ENGINEERING 
EIRRARY 

— especially selected by radio specialists of 
McGraw-Hill publications 

— to give most complete, dependable coverage of 
facts needed by all whose fields are grounded on 
radio fundamentals 

For home-study and reference. Contains a revised 
selection of books culled from latest McGraw-Hill 
publications in the radio field. 

5 volumes^ 3064 pp., 2000 lUostrations 

1. Glasgow’s PRINCIPLES OF RADIO ENGI¬ 

NEERING 

2. Terman’s MEASUREMENTS IN RADIO EN- 

GINEERING 

3. Chaffee’s THEORY OF THERMIONIC VAC¬ 

UUM TUBES 

4. Himd’s PHENOMENA IN HIGH-FREQUENCY 

SYSTEMS 

5. Kenney's RADIO ENGINEERING HANDBOOK 

Special Low Price and Easy Terms 

Bought singly, the five volumes comprising this library 
would cost you $25.00. Under this offer you save $1.50 
and, in addition, have the privilege of paying in easy 
Installments beginning with $2.50, 10 days after receipt 
of the books, and $3.00 monthly thereafter. Take ad¬ 
vantage of these convenient terms to add them to your 
library now. 


W9FEO-9 

Wausau Radio Operator’s Club^. 

44-A 

342 

W3AIE-3 

Trenton Radio Society . 

17-A 

316 

W4EQK-4 

The Clearwater Radio Club*®.... 

76-C 

282 

W8LTf-8 

The Newark Amateur Radio 
Club«... 

19-A 

279 

W4DIIG-4 

Tampa Radio Club “... 

31-A 

268 T 

W8A(3-8 

Medina County Radio Club"... 

S3-B 

264 

ff4BSJ-4 

West Horida Shortwave Club®*.. 

5«-C 

264 

W4CBE-4 

Birmingham Amateur Radio Chib 

47-ABO 

224 T 

WlIQH-l 

Merrimack Valley Amateur Radio 
Club®*. 

73-0 

214 T 

VE4AAA 

Saskatoon Amateur Radio Club®*. 

27-B 

198 

VEIDC 

Moncton Amateur Radio Club**.. 

84-B 

188 Rt 

VE2C0 

Montreal Amateur Radio Club *7. 

30-A 

180 T 

W9SZU-9 

Goshen Amateur Radio Club ®«... 

38-A 

171 tT 


* The *‘power classification" used in computing the score 
is indicated by A, B, or O after the number of QSOs shown. 
A indicates power up to and including 20 watts (multiplier 
of 3); B indicates power over 20 up to and including 60 watts 
(multiplier of 2); C indicates over 60 watts (multiplier of 1). 
More than one letter means that at different times different 
power inputs feU within different classifications. An R or T 
after the score indicates that receiver or transmitter were 
supplied from the public mains; no indication after scores 
where work was entirely independent of mains, r or t is used 
where only part of operation used mains supply. 

Club opercaoTs: 1W9BPN, WODJQ, W9DZD. W9EKY, 
W9KEH, W&KJ3J, W9NDB. W90WD, W9PXN, W9BCQ, 
W9UXA. * W3AJP, W3AKB, WSALB, WSBWQ, W3BYS, 
W3DGC, W3DPU, W3JBDC, W3EEt^ W3EHZ, W3B8H, 
W3ETM. W3EWO, W3PBJ. W3DMF, W3PFL, W3FZQ, 
W3GBY, W3GUB. W3QV. W3ERP. * W2DUA. W2BWC, 
W2AHC, W2PMC, W^JA, W2AZS, W2EJV. W2AII/, 
W2GZ^W2AYJ, W2HQX W2HAy, W2HYJ, W2AOL. 
♦W8COT. W8CMB, W8IC8. WSIKP, W8KZX, W8LEM, 
W81LXB, W8LZC, W8MXI. W8NIC, W8NZI, W8NZD, 
W80PQ, W80Y8, WSOZI, W8QHH. »W8ATT. W8NLT, 
W8CHM, W8PUA, WSBKI. W8NCD. •W8ADM, WlACD, 
W8EO^ W8PPY, W8QJT. W8MBK. W8NEI. WSJBB, 
W8MBW. Leon Meacham. ’WftKQ. W6FT.W6 d6p.W 6UP, 
W6ABIL W6GFK. W6HCN, W6NCS. W6JXK, W6KBB. 
» W9rWQ. W9CA. W9RJS. WOTLQ, W9TGB, W9WOK. 

W9TBP. »VE3GZ, VE3KM, VE3IA, VESMZ, VE3ADS. 
»®W9JIE, W9IBD. W9ZOV, W9RYJ. W9GIB. W90ltA, 
W9FUZ. “W4CD6. W4WZ, W4DIJ, W4DUS. W4CBA. 
W5CPSy4^4DVK. W4PL..» W30AQ, W3BYB, W8DVY, 
W3GHU, VSEXQ, WSGCM, W3DJR W3DVO, W3BFH, 
WSFYG, W3GYK WSBUM. » W9EM;B, W9BTD, W9PVW, 
W9AWC. W9SHW, W9AZU «W3ATR, W3BQD. W3CNP, 
W3CMW. WSDYI.^ W3EER. W3ETA, W3FLY. W8JAX, 
W8AIO, W8CKO, W80KF, W8JDO, W8PX. “W6IZT, 
W6EBT. W6MDX, W6HCF, W6IVO. ” W40YC, W4CCJ, 
W4EOI, W4ADA. W4ECZ. W4DDQ, W4EMC, W4VX, 
W4EPA. WW3DS5, W6HDh, W60JX,, W6000, WCODS, 
W60EE. W60NK W6LPR, W6KSY, W6MQM. W6tAH, 
W6GXM, W6IDW, W6JLT. ^WSGUt. WSATO, W8LXQ 
WSIAG, W8LVH. W8MOK, WSBCR^ W8BXC, W8BRB. 
W8NYK W8MO:^ W8MWO, W8BON. »• W8NQW, W2HUY. 
« W2GXM, WSMl^UiWSAC, Herb C31ark. W8VP. W8DVX, 
W8KWN. W8FNN, WSOXC, W8MDU. »VE3MY. VE3ZV, 
VE3ABY, VB3WA VE3ZO, VE3AHL, VE3KD, VE3AHK. 
« W6GJP, W60PK, W6KQO, W6MZL7w6CMN. « W3DQM. 
W3CWQ. W3BIL. W3ADF, W3ATK. «W8LBH, W8KYP, 
W8JTI. W8NHJ. «W4CTh W4NO. WW9SU3. W9MIR, 
W9RZU. W90RO. W9RDD, W9RDS, Gus and Ed. *» WSOUG, 
W8UK, W8CFR. W8AVY. WSBSO, W8FJ, Bam Nlckbasy 
and Sam Welsslnger. W4EOS, W4EOE, W4EEM. W4DIQ, 
W4CRZ. «W9TAY. W9MKS, WQTLC, W9DBO, W9LNI, 
W90XA, W9NGG, W9NIU. « W3AAP, W8EWM, WSHUK. 
W8KC^ W8MCL. W8MCR, W8NAU, WSgPZ. »* W6EPM, 
W6 NNH . W6BKZ. W6EGP. “ W9WOH, W^CK, W9EJ»N, 
W9WHM. W9FVI, W9MVK, W9MDU. »W6SI. W6lb, 
W5WG. W6DX1.. W5BDJ, W5PRF, WSFVIJ, W6FJW, 
W6EGB:. ••W6BAM. W6BPE, W6IBN, W6JGG, W6LDJ. 
WeijaN, W6LVB, W6LYM, W6MNy, W6NSA, W60VO, 
W6I^. »» W6KVi^iW6MMV. W6EPW, W60AN, WdlSUL, 
wer^, W6NBJ. W6QNP, W6JRM, WgANU, W6UYY, 
W6CNB, W6BZB. W6FFT. W6NQV. WUUam West. ** W9ADJ, 
W9CJ C. W 9TZJ. W9UAV, W9YJX. W9YKY, W9YOB, 
” W8NWH, W8MFB, W8P^, W8MQX, W8CL, “ W9LEC. 
W9DIT. A^reSZI. VTOJNU, W9YCV, W9EOX. W90KS, 
W9DNB, W9ARJ, W98 VQ, W9ARJ. W9HM:X. W9D2B. 
« W9GKW. W9DQH, WQjfe. W9RSJ, W9FEU, W9MDF, 
W9LWB. aW4AAB, W4DQT, W4CFD. W4BBR. W4DJT, 
W4C8^ W4EJK. «W9RHF, W9PK^ W9SNB, W9WHK. 
W90KH, W9ZOD, W9ZM]^ W9TWT. W9Cma W9VTB, 
W9ECY. W90KH. W9TAT, W9PAT, W9^^, W9VSE, 
W9T]^, W9ITQ. «W9EHC}, W9HDU, W9UEK, WOYLT, 
W9ZCX, W9ZFM. « W9LBB. W9CFT, W9PRM. W9LWX, 
W9FEO. «W3AIR, W3AMP. W3ENZ, W3AXQ, W3GCU, 
W3EEQ, W3FNN, W3FBT. W3EDP, W3EUQ, W3GHK, 
WSBYW, W3GOE, Bay Simmouds. “W4AKA, W4COB, 
W4EEP, W4EHX, WIHQQ (WIOXQY), Dutch Hynlng, 
Mack Haroer, Joe Dean. «W8ALG. W8FIJ. W8MQD. 
W8CBN. WSQVZ, WSUTI. W4AZF, W4AKJ, W4AJX, 
W4BNRt W4Di0&, W4DVO, W4ECJ, W4EJT, W4EFC, 
W4EFK, W4EGL, W4BUF, W4FxEH, W4DIN. «W8AQ, 
W80AV. W8KOA. WSKNF, W8GMI. W8DXB, W8EM 
** W4B8J, W4ACB, W4CJE, John Whethington, Bob BuntlL 
«W4ETA, W4E8iv. W4APU, W4EBB, W4ECI. W4DGS. 
MWIBEP, WIIQH, WIJID, WlABG. »VE4PQ. VE4QZ. 
«• VBIDC, VEIEV, VeILP, VEIGI, VEICX, VEIJU, VEIIJ, 
VEIFF, VEIGS, VEIBB, VEIKS. VEINB, Charles Caotes, 
« VE2CO, VE2CX, VE2HP. « W9SZU (Operators not listed). 
6 » WSK-rc (Operators not listed).« WIGt>3, W7FB8, W7FXF, 
WTFHF, W7BI. 
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==" 200PRIZES 
WORTH $1,300! 


Offered FREE in Easy Contest! 




Just tell us in your own way what you think 
of RCA Tubes! Nothing for you to buy! 

HERPS ALL YOU DO TO ENTER! 


(1) Get contest entry form and 
letter of instructions from your 
nearest distributor of RCA trans¬ 
mitting tubes. 

(2) Fill out entry form. Then 
write a letter (500 words or less) 
telling (a)" Why I use RCATubes 
in My Transmitter”, or (b) "Why 
I Don’t Use RCA Tubes in My 


Transmitter”, A duplicate set of 
prizes will be awarded on each 
subject. You have an equal 
chance to win a prize whether 
you use RCA Tubes or not. 

(3) Mail entry form together 
withletterto RCA at the address 
below. Envelopes will be pro¬ 
vided. No postage required. 


Contest Closes December 15, 1937 

All entries must be post-marked 
not later than that date! 

Prizes will be awarded as quickly as contest judges 
determine winners. Contest open only to licensed 
amateurs in continental United States. Employees 
of the RCA Manufacturing Company, Inc., are 
not eligible. Judges’ decisions will ne final. 

Here’s a great chance for you to win valuable apparatus 
for your station! It’s an easy contest—doesn’t cost a cent 
to enter. There’s nothing for you to buy—no box tops or 
labels to send in. We even pay the postage! 

RCA is offering 200 prizes—worth $1,300—because 
RCA is always looking ahead, always planning products 
that will further the enjoyment and widen the scope of 
amateur radio. From your contest answers will come 
ideas. They will enable RCA to make products even more 
suited to your requirements. They will help RCA create 
tubes to step up the performance, increase the pleasure 
of amateur radio. 

Get in this contest today! You’ve got just as good a 
chance to win as the next fellow. 




A 


Identical prizes will be awarded win¬ 
ners in each of the two groups in this 
contest. 100 prizes will be awarded 
for the best answers on "Why 1 Use 
RCATubes in My Transmitter”. 100 
prizes will be awarded for the best 
answers on "Why 1 Don’t Use RCA 
Tubes in My Transmitter”. 

Winners may choose other RCA 
products as substitute prizes if they 
wish. List Prices of the RCA products 
they select, however, must not exceed 
that of the "official” prize. Official 
prizes in this contest are as follows: 


PRIZES 


I— ACR-lll . . . $189.50 

(Ifi.Tobe Receiver) 

2 ACT-20 . . . 129.50 

(lets ftccessories) (20-Watt Trans.) 

3— ACR-155 . . . 74.50 

(9-Tube Receiver) 

4— Two RCA-806 . . 44.00 

(450'Watt Triodc) 

5— OneRCA-803 . . 34.50 

(210-Watt Pentode) 

6— Two RCA-805 . . 27.00 

(215-Wiitt Triode) 

7— Two RCA-808 . . 15.50 

(IdO-Witt Triode) 

8— One RCA-906 . . 13.50 

(3>ineh C'R Tube) 

9— One RCA-834 . . 12.50 

(75-W.tt n.h.f. Triode) 

10— One RCA-808 . 7.75 

(IdO-Watl Triode) 

II- 20—One RCA-802 or 807 3.50 

21-50—Pair RCA-866 3.00 

51-100—RCA Metal Tube. 

Cigarette Lighter 1.00 




RCA MANUFACTURING CO.r INC., CAMDEN, N.Je* A Service of the Radio Corporation of America 
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NDISPENSABLES 

a/ your receiver 

V your transmitter 

^/ your F.C.C. iicenses 

V your LICENSE MANUAL! 


It’s against the law to operate an ama¬ 
teur radio station without the required 
federal licenses for station and operator. 
The maximum penalty for so doing is a 
$10,000 fine and two years in a federal 
penitentiary. 

That’s the broad basic picture. But 
within the scope of the federal licensing 
machinery are many detailed regula¬ 
tions, the violation of any one of which 
can lead to suspension, cancellation of 
licenses, or even fines or imprisonment. 
These regulations change frequently, 
in step with the rapidly developing art 
of raaio. 

There is only one way for the amateur to 
keep at his finger tips these changing 
legal requirements — short of main¬ 
taining his own Washington legal bureau. 
That is to keep the latest edition of the 
Radio Amateurs License Manual in the 
shack at all times. New editions always 
contain the latest regulations — and 
when a new edition appears it means 
that changes in federal regulations have 
made its predecessor obsolete. 


WE ARE NOW SUPPLYING THE EIGHTH EDITION 

TAKE / LOOK AT YOUR COPY! 

25 cents postpaid 

American Radio Relay League 

West Hartford, Connecticut, U. S. A. 


W8KYC-8 Marietta Radio Sodetys*.. 44-C 162 

W7GDB-7 Butte Amateor Radio Club**- 21-A 111 

INDIVIDUAL AND GROUP SCORES 

W6MYE W6MVK-W60FD. 165-AB 1923 

WlBDI WIAEB-WIBDI-WIGKM- 

WIJTD-WIUE. 103-A 1350 

W6KSX-6 W6KSX-W6NSC-W60KL. 77-A 1162 

W9CFB-9 W9CFB-W9YWW. S7-A 1134 

W3FRB-3 W3EHW-W3FQZ-W3FEB- 

W3GA0.. 72.A 1035 

W6HJT-6 W6HJT-W6IES-W6JPE.. S8-AB 1002 

VE3GT VE3ADO-VE3IX-VE3WK- 

VE3ZE-VE3JI-VE3GT-VE3SG 89-A 936 

W8JNJ.S W8FBC-W8JNJ-W8LEV. 74-A 928 

W2DKJ-2 W2DKJ. 74-A 909 

W9TEW-9 W9AEM-W9FI-W9LBN- 

W9TEW-W9WNG. 81-A 801 

W6NIK-6 W6JQX-W6KBD-W6NIK- 

W6NYA. 69-A 774 

WlJPE-1 WICBD-WIEH-WIJPN-WIJPE. 37-A 738 

W5FJR-5 W6EVX-W6FJErW6GLBJack 

Dowden (SWL).. 41-A 675 

W9VTO-9 W9IAG-W9VFI-W9VTO. 645 

W8LYP.8 W8LYP. 101-B 640 T 

VEIGH VEICD-VEIGH-VEIJK. 50-A 621 

W6LMD-6 W6LMD-W6MGL. 41-A 612 

W600Z-6 W6GBZ.W6JRZ-W600Z. 37-A 603 

W6UF-6 W6CEO-W6CHE-W6LUS- 

ffeUF.... ii3-AB 591 

WlEFN-1 WIEF'N. 33-A 513 

W3FCC-3 W3FrC-VV3FDT-W3FVJ- 

W3GOA-W3GOB. 33-A 513 

W9MMU-9 W9KGK-W9MMU-W9MSX- 

W0TGB-W9YZL. 38-A 504 

W2EIC-1 W2EIC.. 26-A 495 

WfiWGP-9 W9VV1VD-W0YXH-W9ZBO- 

W9ZBY-E. Wright (SWL). ... 2S-A 495 

VE3SY VE3ANE-VE3SY-Ed Ottney. 89-A 486 

W6AM-6 W6AM. 46-B 468 

W80PX.8 W80PX-W80YY.W8PMB. 24-A 468 

W2DEN-2 W2DEN-W2FQW-W2HGX. 32-A 460 

VE3BY VE3AJB.VE3BY. 29-A 432 

WlHDQ-l WlHDQ. 38-A 432 

W8FYH-8 W8DLU-W8FYH-W8MEV. 35-A 414 

W8BJB-8 W8BJB. 26-A 414 

VE3GI VE3GI. 32-A 403 

W2IXJ-8 W2ECL-W2HU-W2IZL. 21-A 333 

W9ICWP-9 W9KJY-W9KWP. 23-A 324 

W2FDQ-2 W2FUQ-W2KIR. 18-A 324 

W8HMJ-8 W8HMJ. 21-A 315 

W6GCM-6 W6GCM-W6MNE. 22-A 306 

W6HIT-6 W6KNF-W6Minj-W6NJA- 

W6HIT. 27-AB 282 

W9LBV-9 W9LBV-W9RFQ-W9ELT- 

W9SWI. 22-A 243 

WlFGO-l WlFGO. 18-A 234 

VE3SD VE3AAT-VE3ABB-VE3AFS- 

VE3AJZ-VE3SD. 46-A 229 RT 

VE4ACS TOABM-VE4ACS-VE4EO- 

VE40F. 24-B 198 

W9AB-9 W9AB-W9CEZ. 27-AB 186 

WlBKG-1 WIAMS-WIAZW-WIBKG- 

WIHNE. 12-A 171 

W3BHE-3 W3BHE-W3GUT. 16-A 162 

W2GLH-2 W2GLH. 38-A 153 

W7EMQ-7 W7AEC-W7BFC-W7DIE. 12-B 160 

W8TS-9 W8TB-W9YSA-W.J. Monka. 8-A 144 

W9WOK-9 W9W0K. 12-A 126 

VE4AFT VE4ABC-VE4AFG-VE4NF- 

VE4TY-VE4APT. 11-A 126 

WlOTW-1 WlCTW. 28-A 123 

W9BOP-9 W9B0P. 8-A 117 

WlDKD-1 WlDKD. S-A 108 

W5FH-5 W6AQK-W5FH. 8-A 108 

W9WJW-9 W9WJW-W9WYB. 10-A 108 

W5FJM-5 W5EYB-W5FJM. 12-B 96 

W5FDS-5 W5FDS-W6GKV-W5GLS. S7-B 94 RT 

W80F0-8 W80F0. 14-A 81 

W9KXJ-9 W9FND-W9KXJ-W9SFZ. 47-A 79 

W6SP-5 W5QA-W5SP. 12-B 72 

W9ALO-9 W9ALO. 6-A 72 

W90KZ-9 W90EZ. 17-AC 49 RT 

W6MVH-6 W6MVH-Ben Bauman. 3-A 45 

WlCLI-1 WlOU. 7-A 36 
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-1U STANCOR 


HAMANUAL 


New... complete ... practical! 16 complete 
circuits from microphone to antenna post... 
transformers for all tubes.... Don’t build or 
re-build until you have seen the Stancor 
Hamanual. ... It has all the latest dope! 

Aik ^ Qofuf! 
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NEW PORTABLE 

“EVEREADY” 

RADIO BATTERIES 



No. 738 No. 744 


No. 722—2'CelI, 3-volt**A’'Battery. 2 11/16 

in.. Width in., Height 4V^* in., Weight 11 02 , 

No. 723— 4-ceU, 3-volt Battery. Length 2^4 in.. 

Width 2^4 in., Height 4^4 in.. Weight 1 lb. 5 02 . 

No. 724— 8-cell, 3-volt *'A” Battery. Length 4 in.. 
Width 25.4 in.. Height 6 in.. Weight 2 lbs. 4 oz. 

No. 733—45-volt *‘B” Battery. Thp at + 22^^ volts. 
Length 3H in-» Width I Vs in.i Height kVz in.. 
Weight 12 02 . 

No. 738—45-volt *‘B” Battery. Tap at -{-22*/^ volts, 
length .314 in.* Width 2 Vs in., Height in.. 
Weight i lb. 4 02 . 

No. 744— 714'Volt *'C” Battery. Tap at —414 volts. 
Length 2 15/16 in.. Width 11/16 in.. Height iVs 
in., Weight 2 02 , 

Descriptive sheet mailed on req^aest to: 

BATTERY HEADQUARTERS 

NATIONAL CARBON COMPANY, INC. 

30 East 42nd Street, New York, N. Y”, 

Unit of Union Carbide Effl and Carbon Corporation 


VE3LI 

VB3LI. 

... 2-A 

27 


WIJBJ. 

... 6-A 

MET 

W9ESL-9 

W9ESL-W9EST-W9SNU- 




WgVNN. 

,,. 2-A 

18 


What the League Is Doing 

{Continued from page 18) 

Handbook.” This question has been brewing for 
some years, being marked last year by a pirated 
Spanish edition of our 1935 Handbook. This work 
was unauthorized by the League and was a poor 
translation and wretchedly produced. The 
“Revista Telegrafica” people are so favorably 
known to Spanish readers that no further assur¬ 
ance is necessary as to the goodness and relia¬ 
bility of' the job that will now be done with the 
League's approval. The Spanish edition is ex¬ 
pected to be ready about the first of the year. 
While of course the main distribution will be 
made from Argentina, U. S. readers will be able to 
obtain it from Hq. 


Match and Mis-Match 

(Continued from page $6) 

tapped to points eqtiidistant from the *‘cold” cen- 
ter of a double-ended tank, and the antenna is 
symmetrical, the currents will be equal. The only 
exception to this is in the case of an excessively 
higb-inductance pick-up coil with one end ex¬ 
posed to a “hot” part of the tank in such manner 
as to allow considerable “capacity pick-up.” 

To say that standing waves on an open double 
line are generally of no consequence as far as effi¬ 
ciency and radiation are concerned is directly to 
contradict an old and generally accepted belief 
to the contrary. But such is the case. The average 
open double-wire line as used by the amateur is so 
nearly loss free that seldom will more than 0.5 db 
loss result when it is sufficiently mis-matohed at 
the antenna to cause 60% of &e power flowing 
out from the transmitter to be reflected back 
down the line instead of entering the antenna, a 
condition which results in standing waves of 
about 8-to-l ratio in maximum to minim um cur¬ 
rents. Of course, if the line is several h'undred feet 
long and is operated at either 28 Me. or 56 Me. 
the losses will run up. Recently a 200-foot 2-mcb 
spaced line was measured at 50 Mo and was found 
to have an attenuation due to loss and radiation 
combined of 1.1 db. Had this line been operated 
at that frequency with severe standing waves the 
attenuation would have amounted to several db. 

Energy reflected back down the line from the 
antenna can be said to change the apparent input 
impedance of the line at the transmitter so that 
more power flows out toward the antenna. Thus 
some of the energy actuaily makes several round 
trips up and down the line; but stiU the line losses 
are usually low enough so that practically all of it 
eventually gets into the antenna and is radiated. 
Consider the case of the so-called Zepp feeders. 
Here the transmission line is deliberately “mis¬ 
matched” at the antenna so that at least 85 
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"A CHAIN IS AS STRONG 
AS ITS WEAKEST LINK" 


ICou know the old adage about the chain and its 
weakest link. It’s easy to see how that fits here. 

A "sour” tube will destroy all possibility of 
maximum results, even though your equip¬ 
ment is the finest obtainable. Your transmit¬ 
ter, regardless of how it is constructed, will 
deliver better performance with Eimac tubes. 

They defy their own ratings and welcome an 
extra heavy overload. RED HOT yes ... 
WHITE HOT; theyll take it. Completely 
degassed tantalum electrodes, a new type 
thoriated filament, no internal insulators, 
elimination of "getter”. These and other 
Eimac features—applied the Eimac way— 
explain why these transmitter tubes are far 
ahead of all others. 

Eimac Tubes for every transmitter from 
50 watts to 5000 watts 

35T lOOT 250T 450T 750T 



PLAY SAFE... INSIST ON 


See ICour Dealer or Write 
for Information 
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The 

“THOUSAND 

WATTERS’* 




Whether or not you use OHMITE rheo¬ 
stats to control the filaments of your 
transmitting tubes depends upon 
whether you have a “commercial style” 
rig or a haywire job. Almost invariably 
you will find them In the transmitters 
of the “thousand watters” for the same 
reasons that the broadcasting stations 
use them—they are the utmost in 
dependability and fine control. 

Special alloy wire Is wound over porce¬ 
lain, and all but the contact surface 
vitreous enameled. The turns are per¬ 
manently held in place, and the metal- 
graphite contact, touching each of the 
many turns, provides smooth, ciose ad¬ 
justment. And yet you can buy an 
OHMITE power rheostat for surpris¬ 
ingly little. Your parts Jobber stocks 
them. 

©HMIT 

MANUFACTURING CO. 

4831 FLOURNOY STREET, CHICAGO 



per cent of all the power starting out toward the 
antenna is reflected back down the feeders from 
the antenna junction point toward the transmit¬ 
ter. This results in standing waves often as high 
as 50 to 1 in ratio between maximum and mini¬ 
mum currents; and yet Zepp feeders too may be 
made to operate with good efficiency. 

If it has not already been inferred, it is prob¬ 
ably well to mention here that standing waves on 
the line cannot be altered by changes in the so- 
called “match” at the transmitter end of the line; 
also that they cannot be eliminated unless the 
antenna and line are actually matched, in the 
sense that the impedance of one is made exactly 
equal to the impedance of the other at the jimc- 
tion point of the two. 

It would be a mistake to take the foregoing as 
an invitation to throw together most any type 
of poorly constructed open-wire line with a 
feeling of, “Well, what’s the difference?” Good 
workmanship and attention to detail have not 
ceased to pay dividends even though they may 
not always be in the form of more miles per watt. 

It so happens that losses in most all types of 
lines used by the amateur are almost exactly 
proportional to frequency. This means that they 
may be rated in terms of “db per wave length” 
and such rating will hold good for any frequency 
of operation. The average of several open two- 
wire fines which were measured was 0.12 db per 
wave length. This means the average 66-foot air- 
spaced pair (if no standing waves were present) 
would produce a loss of about 0.12 db at 14 Me., 
0.06 db at 7 Me. and only 0.03 at 3.5 Mo. Twisted 
pairs and other types of rubber-dielectric lines 
have considerably more attenuation, but they 
also have other electrical and mechanical char¬ 
acteristics which make them preferable to open- 
wire lines in some installations, particularly 
where the distance between transmitter and an¬ 
tenna feed point is not over one wavelength. 

BUBBBK-lNStJLATED PAIRS 

The best of such low-impedance lines have an 
attenuation of about 1 db per wavelength. The 
loss in the very poorest ones is about twice that 
amoimt. Ordinary twisted lamp cord has a surge 
impedance of 140 ohms and shows a loss of ap¬ 
proximately 1.4 db per wavelength when dry. Of 
course it will not stand the weather; the losses in¬ 
crease tremendously when it is soaking wet; but 
it may be useful, if properly handled, for inside 
work. Two pairs of such wires, each of exactly 
the same length, connected in parallel will form a 
line of about 70 ohms impedance. Unfortunately 
the loss in such a combination is not halved but 
remains at the same value as for a single pair. 
Needless to say the “polarity” of connection of 
such a combination must be the same on both 
ends. In other words, if the coded conductor of one 
pair is joined to the coded conductor of the other 
at one end, the same must be true at the opposite 
end. Ordinary parallel moulded rubber lamp 
cord has a surge impedance of 120 ohms and pro¬ 
duces somewhat less loss than the fabric covered 
twisted tjq)e. It may stand weather conditions 
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IN DEFENSE! OF LAW AND ORDER 



A CRIME may be imminent . . . Life and 
^ property may be endangered! A tele¬ 
phone call to police headquarters will speed 
a radio cruiser to the scene ... in defense 
of law and order. 

In such crises, radio messages must be sent 
quickly and received clearly. Isolantite* ce¬ 
ramic insulators are important factors in keep¬ 
ing radio equipment operating efficiently. 

In police radio transmitting equipment, 
Isolantite insulators increase output by 
reducing dielectric losses. 

Isolantite co-axial transmission 
line delivers power efficiendy 
to the Isolantite-insulated 
antenna, from which the 

*Reg.Trade-nameforproductsof Isolantite,Inc. 


voice is carried to the remotest cruiser. 
Police receivers insulated with Isolantite 
hold their tuning accurately, and never 
fail, because of drift, to hear the command 
to action. 

Long experience in the manufacture of 
ceramic insulators for radio equipment en¬ 
ables Isolantite engineers to offer valuable 
assistance in the formulation of economical 
insulator designs. This experience is at your 
service for the asking. 



CERAMIC INSULATORS 

Factory: Belleville, New Jersey • Sales Office: 233 Broadway, New York, N. Y. 
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Western Electric 

304 B 
TRIODE 


if ore and more amatcors are recognizing that the Western 
Electric SO-IB ia the greatest thing on the market for 5 
meter work. Next time you design an ultra high fre¬ 
quency transmitter consider these features_ 

Upper frequency limit: 400 megacycles; Maximum 
voltage: 1250 volts; Nominal power output. Class C, un¬ 
modulated : 85 watts at 60 megacycles, 60 watts at 100 
megacycles. 

The d04B gives outstanding performance as oscillator, 
huffier, douhlcr or final amplifier. For full information 
€»n this and other ^ estem Electric tubes for amateur 
use, consult your dealci^or write Graybar Electric Co., 
Graybar Building, New York. 


Western Electric 

BROADCASTING EQUIPMENT 

Distributed by GRAYBAR Electric Company 


For 5 IVleters, 
this tuhe is 

CL hnochoui! 


somewhat better than other t 3 ?pes of lamp cord 
^though no data in this respect are available at 
the moment. 

It must be remembered that the above figures 
for attenuation are those which apply when the 
power travels but once along the line. If there is 
reflection from the load end (which produces 
standing waves) the loss Increases. Naturally the 
more round trips the energy makes before enter¬ 
ing the antenna (load) the greater the loss. That 
is a rather “loose” statement but serves to stress 
the point. 

Because of the fact that twisted pairs and other 
rubber dielectric lines inherently waste more of 
the power as loss than do open wire lines, it is 
somewhat more necessary to operate them in such 
manner that the energy traverses them but once; 
in other words, without standing waves. However 
even with these a two-to-one mis-match in resist¬ 
ance at the antenna end causes a barely percepti¬ 
ble increase in line losses. To give an example, one 
type of widely used twisted pair was measured 
recently and found to have an attenuation con¬ 
stant equivalent to 1 db per wavelength. Thus a 
ee-foot piece operating at 14 Me. without stand¬ 
ing waves would put 1 db less power into the an¬ 
tenna than the transmitter put into the line. If 
250 watts entered the line, 199 watts would be fed 
into the antenna. The power lost would be 0.87 
watt per foot at the near end, gradually decreasing 
to 0.69 watt per foot at the outer end. The total 
lass is, of course, 250 minus 199 or 51 watts. How¬ 
ever, that particular transmission line has a surge 
impedance of just 100 ohms and had the 66-foot 
piece been inserted directly into the center of a 
half-wave doublet whose resistance was 50 ohms 
(a not imcommon value) there woifid have been 
a 2-to-l mis-match at the outer end. Under these 
conditions the total loss would have increased to 
60 watts with a maximum of 1.49 watts per foot 
neM the transmitter. There would be several 
points along the line at which the loss per foot 
would be less than when perfectly matched, 
since with standing waves on a “dielectric loss” 
line the losses, are greatest at points of highest 
voltage and least where the voltage is low and the 
current high. This accounts for the fact that the 
total dissipation only increased 18 per cent but 
the loss per foot at some point near the transmit¬ 
ter increased 58 per cent. 

It is readily apparent, then, why “hot” lines 
are encountered in amateur practice. If mis¬ 
match had been 3-to-l (meaning the load would 
be either 33^ ohms or 300 ohms) the loss would 
have increased to 72.5 watts or to 1.5 db and 
maximum head loss per foot at some point near 
the transmitter would have increased to slightly 
over 2 watts. .If the line were handling the output 
of a kilowatt rig under such a condition it would 
become more than just luke warm, but still would 
be operating with fair efficiency. 

In the above examples the mis-match is as¬ 
sumed to be the result of incorrect resistance only. 

If the antenna length is not reasonably close to 
resonance, or harmonic resonance, a certain 
amount of reactance is introduced which wiU 
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TRANSMITTING CAPACITORS 


OIL - PAPER 

and 

MICA TYPES 

Write for Complete Catalog 

SOLAR MANUFACTURING CORP. 
599-601 Broadway, New York, N. Y. 
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r TYPE ADK ^ 

DISC TYPE NEUTRALIZER 
for LOW CAPACITY TUBES 

Such as T-20, T-55,100-TH, 35-T, 50-T, HF-100, 800, 

834, 85S, RK-34, RKOS, RK-IS, etc_ 

CAPACITY RANGE: .SMmfd. to 4Mmfd. 

Alsimag No. 196 pillars; metal parts are satin finish 
aluminum except (or the nickel silver extra Ions bearing 
with fine screw adiustment to eliminate wobble. *'Easy to 
get aP* double lugs o( husky proportions and knurled 
thumb nut (or easy locking. 


$ 1.80 


TO AMATEURS 


lt*s Another 
NEW “CARDWELL” 

Yes sir, those are strong words . . . en¬ 
thusiastic endorsement for a new unit that 
must measure up to as rigid a standard as 
that imposed by the many Cardwell con¬ 
densers that have preceded it . . . con¬ 
densers that have set a standard for quality 
throughout the world for almost a decade. 

And . . . there will be ANOTHER new 
Cardwell announced next month. 


THE ALUiN D. CARDWELL 

MANUFACTURING CORPOR.\TJON 

83 W<OSPECr STr<EET. OROOKLYN. NEW YORK. 


cause standing waves on a line even though the 
resistance is correct. With our harmonically re¬ 
lated bands and wide-spread information as to 
correct lengths for antennas there Is little excuse 
for anyone attempting to feed a non-resonant an¬ 
tenna with a low impedance transmission line. 
The Q or sharpness of resonance of a good an¬ 
tenna is low enough, however, so that the operat¬ 
ing frequency can usually depart by several 
percent before the reactance at the feed point 
becomes comparable to the resistance. Thus the 
term “reasonably close to resonance” should not 
be taken as substantiation of the too prevalent 
belief that antennas must be out to the exact inch 
or that departure from the exact frequency of 
resonance by a few kilocycles will alter the radia¬ 
tion capabilities of the radiating system. 

One interesting fact about low-impedance lines 
is that a wave travels along them more slowly 
than it would on an open-wire line.’ Actually the 
velocity is equal to the speed of light divided by 
the square-root of the effective dielectric constant 
of whatever material is between the two wires. 
This constant is one for air, so, if it were not for 
spacers in open-wire lines, the energy would travel 
along them at almost exactly 300,000,000 meters 
per second. The dielectric constants of the differ¬ 
ent insulating materials used in several types of 
low impedance lines which were measured were 
apparently all very nearly the same for in every 
case the “velocity of propagation” was between 
57 per cent and 63 per cent of the speed of light. 

This is important to know if we wish to add an 
additional quarter-wave of line to our feeders to 
check for standing waves (by the method out¬ 
lined above in the case of the single-wire feeder), 
because the “electrical length” rather than the 
physical length of the added piece should be Ji" 
wave. Thus the piece we would cut would be only 
60 per cent as long as would otherwise be the 
case. For instance, at 14 Me. it diould be about 
10 feet long rather than 17 feet or so. It is also 
interesting to note that the “electrical length” 
of the 66-foot line operating at 14 Me., used in 
the examples above to illustrate the effect of 
mis-match at the antenna, was approximately 
one and three-quarters wavelengths. The figures 
for attenuation are given in terms of physical or 
“tape measure” length. 

A year or so ago some data were widely pub¬ 
lished indicating the “loss” due to mis-match 
between a line and its load. These did not apply 
to antenna feed systems, however, for one simple 
reason; the input to a transmission line, at the 
transmitter wiU change as the load on the outer 
end is varied; but the coupling to the final tank 
can always be readjusted so as to absorb the 
same power from the transmitter regardless of the 
load impedance. Some of the assumed ‘loss” in 
the published data was actually a decrease in 
power input to the final stage which w'otdd result 
if the coupling had not been readjusted as the 
load was altered. 

’ For further data on line wave velocities, see “How 
Long La a Quarter Wavelength,” by J. N. A. Hawkins, 
elsewlwsre m this issue.— Editor. 
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I • • To Antenna 

cf^LCLa-ncu t t 

with New 




ILLUMINATED 

THERMO¬ 

AMMETERS 

Model 446 with Front Illumina¬ 
tion. New Four Inch Square 
Modernistic Instrument featuring 
extra long scale. Available also 
in ammeters, milliammeters, micro- 
ammeters, voltmeters, millivolt- 
meters, etc., A.C. and D.C. 



PRICES GREATLY REDUCED 


All .amateurs know that the sure way to get the 
most out of your rig is to install a Thermo 
Ammeter in your antennae circuit. Now you 
can get a Thermo Ammeter with front illumina¬ 
tion. Illumination attachment is extra. Does not 
affect meter and light bulb can be easily 
replaced. Perfect distribution of light. 

Triplett Thermo Ammeters are sturdily built to 


carry high overload capacity and to give long 
life. The thermo couples are external to the 
meter and connected to it by 2 ft. leads. The 
thermo couple can be located where con¬ 
venient while the ammeter is placed on the 
panel. 

All Thermo couples are designed to work on 
any size Triplett Thermo Ammeters. 


2" Model No. 241 complete with Thermo Couple, not illuminated.. $5.83 
4 " Model No. 446 (as illustrated) illuminated, with thermo couple.. $7.83 

Thermo Couple for all sizes. Each. $2.67 

Thermo Ammeters are available in the followins ranses:— 0.5, 0-1, 0-1.5, 0-2.5,0-5. 


I Th« Triplett Electrical Instrument Co, 

I 2511 Harmon Ave., Biuffton, Ohio 
I Please send me more information on Model 426; 

I I am also interested in. 

I Name. 

j Address.*....* 

City.II?**** *!!'!!.*1L‘ 
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%ea; "PRECISION 

SERIES 840L A.C—D.C. 

VOLT-OHM-DECIBEL-MILLIAMMETER 

including a 

2500 VOLT A.C. and D.C. RANGE 

.SPEaPICATIONS 


i 5 Output Ranges* 

^5 A.C.-D.C. Voltage 
Ranges from 0 to 2 500 
volts. 

i 4 D.C. Current Ranges 
from 0 to L amp. 


• 3 Resistance Ranges from 
0 to 10 mess, (provision 
for self-contained bat¬ 
teries). 

# 5 Decibel Ranges from 
•—10 to pins 63 Dfi. 


Net price 
to amateurs 


$19.95 


Less batteries 
and test leads 


’’PRECISION'^ 

SERIES 830 

D.C VOLT-OHM-MILLIAMMETER 

SPEanCATIONS 

• Five D.C. voltage ranges • Two resistance ranges: 
at 1000 ohms per volt: Low ohms (shunt method) 

0-10; 0-100; 0-250; 0- M to 500 ohms. High ohms 
500; 0-1000 volts. 0-300,000 ohms. 


• Four D.C. current ranges; 
O-l; O-IO; 0-100; U-250 
MA. 


Net price 
to amateurs 


$10.95 


• OBmmeter ranges arePow' 
ered by self contained 
s:0ply. 

Furnished with 
self contained battery 


Write for our new No. 38 Catalog 

PRECISION 

APPARATUS CORP. 

821 EAST NEW YORK AVENUE 
BROOKLYN, NEW YORK 


The ratio of maximum to minimum currents or 
voltages on a low-loss transmission line is equal to 
the mis-match ratio between antenna and line 
if the antenna load is resonant (pure resistance). 
Thus if we find the maximum current in an open 
two-wire 600-ohm line feeding a resonant antenna 
is just 4 times the minimum current, we know the 
antenna load is either 150 ohms or 2400 ohms. 
The position of the “nodes” and “loops” and a 
little common sense would tell us which of these 
two values is the correct one. 

For those who may be mathematically inclined 
the following expression is given for the efficiency 
of a transmission line operating with a resistance 
mis-match at its load (antenna) end in terms of 
the efficiency of the same line when operating 
without standing waves. 

Let K = efficiency of line when perfectly 
matched at the antenna end. 

M = ratio of line surge impedance to load 
(antenna) resistance. 

Then the line efficiency for any ratio of resistance 

mis-match = —.—...... 

M 4- i- + 2 - ( 4- - ‘l)E? 

Lest there be any mistake it should be stated 
that throughout this article wherever the term 
effiiciency is used it means the ratio of poicer out¬ 
put to power input. For convenience a table of db 
loss and per cent efficiency is given herewith. 


dh Loss 

Epiciencp 

dh Loss 

FreQuenev 

0 

100% 

3.0 

50% 

.25 

84.5 

3.5 

44.5 

.5 

S9 

4.0 

40 

.75 

84 

4.5 

35.6 

1.0 

79.5 

5.0 

31.6 

1.25 

75 

6.0 

25 

1.60 

71 

7.0 

19.5 

1 .75 

67 

8.0 

16 

2.0 

63 

9.0 

12.7 

2,5 

56 

10.0 

10 


Rewinding an Auto Generator 

{Cojitinued from page £9) 

tor is to be used for one a.c. return, be sure and 
tape it too. Then the coils and armature are 
dipped in the varnish. Afterward, let them drip 
for a haK-hour or so, so as to remove the excess 
varnish. Then either bake them, or let them air- 
liry, as may be required by the particular varnish 
used. 


PINAL ASSEMBLY 

For final assembly, lay the completed field coils 
in a line with the end wires toward you. To eon- 
nect them for proper polarity, assume that the 
first “finish” is to be a field lead. Then the four 
will be connected, “start” to “start,” “finish” to 
“finish,” and “start” to “start,” leaving the re¬ 
maining “finish” as the other field lead. In other 
words, they wiU be connected inside to inside, 
outside to outside, and inside to inside. 

Next, the completed fields are placed in the 
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UuutA FRETS 


To hams everywhere, the uame Taylor Tubes stands for the tops in fully guaranteed aee- 
high quality transmitting tubes. Aetual tube performance, long tube life and a complete 
line are the reasons for this record. Specific tubes for each class of radio service means better 
performance because each service requires different tube characteristics for efficient results. 
Get the actual facts, not fancy promises, when you buy transmitting tubes. Compare — 
and you, like thousands of other amateurs, will buy Taylor Tubes. 



T-125 

Carbon Tantalum Anode 

12S watts plate dissipa~ 
tion. Amateur Radio’s new 
sensation. Over 800 sold 
in three months. Conserv¬ 
atively rated 400 watts 
input plate modulated on 
all amateur frequencies. 

^ .f C ^ Drive 

Z|> lO.DU COMPARE 


■ T-55 ^ 

The sales champion. The most (|f | 
widely used medium power ll| WKi 
transmitting tube ever pro- 
duced. Now after only 17 
months 8,000T-5Ss are in opera- 
tion. No testimonial is needed to M f'^ I 

prove the tremendous popularity |y||| 

of this outstanding performer. I 

Ease of operation cer- ^ I 

tain on all frequencies. $O«00 


FREE FREE FR£E 

Big Taylor Tubes Manual and catalog. Get 
your copy today from your Taylor Tubes dis¬ 
tributor or write us. It’s a complete amateur 
handbook in one big volume. 


203-Z 

Zero Bias 

Up to 300 watts class “B” auflio 
output at plate voltage of 1,250. 
Extremely easy driver require¬ 
ments. Use with any standard 
type 203-A fdass B transformer. 
Nonex glass. The tube value that 
has set the pace in its class. 
It’s wise to buy ^ q c ^ 
the Taylor Way. ^0.3 w 





866 


The world’s fastest selling 866. 
The absolute tops in quality. 
Sales talk is unnecessary when 
you mention these tubes. Over 
25,000 Taylor 866’s in daily 
service, do their own talking 
by giving highest performance 
and long operating life. 


$1.50 Nev 


Price 


FREE LAPEL PIN FREE 

Ask your distributor for details about the 
Taylor Tubes Distributor celebration offer. 
Beautiful WIDNF Lapel Pin with your own 
call letters free. Every bam should own one. 


A(ote U/attA ’^oUa.t 



TAYLOR TUBES. INC., 2341 WABANSIA AVE., CHICAGO. IlllNOIS 
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JOBS for HAMS 



Rapid expansion on the part of the 
nation’s airlines has made it impera¬ 
tive that they employ more and more 
radio operators who are well-versed 
in Airline radio operating proce¬ 
dure. The supply of qualified 
men is virtually exhausted. 

With the cooperation of ex¬ 
perienced, actively em¬ 
ployed Airline radio oper¬ 
ators and communications 
personnel, we have estab¬ 
lished and developed our 
highly specialized, thor¬ 
oughly practical course in 
Airline radio operating. 


RESULT! Many more 

Now employed with a Cflils lOT OUT ttIGtl thdll W© 
major u.s. airline. are HOW able to supply! 


As an amateur you have an invaluable advantage 
in favor of early employment. But we have found 
from experience that the average “ham” is in¬ 
clined to be skeptical of such optimism. WE 
WELCOME THE STRICTEST INVESTIGA¬ 
TION. This “checking” has rewarded several 
“hams” and it can be to i/our advantage, too. 


Some of the more ac¬ 
tive and widely known 
‘ ‘ham’ ’ operators who 
have joined their ra¬ 
dio experience with 
Midland training in¬ 
clude: 

W9LHQ 
W9YCT 
W9H0N 
W9 I Q I 
W9 DFY 

These hams, together with many others, are 
ALREADY EMPLOYED in fine, highly respected, 
responsible positions with leading U. S. airlines. 

If you are between 18 and 30, have a high school 
education, are free of uncorrected physical de¬ 
fects, and really like radio operating, it will be 
to your advantage to get in touch with Norm 
6. Souther immediately. Write or wire 

NORM G. SOUTHER 
MIDLAND TELEVISION, INC. 

{Midland ESroadcastin^ Company Affiliate) 

Dept. 130, 29th Floor Power and Light Building 

KANSAS CITY, MISSOURI 



frame, with the leads toward the armature end of 
the shaft. Insert the field poles in position and 
draw them up snugly with a good-sized screw¬ 
driver. Now connect each field winding as out¬ 
lined above, remembering the proper sequence of 
connections. This is vitally important. After they 
are connected temporarily, run current through 
them from a six-volt battery and check with a 
magnetized piece of steel for polarity. One field 
should attract, the next repel, etc. After making 
sure that the polarity is correct, make permanent 
connections with a good soldered sphce and wrap 
with friction tape thoroughly. The loops are 
daubed with some more of the insulating varnish 
and tucked snugly away between the fields, so 
that no “Irish pennants” wiU get in the way of the 
revolving armature. The two leads are brought up 
through a piece of bakelite ( }^-inoh is FB), to a 
pair of binding posts. These will be for the exter¬ 
nal field connections to a 6-volt battery or d.c. 
generator, as the case may be. 

Now put the old bearings in place, remember¬ 
ing to put the sealed side of the bearing in toward 
the winding except on the pulley end. On the 
puUey ejid, put the sealed side out to keep dust 
and grit from the bearing. If the old bearings 
show wear, it would be best to replace them with 
new. The Fafnir No. 203 “One” and No. 205 
“One” are the proper replacement bearings for 
the Dodge generator. The old-type tapered bear¬ 
ings can be taken up by pushing the outer race in 
toward the armature; but if they are badly 
pitted, they should be replaced. After everything 
is shipshape and the unit is assembled to .your 
satisfaction, turn it over with a motor to a speed 
of 1800 r.p.m. This is the proper speed for 110- 
volt output, and good a.c. should be obtained 
from the slips, or the commutator and shaft com¬ 
bination, with the field excited. For voltage ad¬ 
justment, a 6-ohm 10-ampere rheostat may be 
connected in series with one field lead. 

In our own case we were bothered to some de¬ 
gree with a flicker in the lights, but this was en¬ 
tirely eliminated by the use of a four-pound 
fly-wheel. The flicker was noticeable with the 
slips, and quite troublesome with the old com¬ 
mutator. At the time the fly-wheel was turned on 
the lathe, two grooves for “V” belts were also 
machined in. This gives positive drive from the 
1-h.p. gasoline motor, the size motor recom¬ 
mended because of the power reserve available. 
Although these motors are rated at 1 h.p., we 
have been drawing 800 and 900 watts from them 
—while, as you know, a horse is 746 watts. The 
engines are very conservatively rated. Both 
Montgomery Ward and Sears Roebuck sell 1-h.p. 
jobs. Some fellows like one, others are impressed 
with the other. Any one of varioxis makes of 
1-h.p. engines can be bolted to the “carry-all” 
frame easily, are light, and readily portable. 'They 
will run a good four hours on one gallon of gaso¬ 
line. The V-belts used for drives are standard fan- 
belts. ’The pulle.ys on the'gas engine are standard, 
and can be obtained from almost any well-sup¬ 
plied hardware store. 

The six-volt generator used for field-excitation 
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NEW!! GROSS CB-350 

Radiophone Transmitter 


; i-i® 

t j fc V 


More and more operators are realizing that only in a 
GROSS Transmitter can they obtain APPEARANCE, 
QUALITY, PERFORMANCE and VALUE such as 
they receive in the CB-350. A really high power 
phone at an Amazingly low price. Truly the “more 
watts per dollar" slogan takes on a new significance. 


* k . n 




Bulletin upon Request Giving Full 
Details and Amazingly Low Price 


• R.F. TUBE LINE UP — 6L6G crystal oscillator, 
buffer or doubler one T55, class C amplifier two 
T 55 s 

• POWER SUPPLIES —1400-1500 volts at 300 
M.A. 700 volts at 200 M.A. 

• SPEECH AMPLIFIER — Four stage high gain for 

use with high impedance microphones, self con¬ 
tained power supply 

• MODULATOR—^Two RK31s are used in the 
class B modulator. 100% modulation, separate 
heavy duty power supply 

• ANTENNA UNIT — Self contained antenna tun¬ 
ing unit included 

• FREQUENCY COVERAGE-1.7 Me. 3.5, 7, 
14 and 30 M.A. 

• POWER — 350 to 400 watts input 

• CABINET—■ Beautifully finished in battleship gray 
wrinkle lacquer 


NEW! BM-100 CLASS B 100 WATT MODULATOR 

^ TUBE LINEUP: 3-6C5; 1-6N7i 2-6A3; 2-TZ20; 3-83. 

^ ^ , —• INPUTS: One Hiah and One Low Leve! Hish Impedance Input. 

The BM-100 Class B Modulator Speech Amplifier will modulate 
100% transmitters with inputs up to and includins 230 watts 
Input ■ The unit is compjetely selF contained on the one chassis 
and Includes hish aaln Speech Amplifier and Dual heavy ' 
Power Supply. ■ The class B output transformer will match 
loads of 3300, 4400, 5000, 5880 ohms. ■ Chassis size: 19" x 
11 X AYz. Welaht 70 lbs. ■ BM-200 Modulator used In CB-350 
l^diophone Transmitter is here illustrated, the BM-100 is very 
similar In appearance. 

Completely wired and tested in our iaboratory, ^ F A A A 
less lubes.. • * • • ® ■UU 

Matched set of tubes...$12«50 



WRITE FOR FREE NEW CATALOG ON HAM 
AND P. A. EQUIPMENT 


S0% DEPOSIT WITH ALL C. O. D. ORDERS 


REMIT BY M. O. INCLUDE POSTAGE 


Cable Address: GROSSINC 


GROSS RADIO, INC, 51 VESEY STREET, NEW YORK CITY 
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BIRNBACH IMPROVED 
STANDOFF INSULATORS 

Are the Favorites of the Experts 

Because they are made of better ceramic. Come in a 
complete range of heights, for condenser, coils, tube 
sockets, etc. Can be mounts with a xzLinimum of labor. 
White gla^e. 




lOc list 


.. No. 432..IH''20c list 

15c list No. 432J.ik" 25c list 

. . V' 20c list No. 433. 2 " 25c list 

No. 433J.2iS<"60c Ust 

NEW LOW PRICES ON 
Transmitting Sockets 

It pays to buy the best so specify “Birnbach” 
No. 434. SO ti OC No. 435. 10 « Oil 
watt, list ea.,. watt, list ea.. . V *0^ 

Special Low Prices inljsrge Quantities 
/I sk your joliber 


BIRnBMHARRDIO 10: 


INTRODUCING 



that rig of yours on the air! Don^t let con- 
denser breakdown interrupt an important 

g S OI Here’s a **glass walled” by-pass condenser 
at’s absolutely impervious to m 9 isture» gitctran- 
tied for a year, that will free your rig of condenser 
trouble from now on. It's absolutely new and differ¬ 
ent in construction, and costs no more than an 
ordinary condenser. Ask for Glassmike! 

ASK YOUR JOBBER TO 
SHOW YOU "GLASSMIKE** 


CONDENSER PRODUCTS CO. 

1369 NORTH BRANCH STREET 
CHICAGO • ILLINOIS 


may be of any type you can pick up in the jimk 
yards. Be sure that the direction of rotation is the 
same as that of the engine used to drive the a.c. 
generator and exciter. 

The “carry-all” frame is about forty inches 
long and 30 inches wide. The handles on each end 
make it possible for two men to handle the whole 
thing easily. The weight is fairly well distributed. 

The six-volt generator is mounted between the 
a.c. generator and the gas engine, and is driven 
from a third and shorter V-belt, Two V-belts are 
used to drive the a.c. generator, although one will 
do the trick. Two seem to give a little better trac¬ 
tion, however, as well as a little better safety fac¬ 
tor. If one breaks, the other will still run the gen¬ 
erator. If desired, the d.c. generator may be 
eliminated, and the field excitation may be taken 
from a 6-volt car battery. The field current is on 
the order of 2}-^ amperes, not a great deal to 
worry about. 

Some of the fellows aroimd here have used the 
idea of jacking up one wheel of the car, putting a 
pulley on the wheel, and driving the generator 
from that. Another has mounted his under the 
hood of the car, and drives it from the fan-belt. 
Another fellow, up country, has made himself a 
hydraulic drive using a water-ram. 

The actual frequency is somewhat higher than 
60 cycles, really measuring about 75 cycles. The 
frequency can be easily checked, using an ordi¬ 
nary electric clock for the purpose. Adjust the field 
excitation for the desired voltage, put on the 
clock and let the job nm for fifteen minutes or a 
half-hour. If, in a half-hour stretch, the clock 
shows a gain of seven and one-half minutes, then 
the generated frequency is 75 cycles. As all our 
a.c. receivers and transmitters are made for 60- 
cycle supply, this higher frequency is really to be 
desired. The extra 15 cycles gives a peculiar note 
on a c.w. signal, unlike anything ordinarily heard 
on the air. The receivers seem to work a little bet¬ 
ter, too, on the higher supply frequency. 

Various makeshifts and schemes wifi, occur to 
you as you go along, even as with us. If you do 
run into any difiieulty, a little common sense wiU 
help you out. I advise getting a copy of Mr. Dun¬ 
can’s book, “Auto Power.” There are a lot more 
jobs in there besides this one, and it is all prac¬ 
tically worked out. 

The whole thing represents quite a few hours of 
work, and probably a few weU-chosen cuss words, 
but the results obtained more than justify the ex¬ 
penditure of time and money. Off-hand, I should 
say that using the best of parts, the whole thing 
should not run into more than seven dollars and a 
half at the most. 


^ Strays 

W2JVC and W'2IJC have exactly the same 
name, each being Wm. J. Sehoenberger. Despite 
the fact that the name is uncommon, JVC doesn’t 
know IJC. 
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Demand 

THORdarsON 



TRANSFORMERS 

Guaranteed performance 
every hour of the day 
and every day of the 
year, is yours when you 
specify Thordarson trans¬ 
formers for your 
“Rig”! Precision 
manufacture and a 
strict adherence to 
high engineering 
ideals builds sta¬ 
mina into every 
Thordarson Trans¬ 
former. Demand 
the best. Use Thor¬ 
darson Transform¬ 
ers. They can take 
it and then some. 


A ship down at the head—A giant airliner lost in heavy 
fog—these make sensational moments when transmission 
must go through. Amateurs need the same assurance of 
dependable performance that is demanded by Air lines, 
Governments, Broadcast stations. Laboratories, and Com¬ 
munication Systems. Equip your Rig 100% Thordarson 
for peak operation—at all times—under all conditions. 

k/B# See your parts distributor, or write 

MB. Mi Mil us today for catalog No. 400A. 



THORDARSON ELECTRIC MFC. CO. 

500 W. HURON ST., CHICAGO, ILL. 

demand lf(j "Tkotda^^on 
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,WHY WAIT! 


TheNew 
1938 
SUPER 
SKY 
RIDER 

/OUR 

3W Receiver NOW on 
sy Time Payments! 

\rOU can enioy fine reception by an im- 
I. proved modern receiver while you are 
paying for It on Hinds and Edgarton **Easy 
Payment Plan” — the lowest terms you can 
IAV obtain anywhere. We guarantee satisfaction 
and you’ll get the kind of personal service 
AL that has made friends for :us everywhere in 
the country. Here’s what one amateur says 
about Hinds and Edgarton service:^— “It is 
indeed a pleasure trading with you. Your 
interest in seeing that one gets satisfaction 
is surely appreciated.” 

MAIL THIS COUPON TODAYIm 

■ HINDS & EDGARTON ■ 

■ 19 So. Wells St. (Est. 1914) Chicago, Ill. ■ 

M Please send me catalog and complete details on * 
* time payment plan. ■ 


Address. 
W9APY 


GULF RADIO SCHOOL 

Radiotelegraphy Radiotelephony 

Radio Servicing 

SECOND PORT \ 1007 Caronddal Sbeaf 

u. s. A. ] NEW ORLEANS, LA. 


UNIVERSAL MICROPHONES 




^«UST 
sss.so 
or S24.S5 
With Plug 


t (l) Hand Model Crystal for amateurs, p.a., 
special events, etc. [Desk holder $2.50 extra]. 
Incl. 25 ft. cord. Output — <55 db. 

(2) Crystal Stand Model. For use where mike 
should be mounted on desk or floor. [Desk mount 
$5.50 extra]. Inc. 25 ft. cable. All crystal models 
under patent of Brush Developiaent Co, 

<3) Ribbon Microphones. Plus in and use. Self energizins. 
No polarizing voltage. Semi-diiectlonal. High impedance direct 
to grid and all other impedances. Use on amplifiers of not less 
than 85 db. gain. Inci. lO ft. two-conductor cable. 


. two-conductor cable. 


Al/cfop/iona Division 

UNIVERSAL MICROPHONE CO., LTD. 

424 Warren Lane Inglewood, CaliL, U. S« A. 


A New High-Power Triode 

A n unconventional type of construction is 
' utilized in a new power tube just released 
by RCA. To be known as the 8.33, the new tube 
is of the high-/j type and is intended for use as an 
oscillator, ampHfier, or Class-B modulator. The 
tube structure is intended to minimize internal 
lead inductance and 

—=-- - ■ ■!. . . reduce the amount 

g| of internal insula- 

tion required, and is 
said to provide 
P® high-efficiency op- 

‘ eration at moderate 

I brought out to 

1”^ j which has one side 

flattened so that the 
WjR Mf'i' tube can be inserted 
" Jt - -. -fej in the socket in only 

one way. This pre- 
ll ti ■'^ents reversing the 

U y minals, which are 

.. - . at the top of the 

tube. The overall 
length of the tube is about 8H inches, in Class- 
C service, the tube is rated at a maximum input 
of 1250 watts at all frequencies up to 30 mega¬ 
cycles, and may be used with reduced input up 
to 100 megacycles. Characteristics and maximum 
ratings are as follows: 

Filament voltage 10 volts 

Filament current 10 amperes 

Amplification factor 36 

Griiplate capacitance 6.3 

Grid-filament capacitance 12.3 M^fd. 

Plate-filament capacitance 8.6 /t/ifd. 

Max. plate voltage 3000 volts 

Max. plate ciurrent 500 ma. 

Max. grid current 75 ma. 

Max. plate dissipation 300 watts 

Max. plate input 1250 watts 

At ordinary frequencies, a plate efficiency of 
80% can be obtained with rather low driving 
power. For example, one set of typical operating 
conditions shows the driving power required as 
26 watts for an output of 925 watts with 2600 
volts and 475 ma. on the plate. The tube should 
run easily at a kilowatt input. 


10 volts 
10 amperes 
36 

6.3 /(/ifd. 

12.3 tt/jfd. 
8.6 /t^fd. 
3000 volts 
500 ma. 

75 ma. 

300 watts 
1250 watts 


The Maritime Convention 

(Continued from page 10) 

lege. He spoke briefly on impedance matching to 
antennas, and an interesting period of discussion 
and questions followed. 

At eight o’clock the banquet got under way in 
the Georgian ballroom of the Nova Scotian Ho- 
teL A. A. Stephens, VEIEC, President of the 
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PERFORmCE 


emen 

_ Peri-dynamic 
Reproducers 

.... Perfect for use with the 
amateur’s radio receiver. 


The Perfect Speaker 
No Baffle Required 


Acoustic networks and particularly 
the Jensen Bass Reflex Principle Now 
conceded by leading engineers to be the 
feature of 1938 Radio Receivers. 

Says a recent engineering publication 
in effect: “The really new thing for 1938 
is the .Jensen Bass Reflex System.” 

And so 1938 Receivers will generally estaLlish new liigh 
standards of acoustic performance. 

Jensen Peri-dynamic Reproducers Models KLM^ with, 
either 8, 10, 12 or 15 inch speaker, ail incorporate Ba»s 
Reflex and are ready note. Ready for the owner who has 
been dissatisRed with ordinary loud speaker perform¬ 
ance! who wanted brilliant highs and middle highs 
and a low frequency range extended in range and im¬ 
proved in qu^ity. Low fcequency response where the 
fnndamentals predominate — not the harmonics. 

Model KM-15 with 15" speaker as illustrated, U ideal 
for those who have high quality radio receivers and 
want re^ improvement in loud speaker performance. 
The receiver can easily be set on top of the Reproducer. 


Available in Kits 

Model KM is shipped in knock-down Idts. Each kit 
consists of speaker and knock-down enclosur*^ 
packed in separate corrugated box contmners, shipped 
together. All necessary screws, bolts, grilles, brackets, 
etc., included for assembling. Assembly instructions 
are complete. No tools necessary except an ordinary 
screw driver. Enclosures are finished with two coats 
of French Oray. Model KM with 8-inch speaker has a 
list price of ozily $22.00. 

There is a Jensen Peri-dynamic Reproducer for all 
known loud 
speaker appli- ^ 
cations. Model ^ 

KM as described y . _u 

above is ideal l|0n<)^D 

for general pub- I 

lie address use; # A 

Model KV isrec- v* 

ommended *' 

where speech re- ^ 

inforcement 
is the chief re¬ 
quirement. 



ASK YOUR JOBBER .... WRITE FOR MORE INFORMATION 
























Q-BAR INSULATOR 


National offers a new Isolaniite insulator for a fixed- 
ratio Q-bar transformer to match a center-fed half-wave 
antenna to a feeder using No. 12 B & S wire and six- 
inch spreaders (72 ohms to 600 ohms). They are de¬ 
signed for use with rigid duralumin tubing with an out¬ 
side diameter of % inches, and are simply slipped over 
the tubes. The complete assembly is rigid, efficient and 
tidy as well as convenient to handle. 

Q-Bar Insulator, Type QB, Net Price.$.21 


NATIONAL COMPANY, INC. 
MALDEN, MASS. 


Save Time and Costly Experimentation 

PROGRESSIVE ill 


450 WATT INPUT, CW., 
AND PHONE ON 10— 
20—40—80—160 METER 
BANDS. 


T he radio araateura — 
our country'! reserve 
communications system — 
right now should be given 
every cooperation towards 
obtaining high power at low 
<>ost. 


•‘PROGRESSIVE III” — 
Btiitd it yourself —and you'll 
be ready when DX weather 
cornea. Ingenious design has 
kept circuit capacities ex¬ 
tremely low, permitting 
poicer input eitho: CW or 
phone — even on the 10 
meter band. The circuit 
remains neutralized, permit¬ 
ting fast, easy band chang¬ 
ing with plug-in coils. 


•It's easy to build, “step-by- 
step” if you wish, from 
standard parts on panels 
and chassis comple^y diilled 
with sockets installed. Cir¬ 
cuit diagrams, directions, 
etc. In AMATEUR TRANS¬ 
MITTER MANUAL, 25c 
from your jobber or Ama¬ 
teur Press, 333 S. Throop 
St.. Cldcago. 


GENERAL 

TRANSFORMER CORP. 
1S8S W. Van Buren Sbeet 
CHICAGO 



ANTWNA 

TWER 

BUFFER , 
FINAl R F. 
AMPUflER 


EXCUER UNtr 
feXYSTAE 
05C1UATOR 
a BUEFER] 


EAOBUUtOR 

a Fowat 

SUPFLY 


HKTH POWER 


The chassis mount on tack 
or in metal cabinets 


Halifax Amateur Radio Club, banded tbe controls 
over to Major Borrett, VEIDD, who acted as 
master of ceremonies. Tbe convention was offi¬ 
cially welcomed to Halifax by Alderman Dr. S. H. 
Keshen, representing the Mayor. Alex Reid, 
VE2BE, of Montreal, Canadian General Man¬ 
ager, spoke briefly on the Bucharest and Cairo 
conventions. Joe Fassett, the grand old man of 
amateur radio in eastern Canada, formerly 
VElAR, recalled some amusing anecdotes of the 
early days of radio. 

After the brief speeches were over tbe ballroom 
was cleared for the contests. The code copying 
was won by VElEC and the code sending was 
won by VEIHK. The silver cup for the VEi who 
worked the largest number of foreign countries 
during the past year was again won by VElCR. 
The humorous contests brought many laughs and 
were enjoyed by everyone. The convention ad¬ 
journed after the presentation of prizes for the 
contests. 

Sunday morning a large party of the convention 
were taken on board the Berengaria, which was in 
Halifax on a Labor Day cruise from New York. 
In the afternoon a picnic, with outdoor sports, 
was held at St. Margaret’s Bay, The weather was 
rather cool, but three of the picnickers went in 
swimming and reported the water warmer than 
the air. During the afternoon the five-meter band 
was very active since many of the oars were 
equipped with transceivers. 

E^ly Sunday evening the crowd returned to 
Halifax and scattered to visit the shacks of the 
local amateurs, but reassembled to attend the 
midnight show at the Capitol Theatre. After the 
show an opportunity was provided to visit the 
projection rooms and examine the sound equip¬ 
ment through the kindness of SCM VEIDQ. 

After a very few hours deep (for some) the 
hams again assembled in front of the Nova Sco¬ 
tian Hotel on Monday morning for the five-meter 
contests. These proved to be one of the best fea- 
tiues of the whole convention, and hunt after 
hunt followed in succession. VEIHJ was in charge 
of the hidden transmitter and put out a good sig¬ 
nal, in fact so good that he was found too quickly 
by VBlMA the first time. The second hunt lasted 
longer because the hidden transmitter was lo¬ 
cated in the centre of a large cemetery. In the 
afternoon different ones acted as the hidden 
transmitter and were located by the fleet of 
mobile five-meter stations cruisiag the narrow 
streets of old Halifax. 

This concluded the convention, and the VEl’s 
returned to their various QTH’s. They all feel 
that the Halifax Club deserves to be thanked and 
congratulated for sponsoring such a successful 
and enjoyable hamfest. Orchids are specially due 
VEI EC, AW, EE, FQ, FO, HJ, EK, Ed Mc¬ 
Laughlin and, last but not least, the ladies’ com- 
mitt^. 

J. M. Morton, VEIJM/YESALK 
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.C.RELAYS 

Made by 

g^en»Biadley 


These A. C.^ solenoid relays are ideal for remote con* 
trol of transmitters, for control of crystal ovens, and for 
any general remote control application except tor keying. 
THESE RELAYS WILL NOT OPERATE IN KEYING SERVICE. 
Silver^tO'SlIver double-break contacts are used throughout. 

The 'maximum contact rating is 10 amp. at 220 v. or 3 
amp. at 550 v. The relay colls are wound for 115 volts 
50 cycle alternating current. Relays for other voltages 
can be supplied on special order. Use coupon below. 
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Meial-ean invertad'* 
mounted type. 


Cardboard-case type 
with Adjustimount 
metal Hanges. 


Precisely so. 600 v. D.C. working. The 
added margin of saiety makes these handy 
elecirolytics great favorites among "hams" 
and experimenters who build rigs to last. 
• Write for new 32-page catalog. 


Choice of popular 
capacities. 

Color-coded pigtail 

leads. 



^ Want to Read Something 

Ir Truly Interesting? 

• Get a copy of “TWO HUNDRED ME- 

TERS AND DOWN" and thrill to the 


story of amateur radio. Puff up a bit, if you will, 
as the story unfolds and shows the important part 
we amateurs have played in the development of 
the whole radio field. If you are an old-timer, you 
will read with interest the accounts of activities you 
yourself may have taken part in. The interest is 
still there for those who are comparatively new¬ 
comers as the book carries us through to modern 
times. If you are a beginner, read it to learn to 
appreciate all that you are now a part of. 


► But . . . old-timer, beginner, new-comer, or 
Just one interested in amateur radio — beg, bor¬ 
row or buy — or steal a copy at the local library 
and read this inspiring saga of amateur radio . . . 
"TWO HUNDRED METERS AND DOWN." 

$1.00 postpaid 

BUCKRAM BOUND —f2.00 

American Radio Relay League, Inc. 

West Hartford, Connecticut, U. S. A. 


A.R.R.L. QSL Bureau 

'Tj'OR the convenience of its members, the 
* League maintains a QSL-card forwarding sys¬ 
tem which operates through volunteer " District 
QSL Managers ” in each of the nine United States 
and five Canadian districts. In order to secure 
such foreign cards as may be received for you, 
send your district manager a standard No. 8 
stamped envelope. If you have reason to expect a 
considerable number of cards, put on an extra 
stamp so that it has a total of six-cents postage. 
Your own name and address go in the customary 
place on the face, and your station call should he 
printed prominently in the upper left-hand comer. 
Wl—J. T. Steiger, WIBGY, 35 CaU Street, 
VYiUimansett, Mass. 

W2 --H. W. Yahnel, W2SN, Lake Ave., Hel- 
metta, N. J. 

W3—R. E. Maoomber, W3CZB, 418 10th St., 
N. W., Washington, D. C. 

W4—B. W. Benning, W4CBY, 620 TYhiteford 
Ave., Atlanta, Ga. 

W5—E. H. Treadaway, W5DKR, 2749 Myrtle 
St., New Orleans, La. 

W6—D. Cason Mast, W6KHV, 423 East E 
St., Ontario, Calif. 

W7—Frank E. Pratt, W7DXZ, 5023 So. Ferry 
St., Tacoma, Wash. 

W8—F. W. Allen, W8GER, 324 Richmond 
Ave., Dayton, Ohio. 

W9-Roy W. McCarty, W9KA, 11 South Mich¬ 
igan Ave., VUla Park, Ill. 

VBl—^,1. E. Roue, VBIFB, 84 Spring Garden 
Rd., Halifax, N. S. 

VE2—C. Wh Skarstedt, VE2DR, 236 Elm Ave., 
Westmount, P. Q. 

VE3—Bert Knowles, VE3QB, Lanark, Ont. 

VE4—George Behrends, VE4RO, 186 Oakdean 
Blvd., St. James, Winnipeg, Manitoba. 
VE5—E. H. Cooper, VE5EC, 2024 Carnarvon 
St., Victoria, B. C. 

K4—F. McCown, K4RJ, Family Court 7, San- 
turce, Puei'to Rico. 

K5—.lohn J. Carr, K5AV, 78th Pursuit Squad¬ 
ron, Albrook Field, Canal Zone. 

K6—James F. Pa, K6LBH, 1416D Lunalilo St., 
Honolulu, T. H. 

K7—Leo E. Osterman, K7ENA, Customhouse, 
Wrangell, Alaska. 

KA—George L. Rickard, KAIGR, P. O. Box 
849, Manila, P. I. 


Naval Communication Reserve Notes 


(Continued from page SO) 

friend who is in the Co mmuni cation Reserve, or 
by communicating with the Commandant of the 
Naval District in which he may be located. The 
addresses of the Commandants are as follows: 


Commandant. 

Firet Naval District, 
Navy Yard, 

Boston, Massacliusetts. 


Commandant. 

Ninth Naval District, 
Naval Training Station, 
Great Lakes, Illinois. 


Commandant, 

Third Naval District, 
Navy Yard, 

New York, N. Y. 


Commandant, 

Eleventh Naval District, 
Naval Operating Base, 
San Diego, California. 
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HAMMARLUND "MTC" CONDENSERS 



A low-priced transmitting condenser with every 
feature necessary in quality transmitters of all kinds 
— that’s the new "MTC" condenser by Hammar- 
lund! Here are some "MTC” features — maximum 
rigidity, light weight, Isolantite insulation, table or 
shelf mounting. Beryllium cushion-disc front bear¬ 
ing, rear ball bearing, silver plated wiping contact, 
heavy wide spaced aluminum plates, round edges 


HAM/AARLUND MANUFACTURIN© CO. 


BEST RESULTS/ 


for higher voltages, 19 sizes, 20 to 500 mmf., 
voltages from 1000 to 10^00, and prices range 
from $2.40 to $8,501 Use the MTC transmitting 
condensers and watch the QSL’s come in! 

For best results use Hammarlund, and to be 
sure you get a genuine Hammarlund product, look 
for the name — it's stamped on every product 
Send for MTC bulletin for further details 


424-438 West 33rd Street, New York 


Radio Operator's 
Course 
Telegraphy— 
Telephony 
Aviation 


pORT ARTHUR COLLEGE has been teaching Radio for 
tweoty<«Ight years, and during this time It has never been our 
policy to guarantee positions to prospective students, directly or 
indirectly. We believe It wisdom at this time, however, to go on 
record in our QST advertising to say that It Is Impossible for us to 
even come near to supplying the demand for Radio Operators 
received by our Employment Department. We do not mean by 
this that all students who enroll will automatically secure posi¬ 
tions. The demand is for graduates — good men who deserve and 
are qualified to hold positions. The graduates of our Radio 
School, so far as we know or can learn, are employed 100%. 

It is possible for every student who enters the P. A. C. Radio 
School and completes the course in keeping with our standards 
to receive employment as a Radio Operator for our station 


' Practical 

Experience 
i Bl ' Studio— 

Transmitter— 

Announcing 


K P A C at the transmitter. In the control room, as trans-radio 
press operator, or announcer, and not only earn more money 
than he pays for the training but to also continue his trai^ng as 
a post-graduate student in advanced work and prepare himself 
to secure and hold operating positions in the upper bracket of 
broadcasting, marine work, annouacing, or airways. 

Port Arthur College advertises primairily to Radio Amateurs, 
and the training is too technical for the average student who has 
not selected Radio as his lifers work. We know the opportunities 
for positions and advancement are unlimited for men who are 
Interested in Radio and who plan to make this their career and 
are willing to make the sacrifice and effort necessary to master 
OUT training. P. A. C. maintains strict collegiate rank only 
higb.scbool or college graduates are eligible for enrollment. 


If /ntererted in details about Radio Coursot write for builetin R 


PORT ARTHUR COLLEGE ■ PORT ARTHUR (World-known port) TEXAS 
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This Much Is Certain. . . . Cornell' Dubilier 

Engineers have the interests of '‘Hams" 

at heart. It may be because so many ^ men on 

the C-D staff are "Hams" themselves. At any rate, they know 
the problems of the "ham." 

It seems to us, that C-D engineers have uncovered "a real 
erne" this time. You know of course, the sometimes lethal 
effects of a chargcsl condenser. FOR YOUR SAFETY the 
OD staff designed Universal Mounting Brackets for all 
Type TJ-U DXKANOL Capacitors. These brackets arc 
supplied at no extra cost. 

For complete details send for catalog No. 151-A 
Cornell-Dubitier Electric Corporation . 1013 Hamilton Blvd. 

South Plainfield, New Jersey 


CORNELL - DUBILIER 

ELECTRIC CORPORATION 


ELECTRIC CORPORA TION 
South Platin field. New Jersey 


MATCH TIPS 



Yes, but just as “hot" tips and 
far more profitable ones are to be 
found in Volume Two of 


HINTS 


& 


KINKS 


50/ postpaid from 

American Radio Relay League, Inc. 
West Hartford, Connecticut 


Commandant, 

Fourth. Naval District, 
Navy Yard, 
Philadelphia, Pa, 

Commandant, 

Fifth Naval District, 
Naval Operating Base, 
Norfolk, Virginia. 

Commandant, 

Sixth Naval District, 
Navy Yard, 

Charleston, S. C. 

Commandant, 

Scveiith Naval District, 
Navy Yard, 

Charleston, S. C. 

Commandant, 

Eighth Naval District, 
Navy Yard, 

Charleston, S. C. 


Commandant, 

Twelfth Naval District, 
Naval Operating Base, 

San Francisco, California. 

Commandant, 

Thirteenth Naval District 
Headquarters, 

Seattle, Washington. 

C ommandant, 

Fourteenth Naval District 
iHeadquarters, 

Pearl Harbor, T. H. 

Commandant, 

Fifteenth Naval District 
Headquarters, 

Balboa, Canal Zone. 

Commandant, 

Sixteenth Naval District, 
Navy Yard, 

Cavite, P. I. 


Army-Amateur Radio System Activities 

iContiriued from page SI) 

New Hampshire, Vermont, Massachusetts, Rhode Island, 
Connecticut. 

n, C.A.—W2SC-WLN, Governor's Island, N. Y.^—New 
York, New Jersey, Delaware and Puerto Rico. 

III. CJL—W3SN-WLQ, Baltimore, Md.—Pennsylvania, 
Maryland, District of Columbia, and Virginia. 

IV. C.A.—W4IR-WLR, Atlanta, Ga.—North Carolina, 
South Carolina, Georgia, Florida, Tennessee, Alabama, 
MissUrippi and Louisiana. 

V. C.A.-~W8ZG-WLH, Columbus, Ohio.—Ohio, West 
Virginia, Indiana and Kentucky. 

VL C.A. -W9ANR-WLT, Chicago, IlL—Illinois, Wis¬ 
consin, Michigan. 

VII. C.A.—W9BNT-WLH, Omaha, Nebraska.—’North 
Dakota, South Dakota, Minnesota, Iowa, Nebraska, Kan¬ 
sas, Missouri and Arkansas. 

VIII. C.A.—W50W-WLJ, Fort Sam Houston, Texas.— 
Colorado, Arizona, New Mexico, Oklahoma and Texas. 

IX. C.A.—W6NLL-WLV, Presidio of San JBVancisco, 
Calif.—Washington, Oregon, Idaho, Montana. Wyoming, 
Utah, Nevada, California. 

Anyone desiring information on the Army 
Amateur Radio System can obtain it from the 
Signal Officer of the Area in which he lives. This 
list will also be helpful to A.A.R.S. members in 
competitions. 


How Long Is a Quarter Wavelength? 

(Continued from page S£) 

assumed that this Une is held several feet away 
from large conducting or dielectric bodies. 

line B consists of a two-conductor parallel 
tubing line using copper or aluminum tubing of 
diameters between and S/fg-inch and tubing 
spacings between inch and 2 inches. This group 
includes the Collins “Multiband” and Johnson 
“Q” sections. 

Line C consists of a concentric transmission 
Une using No. 12 copper wire inside of a ?4-inch 
copper tube with Isolantite spacers every few 
inches along the line. Incidentally, the measmed 
surge impedance of this line was considerably less 
than the calculated value of approximately 75 
ohms. 

Line D is the conventional twisted pair of the 
“low-loss” type. This typo of line should never 
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80 -T TRANSMITTER 

# Covert all bands from 10-160 meters on phone 
and cw. 

• Hat all necessary controls and meters, yet is 
simple to operate. 

# Compact in size and well proportioned for 
restricted space. 

• Reasonably priced and may be purchased on 
easy payments through your dealer, 

YOU PROTECT YOUR INVESTMENT 

when you buy an 80-T transmitter because it be¬ 
comes the foundation unit for our 700-R transmitter 
when higher power is later desired. We allow you 
the full purchase price of your 80-T when the larger 
transmitter is acquired, thereby eliminating any 
depreciation on your initial investment. This feature 
alone is well worthy of your consideration. 

Write for Information and Prices 


HARyEY RADIO LABORATORIES, INC. 

^25 Thorndike SI., Cambridge^ Mass. 


DOWN PAYMENT ON SOT ONLY $7.75 ON OUR 20 PAYMENT PLAN. 
ORDER NOW IMMEDIATE DELIVERY 

DELAWARE RADIO SALES COMPANY 

405 DELAWARE AVENUE — W3DQ — WILMINGTON, DELAWARE 


P I SEMI- 

l*ACC wm. AUTOMATIC KEY 

ICaa LCVCI DOES THE REST 

‘'^AKES Insist on the Genuine Martin 

SENDING « m - 

easier V iBROPLE y 


MAKES 

SENDING 

EASIER 


Insist on the Genuine Martin 


Semi-Automatic Key 



Smaller and more 

compact. Large contact -m 

points. Black japanned 
base. A low priced key You want to be a GOOD, CLEAR, 
with world famous FAST sender — YOU can be with a 
Vibroplex Quality. New Genuine Martin Vlbroplex 

Other models_ semi-automatic key. Over 100,000 

$17 and $19 operators have found sending with a 
Vlbroplex the easiest, fastest and best 
vray to send. P'aster than the fastest 
hand sender— less than half the effort. Easy to leam. Easy to use. 
Easy to own. Order to-day. Insist on the Cienuine Martin Vibroplex 
key. Accept no substitute. Only the Genuine has “THE BUG" trade 
mark. Your old Vibroplex accepted as part 
payment. Money order or registered mail. / 2 

Write for B'REE catalog. / 


THE VIBROPLEX CO., Inc. 

832 Broadway New York, N. Y. I 





PRECISION CRYSTALS 

Highest qaality crystals, one inch 
square, carefully ground for fre¬ 
quency stability and maximum 
output. Be sure of your transmitter 
frequency use PRECISION 

CRYSTALS. 

Low frequency drift crystals (Type 
L T C) supplied within 0.1 % of your 
specified frequency and calibrated to 
within 0.03% are priced as follows; 
Cr'Ystal Holder 1750 and 3500 kc. bands — $3.50 

Holder $1.00. 

(Holder as illustrated to fit G.R. jacks or round holder to 
plug into a tube socket can be furnished. G.R. jacks to plug 
illustrated holder into — $.15 pair.) 

•X* cut PRECISION Crystals carefully ground for maxi¬ 
mum power supplied within 0.1% of your specified fre¬ 
quency and calibrated to within 0.0o% are priced as follows: 
1750. 3500 and 7000 kc. bands — $3.00 each. Add $1.00 if 
holder is desired. 

*AT’ cut crystals for commercial use quoted on at your 
request. When ordering our product you are assured of the 
finest obtainable. Now in our seventh year of business. 

PRECISION PIEZO SERVICE 
427 Asia Street Baton Rouge, La. 


■ ,3.00 each. Add ,1.00 il 
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TWO "ALADDINS" 

One had a lamp — 




. . . remember the story of 
Aladdin and how he could work 
miracles by just rubbing his 
magic lamp? Well, today there’s 
another “Aladdin” that works 
miracles, too, but not with a 
lamp . . . 

The Other Has 

POLYIRON! 




Like a modem genie, Aladdin “Polyiron” 
I.F. Transformers bring you an almost 
unbelievably higher degree of SELEC¬ 
TIVITY and SENSITIVITY — IN¬ 
CREASED GAIN — IX)WER NOISE 
LEVEL — LESS LOSS — BAND EX¬ 
PANSION. If you haven’t a magic lamp 
to rub, see your jobber or write us for 
FREE TECHNICAL BOOKLET show¬ 
ing how and why Aladdin components 
greatly improve reception. 


★ [Aladdiiini ★ 


Aladdin Radio Industries, Inc. 

466q W. Superior Sireei, Chicago, Illinois 

Licensee of Johnson Laboratories, Inc. 

These devices manufactured under one or more of the fottounng U* S. 
Letters Patents! 

1,887,380 1,940,228 1,978,568 1,978,599 1,978,600 1,982.689 

1,982,690 1,997,453 2,002.500 2,082.590 2,005,203 2,018,626 

2.028,534 2.032,580 2,032.914 2,035.439 2,051,012 2.059,393 

2,082,587 2,082,589 2.082.595. Other patents pending. 



Save your fist. Let the Automatic Sender raise r%tt 1\t ■ 

your stations for you. Repeats calls or messages IJit-ly ■ 

indefinitely. Length of messages unlimited, B 

Sends from^2 to 70 words a minute. Motor fl 

driven. Entirely automatic.^ Bui|t-in tape per- B 

forator. Absolute uniformity in spacing of B 

characters. Used with buzzer or oscillator. Postbetid. B 

makes excellent code teacher for novice and ^ B 

spccd-buildcr for the advanced amateur. Com- (n U. S* A* B 

picte with 4 rolls of tape and full instructions. B 

No extra equipment needed. If your dealer Patent B 

can’t supply you, write us. Pending B 

MONEY-BACK GUARANTEE B 

lardiner-Levering Co. New-jerMy^tifsA. 


be used as a resonant matching section due to its 
higher losses as compared to Lines A, B and C. 
It is also to be noted that there are several dif¬ 
ferent makes of “EOl” cable now offered for sale, 
which differ somewhat in characteristics. It was 
also found that six months exposure to the 
weather affected the losses, characteristic im¬ 
pedance and the velocity of propagation of this 
type of line so that the factor V shown for Line D 
is merely an average.* 

The length formula for resonant, but non-radi¬ 
ating, lines and matching sections which are 
electrically a quarter-wavelength long is 

^ 2467 

L/.., = — 

fMc. 

Where L is the length of the quarter-wave section 
in feet; 7 is the velocity correction factor shown 
in Table I; and F is the frequency of operation in 
■megacycles. 

To obtain a half-wave or fuU-wave section, 
multiply L by 2 or 4, respectively. 

Table II shows some typical lengths for various 
constructions. 

* See also, "Match And Mis-match," b.v S. W. Seeley, 
elsewhere in this issue. —Editoh. 


Qmrta Waxdengtk in Feet 


At Last! 

A Perfected 

f AUTOMATIC 
SENDER I 

itomatic Sender raise ritl 1\t B 
cats calls or messages ■ 

messages unlimited, B 

ds a minute. Motor fl 

c. Built-in tape per- fl 


Frequency 

Line A 

Line B 

Line 0 

Line 1) 

3.5 Me. 

68 ft. 6 in. 

66 ft. 9 in. 

59 ft. 8 in. 

45ft. Sin. 

3.75 

64 ft. 

62 ft. 4 in. 

55 ft. 11 in. 

42 ft. 10 in. 

4.0 

60 ft. 

58 ft. 5 in- 

52 ft, 3 in. 

40 ft. 

7.0 

34 ft. 3 in. 

33 ft. 5 in. 

29 ft. 10 in. 

22 ft. 10 in. 

7.15 

33 ft, 7 in. 

32 ft. 9 in. 

29ft. Sin. 

22 ft. 4 m. 

7.3 

32 ft. 10 in. 

32 ft, 

28 fl. 7 m. 

21 ft. 11 in. 

14.0 

17 ft. 2 in. 

16 ft. 9 in. 

14 ft. a in. 

lift. Sin. 

J4.2 

16 ft. 11 in. 

16 ft. 6 in. 

14 ft. 9 in. 

lift. Sin. 

14.4 

16ft. gin. 

16 ft. 3 in. 

14 ft. 6 in. 

lift. lin. 


Physical length of electrical quarter-wavelength jines using four 
different types of construction. &e text for specifications of the four 
types of 1 incs. 


Notes on Steatite-Type High-Frequency 
Insulation 

iContinued from page S4) 


EVERY RADIO OPERATOR 


Wishes He’d Bought His MAC KEY Long Ago! 

Find out for yourself! You, too, will send faster, smoother 
code. Every MAC KEY designed, balanced and tested by 
Champion McHlroy himself. BeKiooers and advanced opera¬ 
tors everywhere are im:^rovinK their speed and technique. 
Here are the most amazing values in telegraph history. See 
them at your jobbers. Get your MAC KEY now. You'll jdways 
be slad you did! 

New 1938 DeLuxe Semi-Automatic MAC KEY.. ,$9.50 
New 1938 Standard Model Semi-Auto. MAC KEY,. 7.50 
MAC STRAIGHT KEY. Best Ever. Real Balance.. 1.50 
MAC OSCILLATOR. Tone and Frequency Control. 4.50 
MAC PRACTICE SET, $2.95. MAC HUMMER... 1.50 
MAC AUTO, Finest Electrical Transmitter — Only 69.00 


T. R. McELROY— 175 Congress St., Boston, Mass 
WORLD S CHAMPION TELEGRAPHER 


vju. New Jersey, u. s. A. constitute Only a very small portion of the stea- 

body, they are the determining factors for the 
properties of the finished article and, by varying 
these fluxes, the ceramic engineer can produce 
A AC KFYl ono AortI specific properties in the finished body. 

° - ■ The mixture of talc and fluxes is plastic enough 

wiU send faster, smoother to bo pressed by steel dies into desired shapes, 

nners and advanced opera- ^'acting some water to the dry mixture, higher 

their speed and jeehmeme. plasticity is obtained which makes it possible to 

1C KEY*now. Vou’uS'ways extrude the body into tubular shapes or rods, 

through high pressure extrusion presses. After 
latic MAC KEY.. .$9.50 drying, these extruded pieces are just hard enough 
T«?Re^SaS^.‘.' i.’lo machined similar to steel. 

Frequency Control. 4.50 brass or Wood; and it is possible to driU holes or 
—^ntV 6^00 threads before the pieces are fired, or, as the 

_’ ceramist says, "while the pieces are green”. 

The firing process, which takes place at very 
high temperatures in specially designed kilns, 
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NEW CANDLER COURSE! 


Always the Short-Cut to Code , Skill— 

NOW IMPROVED 50% 

If you REALLY waat to be a speedy, accurate code operator, you have the 
most amazing opportunity in all code history! Walter Candler, maker of 
champions, will teach you everything you need to know to get your amateur 
or commercial license — and teach you in half the usual time! Don't go on 
iusc wishing to be a code expert when Candler training is so easy and so 
inexpensive. Today can be the turning point in your radio career. All you 
have to do is mail the coupon below. Why delay! NLail it now! 




World’s champion McEIroy says, “You 
can’t learn code by practice alone — with 
any kind of praaice set. Automatic Sound 
Consciousness is the foundation every 
operator must have. The Candler System in 
this respect is exclusive, scientific, exact.” 

Don’t stand in the way of your own success. 
Tear out the coupon and mail it today! 
You’ll always be glad you did. 


Walter Candler will train 
you personally, at home, 
to qualify as an expert 
operator. His phenome¬ 
nal success with thous- 
andsjof others, guaran¬ 
tees your own profi¬ 
ciency. Candler knows 
the short-cuts. He’ll save 
you months of laborious 
practice. Mail the coupon 
for proof. 



SYSTEM CO. 

Dept. Q-11, ASHEVILLE, N. CAROLINA, U. S. A. 


MAIL COUPON TODAY FOR FREE BOOK 


CANDLER SYSTEM CO. 

Oept. Q‘lJf Asheville, North Carolina, U.S.A. 

Send me your FREE book right away! My present speed is... .w.p.m. 

NAME... 

Address.... 

City.State. 


— CONDENSERS 

THAT FEATURE: 

HALF-LENGTH ROTOR SHAFT— 
inductance where it belongs, in the coil. 
LOWER MINIMUM CAPACITIES 
a greater tuning range. 

BUILT-IN COIL MOUNTING — stator, link, 
and centertap terminals. 

BUILT-IN NEUTRALIZING CONDENS¬ 
ERS — optional. No mounting problems. 
SHORTER OVERALL LENGTHS FOR 
GIVEN PLATE SPACINGS AND 
OAPACIXIES 

IMPORTED LEADLESS MYCALEX RF 
INSULATION — strength and low losses. 
HUSKY CONSTRUCTION THROUGH- 
Neutralizer Model ABC 6025-N2 OUT — clean appearance. 

CERAMIC STANDOFF INSULATORS—/or ungrounded, grounded, or hypassed-to-ground rotor 
assembly. 

BEAUTIFULLY POLISHED PLATES — Me inch thick, with rounded edges. 

You get all this, and more, in an ATKINS & BROWN condenser. The lower distributed induc¬ 
tance and lower minimum capacity enable a well designed ten or 

twenty meter transmitter to work on five meters — an added 4-1%/^ TXne-h f 

band. For any band — from 5 to 160 — there is nothing better. KtST pfJS xjBSV I 

ATKINS & BROWN 

W6VX ■ 215 Fourleenfh Street, Oakland, California ■ W6HB 
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{Continued Jro/m page S8) 

Briefs 

W9KMN, Woodstock, Ill., would like to arrange daily 
schedules with stations near Minneapolis, Minn., Sioux City, 
Iowa, and in the western part of Nebraska and southern 
part of Kansas, for the purpose of obtaining amateur 
raeteoroiogicai measurements. Operators in the places men¬ 
tioned who have access to complete amateur meteorological 
measurements should get in touch with Bruce E. Stei^e, 
W9KMN, Woodstock, IlL 


Tuning across the 7-Mc. band in the wee amall hours of 
August Sth, W60WW, El Paso, Texas, heard a creeping 
rough signal calling ‘‘Qrr,’' the ^st of a decidedly excited 
nature and signing XE2DC. Making contact, W5CWW re¬ 
ceived the following message: “This town is being consumed 
by fire. Please notify Mexico City.” He phoned the police in 
Ciudad Juarez (Just across the border) and passed along the 
information. The police relayed the message to Mexico City 
and a relief train vras promptly dispatched. The town, El 
Salto, suffered considerable damage, some fifty houses being 
destroyed. 


Station Activities 
CANADA 
MARITIME DIVISION 

lY/TARITIME—iSOM, A. M. Crowell, VElDQ—'Nova 
Scotia: PQ has become an RME convert. KY ie active 
on 3.5 Me. using a new Sky Buddy receiver. ME, a new 
Halifax ham, has a tjL6 going on 3.5 Me. KG is awaiting 
membership in the R.O.C. A very FB bit of portable field 
work was reported by FQ. who. with a pai'ty, recently 
motored with his 6I<6 crystal ose. to Ship Harbor and with¬ 
out benefit of power lines spent a very busy day on 3.5 Me. 
getting S8 reports from Wl’s using only 135 volts of “B.” 
DQ is revamping the final and working on the anteima. MK, 
the H.A.R.C. station, is now in operation. BV, BC and OW 
have been active on i4-Mc, ’phone. BV is now located in 
Halifax. GL has been swatting 14-Mc. ’phone from Moncton. 
.iAX has been getting the kinks out of the fist with a new rig 
on 14 Me. GR is thinking of adding another big bottle—a 
T325, LR is piling up the DX contacts on 14-Mc. ’phone. 
St. John News (by EE): MB has made a fine start for a new 
ham. BM’s new transmitter and receiver are nearly ready. 
GQ likes the rebuilding idea of amateur radio, and he sure 
can teU you what will work and what won’t. GP and XYL 
had a fine time at hamfest, as did FL and his VL. IB was 
the only other ham from St. John to attend the big event. 
El's signal sounds much better lately. KZ believes in low 
power. JN has a pair of T20’s—FB, Mac. The L.CJ^.R.C. 
lias started its wmter activities, and it looks as though 
there will not be enough old members to initiate the ones 
coming in. IF keeps the higher frequency bands busy. 


ONTARIO DIVISION 

O ntario—SCM, Fred H. B. Saxon, VB3SG—R.M.’s: 

ABW. Dtr, GT. MB. QK. TM. WK, P.A.M.: NX. The 
Route Manager located nearest to you will be pleased to 
assist you in getting started in traffic handling. VA has new 
rig with P.P. T55'8 in the final, time delay relay on power 
supplies and an overload relay in every stage; receiver is an 
HRO. WK had trouble with strain insulators in guy wires 
on new mast. ON from Rat Rapids visited in Toronto, GG is 
back as O.R.S., but his QTH is now Toronto. PE is new 
O.R.S. The Toronto gang enjoj^ed themselves at Detroit. 
AJB and BB are qualifying for O.R.S. BB U putting an 
’03A in final. CN had a visit from MJ and directed him to 
the summer cottage via 28-Mc. 'phone; he also works ADA 
(mobile in plane) cross-band 3.9 to 28 Mo. when fiying 
within range, giving ADA WX and landing conditions on 
Lake Simeoe. All’s i4-Mo, V’^K score is now 165; on Sept. 
i4th he worked J5CC. which made him W.A.C. three times 
in two weeks, the other Asians being U9AV and TJ9AW. 
AEV has rebuilt with a '47,802 and T55; he had a visit from 
VE4NI. 'Fhe Lakehead Wireless Club again had a rig at the 
Fort William Fail' and reports much interest from the public. 
The Lakehead Club's annual picnic was held at Pass Xiake; 
two W hams from Duluth were unexpected but very wel¬ 
come guests. PE, using T20'8 in the final on 3.5 Me., has 
been heard in Holland this summer. Watch your notes, fel¬ 
lows? the R.I. won’t take a very lenient view of persistent 

raw a.o. signals. 


Traffic: VESAU 62 SG 17 DH 11 PE 4 LI 3 AJB 2 GT 1. 
(JuIy^Aug.: VESAU 48 DH 21.) 

QUEBEC DIVISION 

Q uebec—SGM, Stan Comach, VE2EE—The Mon¬ 
treal Amateur Radio Club has started its meetings 
again, and all interested are welcome to meet every third 
Thursday. JK is leaving the district for a sojourn up at 
North West River, Labrador and LU returns to town from 
that location. IN has been summering in the bush operating 
a station for the Forestry, as were alwu DO and KD. Two 
new W.A.C. 'phone tickets will adorn the shacks of GA and 
DQ; the latter has also erected a vertical half wave on 14 
Me. JG is a newcomer in Verdun. JJ has sold his station, 
lock, stock and barrel. FG is now W.A.C. on c.w. working 
yi2BA for his Asian. AM worked his first VK 'phone re¬ 
cently; DC, one of our outstanding DX men, has moved 
from New Carlisle to Montreal. XX is using a ’47, 2A3 with 
30 watts and has 34 states toward W.A.S. ID has purchased 
an HF-100. LI is using a T-5.5 final. KM has rebuilt to a 
pair of 211*8 in tlie final and AG has done likewise. IP is 
using a T-125. LV has laid his hands on a Class B modulator. 
W8ICM visited DR recently with his YL2B. Hebert from 
Hartford was also in Montreal. II is now working at the 
R.C.A.-Victor with EX. CR is changing QTH. BO was on 
vacation with the W2’8. W2BNX has gone back home after 
the season at Belmont Park. BN is working quite a slice of 
DX. With 28 Mo. opened up we have heard CA, ID, KX 
and EW down there with LV somewhere in between 14 and 
28. HL DZ is leaving CKAC to work for C.B.C. NI is 
running a pair of ISO-T’s in a swell rig. The trunk line will 
begin operation soon with LC in charge and LU doing his 
bit as alternate. We expect that the Tri-Colour Net also will 
be operating with renewed vigor under the super-vision of 
AB and HT. The election for C5anadian General Manager 
will soon require your attention. Let’s puli for our nominee 
solidly again. 1 would be pleased to hear some word from the 
following before November i6th: AA, BN, CW, DH, EQ, 
FJ, GX, HX. IG, JL, KY, LX, MD, NB . . . drop me a 
line, tell the gang of your ac^tivities. 

Traffic: VE2LC 3 DR 17 LI 1. 

VANALTA DIVISION 

ALBERTA—SCM, Alfred D. Kettenbach, VE4LX—LQ 
is back with KK on 1.75-Mo. 'phone schedule. EA is 
working DX on 14-M!c. 'phone; he is the newly elected 
president of the N.A,R.C. QX moved rig to Varsity for new 
Varsity Ham Club, which boasts membership of 25, and 
will be working 3.5-, 7- and 14-Mc. bands, ’phone and c.w. 
AH has new receiver finished and has started on the new rig. 
FR is making FB progress with his new i4-Mo. rig. HJ was 
reflected secretary of N.A.R.C. by acclamation. JO of 
Oadogan is going North to Fort St. John as radio op for air 
line company. ADD is preparing for 28-Mo. 'phone. AHY, a 
new N.A.R.C. member, uses a single '46. VJ will be on with 
pair of tens in the final of rebuilt rig. AEA tried 2S-Mc. 
'phone. AGZ put up new skywire. HM was heard working 
his YF from a Chicago station recently. AJ J, new Edmonton 
ham, sports nifty-looking rig. UY has gone to Grand Prairie 
as chief enginee-r for CFGP. HP is getting out very well with 
his 2 watts. LQ works lots of VK’s, ZL’a and G’s in a month. 
ZW of Grand Prairie “went and got himself married." NS 
has the new rig ready for testing. GM and BW have very 
interesting discussions about governmental policies, and if 
you want a real treat just listen to them on 3.9 Me. these 
nights. The Alberta Net is back in action for the winter and 
looking forward to a fine season. APT leads the traffic han¬ 
dlers this month. 

Traffic: VE4AFT 43 GE 31 LX 16 QK 3. 

PRAIRIE DIVISION 

TV/TANITOBA—SGM, A. J. R. Simpson, VE4BG—AAW 
* lost little time after his trip to Minneapolis. GC, who 
looked after Trunk Line traffic last year, doing an FB job 
of it, will be turning this detail over to AAW for the coming 
winter and will relieve in an alternate capacity. Other sta¬ 
tions desii'ing to hook in with these stations are reiiuested 
to communicate with them. iP is turning his attention to 
transmitter alterations. GL recently acquired a new re- 
tteiver. EK is looking over microphones. ZK keeps busy on 
14- and 7-Mc, c.w. QC now uses his RK23 as a buff'er- 
ampiifier and finds it much better. QO finds 2S-Mc. uundi- 
tions much better than 14 Me. RO, by the use of a TZ20 
doubler, has been able to put one of the rigs on 28 Me. with 
output about equivalent to 14 Me. SS is rebuilding bread¬ 
board style. KX is heard on 14 and 28 Me. with a Collins 

rig. SR finds 14 Me. good for DX. EJ has an RMEfiS re- 






C€iveT and bas decided to move the rig to 14 Me. OK hae 
left Winnipeg for an operating post at The Pas in the North 
country. We wish him the best of luck. NI will be rebuilding 
with a T125 Class B modulated. The Winnipeg Radio Club 
has resumed fall activity with the election of officers for the 
coming year. The M.W.E.A. and St. James Radio Clubs 
are also getting under way. 

Traffic: VE4AAW 13. 

SASKATCHEWAN—SGM, Wilfred SkaUe, VE4EL— 
AAA, operated by members of the S.A.R.C., has be n on 14 
find 66 Me. the past summer. ‘'T9X” has resumed publica¬ 
tion. IQ is running a pair of T20’8 in final of new rig. LI is 
working on 66-Mc. portable for the new buggy. MB, TN, 
PQ, UD have been fooling around with 56-Mc. equipment. 
QZ now has relay rack using 6L6G crystal osc. and *10 
doubler-amp. with about 20 watts input. The S.A.R.C. 
staged a very successful weiner roast for its members as a 
preliminary to the club’s program of entertainment for the 
coming season- RJ has been operating 28-Mc. ’phone. TW 
had a visit from his brother, W8PXR. UC is working 14-Mc. 
’phone with a T55 final. UD heard VU2CQ on 28-Mc. 
’phone one noon. XY is now located in Saskatoon. XB got 
bitten by the ’phone bug and is now operating on 14 Me. 
XM is going crystal control and plans to own a Haines 
“R.S.R." receiver soon. VB reports the presence of a Junior 
op. at his shack. KJ went over his rig to clean up a little 
haywire here and there. UL is going to Harvard (Cruft Lab.) 
for his M.Sc. in Communication Engineering. He has done 
some very steady and reliable monitoring as our Official 
Observer, and the Section will miss him. UK has nice rig 
with 59 Tri-tet crystal osc., ’46 buffer and two T20’8 in 
final; he’s modulating with D.B. mike into 56 into two ’45*8 
into two ’lO's in Class B and getting fine results on 14-Mc. 
’phone. 

Traffic: VE4QZ 8 El 5. 


NEW ENGLAND DIVISION 

/’CONNECTICUT—SCM, Frederick Ells, Jr., WICTI— 
JXP reports that the Humdinger Net will have aug¬ 
mented outlets and contacts this season. APW had a porta¬ 
ble 7-watt rig at summer camp. BDI resumed schedule with 
3BWT. BIH moved. IMV looks for Conn, stations on 1971 
kc. every Sunday at 8:30 a.m. DWP is building a c.w. rig for 
3.5-7-14 Mcs. Ajoy Conn, stations desiring to join the Nut¬ 
meg Net should get in touch with the S.C.M. The net re¬ 
sumed operations Oct. 4th. ES schedules IDMF and 8CMP. 

Traffic: WIJMY 60 JXP 44 AJB 42 DMP 39 ITI 32 
KFN 28 EAO 8 APW 7 JYJ 5 BDI 4 KV (WLGI 38). 

MAINE—SCM. Winfield A. RamsdeU, WIFBJ—CFO is 
on A.A.R.S. 3.5-Mc. C.W. Net using a.c. RK25 and *10 with 
60 watts input. GOJ has resumed schedules on Pine Tree 
Net and Trunk Line “C.” HSE would like some traffic 
schedules. EF is with the Pan Am. Airways at Port Wash¬ 
ington, N. Y. KJJ is working out FB on 28 Me. as well as 
1.75-Mc. ’phone. DMX is working in Lyn n, M ass. 1ST is all 
set to go with 802 crystal and 802 final. HWY is DXing on 
7 Me. IBR has moved from Mara Hill to Easton. FQU 
moved to Caribou. JUV is building new Class B modulator. 
C!PS has fine new rig working 7 Me. mostly, although can 
switch quickly to 3.5 and 14 Me. EFX is building new 1.75- 
Mc. ’phone. BX is teaching in the Crosby High School at 
Belfast and has organized a radio club with about twenty 
members at the school. KKB is building FB 1.75-Me. 
'phone. AXJ is with Western Union. DOZ, back on the air 
with the *52’8, has erected a mast 60 feet high. IMD is get¬ 
ting ready to go on 3.9-Mc. 'phone. JPP is working in New 
Jersey. FZD is on 8.5 Me. The traffic season has started, and 
we hope it will be a successful one for all concerned. Anyone 
who would like to take part in this activity and has difficulty 
making schedules in any part of the state, please drop a line 
to the S.C.M. We would like to increase the number of 
O.P.S. and O.R.S. in this Section, so let the applications 
come along. Thanks for the cards and letters received this 
month. Would like to heai* from more of the gang. 

Traffic: WIFBJ 55 GOJ 24 CFO 12 HZJ 6. 

EASTERN MASSACHUSETTS—SCM, Albert N. Gid- 
dis, WlABG— KH attended Central and Hudson Division 
Conventions. JCK is now O.R.S. JNF reduced power to 45 
watts. IIN reports hearing ES5D at noontime on 14 Me. 
JTM challenges ABG for high score in Oct. O.R.S. Party. 
HKY has new 69-T20-HF100 rig completed. lUQ is now 
tin 7 Me. WV works 'em. while rebuilding. JWT has ANR for 
a teacher at school. IZL has been on a bicycling trip all sum¬ 
mer. JID is melting the plates of a pair of 'lO’s. KTI is 
working out FB on 3.5 Me, with 6L6 crystal cao. RE is pur¬ 


chasing an RK-20. EMY is rebuilding in a big way. JZU has 
gone to Kansas City. FRO is giving up radio. We shall feel 
the loss keenly. QW is trying to move, stay on the air, install 
U.S.N.R. rig and work all at the same time! The Merrimack 
Valley Amateur Radio Club elected officers for the coming 
year as follows: Pres., BEF; vice-pres., JMW; secy., JJE; 
treas.,HXE; act. mgr., ABG. Well, gang, from now on we 
will have a new “boss” in the Eastern Massachusetts Sec¬ 
tion, Sam D. Gross, WIIWC, of Marshfield Hills. I feel that 
the leadership of our Section has fallen into capable hands. 
However, all his efforts will go for naught if you do not 
“pitch in" and do your part. Send him your reports regu¬ 
larly and on time. He wffi do more than his share . . . it’s 
up to you to do yours. 88 fm “AL.” 

Traffic: WlAKS 217 (WLGO 228) KH 164 INA 143 
EMG 100 JCK 40 HWE 38 JNF 34 (WLGY 14) IIN 11 
ASI 19 ABG 11 JTM 6 HKY 2. 

WESTERN MASSACHUSETTS—SCM. WUUam J. 
Barrett, WIJAH—ZB raised total countries worked to 110, 
the new ones being HZ5NI, YS2B. XU8AZ and VQ8AE. 
lOT is active on jLA.R.S. Net. AJ is building 3.5-Mc. rig 
for local traffic, using 7 Me. for schedule with NYIAA. 
3FXZ/1 keeps daily schedule with K6NXD and offers to 
QSP any K6 traffic direct. lOR has 350 watts input now. 
Ex-WIIDG now signs 3GZH at new QTH in Wilmington, 
Del. JAH visited S.C.M.’s BFT and ABG. lEI reports 
KOS new ham in Willimansett. ISN is revamping rig and 
shack. COI had visit from BGY. KJK is new O.R.S. How 
about some more of you fellows applying for appointments? 
BVR is giving his UHX-10 a workout these days. BKG and 
HNE say that traffic will move this year in Berkshire 
County, Remember, gang, one station or a dozen stations 
doesn’t make a Section—it takes a little help from everyone, 
80 how about doing your share? KRY is ex-W2KIS and will 
be on 7 Me. soon. 

Traffic: WIZB 103 lOT 89 (WLGN 36) AJ 75 lOR 56 
JAH 12 DUZ-IZW 6 lEI-AJD 2 W3FXZ/1 58. 

NEW HAMPSHIRE—SCM, Carl B. Evans, WIBFT— 
The N, H. State Traffic Net is now functioning at 6:30 to 
7:00 P.M. with BFT as control on Mon., Wed., FrL; GMM 
as control on Tues., Thurs., Sat,; on 3^0 kc. Any and all 
stations are invited to get in on this. 3800 to 3900 kcs. are 
covered on QRZ’s each night. The N. H. Emergency Net 
ftmetions the first and third Sundays of each month on 3840 
kc. at 11:00 a.m. The M.VjV.R.A. held ite annual hot-dog 
and corn roast at Riverhill, and AWU took his initiation 
into the club. BCT has moved to Leominster, Mass. BGL 
now has a Junior op. Congrats, CM. ILN is operating from 
N.H.U. this winter. KKT, a newcomer in Milton, is operat¬ 
ing on 7096 kc. with 20 watts input. AXL is now located in 
Claremont and is on i.7-Mc. 'phone. FFL has the Army Net 
going in great style. IDQ has moved to Massachusetts. JKH 
finally got on 3.5 Me. with a T-20 final. FCI is looking for 
schedules beginning Dec. 1st for WX-ski reports. CNX is 
working for W.A.S. on ’phone and only lacks four states. 
EDN, IMB, JEH and E^R are all operating at the State 
Sanatorium and keeping Glencliff on the map. 

Traffic: WIFFL 48 (WLGB 30) KIN 44 GHT 17 HGV 

13 IDY 12 CME 11 FCI 6 ITF 3 KBU 2 BFT 1. 

RHODE ISLAND—SCM, Clayton C. Gordon, WIHRC 

—GTN has new transmitter with 36 e.c. cwscillator and 50- 
watt final. ETD with the NCIOIX is working foreigners on 

14 Me. something terrific. BJA tried a doublet for receiving 
and wonders why he didn’t do it years ago. lAV has left 
Rhode Island for Harvard—there goes an O.R.S. and O.P.S. 
that reported regularly as a clock. IZO mentions that the 
N.C.R. is in new quarters and ready for FB season, JNO 
writes in for an O.R.S./O.P.S, application form. EZW took 
the Class “A” exam some weeks ago, KTH visited the 
P.R.A. and met a lot of the boys personally. The^ P.R.A.’a 
fall season is well rmder way, with something doing every 
Friday night; BIT talked on transformer winding Sept. 
24tb. HRC vacationed mountain climbing in Presidential 
Range again this year from 25th to Oct. 2nd. 

Traffic: WIIEG 15 GTN 18 HRC 3 ETD 1. 

VERMONT—BCM, Alvin H. Battison, WIGNF—AAK 
and ELR are back on 28-Mc. ’phone and c.w. AVP feels 
better after a three-week stay in the hospital. EMQ has re¬ 
turned to Northeastern Univ. DPO reports DQK, GAN, 
HXC, IDM, JMO, JLF and KNC active on the 1.7-Me. 
'phone net, DHX is located in Fall River now. BJP, we are 
happy to report, is once again numbered amongst the O.R.S. 
CLL has moved from Rutland. AJHN’s movies of the Ham- 
fest Group came out quite welL ATZ has another new trans¬ 
mitter on 1.7-Mo, ’phone. IDW worked several DX stations 
(Continued on page 104) 
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PERFORMANCE PLUS LOW COST! 


lO METERS? 


AND HOW! 



01-11 126 m.a. net 
01-12 250 m.a. 4.H net 



01-21 75ff net 


See Them at Your Jobber 


COTO-COIL COMPANY Inc. 

229 Chapman St., Providence, R. I. 

Export address—100 Varick Street, N. Y. C. 


American’s New DYNAMIC 


D C 50 Ohms 
List $S7.50 


(BVgft or Low Impedance) 


D C T 10,000 Ohms 
-3“ ■ List $32.50 


AMERICAN 


{Both include 25' Cable and Plug) 

• Rugged 

• Excellent Frequency 
Response 

• High Output • Low Price 

• MULTI-PURPOSE 

Write for Catalogue on DYNAMIC, 
CRYSTAL, CARBON, and CONDEN¬ 
SER MICROPHONES, ST A NDS and 
ACCESSORIES 

rAM 'MICROPHONE CO., Inc., Lia. 
1915 S. Western, Lot Angeles, Cat. 


LEARN RADIO 

— TELEVISION — 

New Beginners' Class Jan. 17(h. Send For 48-pase caFa- 
Ipgue, explains Fully; 500 licensed graduales placed In last 
tlx VMn In broadcasting, shipping, police radio, aviation, 
etc. Oldesl. largest and best equipped school In N. E. 
We teach all branches oF radio. Tel. HAN. 8184. 

Ten operators placed with Pan-American Airways In one 
week. 

Radio Service Instructions Given 

MASS. RADIO SCHOOL 

18 Boylston Sfreet, Boston 


changes the soft and fragile article into a stone¬ 
like and well vitrified mass. Under the microscope 
tiny crystals of magnesium silicate can be de¬ 
tected in a fired steatite body. These crystals are 
known as clineonstatite by the mineralogist. 
These crystals interlock each other and give the 
high mechanical strength to the body, for which 
it is so well known. They are also responsible for 
the high electrical resistance and low dielectric 
losses of steatite materials. 

With the thought in mind that a ceramic ma¬ 
terial with uniform crystalline structure has the 
lowest dielectric loss, special steatite materials 
have been developed with an extremely low power 
factor over the whole frequency range of. the short 
and ultra-short wave spectrum. Such materials 
are obtained by carefully selecting the purest raw 
materials available and by employing unusually 
high firing temperatures to produce a perfectly 
uniform crystalline structure. 

The groat progress which has recently been 
made through the development of low-loss stea¬ 
tite bodies can be best realized by looking over the 
property table. These figures show, better than 
words, why low-loss steatite materials are suit¬ 
able for radio insulation. Of special advantage is 
the fact that dielectric losses of steatite materials 
decrease with increasing frequencies, in contrast 
to organic insulators. 

The softening point of these ceramic materials 
is way above the temperature range at which the 
material is used. No cold-flow is, therefore, possi¬ 
ble and constancy can be maintained. 

One of the very important characteristics of 
an insulating material is its behavior under 
humid conditions. One of the most difficult prob¬ 
lems is to prevent moistm’e from affecting the 
insulating resistance and the dielectric losses of 
an insulating material. Many well known materi¬ 
als, good imder dry conditions, become conductors 
and, therefore, useless if exjjosed to the moisture 
of the air. 

If the insulator is porous, moisture penetration 
will take place through the material. The amount 
of moisture taken up naturally depends upon the 
porosity of the material, and the humidity and 
temperature of the siuroimding air. To regain the 
former insulating qualities, it is necessary to dry 
out the insulator. This is a very slow process and 
usually it takes a considerable rise in temperature 
to dry out a porous insulator which has absorbed 
moisture. Moreover, some insulators, such as 
mica and organic resins, do not regain their 
original qualities, even after thorough drying. 

Steatite materials which are completely vitri¬ 
fied cannot absorb moisture. It is, however, pos¬ 
sible that moisture may condense on the surface 
of the insulator, forming a continuous moistme 
film which reduces the surface resistance if it 
is not broken up into small globules, separated 
and insulated from each other. Surface leakage 
through moisture can be overcome by glazing the 
insulator with a smooth and brilliant glaze. In 
some cases, and especiaUy where the insulator 
cannot be glazed all over, it is better to impreg¬ 
nate with a water-repeUant wax or varnish. The 
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BUFFER 
COIL FORM 

The Buffer Coil Form Assembly illusiraied at 
the left is both versatile and efficient. The 
Coil Form is drilled for leads and may be 
used alone, mounted on stand-off insulators. 
The Coil Plug also may be used alone as a 
base for self-supported coils. Construction 
throughout is of low-loss material, and con¬ 
tacts are rugged and positive. 

Tlie^solantite Coil Form is 144^' diameter x 3 long. The base shown at 
the right is of R-39, and has five prongs with heavy side-wipe contacts. 

UR-13, Assembly complete, $ 1>50 PB-5, Plug only. $.45 

XR-13, Coil Form only.$ .66 XB-5, Socket only. $.45 

Prices shown above are net prices 

NATIONAL COMPANY, INC., MALDEN, MASS. 


TE^CO 


100-WATT TRAKSMITTER 

IDEAL FOR HAM OR BEGINNER 

1. High power. Design, Engineering, Parts, Construction and 
operation at Low Power Cost. 

2. The identical superlative skill in design, care in con¬ 
struction and the same quality parts which have made famous 
the Temco High Powered transmitters now operating in the 
field, are embodied in the Temco 100 Watts. 

3. Extremely liberal dealer time payment plans bring this 
x'mtr within the purchase power of your pocketbook . . . 
the initial payment, in fact, is as low as the price of most 
cheap, unassembled, low power kits, 

• A post card will bring you a Ml 00 Waits output, 
doiailed description of the "100", • Switching exciter frort. 10- 

our unusual finance plan and the « Remote and panel control with 
name of your nearest dealer. simplified tuning. 


Transmitter Equipment Manufacturing Co., inc. 

130 CED/tR STREET . NEW YORK, N. Y. 

Designers and <Jilanufa(turcTS of ‘R^ridio Transmitting and r^dirmor) Eqnifment 
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{Continued from page 101) 

on J4-Mc. ’phone. GAN is banda^d up from a recent auto- 
mobde crash. AHN is a new O.P.S. HOW has a^ain sue- 
eumbed ^the radio fever. JHK opemted two weeks for the 
K.R, at Windsor. FSV has a new Deluxe MacKey, KJG is 
“ building a log cabin “radio shack.” 
1V2JBL IS Sttendins Middleburv College. 

Traffic: WlAVP 14 FSV 8 GNP 6 AHN-DPO 4 KJG 3. 

HUDSON DIVISION 

YORK—SCM, Robert E. Haight, 
TTT j °ew rack job: 59-’10, 211 final 

UL and CL plan trip to visit VEIDC and VEl JD. CC keeps 
covered. BLU reports GTW home from sea. 

•is pushing 100 watts 
into a T20. HCM attended Hudson Dlv. Convention. HNH 
18 r^i^^g for "click click” band switching, 14,7,3.5 Mcs. 
ACB IS building crystaligner 100 kc. and 2000 kc. for check¬ 
s' ’^oys. IJT and KMC are active on 56 

Me. FQH and CYW attended Horsetraders meeting. JRX 

and CYW contacted 
IDGS portable on Lebanon Mt. KQO, a new ham, reports 
for local gang. DPM has new RME-69. JKA puts out nice 
'"‘i' P®i^ oi P-P- final- AJE and DVS 
plan QRM for 3.9-Mc. 'phone boys. KFB is using 6 A 6 osc.- 
watts input. KOI is new ham on 
1.76-Mc. phone. Flash! HUM brings to Ham Radio a new 
Osterhoudt. Congratulations and may 
1 ^ httle ones be HUM’s. ISQ, now at Military Academy, 
(culver, Ind., would like to hear from the boys. 

Traffic: W2LTT 51 UL 34 BLL 11 CC 7. 

NEW YORK CITY AND LONG ISLAND—SCM. Ed. 

, ® W2AZV—iXY is O.P.S. and O.B.S. on 14,176 

^ O.R.S. appointment. JBL is going to 

MidcUebury College. HMJ has his Class “A” ticket. ECL is 
worl^g the VK's plenty, lOP is trying 'phone. LG says he 
HiOmg to get a “G” call if he keeps on going to England 
building a rig for HXT using band switch- 
mg. ELK can be heard on ail bands. JGF is on 14-Mc. ’phone 
input. OQ is using 89 tri-tet, 802 
b^er,^ final on 3710 kcs. JWE is rebuilding for 14 and 28 
Mcs. IS going to R.C.A, Institute. ITX is looking for 
stations in N.Y.C, to schedule from Lehigh University. JXJ 
with the reflection of ultra-high frequencies. 
DOG schedules 8 CQA. PF is busy recruiting new A,A.R.S. 
members. FF is ereoUng new beam antenna. KEG is new 
eaU of 3DQO at Jericho. EYS is on 3710 kos. JHB is building 
a one tuning dial transmitter using 6 La e.c. and RK48. IXQ 
tas even up DX for 1.75-Mc. 'phone. lUD and ION have 
14-Me. beam antennas. JDF rebuilt the r.f. part of his trans¬ 
mitter Portable lAA in Brooklyn is having trouble getting 
enough drive for his lOOTH’s on 28 Me. AZV works all night 
and spends ail day in the shack. KIX is using 6 L 6 tri-tet. 
8 L 6 doubler, pair of tens final on 3.5 Mo. APJ keeps the 
56-Mc. band hot. DBQ handled some FB traffic from Shang- 
hm for people in N.Y.C. HGO held a 4-hour-13-minute tJSO 
with IKVP, Sept. 1st, on 7098 kcs. IHT worked 17 countries 
in one month using P.P. 6 L 6 ’s with 100 watts input. Johnson 
G antenna on 14 Mo. VG operates on 3587 kcs. 

IT 130 AZV 40 DBQ 29 OQ 28 FF 25 IHT 19 

1® inf 14 JHB 10 lOP-CHK 5 JBL-HYL-BYL-HMJ 
4 DQW 3 JXJ-AA-CIT 2 VG-DOG 1 
^^RTHERN new jersey—SCM, Fred C. Read. 
W2GMN—BOX has new rig with about 400 watts input, 
and IS all set for big traffic season; he can work 'phone now, 
too. lOZ is a new member of the Rag Chewers Club. IVJ is 
back on 3.5 Me. JGO has new QTH. EDI and IGR made 
trip to Wyoming. CHH win be on 3.5-Mc. c.w. during the 
EXE hopes to be back with 14-Mc. 'phone soon. 
GVZ has contacted 92 countries to date. KTCO and HFB 
v^ted Headquarters. JVC dropped a pair of pliers into his 
and blew it up. JMX visited several fellows in Western 
Mass, JUG is amdous to work DX on 3.5-Mc. c.w. KON is 
new 1.7-Mc. ’phone at Nutley. BPK is back on 1.7 Me. with 
new ng. KDO has foeeji building new transmitter. JKG 
n.ee^ only four states for WA..S. HNA is prospective O.P.S. 
4(..XP, member of the Winston-Salem Radio Club, spent 
several days visiting GMN and seeing New York. lYG is 
attending Brooklyn Poly. Tech. HNP is stud^dng at Newark 
Oi^ege of Engmeering. SUICH of Cairo, Egypt, and his 
XYL were visitors of GIZ in Eliiabeth. GDB wiU be on soon 
with new rack and panel outfit. ICD is gathering parts for 
new rig. 

TYafflc: W 8 BCX 33 CGG 9 JUC 7 IZV-ICJ 4 GVZ- 
JMX 2. 


ROANOKE DIVISION 

^ORTH CAROLINA—SCM, H. S. Carter, W40G—I 
want to take this opportunity to thank the Richmond 
gang for a swell time at the convention. The Salisbury Club 
is looking for a large crowd for the hamfest the first Sunday 
in November. EXX and EYA are new hams. EXU is the 
call of the radio club. DSM has a 5-band All-Star transmit- 
DOfJ has entered N. C. State College. VN is working 
for the N. C. State Highway Patrol installing transmitters 
and receivers. One of BHE’s lOOTH’s “bursted." CXO has a 
T55 going swell on 14 Me.; he has two new 50-foot poles. 
ENH is putting up two new poles. ESO has a new receiver 
and is going on 3.5 Me. with increased power. ESB rebuilt 
his rig. CEL moved to Greenville, S. C. Sony to see you go, 
OM. EG is rebuilding in rack and panel, and has a kw. power 
amplifier for sMe. FT says 28 Me. is FB now. BQZ applied 
for O.P.S.: he is ninning 500 watts input on 14 Me. BJV is 
installing the N.C.R. rig in the new Post Office Building. 
BRK is able to be out again after his operation. FB, OM. 
EWP is an ex-9 and wiU be on with about 400 watts input 
to a pair of 'OSA’s. CPT has loaned his RK-20 rig to the 
N.C.R. for use to guard an additional frequency. 4NC has a 
new NCIOOX^ receiver; all but four of the club members 
attended the Richmond Convention. DVTJ purchased a com¬ 
plete ’phone rig and will be on 1.75 Mo. soon. DGV worked 
KfiCMC, also his first VV7 on 'phone. BYA had as visitors 
DQ and AGF who did some experimenting with 66 -Mo. rigs 
they brought along; they were able to contact as far as 
Walkertown and Kemersvilie with ease. 3PM is now located 
in Winston-Salem. BYA reports some nice traffic for ANH. 
also for DXW who is working 3.9-Mc. 'phone with fine re¬ 
sults. DZZ has Class A ticket and is getting ready for 3.9- 
Mc, work. EYH received a brand-new ticket and expects to 
be on 7 Me. soon. Fellows, don’t forget your reports each 
month. The P.A.M.’s or R.M.’s will be glad to report for you 
if you don’t report direct to me. 73 . 

Traffic: W4AND 18 ABT 10 NC 5 BHR 4 QI 2 CXO- 
DGV 1. 

SOUTH CAROLINA—SCM, Ted Ferguson, W4BQE— 
I am proud to be your new S.C.M. and I assure you I will do 
my best. BDT, working 3.5 Me. 7 to 8 p.it. each night, is 
looking for S. C. stations. ECG has new Sky Challenger. 
DYC reports that BCN. COL, CZP, DYC, MJ have 
changed QTH to Clemson College, that EPU and EQH are 
new hams, and new dub officers are COL, pres., and BCN, 
v.-pres. EOP has new tran-smitter and wants 7-Me. sched¬ 
ules. CZA reports schedules Mon., Wed. and Fri. with IR. 
EPJ is back on the air. DQY is rebuilding using lOOTH. 
EDQ is working 14-Mc. c.w. DX. CL is ready for 28,14 and 
S.S-Mc. 'phone. DLP is back on the air with his '52’s. EOG 
works 7-Mo. c.w. and 1.75-Mc. 'phone. ENR is back in An¬ 
derson. The South Carolina hams attending the Roanoke 
Division Convention were DQY "Stag." CE, CHS and 
BQE with their XYLSs; all had a nice time. 

'Haffic: W4EOP 5 CZA 3. 

VIRGINIA—SCM Charles M. Waff, Jr., W3UVA—FQQ 
passed Radiophone h'irst Class exam. BTR is using P.P. 
T-20’s with 80 watts. GBK is experimenting with a T-55. 
CFV is on 1.7 and 7 Me. GZJ is rebuilding. BLE is active on 
7 and 14 Me. BRD uses 1987 kc. GJP won RME-69 at 
Roanoke Convention. FGJ is putting in a new Modulation 
transformer. BWA went with Va. Nat. Guard to Indian 
Town Gap, Penna. BFW got his receiver going again. FMY 
schedules AIJ weekly. BZE, who has been on 14 Me. exclu¬ 
sively, is now expanding to include 7 and 3.5 Mo. ENR will 
attend V.P.I. GGI works some DX over the week-ends; 
he U be on 14 and 56-Mc, 'phone soon. ABK hew been work¬ 
ing some nice DX and experimenting with 14-Mc. antermas. 
UVA willhave a 2nd op, in a few months in the form of an 
XYL. DWE is building masts for 3.6 and 14-Me. ’phone 
operation this winter. GWN is the call of the Staunton Ama¬ 
teur Radio Club. BAD has one FB outfit, what with P.P. 
SOS’s final modulated by 838’s Class B (600 watts 'phone 
and 750 watts c.w.), an oscilloscope, an HRO, and a Johnson 
Q antenna. BZ has a new 2S-Mc. rig and has five antennas 
at his disposal. EVT was visited by eKRI. AMB is modulat¬ 
ing an RK-20 final on 3.7-Mc. 'phone. Richmond Short 
Wave Club meets every other Friday at Y.M.C.A. What 
city will extend an invitation to entertain the next meeting 
of the VIRGINIA FLOATING RADIO CLUB? Write the 
S.C.M. GPC is new Trunk Line "C” appointee. The Roa¬ 
noke Division Convention had an attendance of over 300, 
which broke all records for this Division. The Richmond 
gang deserves many thanks for putting on such a fine con¬ 
vention. With the approach of winter activity increases. Will 
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your reports also increase? Your coSperatioP will be appre¬ 
ciated. Thanks. 

Traffic: W8BWA 345 CFV 26 FMY 6 GJP 4 GGI1 GTS 
■49 (WLMG 79) (WLQE 41). 

WEST VIRGINIA—SCM G. S. Hoffmann, Jr., W8HD- 
WSNS—I was very sorry to see W8KKG leave the BCM- 
ship, and wish to congratulate him for his splendid work. 
Thanks to the Radio Clubs for their flattering letters and 
‘nominations to the post, and I hope my flfth term as S.C.M. 
will be successful and that in it the A.R.R.L. spirit will 
^grow. Now for the news: Director W4DW made a trip 
through the State, visiting clubs in Bluefield, Huntington, 
'Charleston and Wheeling. The gang were enthusiastic in 
their reception and very proud to have him. New R.M. for 
Northern District: 80LV; he will assist 8MCL, Southern 
District R.M., in organising an A.R.R.L. West Virginia 
Net on 3700 kes. Your applications solicited. BOW got a 
job in Greensburg. AAO moved to Canton. ELO and OSU 
married. Congrats, OM’s. REP is new station in Mounda- 
vUle. RDC is new Romney station. REH is new Fairmont 
ham. NEU has new Skyrider and Johnson Q antenna. GBF 
has two 260TH’8 in final. The Mountaineer Amateur Radio 
Assn, had picnic Aug. 15th. New O.R.8. applicants: BWK, 
LON. NAIJ. New W.A.S.: LCN. BWK is back on 3.6 Me. 
after three years’ absence. KLP and 9CEE are at BC station 
WBLK. Ex-SALG-SIB, George Meek, back home from op¬ 
erating on New York-Shanghai and Ceylon steamer, reports 
being able to hear KKG all over the world, and AZD second 
in consistency! KSJ (“Sr”) is building new 28-56 Me. trans¬ 
mitter. KIU schedules VOII and WIOXDA. ONP plans 
schedule with QBS at G.C.C. Camp. MOL has new Patterson 
receiver. QQZ and KHB live next door to each other. Hi! 
QQZ visited ATT and 3GCD. Black Diamond Radio Club 
(Logan) has a log cabin in the mountains for club house; 
they are building a 1-kw. transmitter; PNE is pres., QQZ 
secy.. LGB treas. NLE, OHW and REP returned from 
course at Naval Training Base. MCL is now Ensign in 
N.C.R. KGB has new vertical radiator on 7 Me. 

Traffic: W8LCN 7 BWK 2 KIU 20 PHY 6 KSJ 1 MOL 
4 NAU 2. 


ATLANTIC DIVISION 

17 ASTERN PENNSYLVANIA—SCM, John Buck Mor- 
^ gan, W3QP—R-M.’s: SAKE, 3AQN, 3EOP. 8ASW. 
IP A.M.: 3BOZ. 3EZ won the Main Line Radio Club’s hidden 
transmitter hunt. 3AKB is delivering one-day-old traffic 
ifrom XU, KA and K5. The A.A.R.S. lines are doing a swell 
job soothing worried relatives and friends in the Far East. 
•SPCL is now both N.C.R. and A.A.R.S. 3EWJ has rebuilt 
Ihis receiver. 8EU has a new 3.5-Mc. full-wave aepp with one 
«tmd in a graveyard for raising DX Spirits around midnight! 
SEGA visited a flock of W2’8 over the summer. 3FPW has 
Hxompletly rebuilt. 3BGD is working lots of VK and ZL sta¬ 
tions, and 3BRZ is 'phoning them with e^Kcellent results on 
his new Vee Beam. 8DHT returns to the ranks after 5 years, 
■and SGML, 3GUD and 2ITX/3 are back. SIU says he was 
■“hostess” to the York Road Radio Club recently at a very 
interesting combined meeting and doggie roast held at his 
^‘Hams Paradise.” Hams in this Section who wijnt to see 
how it can be done, stop in to see SlU’s layout. 3GJX is now 
K)n high power—Cal-kil, eh-what? 3GXK La goin' to town 
on 28 Me. 3GKF has a pair of new HF-lOO's. 8PTE, 8MAH, 
8EOH, 8CPL and SN'V^ went to Binghamton Hamfest and 
heard some fine talks on AA.R.S. work. 8NWX won the 
HRO Jr. door prke. 8BFF works everything with his new 
14-Mo. rig. 80HT blew his power transformer, and the $28 
bottle of Eight-mike Miller (8MFD to you) went west when 
an air bubble in the glass popped. 8PTE, who helps the 
iS. & N. Y. R. R to prevent its snorting monsters from 
charging each other, sent us a fine write-up of the up-state 
doings of the Section. 

Traffic: W8EDC 6 NF 101 (WLML 533) EZ 2 QP 206 
AKB 18 EHZ 7 AGK 4 AQN 4 ETA 3 ETM 25 EGA 27 
FPW 18 BGD 3 GLQ 1 W8AXH 3 PCL 10 ASW 4 FLA 2 
DHT 15 OML 5. 

MARYLAND-DELAWARE-DISTRICT OF COLUM¬ 
BIA—SCM, E. L. Hudson, \V3BAK—3CQS, 3CXL; 
R.M.’s. 3BWT: Chief R.M. After a couple months of well- 
earned vacation BWT, Washington’s foremost traffic sta¬ 
tion, is back on the air after rebuilding and remodeling his 
shack. Washington's hams turned out in grand style at the 
Roanoke Convention in Richmond. DLC is back on the air. 


The Washington Radio Club resumed business Sept. 11th. 
EZN wishes to serve notice to all hams in the vicinity of 
Wash’n. that all their friends will be found at the dub on 
meeting nights. EZN is back on the air. BWT has been re¬ 
building, BHE is working 3.9-Mc. 'phone. BAJK is doing 
some rebuilding. DRE is building another amplifier stage. 
DOG is testing out new receivers. AXP has returned to the 
Penna. Military College, and will resume his schedules with 
the OM, BAK, at home. DQN/WLMC handled about half 
of CXL/WLM schedules during the Aug.—Sept, month. 

Traffic: W3DQN 294 (WLMC 971) CXL 85 (WLM 
1010) SN 316 CIZ 276 GKZ 4 GXO 3 FSP 2, 

SOUTHERN NEW JERSEY—SCM, W. Walter Filson, 
W3BEI—There is room for more good traffic men in the 
So. N. J, Section in order to give sufficient coverage for the 
net in the Section. EKL of Pitman breaks out with a brand- 
new rig on aU bands, both 'phone and c.w,, a 242B finn.1. 
HAV is newly licensed ham in Rixnnemede, ZX is having 
mast trouble with a 50-footer. BEI, along with ZX, is still 
keeping schedules with K4ENY. The So. Jersey Net got 
under way again on Sept. 25th. Regular net sessions on 3700 
kc. Tues., Thurs. and Sat. at 7:15 p.m. Net control station 
3BEI and later SQL and 3BYR. 

'Traffic: W8AEJ 7 BEI 4. 

WESTERN NEW YORK—SCM, Chas. F. Smith, 
W8DSS—R.M.’8: 8JTT, 8BJO, 8CSE, 8AQE. P.A.M.: 
8CGU. PLA starts the season in fine style by leading the 
traffic gang. LUQ spends a lot of time rag-chewing. DHC, 
QDP and LGH have joined the W. N. Y.-l Net. PFM, 
OSE, LGH, DPZ, CGU, QHX and NWZ had a fine time at 
Binghamton Hamfest. GWT, after experimenting for many 
weeks, is now ready to get on consistently. BFG and KXA 
want to get in on the 7-Mo. Net suggested by CSE. Ail in¬ 
terested, please drop him a line at once. JQE is on with in¬ 
creased power. KXA reports EOP has gone to Gowanda 
State Hospital, and JSR moved to Geneva. QHX was 
visited by W3GBC. QMR (Zeh Bouck) passed O.R.S. test 
and also was appointed Official Observer. LGH, PWU and 
QXS, Oswego, Avon and Seneca Castle respectively, have 
applied for O.R.S. MMV and NA passed O.P.S. test. QDP 
and ABN are lining up some nice schedules. The former also 
expects to make daily broadcasts to MJV and JFF, who will 
be away at college. All O.R.S. and O.P.S. are obligated to re¬ 
port monthly. Failure to do this is going to cause a lot of 
cancellations in the near future. Let’s get going. FCG sends 
b^t wishes to ye S.C.M. and promises full codperation dur¬ 
ing the coming season. 73. 

Traffic: W8PLA 44 LUQ 3 QHX 2 DHU-QDP 1. 

WESTERN PENNSYLVANIA—SCM, Kendall Speer, 
Jr., W80FO—R.M.’s: 8KUN, 8KWA, 8MOT. P.A.M.: 
8QNQ. AA.R.S. Liaison R.M.: 8UK. N.C.R. Liaison R.M.: 
8KOB. New O.R.S.; GSH, OKS, 4BOU-8. Prospective 
O.R.S.: 8DFY; O.P.S.: CQE. The two O.R.S. Section Nets 
are going strong. The Northwest Net consists of: MOT, 
KUN, lOH, DDC, AXD, KOB and KNB. The Southwest 
Net consists of: OFO, KWA, MJK, GUF, MIW, UK. 
CUG, GSH and OKS. R.M. KUN acts as link between both 
nets. DON’T FAIL TO TAKE PART IN THE W. PA. 
QSO CONTEST. See September QST for details. Prizes are 
rolling in, and it looks like they will exceed the Sixty Dollars 
worth awarded last season. OPO worked his first ZT, ON 
and HK. KOB made the R.C.C. OKS us^ his O.R.S. crystal 
in a trick lock circuit which works FB. KWA will be active 
on National Trunk Net as well as regular Trunk Line “A.” 
NDE says the Humdinger Net is going strong again. DDC 
is teletype operator at the Butler State Police Barracks, lOH 
alternates operating nights with his brother, 101, who uses 
an RK-20 suppressor grid modulated. MIW was with the 
American Legion at the New York Convention, MWV has a 
new rig. The N.C.R. Unit at Farrell is all steamed up for 
another big year. OAJ is on 28 Me. ’phone. lYQ wants to sell 
his oscilloscope. MUT is pleased witK Skyrider he won at the 
S.H.B.P, & M, Hamfest. FRG is now on the Engineering 
Staff of KDKA. QAN received a fine promotion with his 
firm which may limit some of his radio activities. CMP made 
two round trips to the West Coast this summer with many 
side trips; quite a few conventions and gatherings were at¬ 
tended. UK is building a complete new rig using a pair of 
T55'8 in final. 

Traffic: W8MOT 391 OFO 108 (WLQU 11) KOB 77 
(BD4C 7) PFW 59 GBC 42 KUN 41 OKS 40 KWA 18 
NDE 16 DDC 10 UK 8 lOH-M JK 7 GSH-QVQ 3 AXD 2, 
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WE STAND ON YOUR RECORD! 

Our record Isn't as important as YOURS with your present 
or future employer. If you had enrolled with us two years 
*69% of you would have been promoted to bettor jobs 
after ip-aduation . . . more than 260 radio stations would 
now be employing you and other CREI men in important 
positions, today — even greater opportunities await the 
man with adequate MODERN training. If you've been 
wondering what it's ail about—get the answer in our 
interesting “Tested Plan." 

* h'rom aradvat« mrv«v 


Write Today for our Free 48’page 
Booklet **A Tested Plan for a Future 
in Procticai Radio Engineering.** 



CAPITOL RADIO 


e. H. Rletiks, Prtf. 

WASHINGTON, D. C 
14(h end Paric Road 


ENGINEERING INSTITUTE 


NEW YORK CITY 
S9 Broadway 


AMERICAN 

CODE READER 



A THREE.PURPOSE DEVICE EVERY 
HAM AND BEGINNER NEEDS 

The American Code Reader does three things end does them 
well! 1. Connected to voice coil leads in the receiver It will 
catch code as fast as it is thrown at you. No need to depend 
^on the ear alone. 2. Used with the American Audio 
Oscillator the beginner can see and hear his fist at the seme 
time thus correcting and Improving it as he goes along. 3. A 
telegraph key connected in series with a 4.5 v. dry cell may 
be connected to the Input of the Code Reader for personal 
tape recordings, a boon to the beginner who does not want 
to be limited to 10 wpm in hissending. 

Get a// the facts thru your Jobber or direct from us. List price, 
less tube (1-76) ... S20 

I 


AMERICAN COMMUNICATIONS CORP. 
1650 Broadway, Dept. Q-11, New York, N.Y. 


most effective waxes are mineral waxes of low 
acidity. Waxes with low dielectric losses are avafl- 
able which do not change the good dielectric 
properties of the insulator. Ceresin wax is widely 
used for this pirrpose. The insulator is heated up 
to the melting point of the wax, dipped into the 
molten wax and the superfluous wax thrown off 
by centrifuging. This gives an even and thi n 
coating which is not noticeable to the eye, but an 
impregnated insulator can be easily distinguished 
from an unimpregnated one by putting a drop of 
water on the surface. The water spreads over the 
surface of the unimpregnated material. 

Steatite insulators, and especially those of the 
low-ioss type, have found wide application and 
are used to advantage in many receivers and 
transmitters. The introduction of low-loss steatite 
materials has led to the improved construction of 
coaxial cables, bases of trimmer condensers, high- 
quality tube sockets, crystal holder's, end plates 
for air tuning condensers, bases for air inductors 
and a variety of coil forms. There is hardly any 
insulating part in a radio set which cannot be 
made out of these low-loss materials. They are 
applicable wherever rigid construction is essential 
and where high electrical resistivity and low 
dielectric losses are important requirements. 


Making the Most of Directive Antennas 

(Continued from page ST) 

When first putting up these antennas the lot 
plot was used to determine true north; without 
correction, a compass is practically valueless.* 
With this as a basis, and using long straight sticks 
and protractors laid on the groimd, the original 
antennas were put up. Although they were work¬ 
ing satisfactorily, after about a year a registered 
civil engineer was employed to locate the poles 
with respect to tnie north and also to locate the 
trees, swing and other places where the antennas 
were fastened. A sight on the sun was also taken 
so that an exact base line could be established on 
the side of the lot. When the work was finished it 
was disebvered that the New York antenna was 
l}4 degrees out of line. Originally intended to hit 
two degrees north of New York so it would also be 
effective La southern New England, it was ac¬ 
tually 3 degrees north of New York, so that the 
.5-degree part of the beam cut out some of the 
twenty-meter ’phones in the greater New York 
area. They simply were not as good as they were 
when the antenna was corrected for this degree 
and a half. Ever since it has functioned exactly as 
planned, and the survey was well worth while. 

CHOSSTALK 

There are nine feed lines coming into the radio 
rooms—eighteen wires in aU—accordingly there 
would bo some coupling into the wrong anterma if 
certain precautions were not taken. These precau- 

® Alternatively, a bearing may be taken cm the Pole Star, 
or trom the sun at noon as described elsewhere in this issue. 
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DON’T KICK AND HOLLER 
Be Wise- KENYONIZE 


Ask your local jobber to show you 

it<£NYOAi COMPOKj^rs ) A * 1- r J* j 

lusT^D? / the new Amateur line of audio and 

K )a. ^ V r^/AWi^r nr\Yr\inr\Y\f^'nfQ QnrI 




power components. One hundred and 
eighty different items ranging from small pre¬ 
amplifiers to 1 KW audio components. 


Our Universal line of transformers entirely 
eliminates obsolescence. 


KENYON TRANSFORMER CO., INC. 

840 Barry Street, New York, N. Y. 


Export Department: 25 Warren Street 


Cable Address: Simontrice, New York 


SPECIAL TO AMATEURS 


Piezo-Electric Crystals — $2.50 P^ITpaid 

Until supply is e^austed ... we offer 80 meter band 
crystals unmounted; accurate calibration, excellentosciilators. 
Limited Quantity. 

SCIENTIFIC RADIO SERVICE 

*'Th0 Crystal Sfiecialists Sine* 19Z5** Uoirartity Park, Hyittarifle, McL 


reduce 
or increase 

resistance 
with 

ADJUSTOHM 

RESISTORS 




Learn Code Right 

Tapes tor fiTerp Nc»ed —> Eren Airways 
Send You Typical Messages by 

INSTRUCTOGRAPH 

It's easy and practical to learn 
or improve your Radio or 
Morse Code, any speed. Senior 
model 10 tapes and Book 
of Instructions — $20.25. 

(Rented at low cost) Junior 
model with 5 tapes and Book 
of Instructions — $12.00. 

(Not rented). Complete oscil¬ 
lator eouipment, less battery. 

$6.50. wnte for detidls today. 

INSTRUCTOGRAPH CO^ DspL Q-11 
912 L^sid* PUe* Quest*, lU. 

Radio CoUese of Canada 
863 Bay St., Toronto ■ 

BUY ON CASH OR TERMS: HALUCRAFTER AND R.M. 
E. SHORT WAVE RECEIVERS. SPEED-X AND VIBRO- 
FLEXEiS, Teletrsph Instcameats and Hand Booiu. 



l^HE adjustable band permits connection 
to include only the number of turns desired 
to obtain the correct resistance. Simple and 
convenient. Gives unlimited scope in bal¬ 
ancing circuits. Described in circular 507. 
Send for it. 


WARD LEONARD ELECTRIC COMPANY 

41 South Street, Mount Vernon. New York 
Please send me FREE copy of 507 and 507B. 


Call Signal. 
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TAYLOR T-20, T-S5 

TRANSMITTER KITS 

This very fine transmitter is the first medium power rig that will 
work as efficiently on 160 meters as on 10. This Is made possible 
through a unique arrangement used by Earl Anderson, whereby the 
split stator condenser Is used In a parallel arrangement on 160 meters 
and In series on the high frequency bands. All this Is accomplished In 
the base arrangement of the plugs. Since Insulation plays an impor¬ 
tant part in high frequency operation, only the best quality parts are 
used In this transmitter. 



We furnish CARDWELL condensers, NATIONAL toiI forms 
and sockets, UTC transformers, IRC Insulated resistors, SANGAMO 
and CORNELL-DUBILIER condensers, a drilled and punched black 
crackle chassis (so that all the hard work Is Rnished, and all that re¬ 
mains is a few hours of simple wiring.) 


We also furnish a complete kit of coll forms and wire, exactly as 
shown on page 23 of the June, 1937, Issue of QST. The power 
supply for the T-55 stage Is made to deliver as high as 1300 volts at 
300 ma. This allows for the addition of another T-55 at some future 
time. The power supply has a tapped arrangement for 850 volts, 
1060 volts or 1300 volts. The smaller supply will deliver 500 volts at 
200 ma. 


NET PRICES 


Transmitter kit. . .$ 39.95 TaylorT-55 .$ 8.00 

Power supply kit.. 18.95 Taylor 866 Jr . 1.00 

Low voltage kit... 9.95 RCA6L6 . 1.35 

Taylor T-20 . 2.45 RCA 83 . .96 



CABLE ADDRESSi “HARADIO" 


tions were lightly touched in the first part of this, 
article and consist mainly of lengthening or short¬ 
ening the feed line going to an antenna which con¬ 
tinues to function when not connected. It is easy 
to tell whether an antenna is working or not be¬ 
cause signals from that direction come in on the 
receiver, even though the antenna is not con¬ 
nected. In other words, if when listening on the 
New York antenna unduly strong signals are- 
heard from Cuba, the length of the feed fine going: 
to the Cuban antenna is altered until the anterma, 
resumes its normal obhvion. The slight inter-ac¬ 
tion which no doubt exists is just enough so that 
when listening on one antenna the most promi¬ 
nent amateurs in the other directions can be- 
heard. 

We pointed out above that eighteen wires come 
in, and this naturaOy brings up the question of 
what to do about lightning protection. A gap. 
from each feed line to ground is placed at the- 
window entrance. When lightning comes along: 
the energy is drained through the gaps to groimd 
and the antenna system acts as a Hghtning ar¬ 
restor for the entire neighborhood. In an open- 
field within two miles of the house a man was 
killed last year while hoeing in his garden, yet 
during a lightning storm W6AM keeps right on 
operating and the little gaps jump and look like a 
Christmas tree in the window. If it were necessary 
to throw eighteen lightning switches I am afraid 
the lightning would hit before we could get 
around to finishing the job. 

The little gaps can be set up pretty close— 
about a sixteenth of an inch—since the feed linos 
have very httle voltage on them at 600 ohms im¬ 
pedance. The ground wires are large—larger than 
the antenna lead-ins themselves. 

We sincerely hope that this httle story -will en¬ 
courage other amateurs to put up as many direc¬ 
tive antennas as they possibly can. The single- 
wire feed-line type should not be used because of 
inter-action between antennas, but aside from this 
precaution we have come to the conclusion that 
just about as many anteimas as a fellow cares to 
use can be put up on one lot. Several years ago 
there were fourteen originating from this one 
station. They were spread out a little more in 
those days, but made a very satisfactory array. 

The more directive antennas that are put up 
the greater the enjoyment of amateur radio, the 
more reliable the commimication and the less in¬ 
terference caused to stations not in the line of 
transmission. This means that the amateur with 
beam antennas is trying to be just as courteous as 
possible, for in addition to using only one fre¬ 
quency, he uses just the particular slice of air in 
which he is most interested at the moment. 

^ Strays la 

We ne^ected to mention, in the story on page 
45 of the September issue, that the 888 is an RCA 
tube. No doubt most readers guessed it from the 
number. Incidentally, the now-released operating 
data rate the tube at 550 watts output at 200 
megacycles. 
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The RADIO SHACK 

46 Brattle StBostov-i / 


MORE GOOD HAM NEWS 


★ 


M ore good ham news means further savings and better hamgear. The supply of 40 M xtals at 99 
cents is running low. Our offer of Kenco still holds. Remember we also carry the latest standard 
radio material in stock. 


Broadcast Quality 
DB Mike and Trans, 
for $4.95 ★ 

This Kellogg 501 microphone and 
^ transformer was formerly sold to 
broadcast stations at $90.00. It s a 
stretched diaphragm, chamber 
damped, heavy machined job advertised by Kellogg "prac¬ 
tically an equal amplitude from 50 cycles to 5000 cycles." 
The Kellogg 900 transformer is added for your convenience. 


Guaranteed Tobe 
Micranol 2000 volt, 2 mfd. 
for $2.45 ★ 


We apologize for holding out on the new 

Tobe Micranols. This Tobe 2 mfd. condenser 

has been tested and held at 17,000 volts so 

w© feel that an unconditional guarantee is warranted for 

ham use. We will replace or make a refund on any Tobe 

Micranol 2 mfd. condenser we sell that has failed in a ham 

set. 



Coto 

Coil Forms 
13c * 

Real receiver and buf- 
fer coi! forms: 

4 prong standard 

5 prong standard 

6 prong standard 



Your opportunity to secure an auto¬ 
matic key still holds — with your 
money back if you don’t like it after 
one week...$3,45 ★ 


40 Meier 
X cut 
99c * 

7S00 lo 7500 Icc 

Orders from near and far for these fb 
unmounted xtals made by nationally 
known rntgr. — wilt exhaust our supply 
by Xmas, 


TAYLOR 

MORE WATTS PER S$S 

TSO. $2.45 TZ20_ $2.45 

T55. $8.00 203Z_ $8.50 

T125_$13.50 866Jr.’s.. $1.00 


T200 

_$21.50 866. 

$1.50 


BLILEY 

POWER CRYSTALS 


LD2. 

.... $4.80 VF1. 

$7.50 

BC3. 

Now . 

$3.35 

HF2- 

— 10 a 20M. 

$5.75 





CD 

WET ELECTROLYTIC S 

8 mfd. 475 V.30c 

16 mfd. 475 V.49c 

Bassett Concentric 

50, 75 and 100 ft. 1 kw' cable. Also 
now low power cable 16c per ft. 

OHMITE 

RESISTORS & BAND SWITCHES 
From the 1 watt to the SOO watt, with 
slider taps and the amous band 
switches for 3 and 5 bands in stock. 

ALADDIN 

POLYIRON INDUCTANCES 
You know those if’s that are made for 
1,600 Kc and 5,000 Kc as well as 
standard 175 Kc and 465 Kc types. 


See the new 

HALUCRAFTER SX-16 

This Is an unusual receiver capable of 
chasing out those hibernating DX sig¬ 
nals. We are told that the SX-16 has 
“IT" over any other receiver yet pro¬ 
duced and it costs less. We*d rather 
have you decide. V'ou can be sure of 
factory sharp alignment when buying 
from The Radio Shack. Allowances on 
standard receivers and most favorable 
ti me payments may be arranged. 


Coto Coil Inductors 

Have you seen the two sizes, (B and 
T) which com© plain, link, orvarlable 
link? The link is in the Inside center of 
the coi I where the pickup is best. The 
mounting material Is a slow burning, 
low loss materianot celluloid. 


Special Speech Amplifier 

This high gain speech amplifier with 110 volt AC supply tone and mixer controls, wil I 
operate from a high impedance microphone including Velotron, crystal or velocity 
microphone or phonograph pickup, to 500 ohm load at a good 10 watt level. The 
quality does credit to phonograph records, its small size makes it conven- * 
lent to install. Complete, wired, less tubes.. . $ 19.50 


MAIL ORDERS PROMPTLY FILLED—SAVE TIME AT THE SHACK 
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DX^er Needs This Clock- 

WORLD TIME 



GORDON 

NAME PLATES 

^ANTtNNA TUNING^ 

A complete line oi 106 beauti¬ 
ful, chrozaium plated name 
plates, available in two sizes. 
Write for luting and low prices 
on these ever-lasting name 
plates for Transmitters, Sound 
and Test equipment. 


You're there ON TIME with a World-Wide 
clock! Onequick glance gives you Standard 
or GMT time, accurately—instantly—for 
any one of the twenty-tour time zones 
around the world. 

This 24 hour time-piece, has a genuine 
Waltham movement. Attractively colored 
dials plainly marked tor direct reading. Self- 
starting. Operates on ilO volt, 60 cycle, AC. 

Here is a beautiful, practical instrument 
you'll be mighty proud to ovml Black satin- 
finished metal base, removable for Bush- 
mounting in your panel. (Hole size 3-11/16"). 
Only $9 net to licensed hams. Get yours 
today! See your jobber. Inquiries invited. 


GORDON SPECIALTIES COMPANY 

440 SOUTH DEARBORN STREET - CHICAGO, ILLINOIS 




That Personal Touch— -by W9ANZ 

"The Pioneer 14 Me. Phone Amateur of the World" 
RECEIVERS — XTAI.S — Tl.rBES 

1938 Skyridcr.$99.00 Taylor T55.$8.00 

RME69.151,20 Taylor T20, TZ20.. 2.45 

Patterson PR15... 109.50 Taylor T125.13.50 

Bliley BG xtals... 3.35 Taylor 866. 1.50 

Bliley LD xtals... 4.80 Taylor T200.21.50 

.4 card hrinss catalogue and information. 

Leuck Electric Service, Lincoln, Nebr. 


i l HAMS!—Here’s the Ideal antenna / \ 

I tower—can also be used as a ver- f II II cr j 
I tical radiator. Strongl Light \ ^ ^ ' j 
I weight! Extremely rigid! Comes yi.e.e.siomCity,y 
I in 20 ft, suctions, with 5 ft. tip, low* X 

I knocked down, for building towers 
I 25, 45j 65. 85, or 105 ft. nigh, as 

you wish. Easy to erwt. Easy to climb. 

Tx Tower Leas —'xl>i *’x20ft.Lowcarbon 

I -J rail ste^ angle. Galvanized after fabrication. 

Cross Bars — x H ^ 12H* mild steel, spot 
welded to form X brace. Baked black eiiamcL 
Bolts— ITSS X .^'—1035 steel, cadmium 
plated. Guy Wire —300 ft. No, 9 galvanized 
with each 20 ft, aet:tion. Tower weighs 4H lbs. 
per foot when assembled. 

Order Direct From 

W WINCHARGER CORPORATION 

Hi Dept. qST-ll Sioux City, Iowa 


Standard Frequency Transmissions 


Date 


Srhedvle Station 

Date 

Schedule Station 

Nov. 

5 

A 

W6XK 

Dec. 3 

A. 

W6XK 

Nov. 

12 

B 

W9XAN 

Dec. 10 

B 

WOXAN 



B 

W6XK 


B 

W6XK 

Nov. 

17 

c 

W9XAN 

Dec. 15 

C 

WOXAN 

Nov. 

10 

B 

W9XA 

Dec. 17 

B 

W9XAN 



A 

VV6XK 


A 

WBXK 

Nov. 

24 

BB 

W9XAN 

:Doc. 22 

BB 

WOXAN 

Nov. 

26 

BB 

VV6XK 

Dec. 24 

BB 

W6XK 



A 

WOXAN 


A 

WOXAN 

Nov. 

27 

BX 

\V0XK 

Dec. 26 

C 

W6XK 

Nov. 

28 

C 

WBXK 

Dec. 31 

A 

W6XK 


STANDARD FREQUENCY SCHEDULES 



Seked. and 


Sehed. and 

Time 


Fre.q. \kc.) 

Time 

Freo. (he.) 

(p.m.) 

A 

B 

{p.m.) 

BB 

a 

8:00 


3500 

7000 

4:00 

7000 

14,100 

8:08 


3600 

7100 

4:08 

7100 

14,100 

8:16 


3700 

7200 

4:16 

7200 

14,200 

8:24 


3800 

7300 

4:21 

7300 

14,300 

8:32 


8000 


4:32 


14,400 

8:40 


4000 







Time 


Sched. and Fren. (Ac.) 



(o.m.) 



BX 




6:00 



7000 




6:08 



7100 




6:16 



7200 




6:24 



7300 



The time specified in the schedules is local standard time 
at the transmitting station. W9XAN uses Central Standard 
Time, and W6XK, Pacific Standard Time. 


TRANSMITTING PROCEDURE 
The time allotted to each transmission is d minutes di¬ 
vided as follows: 

2 minutes—QST QST QST de (station call letters). 

3 minutes—Characteristic letter of station followed by 
call letters and statement of frequency. The characteristic 
letter of W9XAN is “O”; and that of WfiXK is “M.” 

1 minute—Statement of frequency in Icilocycles and an¬ 
nouncement of next frequency. 

2 minutes—Time allowed to change to next frequency. 
W9XAN: Elgin. Observatory, Elgin National Watch 

Company, Elgin, 111., Frank D. Urie in charge. 

W6XK: Don Lee Broadcasting System, Los Angeles. 
Calif., Harold Perry in charge. 

Schedules for WWV 

epOR transmissions and schedules of standard tiTry* 
-*• intervals and ionosphere bulletins see “WWV Services 
Again Expanded,” June, 1937, QST. 

Each Tuesday, Wednesday and Friday (except legal holi¬ 
days), the National Bureau of Standards station WWV 
will transmit on three frequencies as followsr 10:00 to 11:30 
A.Bt., E.S.T.’, 5000 kc., noon to 1:30 p.m., K.S.T., 10,CK)0 kc., 
2:00 to 3:30 p.m., E.S.T., 20.000 kc. 


A Deluxe 100-Watt Transmitter 

{Continued from page 4i) 

angle, held together with dural gusset plates and 
rivets. 

The front panel is a single sheet of K-hich 
17ST dural, with the back side bright-dipped and 
the front finished in a dark grey lacquer. The 
designations and dial scales were then engraved 
through the paint and into the metal. This im¬ 
parts a commercial appearance to the transmitter 
and avoids cluttering up the panel with a mul¬ 
tiplicity of etched plates, which tend to cheapen 
the looks of an otherwise attractive panel. 

Since finishing this transmitter, a wider variety 
of isolantite wafer-switch parts have been made 
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Qhsslih 

To give you SPECIALIZED PERSONAL 
SERVICE of genuine value that is not avail¬ 
able from other jobbers. 

To sell receivers, transmitters, and parts on 
TERMS arranged to suit you with less interest 
than heretofore charged. 

To take your equipment in TRADE on other 
equipment at a fair value. 


To have the most COMPLETE stock of ama¬ 
teur equipment and give you quicker SERV¬ 
ICE, better TECHNICAL HELP, and more 
complete INFORMATION about equipment. 
To allow you to TRY all receivers for TEN 
DAYS without obligation and to COOPER¬ 
ATE with you in every way I can to see that 
you are entirely satisfied. 


COMPARE BOB RENRY’S TERMS WITH OTHERS 

Model of Receiver Cash Price Down Payment 12-month Payr, 

RME-69. $151.20 $30.24 $10,81 

Sky Buddy. 29.50 5.90 2.20 

Sky Challenger. 69.50 13.90 4.15 

Super Sfcyrider. 99.00 19.80 7.11 

PR-15. 109.50 21.90 7.86 

Breting 14. 108.00 21.60 7.75 

ACR-155. 74.50 14.90 5.38 

ACR-111. 189.50 37.90 13.51 

Super Pro. 238.14 47.62 16.95 


Suuiliar terms on all Harvey, RCA, RME transmitters and Stancor, Progressive, All Star kits. 

Youcanreachmebyletter, telegram,phone, _ a 

or visit nearly 24 hours a day, 365 days a ^ A j| I 1 

year. Write for any information. Your in- / J 11 fT-'NA ^ a 

quiries are invited. 11 ^ ^ — U— ft 

HENRY RADIO SHOP \\\ . / 

211 North Main St., Butler, Missouri ^ V ^ OARA 


FASTEST WAY 
TO LEARN Vwl/II 

Easy, Fascinating —LEARN BY EAR to 
be a GOOD OP. 

The New All Electric 
Master Teleplex Code 
'I'eacher is exactly what 
thousaads are looking for. 
1% No experience needed. Ideal 
P- for beginners — steps up 
WPM for ALL Ops. There 
is no guesswork with Master 
Teleplex, because it records 
your sending in visible dots 
and dashes. You SEE and HEAR exactly how you are making 
your signals. You learn code the way you'll be using it — by 
SOUND. Complete course included at no extra charge. Used by 
many schools and several governments for teaching code. Low 
cost, easy terms. MONEY BACK GUARANTEE. Send now 
for booklet Q-li, no obligation. Post card will do. 

TL.«ih **UsMA^* Standard Teleplex — a highly efficient 
I n© riain code teacher using heavy specially pre- 
C—pared waxed paper tape, having two rows 
dpGCIfll ofperforations.WriteforFreefoTderQT-li 

V/e are the originators of this type instru/nent 

TCI CDI CV CORTLANDT ST. 

iCbCrLCA %m\Jm NEWYORK, N, Y, 


RADIO ENGINEERING 

RCA Institutes oSer an intensive course of high standard 

jC . _A embracing all phases of Radio. Practical training with 

fOfj^ modem equipment at New York and Chicago schools. 

Also spec^ized courses and Home Study Courses under 
“No obligation*' plan. 

Illustrated Catalog on request 

RCA INSTITUTES, INC. Dept, stsi 

A Radio Corporation of America Service 
75 Varlck St., New York 1154 Merchandise Mart, Chicago 


NEW! 

CRYSTAL MICROPHONE 


For Ham use. 
Excellepi for 
music pickup too. 
Very directional 
— less feedback. 
Interior floats in 
case—eliminates 
breakage and 
mechanicalnoise. 


NEW 

SHOCK 

PROOF 

INTERIOR 


$ 10.50 

■ ^ LIST 

With Stand 
As Shown 

$ 22.50 


Frequency 

Response 

Extended 


iTERioR ^ .mmsr 'o/® 

Write hr Bulletin 100 

THE TURNER CO. 

Cedar Rapids, Iowa 

Licensed Under Patents of the Brush Development Co. 
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SEASON’S-! 

STARS 

- RECEIVERS - 

NATIOIVAL 

IIALLICRAFTER 

RME —R€x\ 


TIJRES 


TAYLOR 866.$1.50 

Taylor T20-T220. 2.45 

Taylor T5S. 8.00 

Taylor T12S.13.50 

RCA 866. 1.50 

RCA 807. 3.50 

RCA 808. 8.00 


--- PARTS - 

Thor. 16POO. 650/SOO @ 200 ma... $3.88 
Thor. 16P01.1250/1000 ® .100 ma. 7.64 
Thor. 16P02.1250/1000 @ SOO ma. 12.35 


Thor. 16F10. 866 FU. Tr. 1.62 

Thor. 16C20. 5/20 hy. ck. 200 ma.. 2.20 

Thor. 16C21. S/20 hy. ck. 300 ma.. 2.94 
Thor. 16C22. 5/20 hy. ck. 500 ma.. 5.28 

Thor. 16C2S.12hy. 200ma. 2.20 

Thor. 16C26. 12 hy. 300 ma. 2.94 

Thor. 16C27. 12 hy. SOO ma. 5.28 

ir.T.C. 20462A. 1000/750 @ 300 
ma. 5.20 

U.T.C. 20462F. 20 hy. 200 ma_ 1.45 

U.T.C. 20462FS. 5/25 hy. 200 ma. 1.45 


Triplett Meters, National, Ha mm ar- 
lund, Mallory, Shure, Aerovox, Bliley, 
I.R.G., Yaxley, Coto-Coil, Raytheon. 

OUR $11.00 RACK IS A PEACH 


Time Payments tor Conn. MCams 

HATRY & 
YOUIVC 


HARTFORD.203 ANN STREET 

NEW HAVEN.86 MEADOW STREET 

BRIDGEPORT.177 CANNON STREET 


Radio Since I9i2 


available, so by changing STFi and (STF 2 to 2-pole 
5-point switches, and wiring to retain proper 
switching sequence, it is possible to gang these 
two with iSTFs and so reduce the number of 
controls. 


Silent Eepsf 

It is with deep regret that we record the 
passing of these amateurs; 

Raymond L. Barbur, W7E,TK, Bremerton, 
Wash. 

Bernard E. Beatty, W9YTTJ, Sibley, 
Jowa 

George F. Core.y, WlCMZ, New Bedford, 

Engle Ellis, W5BWY, Fort Worth, Texas 
George T. Gillogly, W7EJH, Spokane, 
Wash. 

William Greiger, W8.TAS, Lansing, Ohio 
Ruth Jerrett, XYL V02Z, Brigus, New¬ 
foundland 

John LaVaUe, W2GWH, Bronx, N. Y. C. 
Sergio Levi, IlSL, Firenze, Italy 
Carieton W. Moore, WIHOY, Hampton, 
N. H. 

Max Mousty, ON4MX, Menin, Belgium 
Thomas L. Pettigrew, W6KLF, Compton, 
Calif. 

Frank W. Paulus, Jr., W9PVW, Sed ali a, 
Mo. 

J. Kenneth Reed, W8BRH, Newark, N. Y’. 
Floyd S. Scobee, W7FBC, Haine, Wash. 
Willard B.-Wall, W5ABL, Littie Reck, 
Ark. 

Dr. O.’e. Wall, K6DB, Honolulu, T. H. 
Kenneth D. Wilson, W7AGK, Spokane, 
Wash. 


The 8th A.R.R.L, Sweepstakes 

{Continued from page 4S) 

or new hams invited and reported by such a club, 
in addition to sending a contest report have thdr 
club secretarp write Hq. listing their individual calls 
and scores, and the total of such scores. If there 
are both club ’phone and c.w. entries, A.R.R.L. 
will provide two certificate awards for the club 
to give its leading members. Besides this, the sum 
of the scores of all club participants (’phone and 
c.w.) will be added by the secretary, to count for 
the dub! 

A genuine gavel, with engraved sterling silver 
band, is offered as an award to that club whose 
officers or activities manager submits the greatest 
collective score of “SS” reports when he adds 
figures reported by individual members. Club 
members must send in full reports either direct or 
through the secretary to substantiate the club’s 
claim on the gavel award! A chance to win honors 
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BUY FROM THE WORLD'S 
LARGEST RETAIL RADIO CHAIN! 


Famous for 
Value 

Since 1879 


^avEza 


Amateur 

Headquarters 

63 

CORTLANDT ST. 
N.W Yoik, N. Y. 


Famous HALLICRAFTER 

SX11 

Super Sky Rider 

Special 

1ft €50 




Neverbefor« COO CA 
sold under ^W-DU 

Compjete v.'ith Crystal and 
I.F. Expansion. Plenty in 
stock. 


Since the earliest days o( radio we have 
specialized in short wave apparatus. 
Today at our 63 Corttandi St. store we 
have the largest communications re> 
ceiver department in New York City^ 
with more than 3XK)0 sq. ft. of floor 
space devoted exclusively to com¬ 
munications receivers and transmitters. 
Also, the finest equipped service 
department for short wave apparatus. 

SMALL DOWN PAYMENT 

Easy terms arranged on everything. No 
co-makers. 

LIBERAL TRADE-IN 
ALLOWANCE 



RME-69 

Davega offers the very latest 
irj short wave apparatus. 
Don't fail to see and hear 
this RME-69. 

Also see the RME-DB20 
preselector. 


Complete line of HAMMARLUND ■ RME ■ HALLICRAFTER « RCA 111 
RCA 155 ■ PATTERSON - NATIONAL RCA TRANSMITTERS 


Get Our Easy Terms on Hallicrafters 

1938 SUPER SKY RIDER 



tlie 1938 Super Sky Rfder has everything in Its 
favor In performance, appearance and low 
price. That explains its tremendous popularity 
With short wave fans everywhere. Come to 
Davega and acquaint yourself with Its many 
desirable features. 


LIBERAL TERMS 

Time sales arranged to suit your convenience. Pay for your 
Sky Rider in easy instalments. 

TRADE-IN ALLOWANCE 

Trade in your present apparatus and equipment. We give a 
generous allowance. 

FULL GUARANTEE 

Every Sky Rider we sell bears both the guarantee of the 
Haliicraftersond of Davega. 


63 CORTLANDT ST. 

^ ^ ^ ^ ^ ^ Largest Communications Receiver Department in New York 
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REBUILDING? 



Then you'll find Johnson Condensers ideal (or 
the new rig. The Types “C" and "D" shown 
above, already Famous For their dependability 
and low cost, have been still Further reduced in 
price! 

Mad« of the finest materials throushout^ Including such lea* 
tures as buffed and rounded aluminum plates .051 " thick and 
the exceptional Insulation of Alsimag 196. Available !n 
spacings up to and in a wide range of capacities, these 
condensers offer maximum performance at extremely low cost. 

See September QST for other Johnson condensers. 

Ask your Jobber or write for Cata/og 964J 


I E F JDHNSON-COMPANY 

Of r?ae//o Trattsm!/f/n^ £)fuipmen^ 

• WASCCA MINNESOTA U »>A 

Export OWeei S5 Warrtn St, New York. Cable: “SIMONTRKE" 


THE VALPEY CRYSTALS 

Step by Step Precision Made 

Type LMA unit constats of an accurately cut crystal of the 
low drift type. The frequency drift will not exceed 4. c/m/®C. 
The mounting is .of low loss moulded bakclite. employing 
tube Dina for tube socket mounting. The embossed cover 
has the frequency accurate to witmii .0J% stamped on It. 
Within 5 kc. of specified frequency in the 1,7, 3.S, 7 Me. 

bands ...94.50 

Type VM3 Crystals — Standard X cut mounted—sup¬ 
plied within 5 kc’a specified freq. in the 1.7, 3.5, 7 Me. 

hands...$3.00 

Type VC2 — Standard X cut crystal, supplied in the 1.7, 

3.S, 7 Mo. bands, within 5 kc. of freq. specified.$2.35 

Complete illustrations and descriptions in our new 
catalogue. Order direct or see your local dealer. 

THE VALPEY CRYSTALS 

P. O, Box 321, HoUiston, Mass. 


MODULATION METER 


for your club and a valuable trophy for the 
club’s presiding officer to use at meetings! 

Competition comes only from operators in one's 
immediate Section. Awards are for the operator 
running up the best communication record for 
each Section (as indicated by the score). Oper¬ 
ators thus have equal DX conditions and oper¬ 
ating opportunity. Fullest operating enjoyment 
is assured. See May QST for full details on the 
last SS or ask any amateur who took part last 
year! 


RBPORTINa BBSULTS 

Report ^ to A.R.R.L., West Hartford, Conn., 
as soon as the contest is over. Use the log form 
shown in the example. List all operators ® whose 
work at your station is responsible for any part 
of the score. 

All active ham operators are invited to take 
part and report. You will work a new bunch of 
stations, make new records for your station, get 
QSL cards (be sure to send one for each QSO), 
have a lot of fim, meet new friends, and perhaps 
rate an A.R.R.L. award at the conclusion. Do 
your best operating. Send A.R.R.L. the results 
for QST mention. MAIL YOtIR REPORT 
IMMEDIATELY AT THE END OP THE 
CONTEST TO AVOID DELAY AND INSURE 
THAT YOUR RESULTS ARE CREDITED 
AND KNOWN THROUGH QST. 

^ All hams ate requested to submit lists, even i£ they only 
show a small score, on a postal. By doini; this they help 
support claimB made in logs from other stations and receive 
credit in QST. 


Hints and Kinks 

{CorUinued from page 4Y) 

can be cleared up without a resistor shunted 
across the primary of the transformer, it should 
be omitted. The plate current was 3.5 ma. at a 
supply voltage of 270. This produced a grid bias 
of —5 volts and a plate voltage of about 160. 
According to the article cited above, the output 
should correspond to that of a Class-A amplifier 
operating under the same conditions. 

—Theo Stoecke, SS'iS Telegraph Ave., 
Berkeley, Cal. 


I.A.R.LI. News 

{Continued from page 


Approved by 
Leading Transmitter 
Kit Manufacturers 

BASED ON F. C. C. 
BC SPECIFICATIONS 

SEE YOUR JOBBER 

QSL FOR CIRCULAR 

J-M-P MANUFACTURING CO. 

3042 No. 34th Street ■ Milwaukee, Wise. 


Cape Prince of Wales—Alaska—170° East, 50° 
North—120° W. Equator—South Pole along 
120° West. 

North Pole along Greenwich meridian—latitude 
of Boar I—40° West, 60° North, 40° West, 20° 
North—^20° W. Equator—South Pole along 
20° West. 

North Pole along 80° Bast—80° North—Bound¬ 
ary between Russia and Siberia—along bound¬ 
ary between Russia and Siberia—Caspian Sea 
—around west coast Caspian Sea to Persian 
boundary—along northern boundary of Persia 
and Asia Minor to Black Sea—across Mediter- 



$19.75 F. o. b. 
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This year's sensation— 

the Simpson illuminated dial panel instrument 

Picture a panel with these beautiful, stream-lined instru¬ 
ments which have a translucent dial evenly illuminated 
by a built-in, 6-volt lamp. Net price to amateurs of most 
A. C. and D. C. ranges (inclu^g lamp and djC QA 

socket) is only..... 

Thermo-couple types at new low prices. 

The instrument above mounts in a round, 2V^" diameter 
hole. Round case, non-illuminated instruments with 
identical movement are available In most A. C. and 
D. C. ranges at net price of $4.15, 


PREMIUM QUALITY 

(Bridge-type construction and soft iron pole pieces) 

without the PREMIUM PRICE 


I F you know meters, you know that bridge^lyp© construction with 
soft iron pole pieces is the first essential of lasting accuracy. 
And if you know prices, you know that such instriunents have 
always been far more expensive than the ordinary kind. 

But now, incredible though it may seem, this finer type of con¬ 
struction that hitherto has been confined to the most expensive 
laboratory instruments, is available in a line of meters that are 
priced no higher than the ordinary nm of instruments. The in¬ 
genuity of foremost instrument designers, backed by modem large- 
sc^e production methods, has made it possible to produce these 
meters that are undeniably the finest in the world in their class. 

When you buy Simpson Panel Meters, you buy 
— the type that already have become the first 

choice of prominent concerns whose engineers 
have made exhaustive tests in choosing meters 
that represent the greatest possible value in 
, accuracy and ability to stand up in service, 

instrument Send the coupon for circular showing the 

. t 5.,«.4 •„ ultra-modem designs that will add lustre to 

'h. an.sl panel board. 


SIMPSON ELECTRIC CO. 

5216 W. Kinzie Street, Chicago 


Mail Th is Coupon For Facts 



The Famous Temco “100“ 
Now Available for the First 
Time Under a Most Liberal 

TIME PAYMENT 
PLAN 


• 100 Watts output 

• Band Switching Exciter from 
10-200 meters 

• Remote and Panel Control 
with simplified tuning. 


SPECIAL TERMS 

DOWN PAYMENT AND INSTALLMENTS ONLY 
ON THIS ULTRA MODERN TRANSMITTER ^ SO 


$1652 


UNDER OUR 20-PAYMENT PLAN 
PLACE YOUR ORDER NOW FOR 
PROMPT DELIVERY 


DELAWARE RADIO SALES COMPANY 

, WILLARD S. WILSON — W3DQ 

405 Delaware Ave. estab. 1920 Wilmington, Delaware 
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YOU BUY RADIO PROD- 
UCTS ON REPUTATION — 
WHY NOT 

CHOOSE YOUR JOBBER ON 
EXACTLY THE SAME BASIS? 

Y*s sir, when you are iookins for amateur radio supplies, an 
amateur Receiver, X’mtr; Tubes or accessories you Rrst assure 
yourself of the reliability of the manufacturer. Why not 
choose your jobber on reputation too? For 15 years Sun 
Radio has built an enviable reputation for fast, reliable 
service . . . the kind of service that is built upon a keen 
understanding of your requirements. 

THIS MONTH THE SUN SHINES ON: 

• The NEW NATIONAL NC80X complete 
with Tubes, Speaker and Crystal. Net.... 

• HALLICRAFTERS NEW SUPER SKY- 
RiDER complete with Tubes, Speaker and 

Crystal... 

Write for information on our time payment 
plan. 


$88 

*123 


• NATIONAL RECEIVERS CARRIED IN STOCK for 
Immediate delivery. NCI 00, NCI 01, NC80X, HRO, 
HRO JR., SW3. Write for Free Catalog and net price,. 

• PREMIER CRYSTAL complete with sealed Holder. 

40, 80, 160 Meter. S4.35 

• STANCOR PLATE TRANSFORMER, 1000 volts, 300 

ma; 500 and 750 volt taps. Not.$5.75 

• jewel PORTABLE METER. 1000 ohms per volt 

Ranges 71^300 and 750 volts. Each.$4.25 

• TAYLOR'S LATEST DEVELOPMENT T-125.. $13.50 

.All other types in stock. 

• SYLVANIA 211 C Brand Now and Guaranteed. Will 

replace S03A-242A-211 and others. Net.$6.45 

EIMAC, RAYTHEON, RCA, AMPEREX TRANS- 
MiniNG TUBES IN STOCK. 

• We are distributors for Western Electric Amateur 
Equipment, Tubes, Phones and Mikes in stock. 

• BREAK-IN D.P. DT110 Volt AC Relay. Net.. . .$2.75 

Fall Bargain Bulletin Now Ready 

Contains many ”unadv©rtised specials," items you 
may need, new developments plus editorial matter 
by Sam Schwartz, Ed Berliant and Jack Grand. Get 
copy at once. It's FREE. Simply send Post card to 
Dept. Q-12. 



RADIO CD. 

.227 Fulton Street, New York, N. Y. 

C<jb/e Addrt-ssf SUNRADJO NEW YORK 


raneaxi to boundary between Palestine and 
Egypt (i.e., a point on the coast about 25 miles 
eart of El Arish), along boundary to Gulf of 
Akaba—west coast of Red Sea to Cape Garda- 
fui—just north of Sokotra and straight on to 
60° East, 18° North—60° E. Equator, 00“ E. 
Equator—South Pole along 00° East. 

90° East Equator—Northern point of Sumatra 
and straight on to mainland—along coast to 
Singapore-—120° East, 20° North—140° East, 
20° North—170° East, 30° North. 

40° West latitude of Cape Spartel (Africa), ap¬ 
proximately 36° North Cape Spartol—^ong 
coast of Africa—-boundary between Palestine 
and Egypt. 

120° West Equator—100° West on Equator— 
boundary between North and South America, 
along this boundary to Caribbean Sea, roimd 
coast to Pta GaUinas—Northern point of 
Curacao—Northern point of Tortuga to 
Northern point of Tobago—60° West latitude 
of Northern point of Tobago—40° West, 20“ 
North. 

“(f) In order to be eligible for the award, aE 
contacts made by the apphcant must be from one 
station (in terms of license and call letters, but 
not necessarily of apparatus) operated at one 
location. The term location’ shall be construed as 
representing one metropolitan area, or, alterna¬ 
tively, an area not exceeding 25 miles (approxi- 
matdy 40 km.) in diameter. 

“(g) Holders of WAC certificates are entitled 
to use the letters ‘WAC,’ signifying that fact, on 
their station cards and correspondence.’’ 


A 10-Watt Speech Amplifier 

(Continued from page 1T) 


r.m.s. value of voltage, provided the output 
wave-shape is substantially sinusoidal. 

Measurements made on the amplifier showed 
that at the 10-watt output level distortion was 
neghgible. With the gain fully open, the noise 
level is approximately 43 db below full output 
(0.5 milliwatts) most of the noise being tube 
“rush.” Power-supply hum is hardly detectable 
under these conditions, using a loud speaker for 
monitoring. With full gain, a peak signal of 
0.0017 volt at the grid of the 6J7 will develop 10 
watts output. Since the average crystal micro¬ 
phone output is several times higher than this, 
the actual signal-noise ratio is considerably higher 
than the minimum figure given above. With 
normal gain-control setting, noise is practically 
inaudible, and when any hum is present it usually 
can be traced to external pickup in the noicro- 
phone circuit rather than to the amplifier itself. 

Frequency response vrith the components and 
circuit constants shown is adequate for voice 
reproduction, dropping between 2 and 3 db below 
the 1000-cycle figure at 100 and 5000 cycles. There 
are no humps anywhere in the curve. The fre¬ 
quency range could be considerably extended by 
using suitable transformers (those specified are 
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3 Meier Mtams Aiiention ! 

NOW YOU GAN HAVE CRYSTAL CONTROL ON 

5 METERS WITH ONLY TWO STAGES !! 

Blil©V Meter Mounted XtaU Type HF2 ^ 75 

Type BG3. Mounted 40, 80 Meter Xtala. Now.$3.35 

Type LD2. Mounted 40, 80, 160 Meter XtaU. 4.80 

Type HF2. Mounted 20 Meter Crystals. Now. ....... 5.75 

THE FINISHING 

mounting (Hole nize 3M"), Satin Black Finished Base holds 
clock in reclining position for easy reading. Tells at a glance 
GMT and Local Standard Time in 24 principal countries 
around the globe. Tells the time in each of the 24 time zones 
around the world. And your net cost is only..$9.00 

“X” Cut Unmounted 40 Meter Crystals 

Made by nationally known manufacturer. Your choice from 
uur stock, only $I.9S. These are 1" square and have high 
output. Calibration U accurate to .1%. 

special Bliley 40 meter crystal holders... .$.95 

iIew 1938 SUPER SKYRIDER 

Net Price Complete. Less Speaker and Crystal.$99.00 

Extra for Crystal, $12.00 Extra for Speaker, $12.00 

Tf'm^ Payments on All Hnllicrafters Receivers 

you want a ttood used receiver? Stop In or write. 

We usually have some on hand. 

Transducer Bullet Dynamic Mikes, either hifth or 

low impedance, only.$16.17 

Complete Stocks of Cardwell, Triplett, Thordarson. 
ett'.. The New RK49, A 6L6G with 6P Isolantlte Base 
only....... .,$2.10 

DTV/fT? AO Complete with Crystal and Speaker 

XVlVir/-Dy. Net $151.20 

TAYLOR T20 TZ20 .... $2.45 

TAYLOR T125. . .. 13.50 

TAYLOR 203Z. 8.50 

EIMAC lOOTH. 13.50 

EIMAC 250TH. 24.50 

RAYTHEON RK39. 3.50 

AMPEREX HFIOO. 12.50 

Thordarson Specials 

T-16POO. 810 and 640 V.A.C. Ea. side at 200 mils. . .$3.88 
T-I6P01. 1510 and 1220 V.A.C. Ea. side at 300 mils. .. .7.64 
T-J6P02. 1540 and 1250 V.A.C. Ea. side at 500 mils. . .12.35 
T-16P03. 2140 and 1740 V.A.C. Ea. side at 300 mils, . .11.17 
T-16P04. 2950 and 2370 V.A.C. Ea. side at 300 mils. . .13.67 

See Our Ad in October QST for Kenyon Specials 

W3AHR MAIL ORDERS PROMPTLY FILLED W3BMS 

CONSOLIDATED RADIO CORP., 612 Arch St., Philadelphia, Pa. 


Itubes.i TUBES! TUBES! 

a^a^ykhMiHa//l 


a< 


Taylor 

T20.$ 2.45 

T220 . 2.45 

866. 1.S0 

866 Jr. 1.00 


T55. 
T125. 
203Z. 
T200. 
822. . 


8.00 
.13.50 
. 8.50 
.21.50 
.18.50 


Raytheon 

RK39.$ 3.50 

RK20A.15.00 

RK47.17.50 

RK48.27.50 

RK49. 2.10 




Eimae 

35T.$ 8.00 

100TH.13.50 

100TL.13.50 

250TH.24.50 

250TL.24.50 

iVot only have we one of the largest stocks of amateur transmitting 
tnbes, but ice have EVERYTHING IN RADIO FOR THE AMATEERI 


RCA 

866.$1.50 

802. 3.50 

805 .13.50 

806 .22.00 

807 . 3.50 

808 . 7.75 


TERMINAL 




BILL FILLER^ ADOLPH GROSS so cortlandt st. new york, n. y. 
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Type HFM l.ii .. ■. 

Portable Crystal Control 

7000 —60,000 Kc. 

PHONE—CW—MCW 



# Single 40 Meter 
Crystel for AH 
Bends 

# A.C or Battery 
Operation 

# Complete With 
Coils for 5-t0>S0 
and 40 Meters 

H-F-M 

TRANSMITTER 

$57.60 


5 MKTER UIJPLEX 
TRANSMITTER-RECEIVER 


• T.R.F. end Super-Re¬ 
generation 

• 7 Tubes — 5" Dyn. 

Speaker 

• 6E6 Unity Coupled 

• to watt Carrier 

• 100% Modulation 

• Duplex Operation - 
PHONE • MCW 

TRANSMITTER — 

RECEIVER 

$47.70 

RADIO TRANSCEIVER LABORATORIES 



particularly intended for voice work) and by 
increasing the capacities of the various coupling 
and bypass condensers in the resistance-coupled 
stages. The added expense does not seem eco¬ 
nomically justifiable in view of receiver selectiv¬ 
ity, the frequency response characteristics of the 
iniorophones used by amateurs, and the require¬ 
ments for satisfactory transmission of speech. 
Aa a matter of fact, even though the response 
■irops rapidly below 100 cycles and fairly rapidly 
above 6000, in an air test there is little difference 
between tliis amplifier and one having a consider¬ 
ably wider response range, using the same good- 
quality microphone in both cases. 

The power-supply unit, incidentally, has ample 
capacity for running the ordiaary amateur super- 
het. By operating aU tubes except the power 
stage from the regulated part of the supply, a 
marked increase in stability will be obtained, es¬ 
pecially when the operating voltage varies with 
the signal. This is the case with a.v.c. when the 
plate current of the controlled tubes varies with 
the gain, and also happens when Class-AB out¬ 
put stages draw more current with large grid 
excitation. 


How Would You Do It? 

(.Continued from vage 4^) 


8627 — 115 Street, Richmond Hill, New Yoric 


R ^ D I O 

CrM^|MB'C'DIM/2 broadcasting, aviation and 
* ® ^ I in & 1I in j police radio, servicing, marine 
radio telegraphy and telephony, Morse telegraphy and railway 
accounting taught thoroughly Engineering course of nine 
months duration equivalent to three years of college radio 
work. School established 1874. AH expenses low. Catalog free. 
DODGE’S INSTITUTE, Day Street, Valparaiso, Indiana 
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are held together with good glue and long, thin 
vrood screws. The shelves are mounted over M" 
by M" cleats with headless finishing nails. The 
hinges should bo strong enough to support the 
weight without sagging. They are fastened to the 
box with bolts and nute. 

Door catches and a lock are provided. A pair 
of handles fitted at the top end makes it easy to 
carry from place to place. The box may be either 
mounted permanently on the wall or provided with 
rubber feet. The cost need not exceed three 
dollars. 

Two or three others submitted kinks which are 
worth mentioning. 

W2KJY uses quart-size mayonnaise jam with 
screw tops for screws and small parts. The screw 
tops are fastened on the under side of a shelf or the 
work bench. The jars are removed by simply un¬ 
screwing from the permanentl.y-mountcd top. 

WlALJ finds a piece of heavy duck, about two 
feet square, handy when hunting for some par¬ 
ticular screw or other item in a miscellaneous lot. 
The cloth is simply spread on the bench or floor 
while the contents of the box are spread over the 
cloth. When the desired item has been found, the 
remainder is easily poured back into the box. 

W3GGE finds a fisherman’s tackle box just the 
trick for screws and small parts as well as tools. 

W3GZW suggest the use of a utility closet, 
sold in department stores for the storage of linen, 
brooms, etc. His is 5 feet high, 26 inches wide and 
12 inches deep, has five shelves and cost approxi¬ 
mately four dollars. 

W80MM obtained sectional cardboard boxes 
from his grocer for storing tubes. The boxes are 
(Conlinutd on page 
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HAYNES 
Rig Checker 


Hams all over the 
world are telling us 
that these two instru¬ 
ments are the biggest 
values in radio to¬ 
day. Your station is 
not complete with¬ 
out one. Circular and 
instructions for using 
sent free on request. 


BIG LITTLE 

RIG CHECKER$17-90 RIG CHECKER $9-85 


RADIO CONSTRUaORS LABORATORIES 

Dept. Q-l 136 LIBERTY ST., NEW YORK, N. Y. 

























You TRI-STATE Amateur's 


MAKE THE 


CAMERADIO CO. 


603 GRANT STREET 
PITTSBURGH, PA. 

YOUR SOURCE 
FOR 




and UTAH 

“NO BACK TALK” 
TRANSFORMERS 


UTAH RADIO PRODUCTS COMPANY 

CHICAGO, U. S. A. BUCNOS AIRES 

^ 16 YEARS OF LEADERSHIP’ iucoa radio products co.i 


No.3-$13.95 

Antenna 
Couplin^J Kit 

No.4-$49.75 

500 Watt RF 
amplifier 

No.1-$49.75 

A complete 
BO Watt CW 


No,2-$44.50 

5 0 Watt 
modulator 

No.5-$49.75 

2 5 0 Watt 
class B mod' 
ulator 


Prices do not 
include tubes, 
meters or 
crystal. 


'O' 

# # 


0 * 0^0 


0 

' . ' *i:. 


WAHTED 

Mechanical draftsman with sufficient knowledge 
of Electrical Engineering to assist in Laboratory 
of Electrical Manufacturer. Location, Chicago. 
Address Box 24, Adv. Dept., QST 
West Hartford, Conn. 


^ RADIO COURSES 

^RADIO OPERATING: Prepare for Gov*t Licenne Exam. O 
RADIO SERVICING: Including Short Wave • AMATEUR 
CODE • BLEGTRONIGS • TELEVISION # 

Day and Evening classes —upon requeat 

NEW YORK YMCA SCHOOLS 

4 Weat 63r(l Street, New York City 


'i i 

a 


1/ „ 

cmtiau i t, 


NEW HOLDER DESIGN 

IS SECONDS TO 
INSTALL CRYSTAL 

For All Bands 

GREATER STABILITY 
Plutn In 5 prong tub* sockol 

BeaulIIul Appeannca 

Model AH Holder $1.00 

HIPOWER LOW DRIFT CRYSTALS: 
within 10 kc. or C/io/ca of stock 
AH-IO, 1700-3500 Ke. bandi SS.35 
AH-10, 7000-7300 " band 3.90 

WRITE FOR NEW LITER ATURE 

Hlpower **I/OW Drift” Broadcast and Commercial 
Ctyatals Are Approved by F.C.C. 

Hlpower Gystal Co., 2035 Charleston Si., Chicago 



MODEL T-3 MICROPHONE 
PRAISED for FLEXIBILITY 



[Tnique tilting mount permits 
uni- or non-directional pickup 
without disturbing frequency 
response, Mo yoke and no an¬ 
noying cable entanglements or 
breakage. Single diaphragm 
type for high class public ad- 
drej;s, broadcast, recording or 
amateur use. Exceptional direc¬ 
tional characteristics. Acoustic 
feedback definitely reduced. 
Attractively shaped. Beautiful 
polished chromium finish. Com¬ 
plete with Astatic exclusive 
interchangeable plug and socket 
cable connector, 8-ft. cable and 
spring cable protector. Fully 
guaranteed. 


$25.00 


SEND FOR LITERATURE on other new Astatic Micro¬ 
phones including unique “CRIP-TO-TALK‘* Model CD-104, 
for air-way ground stations, inter-office, inter-factory, ama¬ 
teur and other similar communicating systems. 

Licensed under Brush Development Co. PafentJ 

Astatic Microphone Laboratory, Inc. 

DEPT. G-3, YOUNGSTOWN, OHIO, U. S. A. 
Pioneer ManuFaeturers of Quality Crystal Devices 
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A directory of suppliers who carry in stock the 
products of these dependable manufacturers. 




supit 




u 11 r *■' ** ® 


BALTIMORE, MD. 3 North Howard S(. 

Radio Electric Service Company 


BOSTON/ MA^, H. Jappe Company 


BOSTON/ MASS. Radio Shack 46 Brattle Street 


BOSTON/ MASS, 110 Federal Street 

Wholesale Radio Service Company, Inc. 


ALBANY, N.Y. Und, D,v.Y R,dio Sh,ck 3S6 Bro.dw.y BRONX, N. Y. 542 Fordhom Rd. 

Wholesale Radio Service Company, Inc. 

BALTIMORE, MD. 3 North Howard St. 

Radio Electric Service Company 

BURLINGTON, VERMONT 

BOSTON, MASS. Radio Shack 46 Brattle Street Vermont Hardware Co., Inc. 


BOSTON, MASS. 


Wholesale Radio Service Company, inc. 

BRONX, N. Y, S42 East Fordham Rd. 

Wholesale Radio Service Company, Inc. 

JAMAICA, U I. 90-08 166lh Street 

Wholesale Radio Service Company, Inc. 

NEWARK, N. J. 219 Central Ave. 

Wholesale Radio Service Co., Inc. 

NEW YORK, N, Y. Gross Radio, Inc. 51 Vesey St. 

NEW YORK, N, Y, Harrison Radio Co. 12 WestBroadway 


110 Federal Street GREENWICH, CONN. 


252 Greenwich Ave. 


Mead Stationery Company 


JAMAICA, L. I. 90-08 166th Street 

Wholesale Radio Service Company, Inc. 

MONTREAL, CANADA 985 Craig Street, West 

Canadian Electrical Supply Co., L^. 

NEWARK, N. J. ^ ^219 Central Avenue 

Wholesale Radio Service Co. 


NEW YORK, N, Y. 460 W. 34th St. 

Bruno-New York, Inc. 


NEW YORK, N. Y. 100 Sixth Ave. v vr^DI.» ki v 

Wholesale Radio Service Co., Inc. NEW YORK, N. Y, 

,:>ann 

NEW YORK, N. Y, Terminal Radio Corp. 80 Cortlandt Street 

NEW YORK, N. Y. 

POTTSVILLE, PENN. E. Norweai.n » George Sts. Wholest 

Sylvester Radio & Supply Co., Inc, 

NEW YORK, N. Y. 

READING, PENN. 404 Walnut St. 

George D. Barbey Company 

NEW YORK, N. Y. 

READING, PENN. 104 North Ninth Street Grand 

Sylvester Radio ft Supply Co., Inc. 

SPRINGFIELD, MASS. T. F. Cushing 349 Worthington St. PHILADELPHIA, PENN. 


Sanford Samuel Corp. 


136 Liberty St« 


NEW YORK, N. Y. 100 Sixth Avenue 

Wholesale Radio Service Co. 


NEW YORK, N. Y. 12 West Broadway 

Harrison Radio Company 


NEW YORK, N. Y. 124 E. 44th Street 

Grand Central Radio, Inc. 


Eugene G. Wile 


10 S. 10th Street 


WASHINGTON,^ D. C. 938 F Street, N. W. 

Sun Radio ft Service .Supply Co. 


PHILADELPHIA, PENN. 117 North 7th St 

Raymond Rosen ft Company 



PHILADELPHIA, PENN. 512 Market Street 

M ft H Sporting Goods Company 

POTTSVILLE, PENN. E. Norwegian ft Georg© Sts. 

Sylvester Radio ft Supply Co., Inc. 


READING, PENN. 


Bright ft Company 


8th ft Elm Streeb 


READING, PENN. ^ 104 North Ninth Street 

Sylvester Radio ft Supply Co., Inc. 


ALBANY, N. Y, Uncle Dave’s Radio Shack 3.56 Broadway | SPRINGFIELD, MASS. T. F. Cushing 349 Worthington Street 
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A directory of suppliers who carry in stock the 
products of these dependable manufacturers. 




WASHINGTON, D. C 938 F Street, N. W. I CONCORD, NEW HAMPSHIRE 

Sun Radio 8; Service Supply Oi. 1 Carl B. Evans 


80 N. State Street 


RME 

RECEIVERS- PRE SELECTORS 

AMATEUR RADIO EQUIPMENT 
RADIO MFC. ENGINEERS, Inc. 

PEORIA ILLINOIS 


JAMAICA, L. 1. 90-08 166th Street 

V^olesale Radio Service Company, Inc. 

NEWARK. NEW JERSEY £19 Central Street 

Wholesale Radio Service Co. 


NEW YORK, N. Y. 12 West Broadway 

Harrison Radio Company 


NEWYORK, N. Y. _ 100 Sixth Avenue 

Wholesale Radio Service Co. 


ALBANY, NEW YORK 

Uncle Dave's Radio Shack 


356 Broadway 


WASHINGTON, D. C. 938 F Street, N. W. 

Sun Radio ft Service Supply Co. 


BINGHAMTON, NEW YORK £5-27 Sturges Street 

Radio Testing Station 


BUFFALO, NEW YORK 216 E. Genessee Street 

Dymac Radio 

HARTFORD, CONNECTICUT „ 210 Chapel Street 

Stem Wholesale Parts Company 


NEW YORK, N. Y. 12 West Broadway 

Harrison Radio Company 


NEW YORK, N, Y. Terminal Radio Corp. 80 Cortlandt Street 



ALBANY, N, Y. _ 356 Broadway 

Uncle Dave’s Radio Shack 



ROCHESTER, NEW YORK 244 Clinton Ave., N. BOSTON, MASS, Radio Shack 46 Brattle Street 

Radio Parts ft Equipment Co. 

BOSTON, MASS, Selden Radio Company 28 Brattle St. 

BOSTON, MASS. 110 Federal Street 

Wholesale Radio Service Company, Inc. 

BRONX, N. Y. 542 East Fordham Rd. 

Wholesale Radio Service Company, Inc. 

JAMAICA, L. I. 90-08 166th Street 

Wholesale Radio Service Company, Inc. 

MONTREAL, CANADA 285 Craig Street, West 

Canadian Electrical Supply Co., Ltd 

...V n . NEWARK, N. J. 219 Central Ave. 

ALBANY. NEW YORK 356 Broadway Wholesale Radio Service Company 

Uncle Dave's Radio Shack 

NEW YORK. N. Y. 100 Sixth Avenue 

BOSTON, MASS. The Radio Shack 46 Brattle Street Wholesale Radio Service Company 

BOSTON, MASS. S«lden Rodio Cc.p.ny SB Br.ulo Street POTTSV.LLE, PENN. ^ Suppl^o™-'" * 

BOSTON, MASS. 110 Federal Street READING, PENN. 404 Walnut Street 

Wholesale Radio Service Company, Inc. George D. Barbey Company 

BRONX, N. Y. 542 East Fordham Rd. READING, PENN. 104 North Ninth St 

Wholesale Radio Service Company, Inc. Sylvester Radio 8: Supply Co., Inc. 


BUFFALO, NEW YORK 

Radio Equipment Corp. 


326 Elm Street WASHINGTON, D. C. 938 F Street, N. W. 

Sun Radio & Service Supply Co. 


lAsHnas on this page do not necessarily imply endorsement by QST of the dealers or of other eanipment sold by them. T2J 







DO YOU WANT TO LEARN 

WlRBUSS and Telbgraphy? 



These books give you the fundamentals of 
wireless and telegraphy. They contain the codes 
and how to learn them. Mail your order now to: 


SIGNAL ELECTRIC MEG. CO., Menominee, Michigan 



ESTABLI S H E D 
1892 


TheyVe 

Rolling 

NOW! 


See Pages 4-5 


How Wouid You Do It? 

(Continued from page 118) 

apparently similar to egg crates, providing 
separate compartments for each tube which he 
stores upside down in the compartments. 

O. H. thanks, in addition, the host of others, too 
numerous to mention individually, who came to 
his rescue. D. II. M. 

And again the contest rules: 

1. Solutions must bo mailed to reach West 
Hartford before the 20th of the publication month 
of the issue in which the problem has appeared. 
(For instance, solutions of problem given in the 
March issue must arrive at QST before March 
20th.) They must be addressed to the Problem 
Contest Editor, QST, West Hartford, Conn. 

2. Manuscripts must not be longer than 1000 
words, written in ink or typewritten, with double 
spacing, on one side of the sheet. Diagrams and 
sketches may be in pencil, must bo neat. 

3. .Ml solutions submitted become the property 
of QST, available for publication in the magazine. 

A. The editors of QST wiU serve as judges. 
Their decision will be final. 

Prizes of $5 worth of A.R.R.L. station supplies 
or publications will be given to the author of the 
solution considered best each month, $2.50 worth 
of supplies to the author of the solution adjudged 
second best. The winners should, of course, state 
the supplies preferred. 

Strays 

New 2-Inch Cathode Ray Tube 

A new cathode-ray tube for low-voltage opera¬ 
tion has been announced by National Union. This 
tube, which will be known as the Type 2002, has a 
two-inch flat screen coated with highly-sensitive 
fine-grain fluorescent material. The overall length 
is 6?4 inches, and the tube has a small octal base. 
Deflection plates are of non-magnetic material. 

Following are typical operating conditions for 


the 2002: 

Anode No. 2 voltage... 

. 400 

500 

600 

Anode No. 1 voltage... 

. SO 

100 

120 

Grid voltage..... 

. never positive 

Deftection sensitivity. . 

. .24 

.18 

. 16 mm. per volt 

Heater voltage. ...... 

Heater current. 

.26 

.20 

.17 “ “ “ 

6.3 volts 

0.6 amp. 


From WIJBP comes another story of amateur 
radio jumping into the breach. A large instrument 
manufacturer needed several amperes of 14-Mc. 
juice for testing some t.c. ammeters. None being 
available in the plant, a member of the organiza¬ 
tion, WIJEA, was contacted and agreed to lend 
his rig for the test, which was a rush job. A new 
kind of service! 

Vermont and New Hampshire come near to be¬ 
ing desert isles for the many VK’s who these days 
are shooting for WAS. Any ham in those states 
who wants to QSO Aussies can do a rushing busi¬ 
ness on 20 in the mornings, simply by sending out 
a few CQ’s and signing “ VT ” or “ NH ” after the 
call. 
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HAM-ADS 

(1) Advertising shall pertain to radio and shall be of 
nature of interest to radio amateurs or experimenters in 
their pursuit of the art. 

(2) No display of any character will be accepted, nor can 
any special typographical arrangement, such as all or part 
capital letters be used which woiDd tend to make one adver¬ 
tisement stand out from the others. 

(3) The Ham-Ad rate Is 15c per word, except as noted in 
paragraph (6) below. 

<4) Remittance In full must accompany copy. No cash or 
contract discount or agency commlaaion will be allowed. 

(5) Closing date for Ham-Ads is the 25th of the second 
month preceding publication date. 

(6) A special rate of 7c per word will apply to advertising 
which, In our judgment. Is obviously non-commercial In 
nature and Is plac^ and signed by a member of the Ameri¬ 
can Radio Relay League. Thus, advertising of bona tide 
surplus equipment owned, used and for sale by an Individual 
or apparatus offered for exchange or advertising InauiriM 
for special equipment. If a member of the American Radio 
Relay League takes the To rate. An attempt to deal In ap¬ 
paratus In quantity for profit, even If by an individual. Is 
commercial and takes the ISo rate. Provisions of paragraphs 
(1), (2), (4) and (5) apply to all advertising in this column 
regardless of which rate may apply. 


Having made no investigation of the adver¬ 
tisers in the classified columns, the publish¬ 
ers of QST are unable to vouch for their 
integrity or for the grade or character of the 
products advertised. 


QUARTZ—direct importers from BrazU of best quality pure 
quartz suitable for making piezo-electric crystals. Diamond 

DriU Carbon C o ., 719 World Bldg. . Ne w York City. _ 

RADIO engineering, broadcasting, aviation and police radio, 
servicing, marine and Morse telegraphy taught thoroughly. 
All expenses low. Catalog free. Dodge’s Institute, Byrd St., 

Valparaiso, Indjj__ 

qSL’S, W2SN, Helmetta, N. J. __ 

OALLBOOK8—new DX calls, new prefixes, thousands of new 
W and ra calls, in the Fall, 1937 Radio Amateur Call Book, 
Sent postpaid $1.25, or a whole year (four issues) for $4. (In 
foreign countries $1.35 and $4.35.) Your call and QRA printed 
in large type $1 per year. Radio Amateur Call Book. 610 S, 

Dearborn, C hicago. __ 

QSL’S, ail colors, cartoons, snappy service. Write for freesam- 
3^es today. WIBEF, 16 S toc kbrictee Ave., L owell, Mass. 
COMPLETE trainl^ for all amateur and professional radio 


QSli’S—Entirely new printing process makes more beautiful 
cards at lower cost—-Send lOfl in stamps for elaborate kit with 
which you can design your own card—Astonishingly inexpen¬ 
sive. QSL Company, Box 481, Hartfor d, Conn. __ 

USED receivers. Bargains. Price list SV. W3DQ, 405 Delaware 

Ave., Wilmington, Dm. ___ 

GENTH^IT iHinois hams—RME equipment. See, write 

W9ARN. _ 

W2GNL selling out. _ 

QMj'S. Highest quality. Lowest prices. Radio Headquarters, 

!Ft. Wayne, Ind .____ _ _ 

RADIO materials. Bankrupt jobber stock. Everything service¬ 
men, Hams use. Quality Rad io , Ric h mond, Ind. _ 

QSL*S^2 color—$1. hun dred. Samp le s. Stam p. W8NOS._ 

GET an R9 crystalin our new air gap holder near your frequency 
in the 80 and 160 meter bands, $i.25. R9 Crystals, 338 Murray 

Ave., A rnold, Pa. _____ 

SELL"or trade large"oil-filIcd Westinghouse condensers, $12, 
weight 60 lbs., handles 3000 v. O.K. One sufEcient for trans¬ 
mitter. W6KD, 215 W. 19, Oklah o ma C ity. 

600 watt tra^mitter complete, $100; also 7 H kva alternator, 
2000 v.t 750 watt plate supply. List for stamp. Sell everything 

t oo large for house trailer. W5EFV. Alva, Qkla. __ 

QSij’S. Cartoons. Free samples. Theodore Porcher, 7708 Navajo 

St., Philadelp hia, Pa. ____ 

RATUO, electrical measuring instruments repaired, calibrated, 
built to order. Measurements made on component radio parts. 

Peldy ne Co., Engineeri n g Bldg., Chicago, Ill ._ 

WANTED; complete amateur fone transmitter 100 watt out¬ 
put. Write full details and lowest cash price. VE4AL, Mossbank, 

Sask., Canada._ 

VARIABLE condensers calibrated: ten point calibration against 
General Radio precision standard. For a limited time, $1.26. 

W8MYB, ICiames ha, N . Y.___ 

New condition. Copper tapes, blanks. 
Cotton, 1235 Trenton, Seattle. 


CLEARING shack-rack cfe panel xmittcr 47, 46, PR-10*s and 2 
pwr supplies self contained, with xtal, 40 mtr coils, $25. Rack & 
panel 616 tritet osc., 616G buffer, 211, like new, final with 200 
watts input; complete, $55. Complete PA system, misc. equip- 

ment. F.Q.B . W3G ES. Red Lion, Pa. __ 

QST’S: Sell 28 copies 1920 to 1933. Fred Elser, 78 Grenada 

Terr., Springfield, Mass._ __ 

QSL’S. Free samples. Print^, Co rwitb, Iowa. _ __ 

SAVE 50% on any type transmitting tubes or rebuilt, trade-in 
accepted. New 203-A, $12.50. General Electronics, Dobbs 

Ferry, N. Y. __ __ 

SELL All-Star 400 watt fone transmitter with 20 and 80 meter 
coils, new tubes, crystal mike, relay rack, $300. Lincoln R9 
super, 8 to 200 meters with Jensen 12" dynamic, $50. .Barr five 
meter transceiver $10, with new tubes. W8KSG, 404 Highland, 

Turtle Creek, Pa^^______ 

SELL—^books on commercial radio operating, cheap. VE4AB, 

L a Riviere , jMam_______ 

QSL’S. W8DED QSL'e. Glossy white stock. Samples? (stamp). 

V V8DED , HoUand, Mich. _ 

CRYSTA L S? Order Bli ley from'WSDED. (G u aran t eed) . 
SELL: Esco Motorgenerator icioo volt 400 miliiampere, Iio-220 
volt, $50. Acme filament transformer 110 to 10 or 12 volts 300 
watts, $10. QST and IRE Proceedings from 1926, offer. SW3 
with 20-40-80 amateur coils a.c. power pack, $20. Complete 
transmitter from 110 volt to antenna terminals operating condi¬ 
tion, all crystal controlled with crystal one band. Phone or c.w., 
ioO-80-40 coils, 211 final 212-D modulator velocity mike, panel 
21 inches wide by 5 feet high, $150. Push-Pull RK20 final sup¬ 
pressor modulation crystal microphone, $100. Portable station, 
SW4 receiver, 10-2000 meters, speaker, 801 final, Push-Pull 
6 -Ij- 6 modulator, crystal mike, 160-80-40-20, mounted in carry 
case, $100. 802, RK25, 211, 210, Cardwell T183 and National 

DX 350 and 150 con densers A and N dials, offer. W 2 AQJ .__ 

QSL cards, neat, attractive, reasonably priced. Samples free. 

Miller, Printer, Ambl er, Pa. ___ 

GENERAL Electric dynamotors 24/760 volts 200 mills. $20. 
On twelve volts deliver 375. Westinghouse 27 1/2/350, $10; 
200 watts 900 cycles, $15; 6-15 volts 500 watts Aircraft, $10. 
Simon 500 watt 500 cycles with exciters, $8. Slightly used, $6. 

Lis^ Henry i^enzle, 215 Hart Blvd ., Staten Island, N . Y. _ 

WANTED: Good used 8 to 16 tube short-wave receiver. State 

make; cash p rice. Merlin Atkins, Sumne r , 111. _ 

TRAN^ORMERS wound to your specifications; special types, 

etc. Lareo Labs ., 1616 Hoge Ave., Zanesville, Ohio .__ 

QSL’S, SWL's, ioO 3 color 75{l. Lapco, 344 W. 39, Indianapolis, 

Ind. __ 

TRANSFORMERS, plate 2 H KVA, $46.80. Chokes, 30H 180 
ohms 500 ma. 82 pounds $10. lOH 30 ohms 1 ampere 75 lb. $10. 

Send for circular. Hilet Engine ering Co., W. Ora n ge , N. J. _ 

HICKOK instruments. Ham surplus. We trade. Cannady, 38 

W. Andei^on, Aurora, M o.____ 

j^)R^ale^i00-260 watt broadcast transmitter—high fidelity, 
100% modulation approved under F.G.C. rule 132. Send for 
photo and detailed description. Radio Station WHBI, 100 Ship- 

man St., Newark, N. J._____ 

QST’^~ye^ 1916 wanted. Sell or trade issues 1919-1933. 

W9EWH .____ 

SELL; Lafayette 19 transceiver in new condition, complete with 
tubes, telescope antenna and Universal transceiver set. $20. 

W2HCZ, M iller ton, N. Y. _ 

SELL or swap for ham gear. Supreme 89-D tester, Weston 
665-2 Analyzer. Riders Manuals, Clough-Brengle DC oscillator. 

Details W7ALZ, Clark ston, Wash, ___ 

MEET the gang on 6. Bulletin describing efficient, stable, and 
inexpensive long lines oscillator is yours. Write Paradio Sales 

Co., 124 G ar rison Ave., Jersey City, N. Y. _ 

NEW ^0 \^tt all band custom built transmitter ^6 802 838 
five meters, finest parts, complete^$100. Description. W7IV, 

205 Bl aine, Missoula, Mont. ____ 

QSl/S by Maleco. None better. Free samples. Maleco, 1612 

Eastern Parkway, Brook l yn, N. Y ._ 

STATION surplus meters: "Westinghouse portable a.c. volt¬ 
meter. two ranges, 0-15 and 0-300 $3; Westinghouse portable 
d.o. ammeter-voltmeter, eight ranges 0-1.6, .15,16, 30 amperes, 
0-150, 300, 600, 1200 volts $5.; Weston Model 301 500 volt 
d.c.; 100 milliampere; ten milliampere; and five milliampere, 
Model 476 10 volt a.c.; 250 volt a.c.; all single range $2. each; 
tubes, type 852 $8.; 203A, 211, 845. 872A $5. each; 217 $3; 

204A $20. Melody s axophon e $10. Derr i ck, Erlton, N. J. _ 

CRYSTALS: Unconditionally guaranteed.Suppliedwithin5kilo- 
cvcles of frequency you specify in 160, 80, or 40 meter band. 
These are X-cut carefuUy ground to deliver maximum output 
and to resist fracture. Exact frequency of crystal written on box. 
160 and 80 meter crystals $1.60, 40 meter crystals $1.86. For 
crystals supplied to exact frequency add $1. ^to above prices. 
Try these crystals in your transmitter for thirty days. If not 
fully satisfice! you may return them and your purchase price will 
be immediately and cheerfully refunded. Wright Radio Labs., 

5859 Gleawood Ave., Chicago. Ill. Telephone Sunnyside 6168. 
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QSIi’S—printed by an ole timer. W2AEY, 338 Elmora. Eliaa- 
beth, N. J. 


CRYSTALS: Reauest descriptive catmog-T-jjrice list. All ama¬ 
teur tjrpes, mounted—unmounted. Unconditionally guaranteed. 




NEWEST QSL’s—^WL’s. Something different. Fritz, 455 
Mason, Joliet. IlL 


TRANSMITTER: Improved Lafayette PB46A. 90 watts 
phone or c.w. all bands including 10, complete with coils, tubes, 
cry stals, a ntenn a coupling unit—"$115. or best offer. W lAA. 
^SL’S. 300 one-color eairis, $1. Samples. 2143 Indiana Ave., 
Columbus, Ohio, 


SELL—best offer—Collins 32B xmitr, 204A xmitr or parts, 
1 k,w. po wer supply, W&CMJ. 

SEOjTN ew and used transrmtting tubes, used 849 carbon plate 
$20, two RCA 211’8 (gl $7. each. New and in original carton. 
Other bargains. Filter condensers. Weston meters at less than 
half price. Write for list. D. C. Akers, W2FL, 181 Greenwood 
Ave., E. Orange, N. J. 


for hat of equipment. W3DQB, Norfolk 


WANl ED: Good long-wave receiver covering 600-3000 meters. 

Mil ler, Box 2 0, Lawre ncevllle, N. J._ 

jFOR sale: GarcKner-Leverlng automatic sender with 12 rolls of 
tape, $6; General Radio test signal generator nith tubes type 
404, $5; noise silencer, complete, $4. W2BCE. 


CRYSTALS X 80-160, $1.50. W9IPD, lola, Kansas. 


SELL out real bargain. Complete new 20-40-80 meter 25 watt 
fone 80 watt c.w. portable transmitter, never used, best meters, 
new spare tubes, new 500 watt a.c. generator, type ’30 receiver, 

e tc., all $175. Request l ist . WIAYG _ 

THREE LD 3500 voIt~3 mfd. oil-filled Weatinghouse filter 
condensers, $20. Fifteen disc omnigr^h, 62 records, $8. Uni¬ 
versal DB carbon mike type LL, $8. WlAYG. 


CRYSTAL^; Eidson '1'9 dependable-powerful X cut, 40 and 80 
meters $1.60, fully guaranteed. High harmonic output, our 
special grinding process resists fracture. Compare the activity 


211 output, Bliley oVen, tubes, phone and c.w., supply, $40, 
Want Breting-12. W3ARA, 236 Landis Ave., Vineland, N. J. 


QSL’S. Better designs; better stock; better workmanship. Free 
samples to hams only. W2FJE, 101 Hanson Place, Brooklyn, 

N. Y. 

QST’S—SeU Dec. 1916, buy June 1916. "WgZT, 1623 N. Irving, 

hUnneapolis, Min n._ _ _ 

FOR sale: 116 voit d.c. to 116 vTTt a.c. 500 watt Esco rotary 
converter. New condition. $36. WQCSY, 4928 Newton 8outn, 
Minneapolis. 

TRADE—aeU—150-T, RK-20, 872-A’s sockets filament xfors, 
8UD Class B’s, 282-A. Want 852's, 50-T’8, xtala. W7BMQ. 


FOR sale: Complete NRl radio and television course, $25. 

F. R. Herr, 437 4tb Ave., Ne w Kensingt on , Pa. _ 

SELL: 15 watt 160 c.w. rig. Complete—^$11. W8JGM. 


FOR sale: SWo complete — full coverage coils 10 meters to 120, 
$25. cash — 30 volt 50 amp. generator. SeH or swap for 110 volt 

a.c. generator. WIHRR. _ _ _ 

WEStInGHOuse tbxe^ unit motor generator set. 7.5 H.P. 
motor. 2,000 volt, 1.5 ampere and 1.000 volt 0.5 ampere genera¬ 
tors. Condition perfect. Cost $1450, sell $200. Also Westing- 
house 75 k.w. rectifier unit. Miller Watkins, Murfreesboro Rd., 
Nashville. 


88-34 209 St., Queens Village, N. Y. 


TON day trial: KME-69’s, $99; NClOOX’s, $99; NCTOO's, $89; 
Breting 14'8, $79; ACR-lZS’s. $69; ACR-lSS’s, $49; PR-lO’s, 
$39; Su^ver 6 BV $29; Sky Buddies, $19; FB7’s, $19; other sets, 
list free. Bob Henry, W9ARA, Butler, Mo. 


ALL new receivers, transmitters, ^arts on mv 6% ^an. Trade 
in your equipment. Receivers snipped on trial. Write, Bob 
Henry, Butler, Mo, 


SELL—transmitter, 120 watts output; 4 bands; 5 stages; 3 
meters; Collins coupler; two power supplies. Neatly mounted 
on metal chassis for rack mounting. Complete with tubes and 

coi ls, $75. Howard, 5514 Lake St., Chicago. _ 

Crystals, ground to order, 160-80, X cut, sit five kilocycles, 
$1.50. Sjpofc frequency, $2.50. Three semi-finished, 80 meter 
blanks, including carborundum, $1.20. Speedy delivery. Wil¬ 
liam Threm, WSFN, 4021 Davis Ave., Cheviot, Ohio. 


SELL or swap complete portable station. UHX-10 transmitter, 
power supply, coils 80, 20 meters rtals, microphone. Zenith 7 
tube all-wave 1937 6 volt receiver. Kato 110 volt 300 watt gas 
generator. Interested cameras or 200 watt phone transmitter. 

W2EDW. __ 

CRYSTALS unconditionally guaranteed^,' X cut 7000 k.c.'8, 
$1.85, 3500 or 1750, $1.65, low drift 40-80-100, $2.20. dose 
frequency supplied. A. E. Rydberg, W9AED, Mitchellville, 

lowa^__ 

Cabinet for operating table: place for QSL cards, neon bulb, 
coils, log, caUbook, message blanks, etc. Only $1. plus postage. 
Ask for picture and description. C.O.D. orders O.K. W4I>r^, 
Stratford Ave., Nashville, Teon. 



The Complete Line of Telegraph Keys 
[=* “HI-SPEED” 

Semi-Automatic 


—adjustable to give plenty 
of pep and life. Black wrinkle 
K«n base and casting — all raa- 

Model No. 510 chine parts nieW plated. 

Complete with switch cord and plug. List price $10.75. 
Other model* from $9.25 to $17.50. Available at leading 
jobbers everywhere. Write for new literature and Amateur 
Discounts. 

LES LOGAN COMPANY 

646 Jessie Street San Francisco 


lORlGINAL W8UD CLASS B 

lUNIVERSAL TRANSFORMERS — Now Improved 
MATCH ALL TUBES 


50 WATTS AUDIO, PER PAIR . - $4.9S *1 POST 

100 WATTS AUDIO, PER PAIR . . 7.7S J PAID 

ONE YEAR GUARANTEE- Write for Data Sheeta 


New Sold ETCclustvely By 

C. R. MALMGRCN. W9IXR, WEYERHAEUSER, WIS. 

I Douglas Radio Products 



receivers in stock. W8ANT. 


RECEIVER headquarters. New and used. W8ANT. 


AxJj lines of new and used amateur equipment bought, sold, 
exchanged. Write to Southern Ohio’s on^ amateur owned ama¬ 
teur business. Jos. N. Davies, WSANt, 2767 N. Bend Rd., 

Sta. A, Cincinnati, Ohio. _ 

i^ELL Triplett, Universal voU-obm-miUiammeter and free point 
set tester Model 1167, brand new, $17. Joseph Rando, 663 

Crescent Ave., N. Y. C. _ 

DOLL up your rig with swanky call letter plate. Gives the final 

to uch. See illustrated adv» page 107, September issue QS I\ _ 

W*!^TED: used transmitting parts in exchange for 6 X 8 
Kelsey hand press and equipment, prints QSL’s, etc., W8PTE, 

Towanda, Pa, __ 

5 T-. gj-aphs/ omnigraphs, vibroplexes 
OB City, Mo. 



BRAZILIAN QUARTZ CRYSTAL 

Larsest and most varied stock of Brazilian quartz crystals in the 
United States. Finest quality suitable for manufacturing piezo¬ 
electric crystals, lenses, and prisms. Shipments received regu- 
l<irlY from our Brazilian Branch. Also in stock tourmalines for 
making crystals to control the higher frequencies and quart? 
for fusing purposes. 

BRAZILIAN TRADING CO., INC. 

377 Fourth Av»., New Y«k City Murrey Hill 4-2891 
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Your Nearest Dealer Is Your Best Friend 

Your nearest dealer is entitled to your patronage. You can trust him. He is equipped 
with a knowledge and understanding o( amateur radio. He is your logical and safe 
source of advice and counsel on what equipment you should buy. His stock is complete. 

He can supply your needs without delay. His prices are fair and consistent with the 
high quality of the goods he carries. He is responsible to you and interested in you. 

Patronize the dealer nearest you — You can have confidence in him 


ATLANTA, GEORGIA 

Wholesale Radio Service Company, Inc. 

430 West Peachtree Street, N. W. 

“Inve$(:is<ste Our Easy Payment Plan" 

NEW YORK, N. Y. 

Wholesale Radio Service Company, Inc. 

100 Sixth Avenue 

"Investigate Our Easy Payment Plan" 

BALTIMORE, MARYLAND 

Radio Electric Service Co. 

3 N. Howard St. 

Everything for the amateur 

NEW YORK, N. Y. 

hiarrison Radio Company 

12 West Broadway 
"The Friendly Ham Supply House" 

BOSTON, MASS. 

Wholesale Radio Service Company, Inc. 

110 Federal Street 

" Investigate Our Easy Time Payment Plan '* 

PHILADELPHIA, PENNSYLVANIA 

I Euqene G. Wile 

! 

I 10 S, Tenth Street 

Complete Stock of Quality Merchandise 

BRONX, NEW YORK 

Wholesale Radio Service Company, Inc. 

542 East Fordham Road 

"Investigate Our Easy Payment Plan" 

BUFFALO, NEW YORK 

Radio Equipment Corp. 

326 Elm Street 

W80BK— Ham, service and sound equipment—W80LB 

PROVIDENCE, RHODE ISLAND 

W. H. Edwards Co. 

32 Broadway 

National/ Taylor Tubes, Hallicrafters. Complete amateur supply house 

BUFFALO, NEW YORK 

Dymac Radio 

216 E, Genesee Street 

Complete Line Ham and BCL Equipment Cl. 2080 

PROVIDENCE, RHODE ISLAND 

Kraus & Company 

89 Broadway 

Everything for the amateur and serviceman 

JAMAICA, L. 1. 

Wholesale Radio Service Company, Inc. 
90-08 166th Street (Merrick Road) . 

"Investigate Our Easy Payment Plan" 

RICHMOND, VIRGINIA 

The Arnold Company 

527 W. Broad Street 

W3EHL—"The Virginia Ham Headquarters"—W3FBL 

MONTREAL, CANADA 

Canadian Elec. Supply Co., Ltd. 

285 Craig St, W. 

Quality parts and equipment for discriminating buyers 

ROCHESTER, NEW YORK 

Radio Parts & Equipment Co. 

244 Clinton Avenue, North 

Complete stock amateur-BCL parts. Standard discounts 

NEWARK, N. J. 

Wholesale Radio Service Company, Inc. 

219 Central Avenue 

"Investigate Our Easy Payment Plan" 

SPRINGFIELD, MASS. 

S. S. Kresse Company 

1540 Main Street 

Standard discounts, standard lines. Advisory service: W1JQ, W1FOF 

NEW YORK, N. Y. 

Gross Radio, Inc. 

51 Vesey Street 

Fair dealings plus fair prices. Anything in radio 
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RME Equipment 


has now become 


"standard practice” 


Winners must have apparatus 
that they can depend upon 
. . . it must be able to per¬ 
form under all conditions . . . 
it must be good for 24-hour 
service . . . and it must have all 
of the features built in that make 
possible contact under the most 
severe operating conditions. 


INTERNATIONAL TELEPHONE 
Contest Winners 
K6MVV Kenneth C. Bryan 
First Place International "Leader in 
QSOs” 

W9ARA Robert Henry 
First Place W/VE 


We could think of no better 
testimony than the fact that 
these recent winners have used 
RME-69 receivers in showing 
the world what can be done . . . 


INTERNATIONAL TELEGRAPH 
Contest Winners 
W2UK Ralph E. Thomas 
First Place W/VE 

W2AIW C. W. Rogers 
Fourth Place W/VE 


The RME-69 does the job — whether for phone or 
CW contacts. Full information will be sent on request 


RADIO MFG. ENGINEERS, INC., PEORIA, ILLINOIS 


RME - 69 
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UTC BEAM POWER AMPLIFIERS 




Th« UTC PAK kits are now acknowledged by the PA Reid as Ideal 
Universal amplifiers. PAK power amplifier kits are available with 
outputs of 8.15,35, 55, 70,110 and 250 watts. Stabilized feedback 
can be used in the PAK-I, PAK-2^ PAK-3 and the PA output trans¬ 
formers have special feedback windings for this purpose. There is 
provision for mixing of two high Impedance inputs. An etched panel 
providing a dual gain, two position mixer with gain links for high or 
low gain on each position and a VARITONE equalizer control are 
now standard equipment on these kits. 

PAK-1XM Self bias 35 watt output Audio and power on 
. , ^ separate chassis for rack or cabinet mounting. High 

impedance Input 110 to 120 DB gain. Provision For Immediate switch¬ 
over to 95 DB gain with connections either for Mode plate or 500- 
^0 ohm Input line. VARIMATCH modulation output transformer. 
Impedances available are 220, 408,1180,2350,2400,3000, 4000, 
4670, 5560, 7000, 9150, 9470 ohms. Includes all components and 
accessories such as resistors, condensers, sockets, calibration plates, 
etched mixer panel, controls and accessories For a dual gain, two 
position high impedance mixer, chassis, dust covers with handles, 
hardware — except tubes — all fully mounted. List 
Price $80.00. Your Cost.... $48.00 

P A K-OXKH chassis layout as PAK-1XM but has output of 

55 VARIMATCH modulation 

output transformer. Impedances on 3800 ohms plate to plate 380, 
660, 2050, 3740, 4100, 7000, 7500, 8200, 12,000, 15,000! 
1§{^p0/21j500, 29,800. On 4000 ohm plate to plate 237, 1300, 
1750, 2700, 3270, 5200. List Price $85.00. Your 

Tulws required for PAK-1M and PAK-2M Idtf are 1-6J7,3-6C5‘f, 
S-6L6*$,1-83. 


VARITRANik 

VOLTAGE CONTROL UNITS 

APPLICATIONS FEATURES 

* Lin. voll. 3 . control * Smooth control 

* RactiAcr control , ., 

* Motor control * High off, cl.ncy 

* Heat control ^ Excellent regulation 

* Light control ★ Low cost 

The UTC VARITRAN makes possible continuously variable out¬ 
put voltage, using a sliding contact riding over the turns of an auto- 
transformer. 

Standard units are designed for 115 volts input, 0-130 continuously 
variable output. 

Mode! V-1, 570 Watts — 5 amp. maximum rating, complete with 

cord, plug and switeh, net...$10.00 

Model V-8. Same as V-1, but uncased, with terminal sMp For rack or 

panel mounting, net. $9.00 

Model y-3, 850 watts maximum rating, 7.5 amps., uncased, with 
terminal board and provisions for mounting, net. ............ .$14.00 

Model V-4, 1250 watts — 11 amps, maximum rating, uncased, 

net. $20.00 

Model V-5, 2000 v/alls maximum rating, 17.5 amps., uncased, 
net .$32.00 


UTC CATHODE RAY- 

OSCILLOSCOPE 

The UTC OSCILLOSCOPE Incorporating the new 2” cathode ray 
hjbe has every feature required for application In the radio field. It 
includes linear sweep, audio amplication, brilliance, focus, beam 
centering and amplitude controls. Grouping of the controls on the 
simple control panefis such’that rapid and simple adlustment Is possible. 
Ihe ©ntlra unit Is Housed in a black crystal finished’earrying case with 
©tehed aluminum front panel. The size of this unit is extremely small 
considering the 2" cathode ray tube and multiplicity of AA 

applications. Net price, complete, less tubes,.... $9W«Uw 

, TYPICAL FEATURES ARE 

Large Tube.......2'' screen 

Linear sweep...15 to 25,000 cycles 

Amplifier response.. i.......30 to 20,000 cycles 

High sensitivity......2 volts per inch (amplified) 

All controls including beam centering on main panel 

Small size........................ ,6Vb x 10 x 9Vb inches overall 

A.C. Power Supply..... .115 volts — 60 c^les 

Tubes used..... .885, 80,6J7, 6K7, 24.XH 

Low hum pickup. ....choke filtered plate supply 


72 SPRING STREET • NEW YORK, N. Y. 

EXPORT DIVISION iOO VARtCKSTREET. NEW YORK, N.Y, CABLES ;“ARLAB' 
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TT would have been nice if such an outstanding 
new development as the wide-i^an^e cKystal filter 
had been introduced on a high-priced 'Super-De Luxe- 
Ultra Receiver: But it was too good to keep just 
for that, because for the first time it has made it 
possible to build a really fine receiver at a low price. 


the crystal circuit provides selectivity continuously 
variable from 400 cycles to 5 kilocycles, and has wide 
range phasing control. By its use, interference and 
noise are so reduced that a favorable signal-to-noise 
ratio can be obtained without the signal gain of a. 
preselector. The high IF frecjuency (1^6 0 KC.) 
makes it possible to reject image - frequencies 
without the extra selectivity of a preselector. 

THIS is the basic idea back of the NC-81 X. To 
it have been added other new developments, such 
as the new beam tubes, that take AC-DC sets 
out of the "midget" class. And to it, also, have 
been added older time-proven developments 
such as the ''Movable Coil Tuning Unit" of the 
NC-lOO, and the Amateur-Band-Spread of the HRO. 


THE new NC-81 X is in many ways the most 
extraordinary receiver National has ever built 
Do not judge it by its very low price. 
Tes+ ii* -where +he going is toughest. 

NC-8IX 
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\ ^ WITH THE NEW 

RCA Model ACT-150 
Transminer 




RCA oflfers in this new design many worthwhile 
features that will appeal to the advanced amateur 
radio operator. Look these outstanding features over 
and carefully consider all the engineering features 
RCA Engineers have put into this — the most effi¬ 
cient—most economical 150-watt transmitter ever 
offered by anyone. 

• 150 watts output C.W. and Phone from 10 
to 160 meters 

• Special Speech Amplifier with Inverse Feed¬ 
back for high quality voice reproduction 

• R.F. feedback practically impossible 

• Modulation indicator 

• Coils and crystal easily accessible 

• Conservative ratings on all parts 

• Transformers given special impregnation 

• Circuits fully metered 

• Attractive cabinets and panel layout 

• "Tune-up” protection 

• Low tube and accessory cost. 

R-F— RCA-807 crystal oscillator, RCA-802 buffer/doubler, 
2 RCA-807 drivers, 2 RCA-808 final amplifiers. 

Audio—RCA-6J7 input, RCA-6C5 amplifier, 2 RCA-2A3 
drivers, 2 RCA-808 modulators. 

Power Supply— RCA-80 for speech ampli- 
fier, RCA-83 for exciter, RCA-SZ3 for bias 
and driver plate, 2 RCA-866 for high voltage. 


O Qj, 





AMATEUR’S NET PRICE 

f.o.b. factory with speech ^ wm am 

amplifier and one set of 


coils but less tubes, micro- ^ 

phone, crystal and other minor accessories. 


Seeyour supplier orwritefor descriptive literature 


|1R^I 
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